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ABSTRACT 

 

The quantity of textile waste has been increased significantly in the recent years and a considerable 

portion of this waste has been sent to landfills, causing environmental issues. This research has been 

carried out to address this issue and propose a method for textile waste conversion to useful 

commodities such as chemicals or biofuels with potential of application in a commercial scale.   

Wool was selected as feedstock while gasification and pyrolysis were selected as the technologies 

with potential to facilitate the achievement of the objectives. Pyrolysis and gasification were carried 

out in bench-scale fixed bed reactor to check the feasibility of the pyrolysis for textile waste 

conversion. Furthermore, model compounds representing textile waste were pyrolysed with and 

without catalysts to evaluate if the properties of products could be modified.  

5 different catalysts were used for pyrolysis of lignin, cellulose, and phenylalanine. The results 

indicated that Al-KIL2 and 20-ZSM5 had the potential to modify the properties of wool pyrolysis 

by-products and were used in wool pyrolysis in fixed bed. This decision was based on the increase 

in quantity of aromatics obtained in the oil products in based on the GC-MS analysis results.  

High CO content of gas, char product properties and marketable products such as phenols in the 

oil obtained in pyrolysis and gasification using fixed bed reactor proved that these technologies were 

promising. Therefore, a novel scaled-up system (auger reactor) for textile waste pyrolysis was 

designed, built, and modified.  

Comparing the findings of the gasification/pyrolysis of wool in the fixed bed and auger reactor, the 

conversion of feedstock to volatiles seemed to be more efficient in fixed bed while the properties 

of the char did not vary significantly. Regarding the oil products, while phenols and indoles were 

the prominent product in the fixed bed, ketones, nitriles and quinolines were the main products in 

the auger reactor.  

Overall, the results indicated that up to 2 kg/h of textile waste feedstock on its own (without 

mixing with other material) can be pyrolysed/gasified in this system and by-products could be 

collected successfully. Furthermore, it was observed that residence time, heating rate and product 

collection method have been the main contributor for the difference between the small scale and 

scaled-up tests. 
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1 CHAPTER 1 - INTRODUCTION 

Due to technological advancements, efficient management system and globalisation, the cost of 

cloth’s production has dropped considerably. This has led to a large increase in the volume of cloth 

purchased and consequently, textile waste has increased significantly in the last decades. These 

wastes are partially sent to landfill to decompose. Within European countries, Italy, and Germany 

each produce over 390,000 tonnes while France and UK each produce over 200,000 tonnes of 

textile waste annually [1.1]. Overall, textiles are the fastest growing sector in terms of household 

waste with over 2 million tonnes of textiles ending up in landfills every year globally [1.1, 1.2].  

In total, of all the textile produced annually, 31 % ends up in landfills to decompose [1.3]. This 

decomposition has led to several environmental issues such as the production of greenhouse gases 

(methane) and groundwater contamination. Therefore, the Sustainable Clothing Action Plan 

(SCAP), launched in 2009, was aimed to increase the textile sector sustainability. SCAP 2020 

commitment, as one of the paths, was placed to encourage retailers and government departments 

to sign up for voluntary waste, carbon, and water reduction targets for 2020 against a baseline on 

2012. SCAP aimed to reduce the landfilled textile by 15% while the achieved target was 4% as of 

2020 [1.4]. Therefore, actions needed to be taken to reduce the quantity of textile sent to landfills.  

Other major sources of greenhouse gas emission are the use of fossil fuels and petroleum-based 

products. In addition to polluting the environment, fossil fuels are a finite source, and it is already 

believed that peak production of oil, natural gas and nuclear will be reached within a generation 

[1.5]. Their future consumption will not be sustainable given the strong energy dependency of the 

day-to-day life. Furthermore, the reduction of fossil fuels resources will result in consequential 

increase in prices. Therefore, renewable sources of energies are being developed to fulfil the 

requirement for sustainable energy. 

Biomass and in particular bio-waste are considered the next step in generation of alternative 

products to replace conventional fossil fuels. The EU renewable energy directive [1.2] aims to 

achieve 14% renewable energy sources (RES) in transport fuels by 2030 [1.6]. Given that textile 

wastes and specifically natural fibres such as cotton and wool (making 29% of overall global fibre 

production) are considered as bio-waste, this research focused on proposing a solution for the 

problem of textile waste and use of fossil fuels through conversion of textile waste to fuel and useful 

commodities.  

There are several methods to convert biomass to energy and useful commodities such as 

fermentation, anaerobic digestion, combustion etc. The thermochemical conversion of organic 
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wastes and more specifically thermo-catalytic cracking (catalytic pyrolysis/gasification) is another 

promising method. In pyrolysis, the textile waste could be depolymerised into useful commodities 

such as chemicals and fuels, under high temperatures and in presence of a carrier gas. Pyrolysis 

products are in three different phases: solid char, liquid oil, and gas. The gas phase can be utilised 

to make the process self-sufficient through use of CHP (Combined Heat and Power). The bio-oil 

can be further processed and upgraded to be used as fuels or as feedstock for the production of 

chemical commodities. Finally, the char can be used for several applications such as soil 

amendment, by which it will act as a carbon sequestration mean which can contribute to controlling 

the global warming effect.  

Even though pyrolysis without the use of heterogeneous catalyst can lead to production of biofuels 

with some advantages over petroleum derived ones, there are important processing limitations that 

outweigh the advantages. Among the advantages, bio-oil can retain an acceptable percentage of the 

energy content of the original feedstock while withholding less nitrogen and sulphur compared to 

the petroleum product [1.7]. However, having an oxygen content of around 40 wt% makes this 

unstable for the conventional storage processes due to the existence of unsaturated compounds 

[1.8]. Additionally, several other issues such as high viscosity, low heating value, strong 

corrosiveness and more importantly, the complex composition of the oil represent unsolved 

challenges prior to integration into conventional facilities. Similar to petroleum refining, where 

catalysts can be used to influence the types of product obtained from the process of cracking, 

heterogeneous catalysis, either in-situ or ex-situ, can be utilised to overcome the issues mentioned 

earlier. 

The literature indicated that there was a limited amount of research focused on developing and 

commercialising alternatives to sending textile waste to landfill for the disposal/recycling, including 

the pyrolysis of textile waste. Furthermore, most of the available systems which aimed at conversion 

of the textile wastes, either combined textile with other waste or changed the shape/structure of 

the feed (such as use of pellets). However, if textile waste conversion through pyrolysis/gasification 

was going to be commercialised, a specific reactor/system should have been designed which was 

capable of handling the textile waste in the same conditions as it is when being sent to landfills and 

at a large volume.  

This research mainly focused on identifying the potential methods to convert textile waste to useful 

by-products followed by analysis/proposal of a method to scale such process up to a commercial 

one. In doing so, model compounds representing different textile wastes and textile waste itself 

were pyrolysed or gasified in a laboratory sized reactor to identify the potential of pyrolysis and 

gasification as a mean to convert textile waste to useful by-products. Furthermore, methods such 
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as change in operating conditions (such as temperature) and use of catalysts which had the potential 

to alter/improve the properties of by-products were tested. Additionally, feasibility of industrial-

scale process was analysed through design and application of a novel arrangement.  

1.1 Aims & Objectives 

The aim of this research was to evaluate the potential of converting processed textile wastes by 

pyrolysis and gasification to chemical commodity and alternative fuel. The feasibility check of 

scaling up of this process to a commercial scale was also set as one of the aims of the research.  

The objectives set for this research are listed below: 

I. Review of the potential methods for textile waste management 

II. Selection of reactor type considering the complex properties of textile waste; design and 

commissioning of the selected reactor arrangement for bench scale tests 

III. Textile waste pyrolysis/gasification and analysis of the products   

IV. Variation in test conditions (such as change of temperature and use of potential catalysts) 

to observe the possibility of modifying/improving the by-products quality 

V. Investigating the mechanism through which the pyrolysis took place on model compounds 

VI. Design and test of a scaled-up reactor and feeding system for textile waste processing  

VII. Analysis of the products for establishing their potential application 

1.2 Research Novelty 

This research focused on conversion of textile waste to fuels and chemical commodities. Most of 

the research carried out on biomass conversion and utilisation has been on lignocellulosic material 

and therefore significantly less focus has been put on textile waste conversion, which is mainly made 

of proteins and presents properties such as a very different density to lignocellulosic biomass. 

Furthermore, where textile biomass has been studied, it has been mixed with other wastes. Given 

that the use of textile waste for bioenergy could help in reducing the waste sent to landfill and 

mitigate drawbacks such as competition with food crops that exist with the use of lignocellulosic 

biomass, further research is required to facilitate such technology.  

Only few papers have been published on possibilities of industrial sized thermo-chemical conversion 

plants for textile waste and utilisation of the process by-products. Most papers that consider 

processing textile waste in large scale are based on biochemical processes rather than 

thermochemical ones. However, the biochemical pathway had lacked success, due to the long 

residence time required and low conversions, making thermochemical methods a promising 

alternative.  
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In this Thesis, the effect of 5 catalysts in pyrolysis of three model compounds (lignin, cellulose, and 

phenylalanine) were tested in a lab-scale fixed bed reactor in addition to a thermo-gravimetric 

analysis to observe their potential to alter the properties of pyrolysis by-products. Afterwards, the 

fixed bed was used to pyrolyze/gasify wool waste (both catalytic and non-catalytic) and analyse the 

products through different tests. The system was scaled-up through designing, building, and testing 

a novel auger reactor arrangement. The products obtained from this scaled-up reactor were 

compared with the fixed bed reactor to evaluate the possibility of scale up.    

1.3 Thesis Arrangement 

› Chapter 2 - Literature Survey: The nature of what biomass is and the advancements in 

biomass processing technologies are studied. Textile waste properties and potential 

methods for handling it are reviewed and catalyst which might improve the properties of 

the products of textile waste processing are studied. Also, the current stage of textile waste 

pyrolysis and application of auger reactors for biomass pyrolysis/gasification are reviewed 

› Chapter3 – Methodology: The material’s preparation, including the wool, model 

compounds and catalysts are listed. Next, the fixed bed (FB) system arrangements and the 

experimental procedures for catalytic and non-catalytic runs are discussed. Then, the 

methods utilised for analysing feedstock and products are detailed. 

› Chapter 4 – Auger Reactor Design: The detailed design of the scaled-up reactor, Auger 

Feeder (AF), is laid out and the overall operational procedures are listed. Afterwards, the 

issues observed, and actions taken for troubleshooting them are discussed 

› Chapter 5 – Model Compound Pyrolysis Results: The results for pyrolysis of model 

compounds with different catalysts in the fixed bed and TGA (Thermogravimetric analysis) 

are presented. These include the catalysts and pyrolysis by-products characterisation. 

Finally, based on the results, catalysts with promising results are selected to be taken 

forward for wool catalytic pyrolysis 

› Chapter 6 – Wool Pyrolysis and Gasification in Fixed Bed: The results of the wool pyrolysis 

(non-catalytic) at different temperatures, with different carrier gases, different 

condensation traps and different feedstock sizes are presented and compared. Afterwards, 

the results for wool pyrolysis/gasification and effects of the catalysts on by-products are 

discussed 

› Chapter 7 – Wool Pyrolysis in Auger Reactor: The results for pyrolysis of wool in the auger 

reactor at different temperatures are presented. Then, by-products obtained from 

pyrolysis/gasification in the fixed bed are compared with the ones obtained in the auger 

reactor. 
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› Chapter 8 – Conclusion and Recommendations: A summary of the aims of the research are 

given. Then, the main findings of tests are given. Afterwards, the findings of the scale-up 

procedure are presented. Finally, recommendations on future work are listed. 

1.4 References 

[1.1]  LabFresh, “Fashion Waste Index,” LabFresh. [Online]. Available: 

https://labfresh.eu/pages/fashion-waste-index?lang=en&locale=en, [Accessed: 2020] 

[1.2]  Waste Management World, “Textile reuse and recycling company expands in UK,” 2011. 

[Online]. Available: https://waste-management-world.com/articles/2011/08/textile-

reuse-and-recycling--company-expands-in-uk.html. 

[1.3]  WRAP , “Valueing our clothes,” 2012. 

[1.4]  WRAP, “Sustainable Clothing Action Plan (SCAP),” [Online]. Available: 

https://www.wrap.org.uk/sustainable-textiles/scap. [Accessed 2020]. 

[1.5]  P.V.V. Prasad, J.M.G. Thomas, and S. Narayanan, “Global Warming Effects,” Encyclopedia 

of Applied Plant Sciences, p. 289–299, 2017.  

[1.6]  European Commission, “Renewable energy directive,” August 2020. [Online]. Available: 

https://ec.europa.eu/energy/topics/renewable-energy/renewable-energy-

directive/overview_en. 

[1.7]  S. Weber, “The Afterlife of Clothes,” Alternatives Journal, vol. 41, pp. 26-29, 2015.  

[1.8]  R. Consultancy, “Mapping the Development of UK Bio-refinery Complexes; A Report 

Prepared for the National Non-food Crop Centre,” 2007. 
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2 CHAPTER 2 - LITERATURE REVIEW 
 

In this chapter, the general nature of biomass and types are discussed.  Afterwards, the issues related 

to handling and disposing of textile waste are explained. Then, the potential technologies for textile 

disposal/conversion are listed and described, leading to a criteria-based selection. Finally, the 

employment of heterogeneous catalysis for improving the quality of the products obtained during 

processing of biomass using the selected methods are discussed. 

2.1 What is biomass 

Due to the versatility of biomass nature, there is no unified accepted description for what it 

specifically is. However, it could be simplified to compounds derived from organic matters. Based 

on what context it is being used, it can be described more specifically. For instance, in the 

bioeconomy (bio-techonomy) term introduced by EU in 2012, biomass is “a biological resource 

from the land and sea, as well as waste, as inputs to food and feed, industrial and energy production 

[2.1]” 

2.1.1 Biomass Characterisation & Classification 

As an organic matter, the main elements of biomass are carbon, oxygen, and hydrogen in addition 

to less abundant elements such as nitrogen, sulphur, potassium, and calcium. The distribution of 

these elements is varied based on the type of feedstock used. For instance, in case of plant-based 

biomass, hydrogen normally makes up 6% of the biomass, while oxygen and carbon make up 40-

44% and 42-47%, respectively [2.2]. These elements are mostly found in form of lipids, 

carbohydrates, and proteins. The variation in the ratio of these elements is one of the key factors in 

classifying biomass. Therefore, the following classification could be carried out [2.3]: 

› Carbohydrate-based: Made-up of carbon, hydrogen and oxygen. carbohydrate-rich 

carbohydrates can be categorised into: 

- Lignocellulosic: the main example of this type of biomass is wood and it mainly 

consists of cellulose, lignin, and hemicellulose 

- Starch: examples would be wheat, potato, corn etc. These are all high in 

polysaccharide reserves such as insulin 

- Sugar: monosaccharide such as glucose and sucrose such as sugar cane 

› Protein-based: Made of amino acid chains, proteins enable structural function of living 

matters. The main functional group of proteins are carboxylic acids and amines and 

therefore they have high nitrogen content. The biomass in this group can come both 

from plants (i.e., soybean) and animals (i.e., chicken, wool).  
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› Lipid-based: Oil and fats are the main lipids found in the biomass which consist of fatty 

acids (tri-esters) and glycerol. Examples are some algae and rapeseed.  

Other factors which matter in categorising biomass based on the chemical composition are water 

content (moisture), which can affect the heating value of the biomass and the conversion energy 

requirement. The range can be from 15 % for straws to 90% for algae [2.3]. The more the moisture 

content, the higher the processing and transportation costs are likely to be due to the additional 

complexions such as drying and storage. 

Alternatively, biomass can be categorised based on the source of procurement. For instance, any 

biomass grown on agricultural land, which is any land permanently used for growing crops or 

pasture based on the Organization for Economic Co-operation and Development (OECD) [2.4], 

regardless of chemical composition, can be categorised as agricultural biomass. Similarly, any wood 

biomass obtained from forest can fall under the forest biomass. Additionally, any biomass, either 

plant or animal based, which is grown in water can be grouped as aquatic, such as microalgae.  

Another source-based category can be wastes or by-products. This category can overlap with the 

above ones in the sense that agricultural or forestry wastes also fall in this category. All the wastes 

that are generated through production or consumption of organic compounds are considered 

biomass. Figure 2-1 illustrates a categorisation of biomass waste materials, potential major products 

and possible issue that could be arise from them.  

Figure 2-1: The categorisation of waste biomass  
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2.2 Textile Waste 

Following transportation, food, and housing as the fourth contributor towards environmental issues 

contributors, fashion industry is one of the key sectors which requires further attention [2.5]. 

Despite all the recent innovations in all aspects of the industry such as production and care, which 

can potentially help in reduction of negative environmental effects [2.6], these might all be hindered 

or over-shadowed by the increase in the demand for purchasing more clothes by the consumers. 

For instance, just in the UK (based on HM Revenue & Costumes), the consumption of clothes 

increased by almost 18% from 2012 to 2016, which including the amount of textile used can 

correspond to an increase of around 50,000 tonnes of textile per year. The fact that life span of 

garment utilisation has been reduced from 3.3 to 2.2 years in the current decade [2.7, 2.8], coupled 

with the increase in garment production will have a significant carbon footprint. The overall 

footprint in the UK has been above 26 million tonnes of CO2 equivalent since 2016 with the highest 

contributors being the production and processing steps [2.8].  

Sustainable Clothing Action Plan (SCAP) 2020, signed by more than 55% of UK retailers (based on 

production volume), required companies to reduce their negative environmental impact in several 

areas, namely [2.9]:  

› Carbon footprint reduction of 15% 

› Water footprint reduction of 15% 

› Waste to landfilled reduction of 15% 

› Reduction in waste arising over the whole product life cycle of 3.5 % 

Each of the goals of the SCAP required in-depth research and technology innovation despite their 

interconnectivity.  Since the initiation of the SCAP, several companies have taken steps to address 

each goal set in the plan. For instance, Marks & Spencer (M&S), Tesco and Sainsburys, all have set 

plans to commit to using sustainable cotton within the following decade, while ASOS has set plans 

to use different fibre mix through modifying their supply chain.  

Another goal that needs to be addressed is the matter of waste to landfill reduction. For instance, 

over 200,000 tonnes of clothing are ended up in landfill in the UK annually [2.10]. As mentioned 

in Chapter 1, the objectives set by SCAP regarding the reduction in waste to landfill by 15% has 

not been reached as of 2020 (reduction of only 4%). 

One of the materials which can have heavy negative environmental issues is wool, both due to high 

water consumption and extensive quantity of dyes used. Therefore, if more sustainable wool waste 

management technologies are developed, the environmental issues could be reduced through 
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reduction in soil contamination by dyes, water reduction if energy is extracted from the waste, and 

carbon footprint reduction.    

As illustrated in Figure 2-1, the main building block of wool is protein. Protein itself is constituted 

of components such as alkyl phenols, aromatics (toluene), nitriles, heterocyclic amino acids and 

nitrogen containing aromatics. Similar to other biomass, wool can also be converted to biofuel 

which can overcome the issue of wool waste while having the simultaneous benefit of generating a 

renewable source of energy.  

The high oxygen and protein content of the textile biomass is the main challenge that is limiting the 

advancement of textile biomass utilisation for bio-fuels purposes through pyrolysis. This is due to 

the fact that oxygenates contribute to the bio-oil thermal and storage instability [2.11, 2.12, 2.13]. 

Additionally, the high nitrogen content can reduce the value of the liquid products significantly due 

to the fact that it can cause serious environmental issues such as acid rain if used as fuel [2.14, 2.15]. 

Therefore, finding the suitable deoxygenation and nitrogen reducing methods have been set as one 

of the goals of this research. During this research, two different textile waste supplied by a clothing 

retailer in addition to 3 model compounds, namely cellulose, phenylalanine and lignin were utilised 

which have been discussed in more details in the following sections.  

2.3 Textile Waste Management Methods 

There are various paths that can be considered to manage textile waste beside disposal and 

reuse/recycle. The selection procedure can depend on multiple factors such as the economic 

factors, the feed composition, the quantity of the waste, the final desired products, and the 

residence time restrictions [2.16].  Some of these methods are listed below: 

› Disposal 

› Recycling and reusing 

› Biochemical methods 

- Fermentation 

- Anaerobic digestion 

› Thermal methods 

- Combustion 

- Torrefaction  

- Gasification 

- Pyrolysis 

Each of the above methods have been explained and compared in the following sections. 
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2.3.1 Disposal 

Disposal is currently the most commonly used method for handling the textile waste in the UK. 

For instance, up to 350,000 tonnes of textile are sent to landfill in the UK annually [2.17]. Even in 

major wool producing countries such as Australia or major wool consumers such as Italy, there was 

no significant record of managing pre-consumer or industrial waste by any means other than 

disposal [2.18]. However, this method does not represent a sustainable disposal method due to 

several economic and environmental issues. For example, the decomposition time could be long 

for some of the materials while some of the synthetic materials made from fossil fuels will not 

degrade at all. Also, even if they decompose, the release of methane during the process leads to an 

increased in greenhouse effects. Furthermore, the leaching of chemicals and dyes which are used 

during production can contaminate the soil and consequently the groundwater.  

In order to dispose the clothing in the landfill, space is required. Therefore, extra costs are 

generated to make this land available. Also, this land requirement will increase annually due to the 

increase in global textile consumption. As an example, in USA, the 11 million tonnes of produced 

textile require 126 million cube yards to be stored [2.19].  

As the environmental issues increase and space in landfills decreases, the probability of the 

introduction and enforcement of new regulations increases accordingly (and this has started). 

Therefore, more sustainable methods for handling textile wastes are desirable  

2.3.2 Recycling and Reusing 

Recycling and reusing are among the promising methods for handling textile waste. It has several 

advantages such as providing low-cost clothing for impoverished nations and reduction in carbon 

dioxide emissions. For example, collection of 1 kg of used textile can decrease the carbon dioxide 

production by 3.6 kg [2.20]. 

Textile recycling materials can be generally categorised into three groups of post-industrial, by-

products of retail industry and post-consumer. The process of recycling itself can be divided into 

sorting, resorting, shredding, and pulling, carding, and spinning. Based on the requirements, the 

fibres then can be processed into different products.  

Despite some positive aspects of these methods, several other issues suggested that these did not 

represent the desirable path for wool waste managements. Firstly, the re-use of the material might 

not be acceptable by some companies which target high-end and exclusive costumers due to the fact 

that it could lead to dilution of their brand. It may also result in the companies being dependant on 

recycling agencies and changing policies. Furthermore, the retail companies might lose their 
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financial opportunities such as generation of income from onsite power and other potential income 

source (e.g., chemical production). In addition, they might lose the chances of receiving 

government incentives through applying more sustainable technologies (e.g., Renewable Heat 

Incentives), through which, carbon sequestration could be achieved.   

2.3.3 Anaerobic Digestion (Biochemical) 

During anaerobic digestion, the biodegradable materials are broken down by micro-organisms in 

the absence of oxygen. Depending on the processing temperature, the anaerobic digestion can be 

divided into two groups of thermophilic and mesophilic. The mesophilic operates in a range of 35 

to 40 °C, while thermophilic can go as high as 60 °C. The selection procedure would largely depend 

on the type of the feed. For instance, in case of the wool waste, if anaerobic digestion is selected to 

be utilised, a batch thermophilic system would be used [2.21]. 

This process converts hydrocarbons to methane and carbon dioxide. The process also produces a 

compost like solid and a liquid product, which can be utilised as fertiliser [2.22]. However, in case 

of textile, the application of this method was not justifiable. First of all, the capital cost of this 

method for an onsite digester could be relatively high compared to other potential methods [2.23]. 

Secondly, the experience in anaerobic digestion of textile is considerably limited while the 

operating cost of the process are potentially proportionally high in addition to the fact that the 

process might not be flexible enough to handle the expected variations in the textile feedstock. And 

finally, anaerobic digestion has a very long residence time (weeks), which might not be in sync with 

the continuous production system of most retailers. 

For example, based on a case study on anaerobic digestion of wool produced by the Scottish biofuel 

program, it has been proven that this method was not promising for several reasons. For instance, 

the process was not able to break down the high keratin content of the wool without use of costly 

pre-treatment processes [2.24]. Therefore, it was concluded that it will not be commercially viable 

to apply anaerobic digestion to wool feedstock.  

2.3.4 Fermentation (Biochemical) 

During Fermentation process of biomass, the organic molecules are converted into products such 

as alcohols by microorganisms such as bacteria and yeast in the absence of oxygen [2.25]. However, 

similar to the other biochemical method, Fermentation anaerobic digestion is not promising for 

wool biomass processing due to the fact that the complex amino acid structure of this feedstock 

cannot be broken down to simpler units.  
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2.3.5 Thermochemical Methods 

During thermochemical process, heat is used in order to convert biomass; As other types of 

biomass, textile waste can be converted to useful by-products. Depending on the processing 

temperature and whether oxygen is present, the thermochemical procedures can be categorised as 

shown in Table 2-1. 

Table 2-1: Thermochemical methods 

Methods Temperature (°C) Oxygen Residence time (s) 

Torrefaction 200-400 No >300 

Slow pyrolysis 400 No >86400 

Intermediate 500 No 10-30 

Fast pyrolysis 500 No 1 

Gasification 750-900 Yes Variable 

Combustion >1500 Yes - 

2.3.5.1 Combustion 

In this method, the biomass feed is directly burned either within a fixed or fluidised bed reactor in 

the presence of excess oxygen. Even though this method is the dominant mean of biomass 

utilisation, applying it to wool waste can have several drawbacks. For instance, due to the nitrogen 

and sulphur content of the feed, the resulting gas will contain NOx and SOx. Additionally, since 

heat is one of the main products of this process, this means that converting it to other energy sources 

such as electricity is required onsite if it is going to be utilised [2.26]. Additionally, and more 

importantly, having a limiting oxygen index of higher than 21% for wool coupled with an ignition 

temperature of above 580℃ means that it will not burn readily [2.27]. 

2.3.5.2 Torrefaction 

In this process, biomass is heated at relatively low temperatures and atmospheric pressure in order 

to upgrade it to a product with better fuel characteristics. Also, this coal-like material could be 

stored more easily due to the decrease in water absorption abilities and degradation possibilities 

[2.28]. Another name that is normally used for this process is roasting [2.29]. This method is 

generally used to dry and prepare the biomass feed for other thermochemical conversion methods 

such as gasification and pyrolysis. By doing so, the energy requirement for removing the water 

content of the biomass is reduced [2.30]. 

The gas released during the process is mainly water vapour and the volatiles decomposed from 

cellulose, hemicellulose, and lignin. These volatiles are hydrogen, carbon oxides, aromatics, light 
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hydrocarbons, and volatile organic oxygenates [2.31]. The remaining solid, normally referred to as 

bio-coal, includes ash, carbohydrates and char and can be changed into pellets in order to intensify 

the energy density and mass of it [2.32, 2.33].  

Despite the various advantages and available markets for the products of this method, such as steel 

production and coal-fired power plants, this method was deemed unsuitable for the purpose of 

textile waste handling. As mentioned previously, this method is generally used as a precursor to 

pyrolysis/gasification to remove the moisture since the volatiles released through this method is 

around 25%, leaving 75% of the feedstock behind [2.34]. Therefore, utilising it, will not remove 

the issue of sending the waste to landfill. 

2.3.5.3 Pyrolysis  

Pyrolysis is the thermal decomposition of biomass at temperatures around 500 °C in absence of 

oxygen, resulting to three different products: biogas, biochar, and bio-oil. In pyrolysis, prior to 

depolymerisation in which the lower molecular weight substances get separated from the polymer, 

the polymer back bone is separated into two main high molecular weight chains, called random 

scission. These processes are normally followed by side group elimination during which, by removal 

of atoms and molecules from the backbone of the polymer chain, unstable unsaturated chains are 

left behind, which can lead to other reactions such as aromatisation [2.35]. These steps are not 

always followed in this order and can be varied depending on the feedstock.  

Depending on the residence time of the reaction, pyrolysis can be sub-categorised into fast, 

intermediate, and slow [2.36, 2.37]. The compositions of the gas, solid and the liquid are dependent 

on several factors such as the reactor type, temperature of the process, heating rate, feedstock 

composition, particle size and reactor pressure. Table 2-2 illustrates the expected product 

distribution dependence on the type of pyrolysis applied. It should be noted that these data should 

only be used as an illustration of the effect of residence time rather than exact values since other 

factors such as feedstock composition play an important role in the product distribution. 

Table 2-2: Product distribution dependence with pyrolysis model [2.38, 2.39] 

 Product Distribution (%) 

Mode Gas Liquid Solid 

Fast  13 75 12 

Intermediate 25 50 25 

Slow 35 30 35 
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The liquid product is called bio-oil and 30% to 75% of the biomass can be converted to it depending 

on the path used [2.40]. The resulting bio-oil can include different by-products according to the 

type of the feed used. 

Some of the products are detrimental to the further use of the bio-oils as fuel. For example, 

carboxylic acid and phenols can have corrosive effects, while aldehydes and ketones make the bio-

oil unstable and reactive [2.40]. The resulting corrosiveness and instability cause issues during 

handling and storage of the bio-oil. 

On the other hand, hydrocarbons such as aromatics can be valuable if appropriately separated. 

Furthermore, products such as phenol and its derivates, if separated efficiently, could be valuable. 

For example, phenol has a wide range of application in industry; it is used as feedstock for 

production of explosives, plastics, or common drugs [2.40].  

Since the produced liquid in this process has the potential to be used directly as a feed to other 

chemical process or as a fuel source, the fast pyrolysis, which has the highest yield of liquid, followed 

by intermediate pyrolysis were deemed promising.  The produced liquid has several advantages 

over the solid feed such as [2.41]: 

› reduced transportation and storage cost 

› potential upgrading using existing crude-oil refinery technologies 

› reduced carbon footprint due to almost carbon neutrality of the process 

However, if bio-oil is going to be considered as a viable substitute for fossil fuel derivatives, its 

properties such as oxygen to carbon ratio should be comparable to crude oil. Table 2-3 [2.40] shows 

the properties of bio-oil from lignocellulose biomass in comparison to that of crude oil.  

Table 2-3: Bio-oil and crude oil comparison 

Properties Bio-oil (Lignocellulosic)  Crude oil 

C (wt%) 55-65 83-86 

O (wt%) 28-40 <1 

H (wt%) 5-7 11-14 

S (wt%) <0.05 <4 

N (wt%) <0.4 <1 

Ash (wt%) <0.2 0.1 

H/C 0.9-1.5 1.5-2.0 

O/C 0.3-0.5 0 

As illustrated in Table 2.3, some of the properties of the bio-oil such O/C ratio require to be 

modified in order to make the bio-oil quality comparable to crude derived liquids. For example, a 
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bio-oil with heating value of 18 MJ/kg can be converted to one with much higher heating value (44 

MJ/kg) by using catalytic processes [2.31]. However, this process will reduce the bio-oil yield as a 

sacrifice to increase the heating value. 

Based on the above considerations, it is envisaged that the solely production of bio-oil as disposal of 

wool waste does not represent a viable pathway, due to the extent of post-processing required to 

render the bio-oil compatible to crude-oil based fuels. Therefore, use of catalysts for modifying the 

properties of the products should be considered. 

The solid product of pyrolysis and gasification is called biochar. In case of pyrolysis, it normally has 

more than 50% carbon. One of the most common and direct applications of biochar is its use as soil 

amendment [2.42]. Also, despite some disagreements, most studies agree that since the carbon in 

the biochar will be stable for hundred years [2.43], it can be effectively utilised as a mean of carbon 

capture and sequestration.  

The market for biochar is expanding rapidly.  This increase is mainly due to the interest from the 

agricultural market towards utilisation of biochar in order to improve water holding capacity of the 

soil and crop yield, natural carbon sequestration properties of biochar and increased government 

initiatives [2.44]. For instance, the American Power Act of 2010 has several provisions, which 

support the biochar initiatives. Moreover, several non-government or non-profit organizations are 

also promoting its production and usage, such as International Biochar Initiative (IBI), a member-

based organization promoting good industry practices, stakeholder collaboration, and 

environmental and ethical standards to foster economically viable biochar systems globally; and 

United States Biochar Initiative (USBI), a non-profit organization promoting the sustainable 

production and use of biochar in the U.S [2.45].  

If the pyrolysis processing parameters such as temperature are controlled and the biochar is in-situ 

activated (e.g., using steam), the activated carbon can be a valuable by-product to be obtained. The 

same product will result from low temperature gasification.  

The main application of activated carbon is in the removal of contaminants from either water or 

gas. This phenomenon is facilitated due to attractive forces between the contaminant surface 

chemistry and the surface of the carbon. This adsorption can also be used in multiple other industrial 

processes, which require purification or separation such as medicine, food industry (decaffeination) 

and metals extraction [2.46]. Activated char also has been used for the development of new textile 

product [2.47]. 

Activated carbon is characterised by several physical and activity properties such as pore size 

distribution, surface area, product density, ash content, mesh size and abrasion resistance [2.46]. 
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Therefore, the selected process condition will determine the activated carbon properties and the 

potential applications. For example, different activation methods such as the gas treatment (CO2 – 

physical activation) or chemical treatment (NaOH) can change the final product properties 

significantly [2.48]. 

The gas product of the pyrolysis mainly consists of carbon monoxide, carbon dioxide, hydrogen, 

and light hydrocarbons (e.g., CH4, C2H6). The composition of the gas mainly depends on the 

feedstock and process conditions [2.49]. This combustible gas (excluding CO2) could be used to 

run the pyrolysis process itself or be used within a CHP plant onsite if significant amount of it is 

produced (e.g., in gasification mode).  

Most research and developments have focused on testing different reactor configurations with a 

variety of feedstock. In the last 20 years, numerous researches have been working on laboratory 

scale reactors based on technological concepts of fast pyrolysis, where high yields of bio-oil and 

operational efficiency are the main goals. The reactor, which is the “core” of the conversion process 

can be classified as below [2.38]: 

› Fixed bed reactor 

› Bubbling fluidized-bed reactor  

› Circulating fluidized-bed reactor  

› Rotating cone  

› Vacuum pyrolysis reactor  

› Rotary Kiln 

› Screw/auger reactor  

› Microwave pyrolysis and hydro pyrolysis reactor  

It is important to note that the above reactor configurations can also be used for gasification 

purposes.  

Fixed Bed 

Fixed bed reactor has been used in several laboratory scale researches and investigations as the 

simplest arrangements for pyrolysis.  This reactor type is particularly useful in terms of simulating 

thermal processes in laboratory scale, due to good accessibility and facilitating operation under 

similar conditions to scale up process with good accuracy. 

However, there is limited commercial scaled application for biomass conversion purposes. The 

possible reasons for this could be the probable issues such as maintenance, clogging caused by 

produced tar, or increase in the resistance to the gas flow in the reactor [2.50].  
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Fluidised Bed 

The operational mechanism of both the bubbling and circulating fluidised bed are well understood 

and several documents are available on their pilot and commercial application. As illustrated in 

Figure 2-2, the biomass feed is injected into the heated bubbling bed using a screw feeder. 

Additionally, sometimes a carrier material such as sand is used alongside the gas flow in order to 

improve the heat transfer and temperature control in the reactor. Also, due to the lack of the 

mechanical parts within the reactor, the scale up procedure is not as complex as other reactor 

arrangements.  

However, one of the main issues regarding the utilisation of this method is its high capital and 

operation cost. In other words, significant investment is required for purchasing gas blowers 

required to maintain fluidised the beds. Also, the energy consumption for fluidising the material is 

significant [2.50]. Above all, fluidising processed wool feedstock can pose challenges regarding the 

mixing in the reactor, and this has prevented the selection of this method as the suitable path.     

Circulating beds are a more complex version of the bubbling bed with the main aim to improve 

char quality through increasing the gas velocity and reflux. However, issues such as low heat transfer 

rate and even increased cost of gas injection [2.50], and the matters regarding the type of feed, 

render this method not applicable for the wool waste.  

Rotating Cone 

In the rotating cone arrangement, a technology developed at the University of Twente, the biomass 

feed and heated sand are sent to a high-speed rotating cone (Figure 2-3), where the high rotating 

speed of the cone in the absence of the oxygen, causes a quick and simultaneous mixing and heat 

Figure 2-2: Fluidised bed reactor arrangement (bubbling- left, Circulating, right) [2.49] 
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transfer process [2.51]. The process is self-sufficient in case of the energy since it uses the produced 

biochar as the fuel source. However, it should be noted that the process uses almost all the produced 

biochar as the fuel itself and therefore the main product of this process is the liquid bio-oil. 

Additionally, the maintenance of the process could be costly because the cone is operating with high 

rotating speed, which could lead to frequent equipment failure. Similar to the case of the fluidised 

bed, the downward and continuous flow of the processed wool with no external mechanical force 

is not practical. Therefore, this method should be discarded as a suitable method for wool pyrolysis.  

Vacuum Pyrolysis: 

Vacuum pyrolysis is another promising method for biomass conversion. In this technology, the 

organic feedstock polymeric structure is decomposed into primary fragments under reduced 

pressure when heated. The main difference between this technology and atmospheric pyrolysis, 

besides the lower pressure, is the continuous and immediate removal of the produced vapour by a 

vacuum pump which will prohibit the secondary reactions such as cracking and repolymerisations 

[2.52]. The removed gases are condensed as pyrolytic oils. The other products obtained from the 

process (water and charcoal) are predicted to have higher quality since their chemical characteristics 

are closer to the original feed [2.53]. Therefore, this arrangement (Figure 2-3), can be operated at 

reduced temperature and heat input due to the lower operating pressure in addition to the 

appropriate control over the vapour residence time [2.50].  

However, there are several operational issues associated with the application of this method. As 

illustrated in the Figure 2-3, recovering the products requires a complex design for the outlets. 

Furthermore, there are several generalised issues such as, large equipment size, high capital cost 

and low heat and mass transfer rate which are embedded with the utilisation of this technology 

[2.54]. Therefore, this technology is considered unsuitable for this research project.  

Figure 2-3: Schematic of circulating cone (left) and vacuum (right) Reactor [2.49] 
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Rotary Kiln 

Another possible technology, Rotary kilns, has recently attracted major attention for the thermal 

processing of wastes, due to their advanced state of development and their relatively simplicity.  

A rotary kiln is a pyro-processing device typically used to raise up materials to high temperature 

(calcination) in a continuous process. Materials produced using rotary kilns include cement, lime, 

refractories, and waste treatment.  

The two basic types of rotary kilns – direct fired and indirect fired (calciners) – can be found 

supporting processes in mineral, agriculture, and other material processing industries. The design 

and operation of a rotary kiln are critical to its efficiency. If designed incorrectly or operated 

improperly, a rotary kiln will inadequately treat materials and drastically increase operating costs. 

Rotary kiln gasifiers are a proven technology and are considered robust and dependable. These 

gasifier systems are comprised of a primary rotary kiln reactor, a secondary combustion chamber, 

flue gas treatment units and a control system. Rotary kiln gasifiers can be specifically designed to 

treat MSW, sludge, and hazardous solid waste. 

 Rotary kilns have the advantage of being able to operate over a wide temperature range depending 

on the design and refractory used and can handle a wide variety of waste types. For solid waste 

application, these gasifiers systems have a specially designed afterburner to assure maximum 

oxidation and minimal particulate emissions. They can be fitted with various options for emissions 

control, heat recovery to steam, hot water, and electricity [2.55].  However, they are limited as to 

waste capacity per unit compared to fluidized bed designs and might encounter flow issues with 

wool feedstock.  

Auger 

Another promising technology is the auger or screw reactor configuration (Figure 2-4). As 

described earlier, almost all the discussed pyrolysis technologies with the exception of the rotating 

cone reactor include a screw feeder as part of their design.  In this technology, the use of the auger 

is extended. The biomass feed is transported through a heated zone (either direct or indirect 

heating) by the auger and the temperature of the feed is increased to the required pyrolysis 

temperature during this transportation. This desired temperature could be controlled by 

manipulating the feeding rate (auger rotating speed), mode of heating, biomass particle size, flight-

pitch, and auger diameter [2.50]. This variety of controllable variables leads to the overall expected 

controllability of the residence time of the feed in the reaction in this technology.  
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This technology has some minor disadvantages such as mechanical wear and tear due to the existence 

of the moving parts, which could be overcome easily through careful and customised design. 

Additionally, other advantages of this technology such as simplicity, low energy requirement and 

lack of a requirement for excess amount of gas flow [2.50], outweigh the minor disadvantages.   

Comparison of Technologies 

Other methods such as microwave pyrolysis, hydro pyrolysis and ablative pyrolysis reactors were 

considered unsuitable for the current research in hand either due to their immaturity or repetitive 

unsuccessful scale ups based on multiple reports [2.38, 2.50].  

Table 2-4 illustrates a comparison amongst the discussed pyrolysis technologies based on their 

expected bio-oil yield and versatility alongside some other aspects. However, it should be noted 

that several operational factors such as residence time and temperature can affect the bio-oil yields 

and the values in the table below are indicative only and in most cases, a maximum expected value. 

Table 2-4: Pyrolysis technologies comparison  [2.50] 

Reactor 

(pyrolizer) 

Bio-oil 

yield (%) 

Operational 

complexity 

Particle 

size 

Biomass 

variability 

Scale up Inert gas 

flow 

Fixed bed 75 Medium Large High Hard Low 

Bubbling bed 75 Medium Small Low Easy High 

Recirculating 

bed 

75 High Medium Low Hard High 

Rotating 

cone 

70 Medium Medium High Medium Low 

Figure 2-4: Schematic of screw feed (auger) reactor 
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Auger 70 Low Medium High Easy Low 

Vacuum 60 High Large Medium Hard Low 

Because of the nature of processed wool waste, the feeding into the reactor should be forced by 

some method. The information in the literature suggested that the auger reactor is the most 

promising technology for the conversion of textile waste due to the ease of scale up procedure and 

low operating complexity.  

2.3.5.4 Gasification  

Waste-to-Energy technologies are emerging as promising routes for reducing the fossil fuel 

dependency of the world’s energy supply.  Heating biomass at temperature within the range of 700 

to 1000 °C in the presence of limited amount of oxygen is called gasification. In contrast to 

pyrolysis, in which the main product is the condensable liquid phase, the main product is the volatile 

gas phase (syngas) in gasification. Syngas consists of hydrogen, carbon monoxide, carbon dioxide 

and methane in addition to tar and char [2.56, 2.57].  The produced syngas can be utilised in several 

processes. For instance, it can be combusted to generate heat and electricity in CHP units, further 

processed to diesel through Fischer Tropsch process or used as an intermediate to synthesise 

ammonia and fertilizers [2.58]. 

A typical gasifier (the equipment in which gasification occurs) generally consists of 5 zones as 

illustrated in Figure 2-5, they are listed below: 

› Drying zone 

› Distillation zone 

› Reduction zone 

› Hearth Zone 

› Ash zone 

Figure 2-5 illustrates the two main types of gasifiers, concurrent and counter-current, and the 

division of the above stages within them. On the left, the counter current gasifier is illustrated. In 

this system, the air entering from the bottom facilitates the combustion while the reduction 

reactions occur in the upper zones of the reactor. The heat transfer carried out by forced convection 

and radiation from lower zones causes the pyrolysis to take place in the upper regions. While the 

ashes are left for collection at the bottom of the reactor, the tars and volatile leave the system with 

the gas stream.  

The formation of this tar and ash can lead to operational issues. For example, the ash can cause 

corrosion and erosion. Similarly, the tar formation can reduce the process thermal efficiency 
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through reducing the heat transfer rate [2.59]. In addition, tar contaminants, particulate matters, 

and sulphur in the syngas [2.60] are becoming more and more important issues, as the 

environmental regulations for the emissions are getting stricter.  

As illustrated in Table 2-5, regardless of the class, all the tars have molecular weight higher than 

benzene. The gasification temperature is an operating parameter that strongly influences the tar 

level in addition to the products distribution. High operating temperatures (at least 750 °C) are 

required to reach high carbon conversion of the feedstock and low tar content in the resulting 

product gas. However, at gasification temperatures exceeding 850 °C there is a rapid increase in 

the formation of 3- and 4-ring aromatics (class 4 and 5) together with other unwanted by-products 

[2.60, 2.61]. Therefore, temperature between 750 and 850 °C is desired in terms of reduction of 

tar production.  

A different type of primary tar reduction measure is the use of bed additives or catalysts. There 

exist numerous studies that discuss the selection of the most appropriate additives/catalysts for tar 

abatement [2.62, 2.63]. The ideal catalyst material is cost-effective and combines a high efficiency 

with a high selectivity towards tars (as opposed to high quality syngas components) [2.60].  

Despite having several advantages such as simplicity, high efficiency and adaptability to various 

feedstock, disadvantages such as tar carried over in the gas stream, gas channelling in the equipment 

(which could lead to explosions), feed preparation (drying and grinding), oxygen input, reactor 

cleaning and maintenance are the main limitations of the counter-current configuration [2.50]. For 

instance, if the feed is not homogeneous, the reactions will not take place evenly and therefore the 

quality of the product might be affected [2.60]. This means that normally, further treatment of the 

Figure 2-5: The two main gasifier types [2.58] 
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products will be required in order to make them usable either directly as fuel or as feed to other 

processes.    

Table 2-5: Tar classification [2.64] 

 In order to overcome the above issues, the concurrent (right in Figure 2-5) system has been 

proposed. Additionally, due to the lower levels of organic condensate in this arrangement, it 

normally results more environmentally friendly compared to the counter current arrangement.  

However, there are several issues that make the use of this arrangement unsuitable for the thermo-

chemical conversion of textile waste. For instance, textiles feed can cause flow problems and 

therefore result in excessive pressure drop within the system. In other words, since the feedstock 

motion into the reactor is achieved mainly by “assisted” gravity flow, the textile waste will not flow 

smoothly using this gasification configuration.  Moreover, since they do not have any internal heat 

exchanger, they are less efficient than the counter-current arrangement. 

Class Description Component 

1 GC Undetectable: 

Heaviest tars at highest concentrations; even 

at very low concentration 

Gravimetric tars 

2 Heterocyclic Component: 

Generally high-water solubility due to 

polarity 

Pyridine, phenol, cresol, quinoline 

3 Aromatic Component: 

Light hydrocarbons, i.e., no issue regarding 

their condensation but water solubility could 

be an issue 

Xylene, styrene, toluene 

4 Light Polyaromatic Hydrocarbons (2-3 

rings PAH’s): 

Condense at high concentrations and 

intermediate temperatures 

Naphthalene, methylnaphthalene, 

biphenyl, ethenylnaphtalene, 

acenaphthylene, acenaphthene, 

fluorene, phenanthrene, anthracene 

5 Heavy Polyaromatic Hydrocarbons (4-

5 rings PAH’s): 

Condense at high temperature and low 

concentrations 

Fluoranthene, pyrene, benzo-

anthracene, chrysene, benzo-

fluoranthene, benzo-pyrene, 

perylene, indeno-pyrene, dibenzo-

anthracene, benzo-perylene 
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2.3.6 Studies on Textile Waste Pyrolysis 

Recently, there have been an increasing interest in research on pyrolysis of textile waste despite the 

fact that the numbers of studies on textile waste pyrolysis on its own (rather than co-pyrolysis with 

another feedstock) are still limited compared to other biomass feedstock. Furthermore, records of 

these researches are limited in literature. Table 2-6 lists some of these studies and the reactor type 

utilised in addition to summarising the work which has been carried out. 

Table 2-6: Examples of textile pyrolysis [2.65] 

Feedstock Reactor Summary of work Product 
Break-
Down1 (%) 

Ref. 

Natural 
Textile 
(Mainly 
Cotton) 

Fixed Bed › The reactor used was 64 cm long 
with a diameter of 5 cm 

› Nitrogen was used as the carrier 
› Pyrolysis temperatures of 300 to 900 

℃ were used 

› Heating rate of 10 ℃/min 

Char – 20 [2.66] 

Oil – 40 

Gas – 402 

Acrylic 
Textile 
Waste 

Static Bed 
(Batch) 

› The reactor was 25 cm long with a 
diameter of 3 cm 

› Pyrolysis temperature of 500 to 900 

℃ were used 

› Heating rate of 5 ℃/min 

Char – 48 [2.67] 

Oil – 42 

Gas – 103 

Textile  Batch  › The textile was 30% polymer and 
70% cotton 

› Reactor was 50 cm long with a 
diameter of 12.5 

› Nitrogen was used as the carrier 

› Heating rate of 10 ℃/min 
› Pyrolysis temperature of 400 to 600 

℃ were used 

Char – 23 [2.68] 

Oil – 34 

Gas – 434 

Combed 
Cotton 

Fixed Bed › Pyrolysis temperature of 450 to 600 

℃ were used 

› Heating rate of 5 ℃/min 

Char – 16 [2.69] 

Oil – 30 

Gas – 545 
1 The values are approximate and taken at highest pyrolysis temperature reported 

2 Data for pyrolysis at 800 ℃ 

3 Date for pyrolysis at 900 ℃ 

4 Data for pyrolysis at 600 ℃ 

5 Date for pyrolysis at 600 ℃ 

As stated in Table 2-6, with exception of pyrolysis of acrylic textile waste, a product distribution 

which consists of less than 25 % char and over 75% of volatiles in form of oil and gas could be 

expected from pyrolysis of textile waste at high temperatures. However, the properties of the type 

of textile waste utilised and conditions of pyrolysis such as temperature can affect this distribution 

significantly. Furthermore, the range of temperatures varied significantly (from 300 to 900 ℃) in 

these studies. 
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In addition to the works reported in Table 2-6, some other more recent works have been done on 

textile pyrolysis. For instance, Balcik-Canbolat et.al.  pyrolysed comingled waste textiles in a batch 

reactor at temperatures ranging from 500 to 700℃ with heating rates of 25 to 50 C.min-1 [2.68]. 

The study was done to analyse the evolved gas and char products and therefore the analysis of oil 

was omitted from this study. Maximum volatile content of 83% was reported with CO, CO2, H2 

and CH4 as main components in gas.  

Chen Weng et.al. pyrolysed small samples (smaller than 1.2 mm) of three different textile 

feedstocks (cotton, wool, and polyester) in CO2 environment using Thermogravimetric-Fourier 

transform infrared spectrometer at 300 to 500℃ [2.69]. Experiments concluded that cotton was 

the most reactive compounds with pyrolysis starting at 300℃ followed by polyester with wool 

being the least reactive compound with the least sensitivity to change in temperature.  

Samy Yousef et.al. pyrolysed blue and black jeans (cellulose, polyester, and dyes) at 800 ℃. 

Pyrolysis was carried out with 300 g of material and heating rate of 20 ℃/min in a vertical fixed 

bed reactor and using nitrogen as injected gas. Char, oil, and gas made up 17.8%, 37.5 and 44.7% 

of the products, respectively.  Heavy metals which were part of the waste (as part of the dyes) were 

extracted and used as catalysts which increased the yield of bio-oil by around 20% and reduced 

pyrolysis time by 15% [2.70]. 

2.3.7 Reactor Selection Conclusion 

Base on the literature review on the current available thermo-chemical processes, it was decided to 

pyrolyze the textile waste by using fixed bed arrangement in the laboratory scale with the possibility 

of scale up with utilisation of an auger arrangement if the results of the laboratory scale was deemed 

promising. 

Pyrolysis was selected due to the proven record of this method for other sources of biomass and the 

numerous available arrangements to implement it. Fixed bed was selected due to the simplicity and 

proven applicability of it to different kind of biomass feed [2.73, 2.74]. However, as explained 

previously, the scale up of this method was not practical and another method was required for scale 

up implementation.  

Due to the nature of the wool, i.e., tanglement of the feed particles together and resistance to flow, 

auger pyrolizer was deemed a suitable method since it can drive the feed all the way through the 

process (from feeding to product collection). The design of the reactors and their arrangements are 

discussed in chapters 3 and 4 while some of application of auger (screw) reactors for biomass are 

reviewed in section 2.4 
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2.4 Auger Reactor (Pyrolyser) Applications Review 

Recently, vast interested has been attracted towards use of auger reactors for pyrolysis. Most of the 

applications of this method have been by universities and research institutes [2.75]. Table 2-7 

illustrates some of these studies and application. The feedstock range for auger Pyrolyser can be 

vast and it could include agricultural waste, sewage sludge, food waste, plastic waste, and other 

miscellaneous waste. However, as can be seen from Table 2-7, the application of this method for 

textile waste has been close to no existence and this presents an opportunity for further investigation 

on the matter. 

Almost in all the processes presented in Table 2-7, the feed is introduced to the pyrolysis process 

via a hopper. Then, the feed is introduced into a heated medium either directly with the auger 

reactor (one auger) [2.76, 2.77, 2.78] or with an additional auger [2.75, 2.76, 2.79] for control 

over the feeding rate. The reactor (heated section) itself is generally divided into two types. One 

uses the auger feeder as the sole reaction zone [2.80, 2.81] while the other method passes the gas 

through an addition reactor [2.82, 2.83] (mostly fixed bed) for further reaction and conversion. 

The second reactor can also be a catalytic one [2.75]. The auger itself is installed horizontally in 

most of the arrangements while horizontal installation can also be observed in some of the reactors 

such as the pyrolysis process developed by the Research and Development Institute for Agri-

Environment in Quebec [2.84]. Additionally, a single or twin auger can be installed in the reactor 

based on the feed characterisation [2.75]. 



27 
 

Table 2-7: List of auger applications for biomass pyrolysis [2.75] 

Company/University  Country
/Year 

Auger 
Type 

Feedstock Moisture 
Content 
(wt%) 

Particle 
Size 
(mm) 

Feeding 
Rate 
(Kg/h) 

T (℃) Reactor 
Length 
(cm) 

Auger 
ID 
(cm) 

Ref. 

Mahasarakham 
University 

Thailand
/2013 

Counter 
Rotating 
Twin Screw 

Cassava, 
Rhizome 

0 0.3-0.4 0.4 500-700 45 4.4 [2.79] 

European Bioenergy 
Research Institute–
Ebri 

UK/ 
2014 

Twin Co-
Axial Screw 

pelletised 
wood and 
barley straw 

3-11.9 - 15 450 180 20 [2.85] 

Michigan State 
University 

USA/ 
2015 

Single Auger Food Waste 
(Spent Coffee 
Grounds) 

3 0.1-2 1.5 429-571 - - [2.80] 

University of Leeds UK/ 
2012 

Single Auger Waste Wood 
Pellet 

7.8 - 0.24 500 54 6.2 [2.82] 

Slovak University of 
Technology 

Slovak 
Republic
/ 2016 

Single Auger Shredded Tire 
and Wood 
Pellets 

0.5-3.3 2 By 5 To 
5 By 5 

0.1 650 - 
850 

30 2.5 [2.86] 

Washington State 
University 

USA/ 
2010 

Single Auger Firewood 0 2 1.5 120-800 58.5 10 [2.75] 

University of Caxias 
Do Sul 

Brazil/ 
2015 

Single Auger Wood Pellets 
(MDF) 

7.3 <0.21 1.9 400-600 200 20 [2.76] 

Iowa State 
University 

USA/ 
2014 

Twin Auger Wood Waste, 
Switchgrass 

5.84 <0.75 0.25 425-625 55.9 2.5 [2.87] 

Instituto De 
Carboquímica 

Spain/ 
2013 

Single Auger Waste Tire 0.8 - 6.21 2 To 20 15 500-600 87 7.5 [2.88] 
[2.75] 

Karlsruhe Institute 
of Technology 

Germany
/2016 

Twin Auger Lignocellulosic 5.9 - 10 <0.5 20 500 59  4 [2.89] 
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Institute for 
Technical Chemistry 
(Itc) 

Germany
/ 2018 

Single Auger Wood Chips 
and Sewage 
Sludge 

8.8 - 10 2 To 8 4 350 - 
500 

200 15 [2.77] 

Chosun University South 
Korea/ 
2011 

Single Auger  Swedge Sludge 
(Dried) 

5.6 5 To 10 - 385 - 
500 

>250 - [2.90] 

University of 
Tennessee 

USA/ 
2014 

Twin Auger Pine Wood 8 < 4 20 500 - 
550 

- - [2.91] 

Mississippi State 
University 

USA/ 
2016 

Single Auger Pine Wood 8 - 10 2.5 
 

450 101.6 7.6 [2.75] 

Mississippi State 
University 

USA/ 
2013 

Single Auger Pine Wood 6 - 10 2 To 4 7 300-450 114 7.6 [2.92] 
[2.75] 

Delian University of 
Technology 

China/ 
2017 

Single Auger Pine Sawdust 
and Sewage 
Dust 

1.4 - 6.3 1 To 2 6 400 - 
900 

120 4 [2.75] 

Beijing University of 
Chemical 
Technology 

China/ 
2017 

Microwave 
Assisted 
Auger 

Textile Dyeing 
Sludge  

1.4 <1 2.5 450 - 
750 

40 4 [2.75] 

University of Basque 
Country 

Spain/ 
2016 

Single Auger Woody 
Biomass Waste 

10.8 0.5 To 2 3.9 900 - - [2.93] 
[2.75] 

University of Seoul South 
Korea/ 
2016 

Single Auger Tyre Rubber 0.4 1 To 2 0.3 338 70 2.8 [2.75] 

Research and 
Development 
Institute for The 
Agri-Environment 

Canada/ 
2016  

Vertical 
Single Auger 

Wood Pellets, 
Pig Manure 

6.5 - 13 1 To 3.8 1.08 450-600 25.4 2.5 [2.75] 

Laval University Canada/ 
2015 

Single Auger Wood Chips 8 <2 0.47 450 
  

[2.75] 
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Memorial University 
of Newfoundland 

Canada/ 
2016 

Single Auger Wood Shaving 
and Sawdust 

0.1 - 2.2 2 7.5 400 - 
500 

  
[2.75] 

Guangzhou Institute 
of Energy 
Conversion 

China/ 
2014 

Single Auger Pine Wood 6 - 8 <1 20 400 - 
600 

300 15 [2.94] 
[2.75] 

Institute Branch 
Sulzbach-Rosenberg 

Germany
/ 2017 

Single Auger Digestate 15 - 1.6 450 
  

[2.75] 

University of Idaho USA/ 
2014 

Single Auger Potato Peel 4.3 - 5.5 <1 0.5 450 90 5 [2.75] 

University of Leoben Austria/ 
2013 

Twin Auger Agricultural 
Residue 

6.8 - 11 <8 10 900 230 
 

[2.78] 

Texas A&M 
University 

USA/ 
2015 

Single Auger Rice Straw  9.2 <2 6 500 150 10 [2.95] 

Shanghai Jiao Tong 
University 

China/ 
2016 

Single Auger Rice Husk and 
Corn Stalks 

16.7 - 17.6 <10 0.35 350 - 
525 

50 2.6 [2.75] 

Vellore Institute of 
Technology 

India/ 
2017 

Single Auger Mesquite 
Sawdust 

8.3 - 15.3 2 10 475 - 
525 

120 30 [2.75] 

Auburn University USA/ 
2010 

Single Auger Pine Wood 
Chips 

5.79 0.6 To 
0.84 

0.5 425 - 
500 

- - [2.75] 
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The heating method of the reaction zone is normally done through electrical furnace while the 

arrangement can be varied. For example, the pyrolyser utilised by Michigan State University uses 

three 6 separate electrical heaters (3 pairs of heaters) which can be adjusted to have three 

differentiated heating zones at different temperatures [2.80]. In contrast, the Washington State 

reactor is heated through a singular furnace [2.75]. Another method for application of heat to the 

reaction is use of heat carries. For instance, Iowa university uses different heat carriers such as sand 

and steel shot [2.96]. The carrier is heated prior to entering the auger and is fed into the auger 

separately.  

The products are generally divided into two phases after the reaction: solid and gas. The solid 

product is collected in a container at the end of the auger while the gashouse product is passed 

through different types of condensation trains to facilitate the separation of the liquid product 

(condensable) from it. In most cases, the gas leaves the reactor at the end of the reactor and after 

the auger has left the heated zone. However, alternative arrangements can be set up. For example, 

in the STYX plant by Karlsruhe Institute of Technology, the gas is extracted at several point from 

within the heated zone and sent to the condensation train [2.75]. In the condensation train, one or 

several condensers are used with several coolants’ mediums such as ice bath chilled water.   

 In addition to the application by researching bodies, several attempts have been being made to 

commercialise this process. For instance, a single auger system by ABRI-TECH in Canada is capable 

of processing 25 kg/h and it can be rapidly installed due to skid mountable design [2.97]. Another 

example would be the PYREC 500 plant (operating since 2009 in Switzerland) which utilises twin 

screw slow pyrolysing to process 1500 t/y of biomass [2.98]. A more comprehensive list of other 

applications of auger pyrolysers can be found in the scientific journal titles “Auger reactors for 

pyrolysis of biomass and wastes” [2.75]. 

2.5 Wool Properties 

Wool is a natural fibre and unlike other natural fibres such as cotton which have homogenous 

structure, wool has a complex heterogenous structure consists mainly of a protein called keratin. 

Wool owes most of its properties such as flexibility towards being stretched and shape retaining to 

this protein structure. Natural wool, however, does have other components (impurities) besides 

the fibre itself. These impurities which might make up around 40% of raw wool, can range simply 

from dirt and vegetation debris to wool grease (mainly made of fatty acids and esters [2.99]). These 

are removed from the wool during the processing stage [2.100]. 
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Table 2-8 compares the elemental composition of keratin (as generalised wool composition) to that 

of lignocellulosic biomass [2.101, 2.102]. Since the properties of each sample may be slightly 

different, this table should only be used as a generalised example.  

Table 2-8: Wool elemental component 

% Carbon Hydrogen Oxygen Nitrogen Sulphur 

Keratin 50 12 10 25 3 

Lignocellulosic 44-53 5-7 40-51 0.1-2 N/A 

The processed wool waste presents a C and H content similar to those of lignocellulosic materials, 

while the high percentage of N content is due to high protein content in the wool waste. From a 

biochar utilisation perspective, the presence of 12-15% N would make the material as an excellent 

soil amendment compared to lignocellulosic biochar while it would be detrimental as fuel due to 

NOx emission. It is interesting to highlight that previous work indicated that N could be removed 

from syngas (presented as NH3) by scrubbing and be re-used for example for growing microalgae 

or fertiliser production [2.103].  

Table 2-9: Natural fibres properties [2.104] 

Fibre property Wood (Pine) Cotton Silk Wool 

Specific gravity 0.35- 0.64 [2.105] 1.52 1.34 1.31 

Moisture regains (%) 7 [106]* 7.5 10 14-18 

Heat of combustion (MJ/kg) 20-22 [2.107] 17 N/A 21 

*This value corresponds to the wood moisture content rather than moisture regain 

Table 2-9 summarises the properties of wood, wool, and other natural fibres. As it can be observed, 

the heat of combustion of wool is approximately the same as pine wood which has been the subject 

of several pyrolysis studies. Therefore, study of wool pyrolysis has high potential. However, the 

properties of wool are vastly different to that of wood. For instance, the specific gravity of wool is 

at least double of the wood while the compressibility of shredded/sliced wood and wool are 

different due to the nature of the materials.  

Proteins are made up of amino acids which have amine and carboxyl functional groups in their 

structure. To ascertain which products are expected from wool thermal decomposition, its 

constituent amino acids should be considered. Table 2-10 reports the amino acids of two different 

unprocessed wool samples and the average composition [2.108, 2.16]. It should be noted that the 

wool amino acid composition can be varied significantly even along a single fibre and large 

deviations exists between different breeds or even different animals of the same breed [2.99]. Each 
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of these amino acids have a side chain and can be grouped into polar, non-polar, acidic, and basic 

based on these side groups. Generally, polar side chains have higher chemical reactivity compared 

to the non-polar ones [2.99].  

Table 2-10 Amino acids of wool 

  Sample 1 
(µmol/g) 

Sample 2 
(µmol/g) 

Average 
(µmol/g) 

Chemical Structure 

Alanine 460 469 465 

 
Arginine 550 600 575 

 
Aspartic acid 500 560 530 

 
Cysteic acid 1000 700 850 

 
Glutamic acid 980 1049 1015 

 
Glycine 700 757 729 

 
Histidine 66 82 74 

 
Leucine 630 676 653 

 
Lysine 220 269 245 
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Methionine 39 44 42 

 
Phenylalanine 230 257 244 

 
Proline 590 522 556 

 
Serine 920 902 911 

 
Threonine 550 572 561 

 
Tyrosine 290 349 320 

 
Valine 460 486 473 

 

Hard keratins, i.e., hair and wool, have high concentrations of sulphur which is mainly due to the 

existence of Cystine. The main reason for lower solubility and higher stability of wool compared to 

other proteins is the formation of cross-links of disulphide bonds in cystine [2.109]. As illustrated 

in Figure 2-6, the disulphide cross-links are not the only bonds between peptides (short amino acid 

chains).  

The hydrophobic bond occurs between hydrophobic groups in amino acids like phenylalanine and 

valine and is a non-covalent one [2.99]. The hydrogen bonds are formed between the carboxyl 

groups and amino or the CO and NH. The ability of the wool to be combined with acids and alkalis 
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is due to its amphoteric properties which in turn is the result of approximate equity between acidic 

carboxyl group and basic amino group in this fibre [2.99] 

 

Figure 2-6: Chemical structure of wool [2.111] 

Besides proteins, other materials are presented in the wool structure; mainly lipids and small 

quantities of polysaccharides [2.99]. On a mass basis, the lipids constitute 1% of the wool (Merino 

wool) [2.110]. Lipids can be divided into 3 main groups: polar, sterols and fatty acids. Palmitic, 

stearic, oleic and 18- methyleicosanoic acid are the main fatty acids while ceramides, cholesterol 

sulphate and glycosphingolipids are the main sterols [2.110].  

2.5.1 Textile Dyes Review 

The properties of raw wool were discussed in the previous section. However, the application of 

dyes on wools for use, for example in fashion industry, changes the properties of the wool. 

Therefore, the study of the textile dyes was deemed essential. The main types of textile dyes are 

reviewed in this section. 

Dyes exhibit colours for the following four reasons and lack of one of these features can eliminate 

this property of dyes [2.112] 

› Absorption of light visible spectrum 

› Electron resonance 

› Alternating single and double bond structure 

› Existence of a minimum of one colour bearing group called chromophore  

A list of know dyes is produced and updated regularly by the Colour Index International and each 

colorant is given Colour Index (CI). According to chemical type, dyes belong to 25 structural classes 

based on the CI [2.113]. Chromophores are responsible for these colours and 7 of them are 
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presented in Table 2-11. It should be noted that chromophores existence results in a colour when 

they are part of conjugated group rather than on their own [2.112]. 

Table 2-11: Dye classification based on chromophores [2.114] 

Class Chromophore Example Colour Example Structure 

Anthraquinone  Reactive Blue 4 

 

Azo −N=N− Acid Red 337 

 

Indigoid  C.I. Vat Blue 35 

 

Nitro  Disperse Yellow 14 

 

Nitroso  Fluorescent-labelled 

nitroso 

 

Phthalein  Phenolphthalein 
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Triphenyl 

methyl 

 

Basic Violet 2 

 

In addition to chromophores, most dyes contain another component which can affect the solubility 

of dye or shift the colour of the dye while not being responsible for the colour of dyes. These are 

called auxochromes and some examples of them are sulphonic acid, amino, carboxylic acid, and 

hydroxyl group [2.112].  

Another categorisation method can be based on the chemical structure. Table 2-12 lists the class of 

dyes based on this categorisation [2.114, 2.115, 2.116]. Furthermore, the main application of the 

dyes in addition to a summarised description on the behaviour of the class is given.  

Table 2-12: Dye classes and their description/application [2.114, 2.115, 2.116, 2.117, 2.118] 

Class Description/Notes Application 

Azoic › Contains Azo group 
› Ingrain1 
› largest class of synthetic dyes 

› Cellulosic  

Vat › Name refers to the preparation method 
› water insoluble 
› readymade 
› Cannot be directly applied to textile 

› Cellulosic (cotton, 
linen) 

› Viscose  
 

Reactive › Dye chemically reacts with the textile 
› Form covalent bond with the substrate 
› Water soluble 

› Wool (other animal 
fibres) 

› Cellulosic (cotton) - 
rarely 

› Nylon 
Sulphur › Water insoluble 

› Can become soluble by use sodium sulphide  
› Dying is done under high temperature, and 

large quantities of salt 
›  

› Cellulosic (cotton, 
linen) 

 

Disperse › Dye available as paste or powder 
› Dye is dispersed into water for the colouring 

procedure (dissolved in fibre) 
› Water insoluble  
› Require additional steps such as heat, pressure, 

and dye carrier to be applied 

› Synthetics (Polyester, 
polyamides) 

Direct › Named due to capability to be directly applied 
(to cellulosic textile (no requirement for 
affixing agent) 

› Water soluble 

› Rayon 
› Cellulosic (cotton, 

linen) 
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› Anionic  
Acidic › Water soluble 

› Anionic 
› Na salt of sulphuric acid 
› Direct affinity towards protein fibres 

› Wool (other protein 
fibres) 

› Polyamides 

Basic › Water soluble 
› Normally used with a mordant2 
› Bright dyes 
› Normally used as after treatment for already 

dyed textile 

› Polyester 
› Acrylic 

1 Two chemical components react (either on the surface or within the fibre) to form the dye – dye is produced during 
the dying process inside the fibre [2.119] 
2 Chemical agent which by forming insoluble compound with the dye, sets dye on the textile [2.117] [2.118] 

 

As illustrated in Table 2-12, acidic and reactive dyes are the main classes applied to wool. 

Commercial wool dying is normally done through aqueous acid solutions via batch method with the 

ratio of wool to liquor being anything between 1:10 to 1:60 [2.99].  

Reactive dyes normally have a molecular weight of 500 to 900 g/mol and contain a sulphonic acid 

group. Furthermore, they side chain of amino acids in wool (for example hydroxyl group, amino 

and thiol) can form covalent bonds with these dyes [2.99]. 

Another dye class used for wool is acidic dye. There are several reasons for which wool uptake 

acidic dyes. These are listed below [2.99]: 

› The electrostatic interactions of dye anions (negatively charged) and wool amino groups 

(passively charged); more dominant in case of lower molecular weight dyes – Important 

for attraction of dyes to the surface of the fibre 

› Van der Waal’s forces; more dominant in case of higher molecular weight dyes 

› Interaction of wool fibre hydrophobic (as a result of non-polar side of amino acids) with 

hydrophobic parts of dye; more dominant with higher molecular weight dyes 

› Hydrogen bonds 

Acid dyes themselves can be categorised into three groups based on their dyeing behaviour [2.120]: 

› Levelling; Low molecular weight (300-400 g/mol) [2.99]. Poor fastness to washing since 

dye molecules can migrate in and out of the wool fibre; normally used for pale and bright 

shades [2.121].  

› Milling: wool is treated with week alkaline solution coupled with mechanical action. 

Higher molecular weight (600-900 g/mol) compared to levelling type [2.99]; also, less 

water soluble due to having fewer sulphonate groups. Bonding to the fibre is through ionic 

and intermolecular forces [2.122]. Generally, the aromatic ring has a hydrophobic side 

chain (e.g., dodecyl group) [2.99].  
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› Super milling: similar to milling type, however due to the presence of long chain alkyl 

groups, they show more hydrophobic behaviour [2.122].  

2.6 Model Compounds 

In order to study the effect of thermo-chemical processes on wool in a more isolated manner, it 

was decided to study model compounds representing the properties of wool closely. Representing 

the proteins in wool, one of the amino acids with the broadest functional groups was selected. In 

other words, one which could represent not only the carboxylic acid group, but also aromatics. 

Looking at the most abundant amino acids in Table 2-10, cysteic acid contains sulphur, which is an 

undesirable element, and attempts should be made to remove it from the potential products. 

Coming down the table, most of the substance either just have one or double carboxylic acid groups 

and no other functional group. Two of the compounds which are except from this are phenylalanine 

and tyrosine, which have a benzene ring included in their structure. Either of these components 

could have therefore been a good choice for a model compound representing wool. Phenylalanine 

was selected as the optimum and final choice in order to keep the model compound as simple as 

possible. This way, analyses of the reaction would have been carried out more accurately while 

having all the required functional groups presented in analyses. 

There has not been as extensive of a range of studies on phenylalanine pyrolysis compared to 

lignocellulosic model compounds. Most of the studies had been on pyrolysis of phenylalanine in 

tobacco due to the phenylalanine being a key element in tobacco. Studies have mostly been carried 

out in conditions ranging from 450 to 950℃ [2.123, 2.124]. They agree on a mostly similar 

pathway for phenylalanine pyrolysis where difference in the order of the reactions and occurrence 

of the secondary and side reactions are determinant in the final product distribution.  

The process could include decarboxylation whereby separation of the carboxyl group, nitrile amides 

are formed.  Alternatively, cinnamic acid could be initially formed by the removal of the amine 

group (deamination). The intermediates produced from the above processes, are then further 

reacted and reformed (Figure 2-7). Paterson (1972) [2.123] isolated the products obtained from 

both paths and concluded that the decarboxylation paths is the dominant one with the deamination 

path having a limited degree of effect.  
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Following either of the steps, decarboxylation or deamination, production of the NH3 and CO2 are 

expected in the gas product. Also, depending on the temperature of the process, some CO, N2 and 

H2 are going to end up in the gas. For instance, carbon dioxide can shift to CO depending on the 

temperature of the system and availability of hydrogen. Similarly, ammonia can be converted to N2 

and H2 if temperature gets close to 600℃ [2.123]. Finally, formation of HCN in the gas is expected 

as the result of decarboxylation path.  

There are two other mechanisms by which the pyrolysis products of phenylalanine are formed: 

homolyses and cyclization. During homolyses, molecules are dissociated into radicals, which then 

can later react to form other substances. This process is more likely to remove the carbon 

Figure 2-7: Phenylalanine decarboxylation (bottom) and deamination (top) path 

Figure 2-8: Competition of paths in phenylalanine decomposition example 
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compounds under high temperatures [2.124]. In fact, the decarboxylation and deamination process 

are both dependant on an initial homolyses of the feed. One of the processes through which these 

radicals can react is cyclization. The paths taken are most likely to compete when forming new 

compounds and the aim should be to facilitate conditions under which the desired product is 

favourable (Example in Figure 2-8). The effect of the catalysts in the product formation and 

distribution is discussed in the results chapter (Chapter 5). 

In addition to protein, the processed wool waste normally also contains cotton due to the stitching 

or existence of mixed fibre for tailoring purposes. Therefore, a model compound representing 

cotton waste needed to be studied alongside phenylalanine. Cellulose which is formed in bundles 

of fibres attached together strongly and is composed of D-glucose polymers [2.125], was selected 

to do this representation since it forms around 90% of cotton fibre [2.126].  

Cellulose, a polysaccharide, has its monomer constructed from two glucopyranose unites as 

illustrated in Figure 2-9. Based on the data in the literature, the main decomposition of cellulose 

starts from 300℃ and if the temperature is increased to 370℃, a weight loss of 70% could be 

expected, which is mainly composed of condensable vapours [2.127, 2.128]. As the temperature 

goes higher than the 400℃ thresholds, the higher the chance of aromatic formation becomes 

[2.129].  

The first step reaction at low temperatures, below 300℃, mainly will lead to generation of 

intermediates called anhydro-cellulose which will react further to make other substances [2.130]. 

Additionally, as expected, water will be lost at low temperatures, which can affect the final products 

by facilitating benzene formation through making a good condition for generation of carbon-to-

carbon unsaturated bonds [2.131].  

As the temperature increases to around 400°C, the depolymerisation gets further promoted and 

compounds such as levoglucose and levoglucosenone, generally anhydro-saccharides, are formed. 

[2.132]. Similar to phenylalanine, these products will undergo secondary processes to generate 

Figure 2-9: Cellulose Structure 
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secondary products. Figure 2-10 illustrates the steps involved during pyrolysis of cellulose at 

different temperatures.  

Finally, in order to compare the textile waste and its representing model compounds with 

lignocellulosic biomass which has been studied extensively, lignin was selected to be analysed under 

the same pyrolysis conditions. Lignin, a complex polymer, is made up of 3 phenylpropane cross 

chains, coniferyl alcohol, sinapyl alcohol, and coumaryl alcohol (Figure 2-11), for which the amount 

of each of them in the lignin is dependent on the source feed is obtained. 

Figure 2-10: Cellulose decomposition path [2.71]  

 

 

 

Figure 2-11: Major phenylpropanes in lignin structure [2.72] 
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Due to the complexity of the molecule, the initial decomposition temperature can have a wide 

range, typically between 200 to 450℃ [2.133]. The initially decomposed compounds are expected 

to be mostly uncondensable low molecular weight compounds resulting from the breaking of the 

weak propyl chains between the monomers [2.134]. At lower temperature, around 180 ℃, the 

hydroxyl group at the end of the chains are released and dehydration will occur. Since the benzene 

chains within the structure of the lignin are stable, therefore, more complex aromatic compounds 

resulting from linkage between these rings are expected. As mentioned, the pyrolysis path of lignin 

can be complex. For instance, Figure 2-12 illustrates the temperature dependency of product 

distribution during lignin pyrolysis for aromatic side chains.  

2.7 Catalysts 

Even though pyrolysis without the use of heterogeneous catalyst can lead to products with 

superiority over the ones obtained from petroleum, there are some important processing difficulties 

that outweigh the advantages. For instance, the bio-oil retains the energy content of the original 

feedstock to a degree while withholding less nitrogen and sulphur compared to the petroleum 

product [2.135]. But, having an oxygen content of around 40 wt% makes this unstable for the 

conventional storage processes due to the existence of unsaturated compounds [2.136]. 

Additionally, several other issues such as high viscosity, low heating value, strong corrosiveness and 

more importantly, the complex composition of the oil should be considered and solved prior to 

Figure 2-12: Lignin decomposing path [2.190] 
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integration into conventional facilities. Similar to petroleum refining where catalysts can be used to 

influence the types of product obtained from the process of cracking, catalysts, either in-situ or ex-

situ, can be utilised to overcome the issues in bio-oil processing. Therefore, catalysts should have 

been screened for their capability of converting model compounds, which replicate textile 

properties, to char and non-condensable gases. The use of model compounds for screening with 

catalysts was preferred over the utilisation of solid biomass (wool) since using a solid biomass with 

a standard and unique composition was not realistically possible. For instance, the ash content of 

the biomass can play the role of catalyst itself while some constituent of the biomass can change the 

composition of final product [2.137].   

2.7.1 Catalysts Basics 

Catalysts are generally used during reactions to either reduce the activation energy or change the 

path of reaction mechanism, without the catalyst itself being consumed. When the activation energy 

is targeted, the temperature at which the reaction takes place can be lowered. Therefore, less 

energy is consumed. By using catalysts which target the reaction path, the products of the reaction 

can be modified. 

Depending on the physical state of the catalysts and reactants, catalytic reaction can be divided into 

heterogeneous and homogeneous ones. In other words, if the catalyst and the reactants are 

presented in the same phase, a homogeneous reaction will take place. If they are presented in a 

different phase (e.g., solid catalyst and gas reactant), a heterogeneous reaction will happen. 

Normally, in the heterogenous catalytic reactions, the reaction happens at the surface of the 

reactant. More specifically, the reactant molecules are adsorbed on the surface of the catalysts (the 

pores on the catalyst) prior to the reaction taking place. For this reason, the average size of pores 

and their area/volume, and therefore the overall available surface area for reaction is a key factor 

in the effectiveness of the catalysts and should be factored in when selecting an optimal catalyst for 

a reaction.  

Another important categorisation of the catalysts could be based on base/acidity of the catalysts. 

Acid/base catalyses could be described in terms of Bronsted-Lowry and Lewis theory.  

In the Bronsted-Lowry theory, an acid is described as any species which is capable of donating a 

proton, while a base is any species capable of receiving a proton. Meaning, the chemical structure 

of a Bronsted acid has a hydrogen that can be separated. In contrast, Bronsted base should contain 

at least one lone pair of electrons to accept a proton and consequently forming a new bond. In other 

words, a Bronsted acid is any species that can donate a proton (H+ ion) while a Bronsted base is any 
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species which can accept a proton. Lewis Theory could be considered complimentary to Bronsted 

theory. In detail, a Lewis acid is an electron acceptor while a Lewis base is an electron donor. 

Heterogeneous catalysts are generally made up of three parts: active phase, support (carrier) and 

the promotor. The active site of the catalyst which only makes up a limited weight percentage of 

the catalyst is where the principal chemical reaction takes place [2.138]. Several characteristics of 

the active site such as distribution on the support, particle size, electivity, purity, and type (metals, 

semiconductors, insulators) are determinant in the behaviour of the catalyst [2.139]. Catalyst 

supports could be made of clay, carbons or oxides which can withstand high temperatures such as 

silica and alumina. 

The support’s main function is to improve the accessibility of active phase to the reactants. 

Therefore, the support should have high surface area and proper pore size distribution. Also, 

maintaining this high surface area over time and resistance to poisoning is an important criterion 

when choosing the support. Therefore, the chosen material should be mechanically stable. Finally, 

promoters are added to the catalyst to improve its effect in a reaction. While normally not catalytic 

in their nature, they can interact with the active phase of the catalyst to modify the products of the 

reaction.  

Since 1950s, heterogeneous acidic catalysts have been the main choice in petrochemical industry 

and therefore have been studied extensively. This success has been to their capability of cracking 

facilitated by their acidity [2.140]. These reasons have been complimented by other favourable 

properties of heterogeneous catalysts such as recyclability and easy removal. This proven record 

and the fact that one of the main goals of this study was the integration capability of the textile waste 

products in the current refinery systems, it was decided to use heterogeneous catalysts.  

2.7.2 Catalysts Selection 

When selecting the catalysts, factors such as surface area, acidity/basicity, pore size and pore size 

distribution are important. The surface area will determine the total area available for the collision 

and therefore the cracking, while the physical dimensions of the pore will determine the ease of 

access for materials to proceed through and the level of cracking that is undergone. Meanwhile, the 

pore size distribution is an important factor to determine the efficiency of transportation of 

reactants and products to and from the catalyst’s active sites.  
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Zeolites have long been utilised for catalytic cracking processes and as sorbents [2.141]. They are a 

favourable catalyst material due to their shape selectivity and acidic properties [2.142]. The 

presence of 10-membered rings with a three-dimensional structure combined with medium pore 

sizes [2.143] of ZSM5 makes it one of the best performers when it comes to aromatics production 

[2.144, 2.145] (Figure 2-13). 

In IUPAC nomenclature, catalysts are categorised into 3 separate groups based on their pore size: 

Macro porous (>50 nm), Mesoporous (2-50 nm) and microporous (<2 nm). In glucose pyrolysis, 

it has been shown that small pore zeolites such as ZK-5 contribute towards producing CO and CO2 

as their main product and the aromatic generation capability of large pore size zeolites such as SSZ-

55 is hindered by production of high yield of coke [2.145]. Additionally, the specific ring structure 

of ZSM5 can avoid the occurrence of unfavourable side reactions which leads to higher aromatic 

production [2.146]. Shirazi et al [2.147] found that altering the silicon to aluminium ratio (Si/Al) 

in zeolites affected the Brunauer-Emmett-Teller (BET) surface area and crystal size. It was found 

that as the ratio was increased from 10 to 50, the BET surface area increased from 355 to 392 m2/g 

and the crystal size also increased from 1 to 9 µm. Shirazi also investigated the effect of the molar 

ratio on the acidity of the zeolite by means of ammonia temperature programmed desorption (NH3-

TPD) for the evaluation of the ZSM-5 acidity. Bronsted acid sites are formed by aluminium atoms 

connected to silicon by a so-called “bridging hydroxyl” where the negative charge generated is 

compensated for by a proton. This site is believed to be the main catalytic centre [2.147]. Lewis’s 

acid sites are instead composed of aluminium with low coordination or Si+ ions formed from 

dehydroxylation in the thermal treatment at T > 500°C. These sites are also of importance in many 

catalytic processes (i.e., Friedel-Crafts reactions), acting as an electron pair acceptor and thereby 

giving rise to charge transfer processes. The acidity of a zeolite is therefore related to its aluminium 

content, and one expects a linear increase in the overall acidity with increasing aluminium content 

in the zeolite [2.148]. This measures the temperature required for an adsorbed molecule to desorb 

from the surface. Measuring across the same molar ratio from 10 to 50, this yielded a decrease in 

Figure 2-13: Structure of ZSM5 [1.179] 
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acidity of the zeolite. They found evidence of aluminium in extra-framework positions as the ratio 

decreased. Rodriguez-González et al. also studied the properties of ZSM5 [2.148] by means of NH3-

TPD and nuclear magnetic resonance (Al-MAS-NMR) spectroscopy. They had consistent findings 

with Shirazi et al. that the NH3-TPD profile had two desorption peaks, which indicated acid sites of 

different strength. This work indicated that the lower the Si/Al ratio, the more acidic the sample 

is. This shows that acidity is directly proportional to the aluminium content of the catalyst. They 

concluded that a Bronsted site would be the main catalytic zone for the particle, approximating that 

72% of aluminium atoms were Bronsted acid sites. 

For zeolite catalysts, it seems that both the surface area and acidity are dictated by the Si/Al ratio. 

The acidity of the sample increases linearly with the aluminium content [2.149] and according to 

the findings of Shirazi et al, the surface area increases linearly with increasing the Si/Al ratio [2.147]. 

Due to this variation in performance by manipulating the Si/Al ration, it was decided to test three 

ZSM5 catalysts with three Si/Al ratios; namely 20-ZSM5, 30-ZSM5 and 60-ZSM5 to find the 

optimal one for conversion of model compounds representing the textile waste and textile waste 

itself.   

Despite the fact that catalysts such as ZSM5 have been intensely investigated for the catalytic 

pyrolysis of biomass [2.150], mesoporous silicates such as KIL-2 (Kemijski Institute Ljubljana) have 

received much less attention [2.151, 2.152]. Additionally, microporous zeolite can have limitations 

when it comes to converting large molecules due to the size of pores. Therefore, to test the effect 

of increasing the pore size of the catalysts on improving the diffusion of reactant molecules on the 

active site of the catalysts, it was decided to use mesoporous catalysts.  

Produced in Ljubljana at 2010, KIL-2 is a relatively novel mesostructured wormhole silicate support 

with interparticle and textural porosity [2.153]. Due to the novelty of KIL2, number of researches 

and experiments were limited on it. Popova et.al. used KIL2 impregnated with different quantities 

of ZrO2 and sulphates to vary the acidity (both strength and type) of the catalysts for catalytic 

esterification of glycerol with acetic acid [2.154]. Compared to pure zirconia, KIL2 supported 

zirconia proven to be more active and efficient for esterification reaction. 

In another research, Popova et.al.  compared Co/KIL2 with Co/SBA15 during oxidation of 

toluene. It was concluded that the interparticle mesa porosity of KIL2 made it an effective catalyst 

for removal toluene in gas phase. It was also concluded that compared to the SBA15, the lower 

cost, stability, and high catalytic activity of KIL2 made it a catalyst with higher potential to remove 

the volatile organic compounds [2.155]. 
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Due to the high surface area of it and hydrophilic properties, KIL2 has also been used for sorbent. 

For instance, FeKIL2 with a surface area of 712 m2/g was used as part of two component composite 

for sorption-based solar energy storage [2.156]. 

The mentioned properties such as low cost, high surface area, efficiency in removal of volatile and 

the capability of being functionalised by metals, made KIL2 a promising support for catalysed 

biomass conversion. Therefore, two different KIL-2 based catalysts, one loaded with aluminium 

(Al-KIL2) and one loaded with lithium (Li-KIL2) were included in the testes to allow a comparison 

between acidity and alkalinity using the KIL-2 catalysts, with lithium being basic.  

The final list of the catalyst which were used in the experiments are therefore as below: 

› Al-KIL2 

› Li-KIL2 

› 20-ZSM5 

› 30-ZSM5 

› 60-ZSM5 

2.8 Model Compounds and Biomass Catalytic Pyrolysis 

In section 2.4, some of the applications of auger reactors for pyrolysis of biomass were reviewed. 

In this section, the applications of catalytic pyrolysis on the selected model compounds in addition 

to catalytic pyrolysis of biomass are reviewed.  

While work on catalytic pyrolysis of phenylalanine has been limited, studies on other amino acids 

could be found. Furthermore, numerous studies have been carried out on lignocellulosic model 

compounds (cellulose and lignin) catalytic pyrolysis. However, since the full account for all of these 

studies would have been exhaustive and out of the scope of this work, Table 2-13 only lists some 

examples of these studies alongside a short summary of what has been carried out in addition to the 

observation on the effects of the catalyst application.  

Table 2-13: Examples of catalytic pyrolysis of model compounds 

Model 
Compound 

Catalyst Summary of Work/                                     
Effect of Catalyst 

Year Ref. 

Cellulose Zn/ZSM-5 
FePO4 

› The most dominant groups in the bio-

oil were levoglucosenone  

› Bronsted and Lewis acid sites promoted 

the production of furans in the bio-oil 

2015 [2.156] 
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Cellulose HZSM-5 › Catalyst decreased the gas by-product 

while increasing the liquid and char 

2010 [2.157] 

Cellulose Al-MCM-4, 
Ce-Al-
MCM-41  

› The mesoporous catalyst decreased the 

liquid and char while increasing the gas 

› Broke long chain carbons to low-

carbon chains 

› More toluene and 2 methoxy-phenol 

production in catalytic runs 

2012 [2.158] 

Cellulose Ce0.8Zr0.2-
xAlxO2 

› Catalyst facilitates production of 

aromatics under 400-550℃ 

› Furan is promoted at lower 

temperature of less than 350℃ 

› Higher acidity catalyst promoted the 

generation of toluene and benzene 

2020 [2.159] 

Cellulose  CaO, 
MCM-41, 
ZSM-5, and 
SAPO-34 

› ZSM5 was the most effective catalyst 

for formation of light olefins 

› With the combination of 85% ZSM-5 

and 15% CaO, the highest yield of light 

olefins was obtained 

2019 [2.160] 

Cellulose* ZSM-5 › ZSM-5 increased the yield of bio-oil 

› The nitrogen-containing components 

and acids were reduced significantly via 

use of the catalyst 

› Furan and ketone generation was 

promoted through use of catalyst  

2018 [2.161] 

Cellulose  HZSM-5 › The catalysts utilised were metal 

modified (Fe and Ga) 

› Ga improved aromatic production 

while Fe had the opposite effect 

› Both catalysts favoured production of 

monoaromatics over polyaromatics 

2018 [2.162] 

Cellulose  SAPO Type › SAPO catalysts promoted production 

of furans while reducing sugar content 

2018 [2.163] 
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› The SAPO catalysts with milder acidity 

favoured furan generation.  

› Optimum temperature for furan 

generation with SAPO catalysts was 

deemed to be 500 to 600 ℃ 

Cellulose Al2O3 › Effect of pyrolysis temperature and 

ratio of catalyst to cellulose on product 

distribution was evaluated under 

ammonia atmosphere 

› At 400 ℃ and cellulose to catalyst 

ratio of 0.5, carbon yield of nitrogen 

containing compounds was 9.7% 

2017 [2.164] 

Cellulose  TiO2, ZSM-
5 

› Main product of non-catalytic runs was 

levoglucosan 

› With use of the TiO2 at 500 ℃ (in-

situ), production of levoglucosan was 

reduced and new aromatics such as 

toluene, benzene and naphthalene were 

introduced 

› Under the same conditions as above, 

use of ZSM-5 oxygenated compounds 

such as benzofuran, acetone and furan 

were observed with low yield 

› For the ex-situ runs, catalysts were 

comparable regarding the production of 

aromatics 

2020 [2.165] 

Hydrolysis 
Lignin 

Zeolite X, 
Zeolite Y, 
ZSM-5 

›  Bronsted acid sites played an important 

role in breaking and deoxygenating of 

the pyrolysis vapour products to 

phenolics and monoaromatics  

› The best condition was at 450℃ and 

with ZSM-5, yielding 57.4 wt% of oil 

2018 [2.166] 

Milled wood 
lignin 

HZSM-5 › Different Si/Al mole ratio ZSM-5 was 

used 

2015 [2.167] 
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› Toluene, benzene, and p-xylene were 

the main aromatic products 

› Other catalytic pyrolysis was phenolics 

› The HZSM-5 acidity was inversely 

proportional to the ratio of Si/Al ratio 

while the formation of aromatics was 

directly proportional to acidity 

› Aromatics increased by increasing the 

pyrolysis temperature (up to 700 ℃ 

was tested) 

Kraft Lignin ZSM-5 › Microporous, nano porous and 

mesoporous ZSM-5 were studied  

› Pyrolysis carried out between 400 to 

600 ℃ in a fixed bed 

› Conventional ZSM5 (microporous) 

showed more selectivity towards 

monoaromatics 

› Mesoporous and nano-porous ZSM-5 

demonstrated high selectivity towards 

alkyl phenols 

› Highest production of coke, water, and 

non-condensable gases through use of 

nano-porous ZSM-5 

2018 [2.168] 

Corn Straw 
Lignin 

TiO2 (with 
loaded Fe, 
Cu, Mo) 

› Catalysis carried out at 350-650℃ in a 

fixed bed 

› With TiO2, the selectivity for phenols 

reached 86% 

› Fe and Cu decreased the yield and 

selectivity for phenols while an increase 

in aromatic ketones was observed 

› The Mo addition increased the yield 

and selectivity of phenols  

2019 [2.169] 

Kraft Lignin HZSM-5, Y-
Zeolite, 
Pd/C 

› The pyrolysis over acidic catalysts 

favoured production of aromatic 

2015 [2.170] 
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hydrocarbons, specially one to three 

ringed ones, coupled with 

deoxygenated phenolic structures 

› Comparing catalytic and non-catalytic 

runs, only Y-zeolite caused a significant 

difference in product distribution 

Leucine, 
Proline 

ZSM-5 › Catalytic pyrolysis was carried out in a 

micro-furnace at 650 ℃ 

› The simple structure of leucine 

resulted in hydrocarbon due to easier 

detachment of ammonia 

› Larger nitrogen containing heterocyclic 

compounds were found in proline due 

the cyclic nitrogen structure of the 

model compound (the char contained 

28% of the original nitrogen in it 

compared to the 4.3% in the leucine 

char) 

› Decarboxylation to CO2 seemed to be 

the favoured in the un-catalytic runs 

while decarbonylation to CO was the 

main pathway for catalytic runs 

› Product distribution was highly 

dependent on the chemical structure of 

model compound  

2016 [2.171] 

Phenylalanine, 
leucine, 
proline, 
aspartic acid 

HZSM-5 › Drop quartz reactor was used at 500 

℃ 

› The increase in temperature favoured 

conversion of nitrogen to NH3 

› Phenylalanine (containing aromatic 

group) and leucine (saturated side 

chain) promoted NH3 and aromatic 

generation  

2018 [2.172] 
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› In case of nitrogen ring amino acids 

(proline), the coking of catalyst caused 

by generation of nitrogen containing 

heterocyclic compounds reduced the 

cracking effectivity of the catalyst 

*Cellulose was co-pyrolysed with microalgal polysaccharides  

Numerous research studies have been carried out on the effect of catalyst pyrolysis on conversion 

of lignocellulosic biomass. However, limited data could be found on catalytic pyrolysis of wool 

biomass. Table 2-14 lists some examples of the application of the catalysts on biomass alongside the 

effect of variation in pyrolysis conditions on product distribution.  

Table 2-14: Examples on biomass pyrolysis and effect of catalyst on product distribution [2.174, 2.175] 

Biomass Catalyst Reactor 

Type 

T 

(℃) 

RT 

(s) 

Oil 

(%) 

Gas 

(%) 

Solids 

(%) 

Ref. 

Cotton 

Stalk 

HZSM-5 Fixed Bed 600 - 56 19 19 [2.176] 

Sugarcane La/HZSM-5 Fixed Bed 600 10 3.8 57 21.7 [2.177] 

Soybean 

Straw & 

Soap 

stock 

ZSM-5 Microwave 

Oven 

550 - 49 28 29 [2.178] 

Rice Husk La/HZSM-5 Fixed Bed 600 10 4.0 53.5 20.4 [2.177] 

Rape 

straw 

HZSM-5 Fixed Bed 500 - 32 39 29 [2.179] 

Sawdust La/HZSM-5 Fixed Bed 600 10 4.8 40.8 31.3 [2.178] 

Pine H-Beta Fluidised 

Bed 

450 - 28.9 49.4 21.7 [2.179] 

Pine 

Wood 

ZSM-5 Auger 

Reactor 

500 2 50.3 26.2 13.6 [2.180] 

Corn 

Stover 

ZSM-5 Microwave 

Oven 

550 - 36.5 35.2 28.3 [2.181] 

Beech 

Wood 

Al-MCM-41 Fixed bed 500 4.5 48.4 7.5 37.4 [2.182] 

Rice Husk ZnO Fixed Bed 550 - 47.0 21.4 31.6 [2.183] 
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Rice Husk ZSM-5 Fixed Bed 490-

540 

0.0

1 

38.3 19.5 42.3 [2.184] 

Rice Husk AL-MCM-41 Fixed Bed 490-

540 

0.0

1 

40.0 18.8 43.2 [2.184] 

Poplar 

Wood 

HZSM-5 Fluidised 

Bed 

425-

450 

3 32.8 46.8 20.3 [2.185] 

Canadian 

Pinewood 

α-Al2O3 Fixed Bed 450 - 61.5 

 

10.5 17.6 [2.186] 

Pine 

Sawdust 

ZnO Fluidised 

Bed 

400 - 57 20 12 [2.187] 

Ferula 

orientalis 

L. Stalks 

ZnO Fixed bed 500 - 45.2 30.5 24.3 [2.188] 

White 

Pine 

Na2CO3/γ-

Al2O3 

Fixed Bed 500 4 37 23 19 [2.189] 

Note:  RT stands for Residence Time 

2.9 Summary & Conclusion  

In this chapter, the issues regarding the increase in production of textile waste and its potential to 

be used as a renewable source of energy in addition to generation of other useful by-products were 

reviewed. Afterwards, methods through which these objectives could be achieved were listed and 

briefly explained. This was carried out through reviewing other researches and commercial 

applications of biomass pyrolysis. Consequently, pyrolysis through fixed bed reactor followed by 

scaling up with use of auger pyrolyser was suggested to be taken forward.  

It was decided to use wool as the biomass feedstock for the pyrolysis. To understand the path 

through which pyrolysis takes place, three model compounds, namely cellulose, lignin and 

phenylalanine were selected. To potentially improve/alter the quality of the bio-oil obtain, the use 

of catalyst was suggested, and it was decided to use three ZSM-5 (20-ZSM5, 30-ZSM5 and 60-

ZSM5) and two KIL2 (Al-KIL2 and Li-KIL2) catalysts.   
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3 CHAPTER 3 – METHODOLOGY 
 

In this chapter, the feedstocks and catalysts used in the experiments are listed. Afterwards, methods 

to prepare these feedstocks for pyrolysis experiments are explained. Then, the fixed bed 

experimental procedure alongside the tests carried out on pyrolysis products are explained. Finally, 

decisions made on scaling up method are presented. 

3.1 Materials: Model Compound and Catalysts  

The characteristics of the feedstock, namely phenylalanine, cellulose, lignin, and waste wool, are 

discussed in this section alongside the synthesis procedure of the catalysts and their properties. 

3.1.1 Feedstock 

All the model compounds used were obtained from Sigma Aldrich and arrived in powder or 

crystalline form. The 98% pure phenylalanine crystals had a white to off white colour and had a 

carbon and nitrogen content range of 64.1% to 66.7 % and 8.2% to 8.8 %, respectively. It had a 

molecular weight of 165.19 g/mol with a melting point of around 270℃ [3.1]. The white to off 

white in colour high purity microcrystalline cellulose powder had an average particle size of 51 µm 

and a bulk density of .6 g/mL at room temperature [3.2]. Finally, the light brown to dark kraft 

lignin had a density of 1.3 g/mL at room temperature with 5% moisture content [3.3]. 

The processed waste wool was supplied by Harris Tweed Authority and was received in two forms. 

As illustrated in Figure 3-1, one wool sample was made up of pieces with sizes ranging from 1 by 1 

to 10 by 20 cm (left) and the other was made up of wool strings (loose waste). Furthermore, the 

wool supplied varied in colours regardless of size. This difference in colour could have potentially 

made some variation in the products due the differences in dye’s structures. Dyes used in wool 

were reactive and acidic dyes. The preparation method of the wools for pyrolysis (cutting) was 

different based on the wool original size and has been discussed in the pyrolysis/gasification section. 

Table 3-1 illustrates the elemental analysis of the tweed waste and the heating value of it. 

Table 3-1: Elemental Analysis and Heating Value of Tweed Waste 

Elemental Analysis C%  H% N% O% H/C O/C Heating Value 

(MJ/kg) 

Raw Tweed Waste 49.5 7.2 15.7 27.5 0.15 0.56 29 
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3.1.2 Catalysts 

In this section, the synthesis procedure for ZSM5 and KIL2 catalyst are explained. 

3.1.2.1 ZSM-5 

Using LaTourette [3.4] and Widayat & Annisa [3.5] methods, a solution was prepared containing 

56 grams of 98% pure sulfuric, 26.7 grams aluminium sulphate and 15 grams distilled water as the 

source or alumina. Then, to prepare the source of silica, 56 grams sodium hydroxide (40%) were 

mixed with identical amount of sodium silicate. After mixing and homogenising solution, A and B, 

crystallisation was carried out by leaving the solution for 7 hours in an autoclave reactor set at 

200℃. Next, the produced ZSM-5s were let to dried after being washed with distilled water. 

Finally, the catalysts underwent calcination at 500℃ for 7 hours.  

3.1.2.2 KIL2  

KIL2 were synthesised based on the methods found in literature [3.6] [3.7]. Initially, tetraethyl 

orthosilicate (TEOS, silica source) and template which consisted of triethanol amine (TEA), 

tetraethylammonium hydroxide (TEAOH) were added to each other and mixed with molar 

compositions of 1.0 TEOS:0.5 TEA:0.1TEAOH:11 H2O, obtaining a homogenous gel. Then, the 

gel was dried in an oven for 24 hours at 50 ℃ after resting at room temperature overnight. Then, 

the gel was put in as stainless-steel autoclave set at 150 ℃ in ethanol for 48 hours. Finally, the 

template was removed by a 10 hours calcination procedure at 500℃ in air flow with a ramp rate 

of 1 ℃/min. 

3.2 Fixed Bed Pyrolysis  

Pyrolysis arrangements utilised for wool and model compounds, both catalytic and non-catalytic 

are presented in this section. 

Figure 3-1: Wool samples used for pyrolysis; large samples (left), loose samples (right) 



74 
 
 

 

3.2.1 Non-Catalytic Pyrolysis/Gasification of Wool 

Pyrolysis set-up used is presented in Figure 3-2 and Figure 3-3. It consisted of a fixed bed reactor, 

a gas distribution section, a tube furnace, and a condensation train. The fix-bed reactor was 

composed of a stainless steel (SS316) tubing with internal diameter of 2.5 cm and length of 39 cm. 

Tubing was placed into a Carbolite tube furnace with a heated length of 13 cm and a maximum 

operating temperature of 1000°C.  

The arrangement was equipped with a movable probe to facilitate the feed introduction only when 

the desired temperature within the reactor was reached. The outside temperature of the furnace 

was illustrated on the body of the equipment. Additionally, a thermocouple was installed within 

the reactor to measure the temperature inside the reactor. Following this path, the temperature 

difference between inside and outside of the reactor in addition to the effect of the feed introduction 

on the temperature fluctuation could be observed. 

The gas was distributed and controlled via manometers and valves. The gas was injected in the 

reactor from one end and exited with the produced gas during the reaction from the other side. 

The exit was attached to a gas bag to collect the gas for further analysis if needed. 

Four 500 mL glass condensers (Dreschel flasks bottles) were used as the condensation train. By 

doing so, the surface area and residence time for condensation was increased. Furthermore, by 

immersing different bottles in different cooling agents such as water, salt water or liquid nitrogen, 

products could be differentiated based on their boiling point. Due to the high temperature of the 

reactor outlet and the nature of the products, Viton tubing (6709) was used to connect the reactor 

to the condensation train. 

Figure 3-2: Schematic of fixed bed reactor set up 
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The feed to the reactor was loaded on to an alumina crucible boat with dimensions of 7 by 2 by 2 

cm. The empty boat and the condensers were all weighed before the experiments. Additionally, 

feedstocks were also weighed prior to experiments using high precision scale (readable to 0.0001 

g) with draft shield. This weighing procedure was repeated after the experiments to obtain the yield 

of products and product distribution. The percentage of gas was obtained by subtracting the sum of 

quantities of oil and char from feed weight.   

The experimental procedure steps followed for the wool pyrolysis and gasification experiments 

were as following: 

1. One gram of feed was loaded on to the boat 

2. System was purged with nitrogen (pyrolysis) or CO2 (gasification) gas for 20 minutes at 50 

ml/min (reactor residence time of 28 seconds)  

3. The reactor was heated up electrically to the desired temperature (350 to 900°C) 

4. Feed was introduced via the movable sample holder into the heated section of the reactor 

when the desired temperature was reached. There was a temperature difference of 100 ± 

12 ℃ between the tube (reactor) temperature and furnace temperature. The value 

recorded by the thermocouple placed inside the heated tube was used for introduction of 

feed.  

5. Upon introduction of feed, temperature within the reactor dropped by 50 to 105 ℃. It 

took another maximum of 2 minutes for the temperature records to come back to the pre-

feed introduction value. This translated to heating rates of at least 25℃/min.  

6. Overall, sample was held into the reactor at the elevated temperature for 15 minutes.  

7. The condensable gas was collected in the condensers, 3 of which placed in ice (0°C) and 1 

in liquid nitrogen (-196°C) 

Figure 3-3: Picture of the laboratory pyrolysis arrangement  
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8. The incondensable gases were collected in a gas bag (1 L Tedlar bags) or released to 

atmosphere after enough gas was collected  

9.  The reactor was turned off and allowed to cool down for 2 hours 

10. The solid char product was collected in small sealable plastic bags after weighing the boat 

11. The liquid oil was collected after weighing the bottles. The procedure starts with diluting 

the oil with acetone (as a solvent) followed by collection in 10 ml vials and then drying the 

acetone out to obtain the pure oil products.  

Different scenarios were created to evaluate the effect of several variables. The variables were as 

following: 

› The effect of temperature on final products (from 350℃ to 900 °C) 

› Effect of feed size and type on product composition  

› The role of the carrier gas variation (N2 and CO2) 

In more detail, 5 different temperature, 350, 500, 700, 800 and 900 ℃, were selected to cover a 

large spectrum of temperatures.  The large wool pieces which were described previously were cut 

in 1 by 4 cm to fit in the feed boat and the loose strings of wool needed to be de-tangling prior to 

loading to the bed. An example of the loaded boat with the large pieces of wool is shown in Figure 

3-4. 

 To cover all the of variables, 7 different scenarios were introduced as presented in Table 3-2. 

Table 3-2: List of experiment scenarios carried out on wool in fixed bed. 

Test No. Temperature (℃) Wool Size Injected Gas 

1 350 1 by 4 cm N2 

2 500 1 by 4 cm N2 

3 800 1 by 4 cm N2 

3 700 1 by 4 cm CO2 

Figure 3-4: Loaded boat with large wool sample prior to pyrolysis  

7 

cm 

1.5 

cm 
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4 800 1 by 4 cm CO2 

5 900 1 by 4 cm CO2 

6 800 Loose (Strings) CO2 

7 800 Loose (Strings) N2 

3.2.2 Catalytic Pyrolysis of Model Compounds 

The same arrangement was used for the model compounds and catalytic experiments. However, 

since model compounds were pyrolysed to compare catalysts, variation of pyrolysis conditions was 

deemed unnecessary. Therefore, temperature was kept constant at 500℃ for catalytic runs. Table 

3-3 presents the tests carried out on model compounds. 

Table 3-3: list of tests carried out on model compounds 

 In the catalytic tests, the sample and catalyst were weighted individually. The catalyst to sample 

mass ratio was set at 1:1 and 0.35 g of each were measured. Model compound and catalysts were 

then mixed using a pestle and mortar until a uniform and homogeneous powder was obtain. The 

Test No.  Model Compound Catalyst 

1 Cellulose No Catalyst (Base Case) 

2 Cellulose Al-KIL2 

3 Cellulose Li-KIL2 

4 Cellulose 20-ZSM5 

5 Cellulose 30-ZSM5 

6 Cellulose 60-ZSM5 

7 Lignin No Catalyst (Base Case) 

8 Lignin Al-KIL2 

9 Lignin Li-KIL2 

10 Lignin 20-ZSM5 

11 Lignin 30-ZSM5 

12 Lignin 60-ZSM5 

13 Phenylalanine  No Catalyst (Base Case) 

14 Phenylalanine Al-KIL2 

15 Phenylalanine Li-KIL2 

16 Phenylalanine 20-ZSM5 

17 Phenylalanine 30-ZSM5 

18 Phenylalanine 60-ZSM5 
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resulting mixture was added to the sample boat and the total mass of the boat measured. Then, the 

reactor and boat were set up as explained above, i.e., the boat was installed in the system while 

being kept out of the reactor until the desired temperature was reached inside the reactor. The rest 

of procedure was same as for the wool runs. For the non-catalytic runs, i.e., pyrolysis of model 

compounds on their own, 0.35 grams of feed was used while the rest of the procedure was kept the 

same. 

3.2.3 Catalytic Pyrolysis of Wool 

Due to the nature of wool samples, in-situ catalysis deemed not practical for scale up. In other 

words, similar to model compounds, if wool was going to undergo in-situ catalytic pyrolysis, wool 

feed should have been shredded/grinded to powder form to have a homogenous texture with 

catalysts to have a uniform contacting surface area. Furthermore, regeneration of catalysts would 

become an issue in in-situ catalytic pyrolysis of wool during scale up. Doing this in a large scale 

which was the optimal goal of the tests, was not practical. Therefore, the fixed bed arrangement 

was modified to ex-situ one (Figure 3-5).  

The effect of temperature, feed size, injected gas and condensation system was evaluated in the 

non-catalytic runs. Therefore, the number of variables were reduced to increase the focus on the 

effect of catalyst on wool pyrolysis by-products. To do so, it was decided to remove the liquid 

nitrogen condensation trap, only use nitrogen, and use one size of wool (whole pieces of wool 

rather than strings ones). 

Similar to in-situ arrangement, the configuration consisted of a furnace, a tube reactor, and a 

condensation train. Tube was 24 cm long with a diameter of 1.7 cm. Opposed to the in-situ 

arrangement where the length of the tube was more than 3 times of the furnace, in this arrangement 

Figure 3-5: Schematic of the ex-situ fixed bed catalytic reactor. 



79 
 
 

 

the tube and furnace length were almost identical (furnace length of 22 cm). However, to ensure 

that reaction occurred at the heated zone, a hollow tubing with length of 8 cm and diameter of 0.8 

cm was used to support and keep the feedstock in the middle of the heated zone (Figure 3-6).   

As illustrated in Figure 3-6, carrier gas (nitrogen) came in contact with wool first as it flew through 

the system. Evolved gas then came in contact with catalysts before exiting the reactor at the bottom. 

Mineral wool and metal mesh were used to avoid contact and mixing of the produced biochar and 

catalyst.  Compared to in-situ case, the flowrate of injected nitrogen was increased (doubled to 100 

mL/min). Since the reactor column was packed with wool feedstock in addition to mineral wool, 

this increase was necessary to overcome the back pressure caused by this packing. This in addition 

to the smaller size of the reactor, changed the residence time to 22 seconds.  

0.5 gram of wool and catalyst (overall feed wait of 1 gram) were added to the tube. Afterwards, 

the whole reactor (tube) was weighed using the same scale as in-situ case. After installing the tube 

in the furnace, the system was purged with nitrogen for 20 minutes. Then the furnace was turned 

on. Pyrolysis temperature was set at 500℃ with a heating rate of 100℃/min. Reactor was kept at 

this temperature for 20 minutes to facilitate enough time for volatile generation. Reactor cool down 

period and product collection method were kept identical to the in-situ cases. 

Al-KIL2 and 20-ZSM5 were used during wool catalytic pyrolysis. Since the heating rate and 

residence time was changed, in addition to wool catalytic pyrolysis with Al-KIL2 and 20-ZSM5, 

wool was pyrolysed on its own at 500℃ using the new arrangement as a base case for comparison 

Figure 3-6: Ex-situ fixed bed configuration and order of material in the reactor tube 
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with catalytic runs. For this tests, 0.5 g of wool was pyrolysed on its own with all the other elements 

staying the same.  

3.2.4 Large Scale Reactor Selection Procedure and Set-Up Arrangement 

It was decided to replicate wool pyrolysis tests using larger quantities of wool to analyse the 

practicality of industrial scale up for waste wool management. Initially, attempts were made to 

acquire and use currently established equipment to facilitate easy integration of the system in 

industrial scale. However, after reviewing the commercially available pyrolyser/gasifiers, it was 

concluded that due to the nature of the wool feedstock, a dedicated design was needed. Therefore, 

a wool feeder and reactor arrangement were designed. The design procedure/decisions made 

alongside the methodology used for wool pyrolysis in larger scale are presented in Chapter 4. 

3.3 Products Analyses 

In this section, the methodologies used to analyse feedstocks and catalysts in addition to pyrolysis 

by-products are explained.  

3.3.1 Elemental Analyses (EA) 

Elemental analyses were carried out using an Exeter CE-440 Elemental analyser in order to define 

the percentage of carbon, hydrogen, and nitrogen in the oil and char samples. To do so, samples 

were initially weighted in a small tin capsule to an accuracy of one millionth of a gram. This capsule 

was then inserted in the furnace (950℃) (Figure 3-7) where it was combusted in abundance of 

oxygen to form tin oxides which could reach temperatures above 1800℃. After vaporisation at this 

temperature, sample underwent complete combustion, forming H2O, CO2, NxOy  and N2 in 

addition to other by-products. Through use of scrubbing chemicals, undesirable by products such 

as sulphur, halogen and phosphorous were removed from inside the combustion tube. 

Afterwards, oxides of nitrogen were converted to N2 and excess oxygen were removed by passing 

the gas through the reduction tube. Mixing area (downstream of the reduction tube) was used to 

homogenise these gases. The quantities of each gas (He, H2O, CO2 and N2) were recorded in the 

Figure 3-7: Schematic of Exeter CE-440 Elemental Analyser [3.8]  
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detector by series of thermal conductors. Eventually, the percentage of C, N and H was calculated 

from these readings and the weight of the sample. The amount of oxygen present in the gas is then 

calculated by difference (O= 100-(C+H+N)). These values were then adjusted by factoring in the 

ash and water vapour quantities. Elemental analysis was carried out on the char and oil samples 

obtained from pyrolysis in addition to wool. 

3.3.2 GC-MS 

The GC-MS (Gas Chromatography-Mass Spectrometry) analysis is an essential tool for the 

identification of the variety of chemicals present in the liquid products (bio-oil) and the evaluation 

and optimisation of the process conditions in terms of producing high valuable compounds. The 

GC-MS tests were carried out using a GC 8000 series equipped with VG Trio 1000.  

The column (length: 30m, inner diameter: 0.250; film: 0.25 µm) had temperature limits between 

40 °C to 300 °C. The oven was programmed to hold at 40 °C for 10 min, ramp at 5 °C/min to 

200 °C and hold for 15 min, ramp at 10 °C/min to 240 °C and hold for 15 min, ramp at 10 °C/min 

to 260 °C and hold for 10 min. He was used as carrier gas with constant flow rate of 1.7ml/min 

and injector split ratio at 1:20 ratio. The end of the column was directly introduced into the ion 

source detector of VG Trio 1000 series. Typical mass spectrometer operating conditions were as 

follows: transfer line 270 °C, ion source 250°C, electron energy of 70 eV. The chromatographic 

peaks were identified according to the NIST library to identify bio-oil components.  

GC-MS tests were carried out on oil samples obtained from pyrolysis of model compounds, non-

catalytic small-scale wool, catalytic pyrolysis of wool and large-scale wool. 

3.3.3 FTIR 

FT-IR (Fourier Transform Infrared Spectroscopy) was used to identify the functional groups present 

in the biochar and bio-oil samples.  A PerkinElmer Frontier was for the analyses (Figure 3.8). 

During analysis, infrared radiation was applied to samples. The structure and molecular 

composition of the sample was then determined through analysing the wavelengths at which 

infrared light’s energy was absorbed by the samples. Spectra data base were utilised to search the 

spectrum and assign the peaks observed on it to a function group. 

To analyse char samples, sample were grinded using a pestle and mortar to form a uniform powder. 

Then, a base spectrum was obtained through running the FTIR machine with no sample in it. To 

analyse the oi samples, due to the high viscosity of them, they were diluted with acetone before 

analyses. Therefore, after running the machine with no samples loaded to it, acetone was analysed 

in itself. Therefore, acetone spectra could be subtracted from oil samples spectra.   
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3.3.4 TGA & MS  

Thermogravimetric analysis was used to observe feedstock behaviour and change in behaviour by 

application of heat.  Weight loss which could be due to decomposition, evaporation, desorption, 

and reduction could be detected by TGA. The TGA analysis were carried out using a TA Q500 

(Figure 3-9) 

As illustrated in Figure 3-9, three main parts of the analyser were the balance, furnace, and 

thermocouple. Furnace, coupled with the thermocouple, applied the heat in a controlled manner 

and with the assigned heating rate. The balance which was located in the casing and in an inert 

atmosphere, measured the change in the sample mass.  

Model compounds (with and without catalysts) and wool samples were analysed with the described 

configuration. Temperature program started with keeping the sample at 27 °C for 30 minutes and 

then increasing the temperature by 100 oC/min till it reached 500oC. It was then kept isothermal 

Figure 3-8: PerkinElmer Frontier FTIR analyser used during analysis  

Figure 3-9: TGA Equipment schematic  
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for a further 15 minutes before cooling down to ambient temperature again. The samples for the 

TGA were kept between 15-20 mg and in the catalytic runs, the ratio of feedstock to catalysts was 

kept as 1:1. Furthermore, in catalytic runs, sample and catalysts were thoroughly mixed together. 

The gas flow was set to 20 mL/min of nitrogen. This analysis was carried out on catalyst on their 

own, model compound and wool. 

Pyrolysis in TGA and decomposition of feed resulted in gas to be evolved. This gas was then fed 

into MS (Mass Spectrometry) analyser for the identification of the type and relative quantity of the 

gases. In this technique, gaseous ions were formed from samples via electron ionisation. Afterwards 

and before ion detection, mass to charge ratio of these ions were detected through use of magnetic 

fields. During ion detection, the relative abundance of each of ionic species were recorded. Then, 

to allow plotting the ion abundance vs mass to charge ratio, the ions were converted to electrical 

signals. MKS Cirrus MS was used for the test (Figure 3-10). 

3.3.5 Surface Analysis 

BET (Brunauer–Emmett–Teller) analysis was carried out to figure out the available surface area of 

solid materials (char and catalysts) based on the assumption that the absorption occurs on multiple 

layers rather than just on a monolayer. Furthermore, analyses were carried out to identify the 

Langmuir surface area, pore volume pore width of catalysts and char. These surface analyses were 

carried out using a Micromeritics Gemini VII instrument (Figure 3-11). 

Char and catalyst samples (quantities of 0.009 to 0.015 g) were degassed at 150 °C for a minimum 

of 4 hours before the run with the N2 adsorption method at -195 °C. The surface area and pore 

size distribution of the samples were calculated by using the standard Brunauer–Emmett–Teller 

(BET) equation and the Barrett–Joyner–Halenda (BJH) method, respectively. All the surface area 

experiments were done at an environment with temperature of 77 K, hence liquid nitrogen was 

Figure 3-10: MKS Cirrus MS analyser used for gas analysis  
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used. Nitrogen adsorption was measured along an isotherm between partial pressures of 0.05 – 

0.35 as this range was where the isotherm was maintained. This analysis was carried out on catalysts 

and char samples. 

3.3.6 Catalyst Acidity 

To determine the surface acid strength of catalysts, temperature programmed desorption (TPD) 

was utilised. ChemBET TPR/TPD from Quantachrome instruments which were fitted with 

thermal conductivity detectors were used to perform CO2 and NH3 TPD. For 2 hours, 50 mg of 

samples were degassed in quartz U-tube using He at 200℃. The samples were then cooled down 

at room temperature using He. Afterwards, using 25 mL/min of 10% NH3/He at 50℃, sample 

underwent NH3 adsorption up to saturation. Then, to remove any ammonia from the surface, for 

2 hours and at 50℃, sample was exposed to He at a flowrate of 25 ml/min.  

Desorption was carried out with use of He at heating rate of 10 ℃/min. Temperature with range 

of 50℃ to 900℃ was utilised to do so. Same procedures stated for NH3 were carried out with 

CO2. Acidities of synthesised catalysts were calculated from the NH3 and CO2 TPD curves peaks  
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4 CHAPTER 4 - AUGER REACTOR DESIGN 
 

In this chapter, decisions made in order to carry out the scale up of fixed bed are presented. 

Furthermore, the final arrangement of the scaled-up reactor and the modifications carried out to 

optimise the procedure are also discussed. Additionally, the test conditions and number of tests are 

listed. 

4.1 Initial Review 

Based on the initial literature review, the two most promising reactors for scaled-up 

pyrolysis/gasification were the auger and rotary kiln configurations. However, to reduce costs and 

risks associated with building a new system, available commercial reactors were considered first. 

For instance, the system illustrated in Figure 4-1, which is an example of a commercial concurrent 

downdraft small scale gasifier was considered as an appropriate choice for the purpose of this 

research due to the advanced stage (commercial stage) of the technique.   

However, issues of this method impeded its further investigation. Firstly, as previously predicted, 

the vendors indicated that textile wastes presented poor flowing properties in this reactors 

configuration and would have resulted in frequent clogging of the feeding system due to the nature 

of the materials.  Most of the vendors contacted (All power labs; MRC Green; Leaf Gasifiers; 

Trillion Gasifiers; Vulcan gasifiers; Superior gasification) stated that their reactors were not 

designed to work with waste and textiles. Only MRC Green package has been used for processing 

textile waste but mixed with wood chips (30% textiles: 70% wood chips). The vendor mentioned 

that using 100% textile waste will make operational issues within their system.  

Figure 4-1: Some of the arrangements considered 
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Based on the above findings after contacting the vendors and the data presented in Chapter 2 

regarding the advantages of auger reactors for wool pyrolysis, it was decided to design a reactor and 

feeding arrangement. In this chapter, once the requirements and constrains that are based on the 

feedstock are discussed, the basics of auger systems are listed prior to the presentation of the 

proposed system. Finally, the reactor testing and its consequent modifications are discussed.   

4.2 Design Requirements & Constrains 

The first step in designing procedure of the reactor was to clarify the objective of the reactor and 

consequently consider the constrains and limitations associated with the feedstock, the nature of 

the selected thermochemical methods and the available resources. Following are these constrains 

and why they were considered.  

4.2.1 Feeding system  

Due to the nature of the feedstock supplied by Harris Tweed, the designed system should have been 

capable of handling wool batches, which had different shape and density (Figure 3.1). Furthermore, 

the design should have had the capability of processing other forms of feedstock such as pebbled 

wool to evaluate other potential way to feed the wool to the reactor.  

Since the uniformity and the general properties of the pyrolysis and gasification process are highly 

dependent on the residence time of the feed in the system, the rate of feed introduction in the 

combustion zone should have been controllable. Furthermore, the feedstocks should have been 

constantly mixed in order to avoid agglomeration of the wool pieces and consequently causing 

abnormality in the consistency of the feed introduced in the combustion zone.  

4.2.2 Cost and Sizing  

The reactor should have been capable of handling a volume of material which was large enough to 

be representative of a medium sized processing plant while keeping capital and operational costs to 

a minimum for a future deployment in small/medium enterprises. Also, the reactor should have 

been designed to be operable with minimum number of personnel to keep the costs down for new 

small size establishments. In case of the feeding rate, maximisation while keeping the costs to 

minimum both regarding the capital and operational cost was set as the goal.  

Similarly, to reduce the budget required to operate the system, it should have been as reliable as 

possible to keep the cost of repair and delay in the process minimal. Therefore, all the connections 

should have been designed to be assembled by minimum number of personnel (ideally one) easily. 
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Additionally, the reactor should have been cleanable with a simple, quick, and sustainable 

procedure to keep the down time to a minimum 

4.2.3 Operations  

The efficiency and operability of the system is vastly affected by the system temperature and the 

pressure seal of the equipment. Therefore, a mean for leak-proofing of the system in addition to 

maintaining the high temperature of the heating zone should have been included. Also, a safe 

distance between the feeding zone and heating zone should been thought of in order to keep the 

operation safe and assure the separation of the feedstock and products. This should have been 

coupled with appropriate thermal isolation of the tubing to avoid premature and unwanted 

condensation of vapours in the system.  

The location of gas injection should have been designed in a manner to avoid back-flow of injected 

gas or produced gas. This should have been done simultaneously with the gas proofing of the system 

mentioned previously to assure continuous operation of the system was not interrupted. 

Finally, a method to cleanse the incondensable gasses generated in the system should have been 

incorporated to test the practicality of the process regarding the emission standards. 

4.3 Proposed Design 

The design of the system should have addressed all the constrains and requirements discussed above. 

Therefore, a start to finish approach coupled with continuous communication with potential 

manufacturers was taken to draw an overall design of the system which was practical. The first stage 

of design was focused on the feeding system. Generally, augers are installed downstream of a 

storage unit for transportation of feedstock into the processing facilities. Although auger-type 

reactors have been successfully designed for wood feedstock (Table 2.7), practice in processing 

wool in an auger system with possibility of scale up to plant size was close to none and consequently, 

a method for storage should have been considered. This storage unit should have had the following 

constrains:   

› Gas-sealed  

› Maximised Capacity 

› Capable of handling wool feedstock without blockage  

Complying with these requirements, a hopper was selected as the suitable storage method. A 

hopper coupling with an auger feeder is industry norm for delivering solid material into the system 

[4.1]. A hopper has the flexibility to store variety of feed load and integration of other techniques 
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into it to further assist the flow of the unconventional wool feed could be carried out. Furthermore, 

it is a low-cost equipment with no moving parts, keeping the CAPEX and OPEX to a minimum. 

However, modifications to the standard use of this arrangement, i.e., hopper coupled with auger 

feeder, was needed to satisfy the gas-sealed requirement. In other words, opposed to industry 

standard where continuous feeding from hopper onto the auger is carried out, a batch process in 

which the hopper was loaded, sealed, and connected to the auger was selected for the wool-

dedicated set-up. However, the loading method of the hopper should have been designed to 

facilitate easy reloading of new batch for increasing the average flowrate of the system. 

The next requirement needed to be addressed was the control of the feeding rate to manage the 

uniformity of the products and the overall process. This could have been managed by installation of 

controllable motor for the operation of the auger. However, a safe distance between the feed and 

heating zone should have been accounted for. Additionally, due to the lack of experience in textile 

waste pyrolysis via an auger feeder, an extra degree of separation between the heated zone and the 

feeding section would have made it possible to test these two sections/operations independently. 

Therefore, it was decided to install two auger feeders instead of one; the first one for pulling the 

feed down from the hopper outlet and transporting it to the second auger which transfers the feed 

through the heated zone. The additional hopper would have improved the mixing of feedstock [4.1] 

while reducing the possibility of wool pieces getting attached together (forming wool balls) prior 

to entering the heated zone. Both augers should have been controlled by a speed variable motor to 

control the feeding rate. Additionally, gas injection points were required for the process.  

The next step was selection of the furnace. For this, it was decided to have a furnace that could 

reach temperatures over 1000 ℃ with minimum heated zone of 30 cm to allow enough residence 

time for the wool in the reactor. It was decided to research the market and find a furnace which 

could maximise the size of the heated zone within a small commercial scale. The sizing of other 

components of the system therefore were dependant on the dimensions of the furnace.  

Finally, methods for collection of the products should have been considered. These consisted of 

gas, liquid, and solid products. The char should have been collected close to the exit of the heating 

zone to avoid the condensation of the produced bio-oil into it. To collect the liquids, first a 

condensation system should have been installed followed by a liquid container. Also, after collection 

of condensable gases, a gas scrubbing method was required to minimise the emission of toxic gasses 

such as NOx into the environment. The overall schematic of the proposed system is illustrated in 

the Figure 4-2. As illustrated, it was decided to install the overall system on a movable bench for 
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ease of operation and transportation of the system. Next, the designing procedure of each section 

of this system is described followed by the detailed description of operational procedure.  

4.4 Design Decisions  

In this section, design decisions made to design and build the proposed design are discussed. The 

sub-sections in this chapter are inter-connected due to the design method taken. 

4.4.1 Hopper Design Review 

Hopper was the first equipment to be designed. Figure 4-3 illustrates the components of a typical 

hopper. The required hopper for the current design did not need the feeding conveyor since the 

process was a batch one. Similarly, since the primary role of the cylindrical part of the hopper was 

storage of the built-up material prior to falling into the hopper section, it was not needed in a batch 

process. Also, since the operation of the first tube and auger arrangement discussed previously was 

dependent on the design of the hopper outlet, also known as the feeder component in hopper, their 

design should have been carried out simultaneously.  

The first step of design was to comply with the process storage requirements which itself required 

the consideration of several aspects such as discharge rate, safety, feed uniformity, etc.  Therefore, 

the following objectives was set: 

1. Storage capacity should have been maximised within the constrains  

2. Hopper to be operated indoor  

3. The feed should have only been kept in the reactor for less than a day (to avoid moisture 

build up in the feed) 

Figure 4-2: The overall schematic of the initial proposed system 



91 
 
 

 

4. The feed would have been at room temperature and pressure 

5. The feed was not going to be corrosive and therefore special fabrication was not needed 

6. The feed was not toxic and dangerous at room temperature  

7. The material shape and properties (density and structure) made it prone to segregation and 

agglomeration  

With hoppers, a variety of issues associated with the flow of the material were expected. Some of 

them were [4.1, 4.2]: 

• Flooding: a situation in which the fluid flow through the outlet of the hopper cannot be 

controlled 

• Arching (bridging): as written in the title, in this situation, an arch is formed on the outlet 

of the hopper which blocks the flow of the material (Figure 4-4). If collapsed suddenly, it 

can lead to system failure or distribution to the flow rate of the feed. 

• Ratholing: another flow blocking condition in which the flow of material from the hopper 

is localised, which leads to the formation of a stable channel. Issues such as reduced capacity 

of the hopper (as much as 90 % reduction in capacity) [4.2] or caking due to the stagnation 

of feed for long period of time 

• Segregation: this could cause uniformity in the feed and consequently the product 

distribution. It can happen due to the difference in the density, size, or shape of the feed. 

It can lead to the build-up of material in the system and consequently lead to system failure 

Figure 4-3: The typical components of a hopper feeding system [4.2] 
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Therefore, the next step was to predict which one of the above scenarios were most likely to happen 

and consider techniques to prevent them. This required a thorough understanding of the feedstock 

properties such as particle size, shape, density, moisture content. Understanding the above assisted 

in determining which type of flow pattern was more suitable for such as feed and therefore least 

likely to lead to the above operational issues.  

There are generally two types of flow in hoppers: funnel and mass. In funnel flow (Figure 4-5), the 

system works on a first in/last out basis. In other words, the flow occurs in the centre of the hopper 

while the rest of the bulk material is stationary at the wall of the hopper. This system works best 

when the material is consists of coarse material which do not form cakes if stayed stagnant for a long 

period of time or are free flowing [4.3]. In the case of the wool feedstock, However, the material 

was prone to agglomeration and was not free flowing. Therefore, this method was not considered 

the most economic method to be applied, due to the high potential of operational issues.  

To prevent these potential issues, mass flow, the other flow pattern option, could have been aimed 

for to store and feed wool.  In a hopper with mass-flow design, the first in-first out design allows 

uniform feed flow. This is achieved because the feed flow is primary due to the angle of the hopper 

allowing feed to flow on the wall of it. Having the correct wall angle and right roughness of the 

Figure 4-4: Some of the operational issues in flow out of hoppers [17] 

 

Figure 4-5: Two main flow types in Hopper [16] 
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wall, therefore, are a key factor in achieving the desired design. Furthermore, the prevention of 

arching is highly dependent on the outlet size.  

The next step was to decide the overall shape of the hopper. Generally, as illustrated in Figure 4-6, 

hoppers typically have 4 different construction arrangement. Regarding the opening however, there 

are two choices: square/rectangular or circular. A square opening has advantages such as lower 

manufacturing cost and larger volume per unit of height while suffering from issues such as 

stagnation of materials at the wall corners which could be a key issue regarding the wool feedstock 

[4.2].  

Another aspect previously mentioned was the fact that the designed system should have been in 

such scale that it could be installed in an indoor laboratory or small industry scale. Therefore, 

keeping the size and dimensions of the equipment as small as possible was one of the objectives. 

Satisfying this requirement, wedge and transitional hoppers typically need less headroom since mass 

flow can be reached in them with up to 12 degrees less steep [4.2]. Another important section was 

the outlet shape. Slotted hoppers can generally have higher flowrates due to the higher area of the 

outlet. These reasons led to choosing the transition hopper as the optimal one followed by the 

wedge shape. Both designs were expected to perform well with wool feedstock while avoiding 

stagnation of feed was prioritised to a less capital extensive choice. This decision meant that the 

opening needed to be rectangular rather than circular.  

Eventually, the sizing procedure of the hopper was initiated. Various research has been done on 

how to size a hopper for achieving mass flow and most of these researches are derivatives or 

modifications of Andrew Jenike method was developed in 1950s [4.4]. However, there were some 

issues associated with this method application for wool flow. First, this method effectiveness is 

largely dependent on the nature of feed. This on itself was problematic because literature data on 

designing hopper parameters for wool were not available and most of the literature were focused 

on flow of particles, powders, and dense small material. Also, the properties of the supplied wool 

by Harris Tweed were variable and therefore the designed system needed to be flexible regarding 

the feedstock properties. Therefore, it was decided to design the hopper based on the overall system 

Figure 4-6: Typical hopper opening types 
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requirements while building prototypes with the data which were resembled wool properties more 

closely. 

4.4.2 Furnace Review 

The first step of design, however, was to select a suitable furnace. To do so, several furnace vendors 

who could manufacture the design presented in Figure 4-2 were contacted. These companies were 

Carbolite (UK) (Figure 4-7), Nabertherm (Germany), Zhengzhou Technology (China), Shanghai 

Alarge (China) and Nanyang Xinyu (China).  

Among them, Zhengzhou was selected as the manufacturer due to the advantageous quality/cost 

and their record of satisfied customers in the Europe. The furnace had a 60 mm internal diameter 

with a heated zone of 60 cm. Table 4-1 illustrates the properties of the furnace. The size of the rest 

of the reactor components were then based on the furnace.   

Table 4-1: Design conditions of furnace  

Max Temp.  1200°C for short time 

Continuous Working Temp  ≦ 1100°C (800-900 degree) 

Temperature Zone Single 

Heating Rate Suggestion 0~10℃/min, max. 20℃/min 

Temperature Control Accuracy ±1℃ 

Heating Element  Fe-Cr-Al Alloy doped by Mo 

Furnace tilt angle 0~45℃ 

Max. Power 5kw 

Heating zone 60cm 

Working Voltage AC 230V single phase, 50 Hz 

Temperature Control PID automatic control via SCR power control 

Heating curves 30 steps programmable 

Chamber material Alumina Fibre 

Figure 4-7: Carbolite Furnace 
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Next step was to decide on the material of construction. Since the furnace reached high 

temperatures, the material should have held its integrity at high temperature. In function of a 

potential scale-up of the reactor, stainless still 310 (SS310) was selected as functional and cost-

effective material. The alloy can withstand continuous temperatures of up to 1150 ℃ [5] and high 

resistance to corrosion and oxidation due to consisting of 20% nickel and 25% chromium [4.6]. 

Additionally, this combination makes this alloy suitable for situation where sulphur exists which is 

highly probable in wool pyrolysis. Table 4-2 illustrates the components of SS310. Also, due to the 

low thermal conductivity of SS310, the feeding section and heated part can be closer compared to 

use of other metals without risking the extension of reaction zone.  

Table 4-2: Chemical composition of stainless steel 310 

Carbon 0.25 

Chromium 24.0-26.0 

Nickel 19.0-22.0 

Manganese 2.00 

Silicon 1.50 

Phosphorus 0.045 

Sulphur 0.030 

4.4.3 Other Components of Design 

After finalising the furnace design, the overall size of the system was decided.  Auger feeders in 

industry can have a large range of size, starting from shorter than 1 m to longer than 30 m [4.7]. As 

mentioned previously, the furnace had 60 cm of heated zone. In addition to that, there was a need 

for isolation around the furnace inlet and outlet to minimise unintended heat transfer. Generally, 

ceramics are used for this purpose. Initially, it was decided to size this section and supply the 

manufacture with the overall sizing of the second tube. However, the manufacture requested 

flexibility in this aspect of the job and offered to build and test the furnace so it would have sufficient 

thermal isolation. Therefore, they requested to be supplied with the size of the tube pieces which 

were out of the furnace and they would then design the overall system.      

The design of the second tube started with an end to start approach. The distance between outlet 

of the furnace and the condensation system, i.e., the gas outlet, should have been minimised. 

Therefore, only enough length, just for the solid outlet and allowance for the solid container to pass 

the bench surface was allocated. Considering that the char particles were going to be small, the size 

of the outlet did not need to be too large or complicated. Therefore, a square opening with a side 

size of just smaller than the tube diameter, i.e., 45 mm was selected. In order to size the rest of the 

second tube, and consequently the inlet size of it, the auger was designed. This was necessary 
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because the efficiency and therefore the design of the auger was the key factor in the sizing of the 

inlet. 

In order to design an auger, several design factors should have been considered. Figure 4-8 

illustrates the main parts of a typical auger and the nomenclature. The drive shaft was attached to a 

rotary motor while the end shaft was fitted into the end bearing for support. The feed was then 

caught by the blade and drove through the tube. The whole system was supported by mounts 

(saddles) for avoidance of shaking and movements during operation. The size of the pitch, flight and 

core were determinants in the efficiency of the feed withdrawal. Therefore, each of these 

parameters was modified to create several auger arrangements.  

Before continuing, the suitability of the other types of auger feeder, shaftless ones (without core), 

was considered. Typically, shaftless augers are the first choice for handling sewage sludge and in 

general sticky, high moisture, and sluggish feed [4.8] where the material could stick to the 

attachment point of the flight to the core [4.9]. Wool feedstock had some similarities to the material 

handled with shaftless augers. However, some of the drawbacks of it prevented further 

consideration of this system. Firstly, unlike shafted augers, shaftless ones touch the wall of tube due 

to the lack of central core. This is one of the reasons behind successful use of shaftless augers with 

high moisture feed [4.10] [4.11]. The wool feed does not resemble these properties. Furthermore, 

the nature of the wool feed makes it prone to built-up and backflow in the empty core of the 

shaftless augers. Finally, the type of material handled by the 2nd auger in the proposed system 

changed in the furnace with the pyrolysis reactions (conversion to char). Therefore, the shaftless 

augers were deemed unsuitable to handle the biochar formed, which had a fine powder and light 

particle shape.  

The optimal design would have been one which distributed the empty space available in the auger 

pitch evenly underneath the hopper outlet. If this was not achieved and the auger was not designed 

efficiently, issues such as excessive power usage, high maintenance cost, variation in the 

Figure 4-8: Auger main parts and nomenclature 
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composition of feed, and quality issues due to non-uniform residence time and feed agglomeration 

[4.7] [4.12] could have occurred. J.W. Fernandez categorised these variations in industry into 6 

main ones [4.13] (Figure 4-9): 

1. Constant core, constant flight diameter, constant pitch   

2. Constant core, tapered flight diameter, constant pitch 

3. Constant core, constant flight diameter, variable pitch 

4. Tapered core, constant flight diameter, variable pitch 

5. Tapered core, expanding flight diameter, constant pitch 

6. Tapered core, parabolically expanding flight diameter, variable pitch  

The first decision made was for the type of pitch to be used. There are generally 3 different 

arrangements: full pitch, half pitch and 2/3 pitch. The full pitch is the standard type in which the 

pitch size is equal the flight diameter. This type is the most efficient in case of the volume of feed 

to be handled unless the system is inclined [4.14]. Since the nature of feed was not similar to the 

material typically handled in auger feeders, inclination would have not helped the flow since it was 

likely to form large agglomeration of feed and consequently would have led to blockage of system. 

Therefore, standard pitch was selected.  

Regarding the flight dimeter, tapered ones could be beneficial in scenarios in which the feed 

material can move freely on top of each other in the tube, such as fine granules. However, using 

constant flight was deemed more suitable for wool due to the cohesiveness nature of it and constant 

requirement of the material to be assisted forward. The size of the flight therefore was selected as 

48 mm to account for expansion of stainless steel under operational condition. Consequently, the 

pitch size was also selected to be 48 mm. The closeness of the flight size to the tube internal 

diameter was to avoid feed passage over the flight and stagnation along the tube. Also, increasing 

the gap would have decreased the capacity of the system due to reduction in effectiveness of the 

blades. Moreover, in this heated system, the blades themselves should have carried out the task of 

avoiding backflow. This was in contrast with non-heated systems with more standard feeding 

Figure 4-9: Types of auger [4.18] 
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material such as granules where the materials get compacted after drawdown by the blade, resulting 

in avoidance of gas backflow [4.15]. 

Finally, the core arrangement of the auger had to be set. The standard core size is between 30 to 

35% of the flight diameter. W. Fernandez concluded that generally, hoppers with expanding pitch 

and tapered core perform noticeably better than a standard arrangement (i.e., arrangement No. 1) 

in improving the draw down from a hopper or other types of feeder (Figure 4-10). However, a 

larger shaft and more flights means that the auger will be heavier and therefore the operating, 

maintenance and capital cost are higher. Therefore, due to the uniqueness of the feed and to 

incorporate the advantages of both designs, it was decided to have a customised auger design.  

In this design, the first and second pitches were reduced by 25 and 20 % respectively and the rest 

of flights had standard pitch. Regarding the core, due to the size of feed material, it was decided to 

minimise the core size to maximise the probability of the wool pieces to be grabbed by the blades. 

However, to utilise the benefits of a tapered core arrangement, the core was enlarged by over 80 

% along the first two pitches. This arrangement over the first two flights could have had the benefits 

of an arrangement in which the whole auger had tapered core and variable pitch arrangement 

without the cost sacrifices if the inlet dimensions of the tube were sized accordingly. Therefore, the 

inlet of the tube was designed to have a length of 8 cm.  

Next step was to size the first tube. In order to avoid overflow of feed and make the controllability 

of the system more precise, the volume of the feed entering the first tube should have been kept 

smaller than the second one. This was achieved through reduction in the tube diameter by 30% to 

35 mm. Consequently, the auger diameter was also reduced proportionally. Also, to maximise the 

feeding flow of tube 1 into tube 2, the width of both inlet of the 2nd tube and outlet of the 1st tube 

was set to 33 mm which was as close as possible to the internal diameter of the 1st tube.    

Figure 4-10: Tapered core performs better in facilitating mass flow (uniform flow) [4.14] 
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Next, the outlet size of the hopper (1st tube inlet) was designed, due to the importance of the flow 

assurance from the hopper into the feeder. Following the previous decision on having a transitional 

hopper with a slotted rectangular opening, the width and length of the opening was assigned.  For 

sizing noncircular orifices to avoid arching and other flow issues, stablished correlations derived by 

Beverloo [4.20] or Rose and Tanaka [4.21] could have been used. However, as mentioned earlier, 

the nature of the wool made these correlations near to non-relevant and therefore, it was decided 

to set the inlet size equal to that of the second tube while using the same auger arrangement for the 

same reasons. However, to assure that the selected sizes of inlets and outlets were reasonable, 

prototyping method was used.   

It was decided to test openings made-out of cardboards with widths ranging from 2 to 5 cm with 

increasing size steps of 0.5 cm (since the size of wool pieces was 1 by 1 cm). Also, the length of the 

inlet was varied between 4 cm to 10 cm with 1 cm increase steps. Also, in order to replicate the 

auger design arrangement, a standard stand-alone auger that was available at the University 

workshop was utilised.  

The tests were done with 2 different auger arrangement. A set of runs with the auger as it was and 

the rest with auger being modified to represent a model as close to the selected design shape as 

possible. To do so, the two first pitches of the auger were filled with putty to shape a taper and then 

covered with transparent tape to stimulate the frictional properties of polished stainless steel. 

Between 20 to 50 grams of wool were added to each slot size and the auger was rotated manually 

underneath it while being stabilised on a flat surface. The amount of wool was chosen on the basis 

to fill the slot without being in touch with the slot walls.  

In case of the widths, any increase over 3.5 did not result in noticeable improvement in the flow. 

However, values below 2.5 resulted in random bridging in the slot. In case of the width, any 

increase over 7 cm did not improve the flow while values below 5.5 resulted in delayed 

accumulation of wool and eventual blockage of the system.  The effect of auger design was the most 

noticeable one. While the standard auger performed better in drawing in the first feed, it left part 

of feed stagnant at the outer part of the slot. More precisely, the standard arrangement had higher 

flowrate and quick to grab the first wool pieces while the designed arrangement proved to provide 

more uniform and flawless flow.  

The exact size of the first tube was not critical as long as it allowed the feed to be controlled between 

entering it and exiting it. Therefore, only an additional 80 mm, which was equal to the size of the 

inlet and outlet would have sufficed. However, after discussion with the manufacturer, it was 
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decided to elongate the first tube so the motor for operation of the second tube could be fitted 

underneath it.  

Finally, the power of the motors was set. The system needed to be as flexible as possible due to the 

unknown behaviour of the system. However, to have exact values, the weights of the augers were 

needed to be known. After discussion with the manufacturer, it was agreed the motor selection to 

be carried out by them with the requirement being that it should have had operational range of 2 to 

40 rpm. Table 4-3 and Figure 4-11 illustrate the sizes of the tubes and augers.  

Table 4-3: Sizing of the augers and tubes 

Number of Augers 2 

Material of Augers (both) Stainless Steel 310 

Material of all the Tubing Stainless Steel 310 

No. Of Motors 2  

Motors Rate (RPM) 2-50 

Type of Augers Helical or Sectional  

Tubing 1, Length (mm) 380 

Tube 1 Internal Diameter (mm) 35 

Tube 1, Inlet Length (mm) 80 

Tube 1, Inlet Width (mm) 30 

Auger 1, Shaft Length (mm) 380 

Auger 1, Flight Outside Diameter (mm) 33 

Tubing 1, Outlet Length (mm)   80 

Tubing 1, Outlet Width (mm) 33 

Tubing 2, Length (mm) 1100 

Tube 2, Internal Diameter (mm) 50 

Tube 2, Inlet Length (mm) 80  

Tube 2, Inlet Width (mm) 33 

Auger 2, Shaft Length (mm) 1100 

Auger 2, Flight Outside Diameter (mm) 48 

Tubing 2, Outlet Length (mm)   45 

Tubing 2, Outlet Width (mm) 45 

Tubing 2, No. of Gas Orifices 2 

Finally, the hopper was sized. Similar to tube and auger design, due to the non-typical type of feed, 

prototyping was utilised. Since the outlet was already set, the next design aspect was the side and 

end angle (Figure 4-12). To do so, 4 cardboards were cut and attached independently to the slot 

chosen as the hopper outlet. Initially, the end wall angles were fixed at 90 degrees while decreasing 

the side wall angle from 45 degrees. While doing so, 100 grams of feed was added to each 

arrangement with a 1 kg weigh putting on top of the feed to facilitate the flow of material. Initially, 

angles were decreased by 5 degrees steps to observe the effects. It was found that angles sharper 

than 15 degrees resulted in sudden flow of all feed to the outlet and agglomeration of feed resulting 

to blockage while angles over 20 degrees led to stagnation of feed on the walls. Therefore, angles 
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were decreased by 1 degree between 20 to 15. However, not any significant change was recognised 

between 19 to 15. This could have been due to the inaccuracies in the angle modifications since 

they were carried out by hand. Therefore, it was decided to choose 17 degrees as the side angle as 

an average of the two extremes.  

 

Figure 4-11: The sizing of 2nd tube (Top) and 1st tube (Bottom) 

The same procedure for the side angles were followed by the end angles while keeping the side at 

17 degrees. At this stage, degreasing the angle from 90 degrees was done to simulate a transitional 

hopper arrangement rather than a wedge shape. It was observed that an angle increases of over 20 

would lead to stagnation while an angle of over 10 would improve flow control while resulting in 

smaller headroom. Therefore, 15 degrees was selected as the optimal angle. Regarding the height 

and consequently volume of the hopper which could have been detrimental in the flowrate out of 

the hopper, several approaches were considered. Initially, it was decided to assign a volume for the 
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hopper and then assign a height. This assumption would have worked if the volumetric flowrate of 

the wool was predictable. However, due to the variable compactness of the wool and uncertainties 

about the flow pattern of the wool, this method was redacted. Instead, it was decided to design the 

hopper as large as possible given the mechanical and space constrains. Therefore, after discussions 

with the manufacture, the overall height of the system was considered and largest height possible 

was 60 cm. This allowed for the system to be assembled by one person while not compromising its 

functionality. 

Since the start of the design, it was realised that the flow out of the hopper might need further 

assistance. This expectation was further proved during the prototyping, when the flow out of the 

hopper seemed slow and infrequent. That was why a weight was used to simulate the flow. In the 

actual design, it was decided to install a vibrator on the wall of the hopper. This was done due to 

the light weight of the feed. This hypothesis was tested by gently shaking the prototype. However, 

this was installed for applying programmed pulses to the hopper rather than continuous operation 

because it was predicted that this could cause the system and specially the joints (connections) to 

lose mechanical integrity in the long term.  

Finally, the gas injection and extraction points were selected. Two possible locations were 

considered: the top of hopper and on the second tube, just before the furnace entrance. The top of 

the hopper would have been a good option since it would have covered the complete path of the 

reactor and therefore avoid any gas backflow. However, some operational issues such as pressure 

drop due to the requirement for the gas to pass the feed in stored in hopper were more probable. 

Additionally, extra volume to be purged by the gas would have increased the gas usage. Therefore, 

the entrance to the furnace was selected initially so the injection point would be as close as possible 

to the pyrolysis gas generation point. However, a secondary gas injection point was installed on top 

Figure 4-12: Nomenclature of a transitional hopper [4.19] 
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of the hopper in case of gas back-flow issues during the tests. The size of the gas outlets and inlets 

were set as 0.5 inch (ID). After sizing all the design components, the schematic illustrated in Figure 

4-13 was sent to the manufacturer while Figure 4-14 shows the final built auger reactor set-up at 

manufacturer facility.  

Figure 4-13: The final schematic of the reactor arrangement 

Figure 4-14: Pre-shipping arrangement of the reactor 
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To condense the condensable fraction of the gas produced, several condensation arrangements with 

different condensers such as Aldrich® super condenser, Aldrich® Liebig condenser, Quickfit® 

Liebig condenser and Quickfit® jacketed coil condenser with different contact surface areas were 

considered (Figure 4-15). After considering their efficiency in oil condensation, two Quickfit 

jacketed coil condensers in series were selected and a 250 mL Schlenk tube was installed at the 

bottom of each of them to collect the oil. This system gave an overall contact area of 800 cm2 

between the oil and the cold water, which was used as the cooling agent. In this arrangement, water 

was continuously run through the coils while the oil passed around it. This arrangement was 

selected to avoid blockage of gas flow caused by the condensation of the oil in the coil. If this system 

was successful, the water could be recycled back into system through installation of heat exchangers 

and pumps. Alternatively, in the future, the two 250 mL Schlenk tubes, which were being used for 

storage of the oil could get immersed in the water, ice, or liquid nitrogen for enhanced condensation 

capacity. This way, as well as increasing the contact area, the oil production might potentially 

increase.  

Connection between the gas outlet and the condensers was carried out via a stainless-steel tube and 

rubber stopper with one hole in the middle. Stainless steel was used due to the high temperature of 

the gas coming out of the system and rubber stopper because of its expandability and being a good 

sealant. Furthermore, the tube was isolated with mineral wool covered with aluminium foil to 

minimise condensation in the tube leading to the condensers, facilitated by sudden temperature 

drop.  

The condensers were connected to each other and to the water supply with laboratory flexible 

plastic tubes.  Before emitting the gas into the atmosphere, it was scrubbed with water to remove 

not condensed acid pollutants and minimise the amount of the unwanted harmful components. The 

whole condensation and water scrubbing systems are illustrated in Figure 4-16. 

Figure 4-15: Considered Condensers (all acquired from Sigma Aldrich)  
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Figure 4-16: Condensation and water scrubbing system 

Finally, the gas injection mechanism was set up. To do so, nitrogen and carbon dioxide gas cylinders 

with regulators were used. The cylinders were then attached to a digital flowmeter, outlet of which 

was connected to the injection point.  

4.5 Tests & Modifications 

After setting up the system and before starting the wool pyrolysis tests, the efficiency and feasibility 

of the feeding system was verified. The feeding system had 3 main parts 

› Hopper 

› Feeder 

› Auger reactor 

Therefore, the following parameters were tested: 

› Flow of material in the hopper (consideration of issues) 

› Flow of material from hopper to the feeder 

› Flow in the feeder 

› Flow of the material from feeder to the auger reactor 

› Flow in the auger reactor 

Prior to starting the tests, the feed size was assigned. Opposed to the fixed bed tests, where the 

feed was prepared on the site and manually for each test, to replicate a large-scale process, the feed 
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was also prepared for such a situation. Therefore, shredding the material in the industrial size scale 

was considered. To shred the material for this stage, several textile waste shredding companies such 

as “UNTHA UK”, “Valley Recycling”, “Clyde Recycling” and “Assured Security Shredding”, which 

had records of textile shredding were contacted and the requirements were discussed with them. 

Most of these companies were specialised in shredding for recycling, where the size of the shredded 

material was not important. Only Assured Security Shredding was able to shred the material in two 

cycles of shredding to make material as small as possible since their shredder could give 2 cm wide 

strings of textile in one pass. The material received from the shredding company was not uniform 

regarding the sizes of the pieces as expected. Therefore, it was decided to test with two different 

feed size conditions; one as it was received from the shredder and one with pieces which were 

further reduced in size to a uniform size of 1 by 1 cm.  

The first test was carried out on the effectivity of the hopper and the vibrator attached. To isolate 

the hopper, it was suspended in air between two tables and loaded with 1 kg of feed. As expected, 

the initial issue observed was lack of flow out of the hopper. Except few pieces of wool, the rest 

agglomerated on the outlet top, forming lumps of wool. This was caused by tangling of wool strings 

together. The vibrator was incorporated in the system to overcome these foreseen issues. However, 

the hopper was too heavy to be vibrated efficiently, so that the vibrator became redundant, opposed 

to the cardboard prototype where the vibration was sufficient force to overcome wool entangling. 

Another issue was with the fabrication of the internal walls of hopper, which did not present a 

smooth internal surface, but the inside welding was visible and sharp edges restricted flow 

furthermore. Finally, the hopper was attached to the system to spot the potential issues with hopper 

as part of the whole system. This was also necessary to check the performance of the feeder and 

auger reactor.  

The next identified issue was the size of the outlet size of the hopper and consequently the distance 

between it and the feeder inlet. The auger feeder itself, once it caught the wool in its flights, 

performed well and there was no issue in wool flow along the tube length. However, wool 

agglomeration occurred at the end bearing of the feeder tube. The reason was that the design of the 

bearing allowed some of the wool to get into it and get stuck. Regarding the second tube, the 

material flowed without any observed issues. All of these tests were carried out with the motor 

ratings set at two speeds of 5 and 40 to test the two extremes.  

These issues justified a need to modify the system, either in material of construction or overall 

shape. In this new design, the following issues were addressed: 

1. Weight of hopper 
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2. Fabrication of wall 

3. Size of the hopper and consequently feeder auger opening 

4. Bearing of the feeder 

Changes 1 to 3 were carried out simultaneously due to the interdependency of the parts. Therefore, 

two different scenarios were considered and tested: 

4.5.1 Option 1; Vertical auger feeder in the hopper  

In this design, as shown in Figure 4-17, a vertical auger was used to mix the material and avoid 

packing of the wool pieces to one another. Initially, it was decided to design an auger feeder and 

attach it to a motor installed on the lid of the hopper. However, to minimise the cost and lead time, 

it was decided to test this system manually with the auger 1, which was already part of them system. 

To do so, the hopper was set mid-air with an operator rotating the auger at a low rotational speed 

at different angles.  

During these tests, it was observed that except a minor increase in feeding efficiency, no significant 

or promising improvement was shown. For instance, the auger was only efficient on the area around 

the auger and the feeding process was stopped after increasing the flow of material by less than 

double the flow in the un-assisted method. In other words, the problem would have remained in 

this method despite minor improvements. Consequently, it was decided that option 2 should have 

been considered.  

4.5.2 Option 2; Hopper with elongated outlet  

Since this was a completely new design for the hopper, it was decided to try and overcome all the 

issues simultaneously. Firstly, the length of the outlet was increased to intake larger volumes of the 

feed without any assist besides gravity. Similarly, the width of the opening was increased to let the 

Figure 4-17: The schematic and testing condition of the proposed modification (Option 1) 
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auger feeder pull in the material in contact with it despite the agglomeration. Next, to avoid 

blocking and ensure continuous flow of material, a rotary paddle with the minimum distance from 

the auger was designed. The paddle had three blades with 3 different angles. The reason for 

including 3 different blades was to avoid pressure on the blade by moving large loads of material 

and to have a flow pattern as uniform as possible in the length of the hopper outlet.  

Similar to the original design, the prototyping method was used to size the new hopper. This time, 

some of the sizes were pre-assigned so the sections to be redesigned were: 

› Material of construction 

› Hopper shape 

› Hopper angles 

› Hopper opening 

Firstly, it was decided to change the material of construction of the hopper to aluminium to reduce 

the weight of the hopper.  As mentioned previously (section 4.3), despite having higher production 

cost, the transitional hopper was chosen over wedge hopper because of better flow while the flow 

was being assisted solely by gravity. However, for the redesign, since the flow was being assisted 

by the paddle, wedge hopper was selected to keep the costs lower. Furthermore, during the tests 

with transitional hopper, it was observed that because of the nature of the wool feed, the probability 

of the wool getting stuck in the edges of the hopper was minimal.  

For setting the angle and dimensions of opening and paddle, a prototyping method using cardboard 

was chosen. Several scenarios including the size, shape, and location of the paddle in addition to the 

angle of the slope of the hopper were tested. Before making the prototype however, the size of the 

hopper opening was set. This time, to maximise the contact area between wool and blades of the 

feeder, it was decided to elongate the hopper opening as much as practically possible. Therefore, 

the opening size was tripled from 8 to 24 cm.  

Initially, deciding to have three blades with same dimensions, a 24 cm long with three 8 cm blades 

was built out of cardboard. Since the paddle should have been installed on the wall of the hopper, 

1 cm was added to the opening of the hopper. Figure 4-18 demonstrates the protype made to test 

the best angle for the flow. 
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As shown above, the edges of the cardboard protype were lined with aluminium foil to replicate 

the smoothness of the aluminium hopper wall. The angles of both sides were modified while the 

hopper was loaded with 200 g of wool. Simultaneously, the auger feeder was rotated manually to 

simulate the operational conditions. Finally, the dimensions of the new hopper were set which is 

illustrated in Figure 4-19.  

Figure 4-18: The protype made for setting the angle of the hopper (right hand side with no auger and deed, left with auger and wool in the 

hopper) 

 

 

Figure 4-19: The dimensions of the new hopper arrangement 

 

Figure 4-1: Old bearing ( left) Vs. the re-designed bearing (right)Figure 4-2: The dimensions of the new hopper arrangement 
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In the new design, the width of the hopper opening was set to the dimeter of the feeder tube. This 

meant that the first tube needed to have cross sectional cut. Since cutting the stainless-steel tube 

was more costly than making a new tube from aluminium, a new tube was built. This did not have 

any negative effects regarding metal integrity because the system was heated up to 1000 C for 2 

hours to observe the temperature increase of the feeder part which did not exceed 70 C. The hopper 

and the tube were screwed together to ease the removal of hopper from tube for cleaning purposes 

or in case the system gets clogged with material.  

The paddle was designed to be installed on a stand over the motor for reactor auger. However, it 

was decided to operate it manually at the beginning to check its feasibility prior to allocating funds 

for the construction of the stand and purchase of the motor. Also, the height of the hopper was 

reduced for ease of access. Finally, the end bearing that initially was designed by the manufacture, 

was redesigned to have a solid construction without the gaps which increased the risk of material 

built-up (Figure 4-20). Also, the lid of the hopper was designed to be transparent with an extra gas 

injection point (Figure 4-21) to facilitate continuous observation of the state of the feeding process. 

The new hopper arrangement was draw using CAD and commissioned to a manufacture at 

Galashiels (Scotland). Figure 4-22 shows the CAD drawings alongside the final product. 

 

Figure 4-20 Old bearing (left) Vs. the re-designed bearing (right) 

Figure 4-21: New transparent lid and 3 bladed paddle 
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4.6 Modified System Tests; Experimental Procedure 

In order to test the modified sections and the overall performance of the system, this time the 

system was tested at operational temperatures similar to the ones tested in the small-scale fixed 

bed. This was done to compare the results of the fixed bed with the scaled-up arrangement and 

consequently figure out the effectivity of the scale up. The results regarding the effect of scale-up 

in product quality and distribution are discussed in chapter 7.  

To fully evaluate the best and possible operational conditions, the following criteria were 

considered: 

› Feed size  

› Speed of motors (both) 

› Hopper paddle speed 

› Temperature 

Initially, the feed was used in the system in the same size received from the shredder. This meant 

that the size of wool pieces varied from 1 cm2 to approximately 14 cm2.  Additionally, in this 

scenario, some of the paper attached to the wool material was also fed to the system.  Predictably, 

some of the long strings of wool caused flow issues in the system when they got wrapped around 

the first auger. This led to agglomeration of the rest of the feed material around it and consequential 

blockage of system. Afterwards, wool was cut into 1, 2, 3 and 4 cm2 pieces and each sample size 

was tested in the system.  It was concluded that 2 cm2 was the most fluent sample. For instance, the 

1 cm2 went through system with no issue but because of its small size, the augers were not always 

able to catch the pieces on the first rotation when they became in contact with a specific piece of 

4-22: CAD drawing and final arrangement of the new hopper 
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wool.  Therefore, it took longer for a batch to go through the system. Larger samples also blocked 

the system on occasions, so it was decided to avoid them.  

To achieve uniform flow rate, the optimal speed of motors and paddle rotation was selected through 

trial and error. These 3 (two motor speeds and 1 paddle speed) should have been adjusted in 

accordance with each other. If the rotational speed of the first auger was set too high, the system 

got blocked at the end of tubing one regardless of the other rotating parts. Similarly, if the paddle 

rotated at a high frequency, either excess material was fed into the system which led to blockage or 

it did not allow the wool to be grabbed by the tube in an efficient rate. In case of second tube, if the 

speed was too high, the char product was not pyrolyzed completely and on the other hand, if it was 

set at lower than optimal speed, feed got accumulated in the tubing connections and eventually 

system failed. Eventually, a ratio of 1:5 was selected for the revolution of first and second tube with 

the max speed of first and second tube being 10 and 40 rpm, respectively. The paddle rotation was 

set as 1rpm.  

Finally, the amount of gas injected was set at 200 mL/min. The increase compared to fixed bed 

(discussed in chapter 3) was due to the increase in size of the reactor and therefore to reduce the 

residence time of the gas in large scale reactor. Higher volumetric velocities of gas were also 

considered but they resulted in turbulence in wool particles and carry over to the solid container. 

Velocities of lower than 145 mL/min resulted in back flow of gas. The selected flowrate resulted 

in residence time of 205 seconds. Table 4-4 lists the tests carried out in the auger reactor and 

summarises the decisions made for operating conditions such as motor speeds. Tests 4 and 5 were 

used for comparison of auger reactor with fixed bed in Chapter 7. 

Table 4-4: List of tests carried out in auger reactor 

Test 

No. 

Motor  

1 

Speed 

(RPM) 

Motor  

2 Speed 

(RPM) 

Feed 

Size 

 (cm) 

Paddle 

Speed 

Injected 

Gas 

Gas 

Flowrate  

(mL/min) 

Temperature 

(℃) 

1 10 40 2 by 1 1 CO2 200 350 

2 10 40 2 by 1 1 CO2 200 500 

3 10 40 2 by 1 1 CO2 200 800 

4 10 40 2 by 1 1 CO2 200 900 

5 10 40 2 by 1 1 N2 200 800 
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Before running all the tests discussed above, the system was checked for gas leaks. To do so, all the 

connections were bolted down, and the gas outlet was closed to let pressure built up in the system. 

Afterwards, nitrogen gas was passed through to check for leaks. A high temperature resistant gasket 

built from graphite with stainless steel (withstanding up to 500℃) was selected for connection to 

minimise the probability of any leak. Below, are the issues occurred during the gas leak tests in 

addition to the solutions applied for overcoming them. Furthermore, other issues and their 

respective solutions are also listed. 

› The surface of the reactor at multiple points such as connection part between tubes was not 

smooth and therefore feed got stuck and eventually accumulated in junctions 

✓ Since smoothing out inside of the tubes was not possible at a low cost, aluminium tapes 

which are smooth and can withstand operating temperatures of the system were attached 

on the walls of tubes and connection points from inside (Figure 4.23). This overcame the 

issues, but the tapes needed to be changed after every 2 runs, to keep the surface smooth 

and the wool pieces flowing 

› Gas pressure drop occurred in the system after feeding. Due to the proximity of the auger to 

the tube walls, which was done to facilitate wool flow and eventually char flow in the system, 

the gas did not have enough space to flow through in the system. This caused gas back-flow and 

unwanted condensation in the system (Figure 4-24).  

✓ To solve this, the second auger blades were filed slightly only on one side to make space 

for the produced gas to flow 

Figure 4-23 The added aluminium for smoothness of surface 
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› Gas leak in the system was causing gas backflow and consequently oil condensation in the system 

leading to feed getting stuck to the surface and causing blockage. 

✓ To solve this, leak locations were identified. The lid of the hopper was a major leak source. 

First, the number of screws on the lid was increased from 6 to 10 and the closing bolts 

were changed to screw and nut for tighter fit. Then, an extra rubber gasket was added to 

the lid. These gaskets were glued to each side for ease of opening and closing and better 

gas proofing. Despite significant improvement, there still was some leak from the lid due 

to the thin aluminium material used which changed shape by screws tightening pressure. 

Finally, adding G-claps to each side of the hopper lid (4 claps) where leaks were happening, 

solved the issue. 

› The attachment of the new hopper to the feeder tube had circular connection with a cross 

sectional cut and attached together with bolts. There was a gasket in-between them for gas-

proofing but there was large degree of leaks from this point (Figure 4.25).  

Figure 4-24: The effect of back flow and location of the feed on the auger on the product differentiation 

Figure 4-25: The attachment point of the new hopper to the tubing 1 where leaks occurred; fire cement was used with additional aluminium tape 

on top of it 

Attachment part where leaks occurred 
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✓ Several options were considered such as welding the parts together, use of other 

thicker gaskets or using silicon sealant.  However, each of them presented either 

financial or operational issues. Finally, fire cement was selected as the best option. Fire 

cement was the least costly option, quick and could withstand temperatures of up to 

1200 ℃. Additionally, it could be removed if needed for cleaning purposes opposed 

to the welding option.  

› Attachment points of tube 1 to 2 were un-even, causing gas leaks when there was high pressure 

in the system. Using the thin high temperature gasket at hand was not enough due to the large 

gap. Also, since temperatures as high as 500 ℃ could be expected at this point, thick rubber 

gaskets that could withstand this temperature were not available. 

✓  One option could have been to straighten the attachment point. However, this would 

have been costly due to the hard material (stainless steel) and time consuming. Finally, 

two high temperature gaskets with one rubber gasket in between was used to solve the 

issue (Figure 4-26). In this manner, the rubber gaskets were not in contact with hot 

metal surface 

› Condensation occurred in the solid container. The solid container was at room temperature 

with no mean of heating. This would have led to condensation of the gas in the tubing and 

container due to the rapid heat loss. Consequently, operational issues such as blockage and 

contamination of products would have happened.  

Figure 4-26: Gasket arrangement to avoid gas leak 
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✓ To prevent this, the tube and solid container were wrapped with heating tape (Figure 

4-27) in addition to glass wool and aluminium foil. This way, the heating tape will keep 

the gas above the boiling point and glass wool is used to insulate the heat generated by 

it. 

› Oil condensation in the connection part between pyrolizer and condensers 

✓ Since the metal tubing connecting the reactor to the condensers was not heated, 

condensation happened in the tube which restricted the flow. Therefore, opposed to 

the initial isolation, which was one layer of mineral wool, 4 layer of mineral wool, 

aluminium foil, tube isolating sleeve (withstanding temperatures of up to 100 ℃) and 

aluminium tape was used which largely improved the isolation (Figure 4-28). 

› Oil got condensed in the tubes attaching the two condensers together and partially blocked the 

tubes leading to pressure drop in the system 

Figure 4.27: Heating tape around the solid container and end of tubing 

 

Figure 4-3: Sleeve, the inner second thermal isolation layer on top of mineral wool (right), third layer of isolation, aluminium tape (left)Figure 

4-4: Heating tape around the solid container and end of tubing 

Figure 4-28: Sleeve, the inner second thermal isolation layer on top of mineral wool (right), third layer of isolation, aluminium tape (left) 



117 
 
 

 

✓ In the original set-up, condensers were attached to each other by long tubing which 

increased the possibility of oil condensation in them. In the new set-up, one of the oil 

collection bottles was removed and the two condensers were attached directly to each 

other to eliminate this issue (Figure 4-29) 

4.7 Chapter Conclusion & Recommendations 

Overall, despite several challenges, the scale up procedure was promising.  By-products (char, oil, 

and gas) were produced as expected and flow of wool through the system was controlled. 

Modifications that were carried out were successful in eliminating the gas leaks and minimising 

obstruction of flow by wool. Also, condensation of oil in the solid container and tubing upstream 

of the condensation traps and in the reactor itself, were reduced significantly through use of heating 

tapes and isolation.  

To improve the flow of gas, one improvement that is recommended could be to add small (less than 

0.5 cm) holes on the blades of the auger. Furthermore, addition of gas extraction points alongside 

the reactor and in the heated zone could improve the gas flow and reduce gas condensation in the 

system even more. Using a cooling system with lower temperature to reduce the temperature of 

the condensation medium would improve the condensation efficiency. Furthermore, recycling the 

cooling medium in a loop would reduce the operational costs of the process. Alternatively, if the 

proposed reactor is used within the textile manufacturing facility where hot water is likely to be 

required (for instance for dying purposes at around 70 ℃), a heat exchanger or waste heat recovery 

unit could be used on the cooling system to increase the energy efficiency of the system. The 

Figure 4-29: The new condensation arrangement; removal of tubing and direct attachment of the condensers 
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produced gas could also be integrated into a CHP (Combined Heat and Power) arrangement to 

reduce the energy requirement of the system.  

The current hopper could hold over 1 kg of wool per batch and considering the rotational velocity 

of 10 RPM in the first auger, if the size of hopper is increased in future, potentially over 10 kg/h 

of wool can be pyrolysed in this system. However, there were some bottlenecks to achieve this 

flowrate. For instance, some large parts of wool could have still blocked the inlet of the second 

tube. This occurrence interrupted continuous and uniform flow of wool on occasions. Since it was 

observed that elongation of the outlet of the hopper (inlet of first tube) improved the flow of wool 

from the hopper to the first tube significantly, it is envisaged that elongating the connection between 

two tubes can overcome this issue and facilitate the system to achieve its maximum flowrate. With 

the current arrangement, flowrates of up to 2 kg/h (30 minutes for the 1 kg to be pyrolysed) was 

achieved. However, due to the issues such as blockage of system, an average flowrate of 0.5 kg/h 

could be recorded as the more achievable flowrate. 
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5 CHAPTER 5 - MODEL COMPOUND PYROLYSIS RESULTS 
 

In this chapter, after characterising ZSM-5 and KIL-2 catalysts in section 5.1, a summary of the 

methodology carried out for comparison of model compound pyrolysis with different catalysts is 

given in section 5.2 followed by the presentation of the results in sections 5.3 to 5.6. The results 

for each type of analysis for each model compounds are discussed and summarised in section 5.7. 

5.1 Catalyst Characterisation  

Results for the analysis carried out to characterise the catalysts are presented in Table 5-1. The 

water weight loss corresponds to the amount of water released when the catalysts were heated up 

to 500℃ during TGA analysis. This characterisation will be useful during the mass balance 

calculation to determine the product distribution of pyrolysis.  

The surface analyses were carried out on the catalysts to establish the available areas for the reactions 

to take place. BET surface area, Langmuir surface area, and median pore width were obtained for 

each catalyst.  

Table 5-1: The properties of the catalysts  

Properties Unit Li-KIL2 Al-KIL2 20-ZSM5 30-ZSM5 60-ZSM5 

Weight Loss  % 16.53 18.15 19.00 18.00 18.43 

BET (Surface Area) m2/g 23.80 896.09 361.99 361.79 376.18 

Langmuir m2/g 58.76 1564.04 546.67 564.42 589.22 

Max Pore Volume cm3/g  0.01 0.37 0.16 0.17 0.17 

Median Pore Width  nm 1.52 0.95 0.95 0.95 0.95 

As tabulated in Table 5-1, the ZSM5 catalysts showed an increase of the surface available from 

361.99 m2/g (20-ZSM5) to 376.18 m2/g (60-ZSM5). Although, the BET of the 30-ZSM5 was 

almost identical to that of 20-ZSM5, the experimental error in the readings for 20-ZSM5 and 30-

ZSM5 were ± 3.35 m2/g and ± 4.65 m2/g, respectively; meaning the trend could still be 

observed. The Langmuir surface areas followed the trend more clearly for increasing the Si/Al 

molar ratio. The BET trend was found to be consistent to that observed by Shirazi et al [5.1]. The 

decrease of surface could be related to the incorporation of Al in the framework of ZSM5. 

The BET surface area of Al-KIL2 was by far the largest at 896 m2/g (isotherms can be found in 

Appendix A). As mentioned in chapter 2, KIL2 is a novel disordered mesoporous silica support 
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with limited experience of being incorporated with metals. However, due to the similarity in 

physical structure to SBA-15 (ordered mesoporous silica), for which there has been extensive 

research, behaviour of KIL2 support when incorporated with metals could be correlated. In case of 

BET surface area, the relationship with Si/Al ratio was similar to the one in ZSM5 case after a 

certain threshold ratio [5.2]. In other words, if the ratio of Si/Al ratio is higher than a certain value, 

the BET surface area increases compared to the original support. However, it should be noted that 

other criteria such as the synthesis temperature could affect the BET surface area [5.3]. In this case, 

since the BET surface area of the KIL2 support was 545 m2/g, it could be assumed that Si/Al ratio 

was over the threshold value. This increase in surface area could be explained by several factors. 

For instance, the addition of aluminium could improve the structure regularity and ordering of the 

material and therefore increase the internal surface area of the disordered support, despite the fact 

that external surface might be reduced due to the blockage of the some of the pores on the surface 

by aluminium [5.3].   

Li-KIL2 had by far the smallest BET surface area. It was highly probable that the disordered pores 

of the KIL-2 support were filled with the lithium. This was because silica supports generally have 

pores which are larger than lithium [5.4].  

The median pore width of all the catalysts were similar with the exception of Li-KIL2. This property 

can assist this catalyst to perform better in processes where the size of the feedstock molecules is 

larger, and the reaction takes place on the surface of the catalyst. In this research this might have 

been the case with lignin catalytic pyrolysis. On the contrary, the pore volume of Li-KIL2 was the 

smallest one compared to the other catalysts with Al-KIL2 having by far the largest pore volume.  

Figure 5-1 demonstrates the acidity comparison of ZSM-5 catalysts. The results indicated that the 

molar ratio of Si/Al of the ZSM-5 had a significant effect on their total acidity, with the 20-ZSM5 

having the largest number of acid sites (>590 µmol/g) compared to the other two samples. The 

Figure 5-1: Comparison of acidity sites for ZSM5 catalysts  
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Al-KIL2 acidity was expected to be higher than the ZSM5 due to the existence of aluminium while 

the reverse of this was expected from Li-KIL2. However, while acidity of Al-KIL2 was higher than 

two of ZSM-5 samples, it was lower than the acidity of 20-ZSM5. The acidity values were used for 

qualitative comparisons of catalyst’s behaviour rather than quantitative comparison. 

5.2 Model Compound Pyrolysis  

All the model compounds and catalysts combinations were pyrolysed in both the TGA and fixed 

bed reactor. This was carried out to observe the effect of increasing the feed size. However, it 

should be noted that other factors such as heating rate were different between these two methods. 

TGA also facilitated the observation of temperatures at which decomposition of material started 

and temperature/time at which the maximum decomposition rate took place. Furthermore, TG-

MS results were used to observe the composition of the gas produced. GC-MS analysis was carried 

out on the oil produced in the fixed bed reactor to observe the components found in the oil and 

compare the effectivity of the catalysts. All of these analyses should be considered simultaneously 

to clarify the behaviour of catalysts on each model compound. This has been carried out in Section 

5.7.  

Both the TGA and fixed bed tests were carried out at 500℃ and with use of nitrogen as the carrier 

gas. The ratio of feed to catalyst was kept at 1:1 for both the TGA and fixed bed runs while the 

heating rate for the fixed bed and TGA were at least 25 ℃/min and 100 ℃/min, respectively.  

5.3 Mass Balance & Product Distribution  

Figure 5-2 to Figure 5-3 compare the quantity of chars and volatiles produced in the TGA and fixed 

bed. In case of cellulose, the use of catalysts increased the char production compared to the non-

catalytic runs. In more details, the amount of char produced in the fixed bed during non-catalytic 

pyrolysis of cellulose was less than 9% at 500℃ which matched the values reported in literature 

[5.5]. It should be noted that the main purpose for application of catalysts was to reduce the 

oxygenated by-products and the distribution of products on its own could not be indicative of the 

effectivity of the catalyst. However, one reason behind the increase in the char content in the 

catalytic tests could be the condensation of the large oligomers on the surface of the char or coke 

formation on the surface. 
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The maximum difference between the TGA (Appendix B) and fixed bed could be observed in 60-

ZSM5 case, which was less than 8%. However, since the trend observed was the same for all the 

cases regardless of the scale of the process, this difference was acceptable. For instance, the least 

amount of char was obtained through use of 60-ZSM5 while Al-KIL2 maximises the char production 

for both the TGA and fixed bed. One reason behind the difference in char fraction between fixed 

bed and TGA could be the difference in the heating conditions. In the fixed bed, the temperature 

was at 500 ℃ when the feed was introduced while in the TGA the temperature was increased at a 

heating rate of 100℃/min. For instance, in pyrolysis of pine wood, it was observed that while 

keeping all the conditions the same except the time constrains, the biochar yield was decreased 

from 24% to 12% at 500℃ [5.6].  

Another reason for the difference in char production in fixed bed compared to TGA could be the 

increased resistance time in the fixed bed. The reactor had to be left to cool down prior to 

dissembling the reactor and collecting the product in the fixed bed while the feed exited the reactor 

more quickly after the conclusion of the heating process. This means that the feedstock spent more 

time in the heated environment of the reactor in the fixed bed. This could facilitate further 

conversion of feedstock to volatiles and further secondary reactions. Therefore, in most cases, the 

results of TGA were prioritised over fixed bed results for identifying the conversion percentage of 

the samples to char and volatiles (oil + gas). 

Initially, the TGA results for ZSM-5 catalysts indicate that acidity did not play a significant role in 

conversion of the feed to vapours in cellulose case. This observation was made by comparing 30-

Figure 5-2: Cellulose mass balance comparison of TGA and fixed bed (FB) 
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ZSM5 and 60-ZSM5 which had similar acidity, but production of char was almost halved when 60-

ZSM5 was used compared to 30-ZSM5. However, this reduction in char production could be due 

to the higher BET surface area of 60-ZSM5, facilitating higher surface contact for reaction. Another 

observation could be that higher acidity can promote higher char production. This observation was 

based on the high char production in the two most acidic catalysts, namely Al-KIL2 and 20-ZSM5. 

This phenomenon is due to condensation of higher molecular weight components (coke) produced 

during secondary reactions which are facilitated by higher acidity, coupled with higher surface area 

in case of Al-KIL2.  Overall, ZSM5 catalysts performed better in conversion of cellulose to volatiles 

compared to KIL2 catalysts regardless of the scale of the pyrolysis (TGA or fixed bed). 

Based on literature, a char percentage of over 40% was to be expected from un-catalytic pyrolysis 

of lignin [5.8]. The results obtained for char percentage in TGA (48%), and fixed bed (51%) 

matched with this expectation. As predicted, the char production was larger for lignin pyrolysis 

compared to cellulose [5.20] due to its more complex structure of cross-linked polymers. 

Comparing the TGA results, acidity of the catalysts seemed to be the dominant driver for 

conversion of the lignin to char. In other words, the higher the acidity of the catalyst, the higher the 

amount of char produced.  

Phenylalanine had considerably less char compared to lignin and cellulose. Available surface area of 

the catalysts did not have significant effect on the char production. This observation was based on 

comparison of 30 and 60-ZSM5 which have almost identical BET surface area while having vastly 

different quantity of char. This could have been due to the smaller size of phenylalanine compared 

to cellulose and lignin. TGA data did not indicate existence of any trends with acidity either. 

Figure 5-3: Lignin and phenylalanine mass balance comparison of TGA and fixed bed 
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However, fixed bed data indicated that increase in acidity increased char production. In case of Al-

KIL2, high acidity and high surface area could have resulted in secondary reactions leading to 

precipitation of products on surface of char. Other characteristic indicators of oil, char and gas were 

required to clarify the reasons behind the trends observed in product distribution.  

5.4 Derivative Thermogravimetry (DTG) Data 

The DTG graphs and tables with the summary of the results are presented and discussed in this 

section. The data in this section should be coupled with the GC-MS of oil and gas analysis to provide 

a more comprehensive picture of the behaviour of catalysts.  

5.4.1 Cellulose 

Figure 5-4 presents the graphs for effect of catalysts on derivative weight loss versus time for 

cellulose pyrolysis (individual graphs in Appendix B). Furthermore, Table 5-2, summarises the 

peaks, start of pyrolysis temperature and percentage loss for cellulose.   

 

First of all, the non-catalytic run curve shows a peak at 84℃. Due to the temperature at which the 

peak occurs, this could be an error or water evaporation. If this peak was omitted, all the catalysts 

reduced the temperature at which the decomposition started; meaning that the catalysts had 

facilitated an alternative route with lower activation energy.  Comparing the Si/Al ratio in the ZSM-

5 catalysts, the higher the ratio, the lower the temperature at which the decomposition started. 

Also, the least acidic ZSM5, i.e., 30-ZSM5, demonstrated the lower temperatures at both the 2nd 

and 3rd peak while having high derivative weigh rates. This reverse relationship with acidity could 

be further solidify by comparing Li-KIL2 (lowest acidity) with Al-KIL2 and the rest of the catalysts 

which had the lowest decomposition initiation temperature.  

Figure 5-4: Cellulose DTG comparison curve 
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Table 5-2: Cellulose DTG data 

5.4.2 Lignin  

Figure 5-5 presents the graphs for effect of catalysts on derivative weight loss versus time for lignin 

pyrolysis (individual graphs in Appendix 2). Furthermore, Table 5-3, summarises the peaks, start 

of pyrolysis temperature and percentage loss for lignin. 

The decomposition curves were more complex and had more peaks compared to cellulose. This 

was expected due to the more complex nature of lignin. Comparing the ZSM5 catalysts, similar to 

cellulose, the acidity of the catalysts seems to have a reverse relation to the decomposition 

temperature. For instance, the most acidic ZSM5 (20-ZSM5) reached the first peak at over 30℃ 

higher temperature compared to other ZSM5 catalysts. Furthermore, the other less acidic catalysts 

had an extra peak at 503℃. This relation to acidity could also be observed in the KIL2 catalysts. 

The less acidic Li-KIL2 was the only catalyst with 5 peaks and the one with the highest 

Cellulose   Pyrolysis 
Started at (℃) 

  1st 
Peak 

2nd 
Peak 

3rd 

Peak 

Base 310 Curve Peaks Temperature ℃ 84.2   406.1 

Derivative Weight (%/min) 4.5   163.3 
Al-KIL2 280 Curve Peaks Temperature ℃   163 369 

Derivative Weight (%/min)   1 71 
Li-KIL2 270 Curve Peaks Temperature ℃     407 

Derivative Weight (%/min)     70 
20-ZSM5 285 Curve Peaks Temperature ℃   169 407.8 

Derivative Weight (%/min)   1  64.6 
30-ZSM5 280 Curve Peaks Temperature ℃   155 386 

Derivative Weight (%/min)   1 68.7 
60-ZSM5 275 Curve Peaks Temperature ℃   169 394 

Derivative Weight (%/min)   1 69 

Figure 5-5: DTG graph for lignin 
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decomposition rate. It also had the extra peak at 503℃ similar to the less acidic ZSM5 catalysts. 

Al-KIL2 on the other hand, which was the most acidic catalyst with the highest surface area, seemed 

to worsen the decomposition of lignin compared to the non-catalytic run. 

Table 5-3: Lignin DTG data 

Lignin    Pyrolysis Started at 

(℃) 

1st 

Peak 
2nd 
Peak 

3rd 

Peak 
4th 

Peak 
5th 
Peak 

6th 
Peak 

Base 45 Curve Peaks 

Temperature ℃ 

115   333.3 384.5 468.3   

Derivative Weight 
(%/min) 

8.9   17.1 20.3 6.3   

Al-
KIL2 

100 Curve Peaks 

Temperature ℃ 

  159.3 334.6 377.1 468.8   

Derivative Weight 
(%/min) 

  1.4 10 9.5 4.2   

Li-KIL2 45 Curve Peaks 

Temperature ℃ 

80   316.3 409.5 461.9 503 

Derivative Weight 
(%/min) 

5.3   19 3.8 6 0.5 

20-
ZSM5 

100 Curve Peaks 

Temperature ℃ 

    339 377.3 465.5   

Derivative Weight 
(%/min) 

    9.3 8.9 3.8   

30-
ZSM5 

150 Curve Peaks 

Temperature ℃ 

    303 386.1 471.6 503.
1 

Derivative Weight 
(%/min) 

    15.4 4.7 6.1 1.2 

60-
ZSM5 

150 Curve Peaks 

Temperature ℃ 

    306 383.9 478.4 503 

Derivative Weight 
(%/min) 

    14.4 4.4 3.8 0.9 

5.4.3 Phenylalanine  

Figure 5-6 presents the graphs for effect of catalysts on derivative weight loss versus time for 

phenylalanine pyrolysis (individual graphs in Appendix B). Furthermore, Table 5-4 summarises the 

peaks, start of pyrolysis temperature and percentage weight loss rate for phenylalanine.   

The first behaviour that could be observed is the temperature at which the decomposition is 

initiated. Al-KIL2 was clearly the catalysts which thermally destabilises phenylalanine the most. 

Furthermore, regardless of the catalyst utilised, all of the catalysts reduced the decomposition 

initiation temperature by at least 100 ℃. This was a sign that the catalysts have in fact provided an 

alternative route for the reactions which required lower activation energy.  
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Comparing the Si/Al ratio in the ZSM5 catalysts, there was a clear trend. However, the acidity 

seemed to play a role. The more acidic 20-ZSM5 favoured the second peak, while the least acidic 

30-ZSM5 favoured the first peak. The more acidic catalysts (i.e., 20-ZSM5 and Al-KIL2) reduce 

the temperature at which the first peak occurred while increasing the temperature at which the 

second peak occurred compared to other catalysts.  The first peak was likely to represent 

decomposition of light incondensable compounds such as CO2 and NH3 while second peak 

representing heavier aromatics such as toluene and benzeneethanamine [5.8].  

Table 5-4: Phenylalanine DTG data 

Phenylalanine Pyrolysis 
Started at 

(℃) 

  1st 
Peak 

2nd 
Peak 

3rd 
Peak 

Base 210 Curve Peaks Temperature ℃ 312.8 357.7 447.0 

Derivative Weight (%/min) 39.8 77.7 133.3 
Al-KIL2 100 Curve Peaks Temperature ℃ 266.8   428.0 

Derivative Weight (%/min) 11.8   43.9 
Li-KIL2 110 Curve Peaks Temperature ℃ 311.7   404.9 

Derivative Weight (%/min) 44.3   46.2 
20-ZSM5 105 Curve Peaks Temperature ℃ 303.7   410.6 

Derivative Weight (%/min) 32.7   52.3 
30-ZSM5 100 Curve Peaks Temperature ℃ 305.4   410.6 

Derivative Weight (%/min) 37.0   47.6 
60-ZSM5 107 Curve Peaks Temperature ℃ 304.9   415.2 

Derivative Weight (%/min) 33.8   46.1 

 

5.5 Gas Analysis  

The pyrolysis gas out of the TGA were analysed in order to observe the gas composition. 

Figure 5-6: Phenylalanine DTG comparison curve 
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5.5.1 Cellulose Gas 

As illustrated in Figure 5-7, all of the catalysts reduced the amount of CO2 and increased the CO 

produced in cellulose pyrolysis which was a desirable transition due to the possibility of using the 

produced gas as syngas. The quantity of other components of the gas were insignificant compared 

to CO and CO2. 

The acidity of the catalysts and the surface area did not seem to have an effect on the gas component 

distribution trend. For instance, the second acidic catalyst which also had the largest surface area 

(Al-KIL2) had the reverse gas production trend compared to the most acidic catalyst (20-ZSM5). 

In case of ZSM5 however, the larger the Langmuir surface area, the more CO was produced. This 

could be explained by the fact that more area was available immediately on the surface of catalyst 

for deoxygenation. Since acidity of the catalysts was considered to promote deoxygenation [5.9], 

the reason behind lower quantities of CO in the more acidic catalysts could be that more oxygens 

had been removed and further reacted on the surface to form H2O.  This path could be seen in 

Figure 5-7 where the two most acidic catalysts contained the most amount of water.  

 

5.5.2 Lignin Gas 

In case of lignin (Figure 5.8), the data indicated that the catalysts do not seem to have a significant 

effect on the gas products distribution. This observation was based on lack of significant difference 

between the composition of the gas in catalytic and non-catalytic runs. The main products, 

however, were CO and CO2 similar to other model compounds. Furthermore, no apparent trend 

was visible in the obtained figure.  

Figure 5-7: Gas analyses of cellulose catalytic pyrolysis 
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The large surface area of the Al-KIL2 did not come into play since the CO content was not much 

higher than other samples. In case of ZSM5 catalysts, there was no significant differentiator between 

the three different one used with respect to CO and CO2   generation. However, acidity of the 

ZSM5 seemed to have a reverse correlation with production of HCN. This could have been due to 

more efficient deamination capability of more acidic catalyst which could have facilitated production 

of HCN through interaction with radicals.  

 

5.5.3 Phenylalanine Gas 

Analysing the phenylalanine gas (Figure 5-9), as expected, CO and CO2 were the main products. 

The large amount of CO2 was due to the conversion of phenylalanine by decarboxylation at low 

temperatures. Through use of catalysts, the amount of CO was increased while CO2 was reduced 

with the exception of Li-KIL2. Through deamination of phenylalanine, cinnamic acid was 

produced. One path through which the CO and CO2 could have been generated was through 

decomposition of this intermediate (cinnamic acid). R. L. Forman et al. reported that the ratio of 

CO to CO2 would be 2 to 1 through this path [5.10] which was smaller than the results in the 

current experiment. Therefore, other paths should have had complimented this method. Another 

reason behind the large quantities of CO could have been due to interaction of H2O and carbon 

radicals and alkanes in addition to carbon. 

Figure 5-8: Gas analyses of lignin catalytic pyrolysis 
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5.6 Oil Analyses 

Results of oil analyses for each model compound are discussed in this section. The oil samples are 

obtained from fixed bed runs. The results obtained by GC-MS are sorted by functional groups. The 

chemical functionalities distribution could be used to understand the activity of the catalyst and 

linked to their acidity. It should be noted that the GC-MS graphs received, contained some 

impurities such as phthalates leached out from the GC capillary column, which were removed from 

the raw data set prior to categorising the oil sample components into functional groups for a clearer 

comparison between the catalysts. For each model compounds, the raw GC-MS graphs for each 

catalysts oil product were staggered on top of each other with vertical red lines across them which 

indicated the same time on all the graphs for simplifying the comparison of them. 

5.6.1 Cellulose Oil 

The main objective of testing these catalysts was to figure out which catalyst performed best for 

depolymerizing the model compound and produced desired products such as aromatics. As 

illustrated in Figure 5-10, the ZSM5 catalysts performed as expected from literature in converting 

the cellulose in case of aromatic generation. In case of ZSM5 catalysts, the quantity of aromatics 

increased by increasing the acidity following the order: 20-ZSM5 > 60-ZSM5> 30-ZSM5. 

However, with aromatic generation in mind as the main reason for catalyst utilisation, it was 

observed that only Al-KIL2, 60-ZSM5 and 20-ZSM5 are beneficial since all the other catalytic runs 

produced less aromatics than the non-catalytic run. Large surface area of Al-KIL2 made it by far the 

most efficient catalyst for production of aromatics. On the opposing trend, 30-ZSM5 and Li-KIL2 

catalysts were active for producing the carbohydrates. This could again be connected to the acidity 

Figure 5-9: Gas analyses of phenylalanine catalytic pyrolysis 
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of the catalysts in conjunction to the lack of ability of these catalysts in aromatisation. Considering 

the molecular structure of cellulose and the literature on pyrolysis path of cellulose, the initial stage 

is dehydration leading to formation of anhydro sugars such as anhydro-oligosaccharide [5.9] 

(categorised as carbohydrates in this paper). Over acid catalysts or availability of more area for 

reaction, these carbohydrates could undergo further dehydration, decarboxylation, and reforming 

(oligomerisation) to produce furans (categorised as ketone in this paper), aldehydes, aromatics or 

and low molecular weight (till C6) olefins [5.7] [5.11].  

The large amount of carbohydrates in Li-KIL2, 30-ZSM5 and 60-ZSM5 illustrated the fact that they 

performed well in the initial stages of process to produce the dehydrated carbohydrates, while 

lacked the ability to perform the rest of the steps due to lower acidity. This could further be 

solidified by considering the quantity of alkenes produced. A competing path to production of 

aromatics is olefins (alkenes) production [5.12] [5.9]. As it can be seen in Figure 5-10, 20-ZSM5 

and Al-KIL2 produced the most quantity of alkene. This can demonstrate that this alternative route 

was partially presented and 20-ZSM5 preferred this path more compared to Al-KIL2 due to its 

higher acidity.   

Additionally, Ester had the opposite trends in ZSM5 cases. The carbohydrate and ester trends could 

be connected. In other words, the lack of hydrogen released by the breakage of the carbohydrates 

in case of 60-ZSM5 could be the reason behind the trend observed in ester generation.  

Figure 5-10: Comparison of oil products of Cellulose catalytic runs 
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Al-KIL2 was the most efficient catalyst in production of aromatic by a large margin. One of the 

reasons behind this could be the surface area available for cracking the cellulose since the BET 

surface area of Al-KIL2 was almost triple that of 20-ZSM5. Additionally, the theory mentioned 

previously that if KIL2 behaves similar to SBA15 upon introduction of aluminium, the addition of 

aluminium corresponds to an increase in acidity and therefore the high conversion of cellulose to 

aromatics. The fact that there were almost no alcohol and the least amount of carbohydrates, 

considering the high aromatics percentage, could lead to two findings. First, the high capability of 

Al-KIL2 to dehydrate the cellulose and second, the possibility of higher aromatic content if more 

time or hydrogen was supplied to the system.  

As expected, conversion under Li-KIL2 was not optimal. The low BET surface area and alkalinity 

was the reason behind this expectation. Comparing with Al-KIL2, the Li clearly hindered the 

dehydration and aromatization processes. 

Figure 5-11 compares the peaks observed in the GC-MS results of each catalytic run while Table 

5-5 lists the 2 largest products of each run. It was expected that the addition of acid catalysts would 

lead to production of hydrocarbon and H2O which then consequently would lead to production of 

aromatics [5.13]. For example, the two of the most acidic catalysts, namely 20-ZSM5 and Al-KIL2, 

had aromatics as their main products while the other catalytic runs which were less acidic or not 

acidic at all had carbohydrates as their main products.    

Another sign that demonstrates the effect of catalyst acidity on its behaviour was the identical top 

products for pyrolysis with Li-KIL2 and 30-ZSM5, the two least acidic catalyst. These simple 

products, which could also be observed for un-catalytic and 60-ZSM5 catalyst pyrolysis, were 

considered to be the products of the first step of conversion of cellulose through cleavage of 

glycosidic bond and lack the capability to further convert the cellulose.  

Another interesting aspect that can be seen through Figure 5-11, was the presence of extra peaks 

between retention times of 45 to 55 min with the use of more acidic catalysts, Al-KIL2 and 20-

ZSM5, which represented aromatics such as benzene, 2-propenyl for 20-ZSM5 and cyclopropane 

methanol, 1-phenyl-for Al-KIL2. It should be noted that the retention times were not identical for 

the 20-ZSM5 and Al-KIL2.  
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Table 5-5: Two main components of liquid products of cellulose 

￼ Name Structure Group Area 

% 

Un-

Catalytic  

3,4-Altrosan 

 

carbohydrate 34.9 

Spiro hexane-1-carboxylic acid, 

ethyl ester- 

 

ester 2.5 

Al-KIL2 Cyclopropane methanol, 1-phenyl- 

  

aromatic 18.0 

Bicyclo [2.2.1] hept-2-ene-1-

carboxylic acid, 6- 

 

carboxylic 

acid 

8.7 

Li-KIL2 d-Glycero-d-galacto-heptose 

 

carbohydrate 16.8 

2-Furanmethanol 

 

alcohol 8.4 

20-ZSM5 Benzene, (2,2-

dimethylcyclopentyl)- 

 

aromatic 10.7 

3-Methoxybenzyl alcohol 

 

aromatic 9.1 
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30-ZSM5 d-Glycero-d-galacto-heptose 

 

carbohydrate 33.3 

3-Heptanol 

 

alcohol 7.3 

60-ZSM5 2,3-Anhydro-d-mannosan 

 

carbohydrate 32.0 

1,2,3,4-Cyclopentanetetrol 

 

alcohol 23.9 



137 
 
 

 

 

Figure 5-11: Cellulose GC-MS curve comparison 

No Catalyst 
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5.6.2 Lignin Oil 

As Expected, due to the molecular structure of lignin, aromatics were a larger constituent of the 

products compared to cellulose and all of the catalysts improved the aromatisation compared to the 

uncatalyzed run. Due to the dominance of aromatics in the oil products and significantly lower 

quantities of other functional groups compared to aromatics, only 3 main groups (phenols, mono 

aromatics, and poly aromatics) are compared in Figure 5-12. Table 5-6 shows the 2 largest 

components of each run, while Figure 5-13 presents a comparison between the GC-MS curves 

obtained for each catalyst.  

During the non-catalytic pyrolysis of lignin, the first step is depolymerisation of the feed [5.14]. 

This depolymerisation will produce alkoxy phenols or dimers of lignin feed. The next step during 

the pyrolysis of lignin can be varied by acidic catalysts. One path would be conversion of these large 

alkoxy phenols and dimers to smaller ones through cracking, dealkylation and dehydration. These 

smaller components can either be converted to alkyl phenols through dealkoxylation, isomerisation 

and extra oligomerisation or small olefins (C2 to C6) through cracking and dehydration [5.9]. The 

products from either path can further react together to form other mono or poly aromatics through 

oligomerisation.    

Observing the trends for the overall conversion to aromatics, there was a clear direct correlation 

between acidity and aromatics production. However, no clear trend was observed in ZSM-5 

Figure 5-12: Lignin GC-MS functional groups 
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catalysts with the Si/Al ratio in mind in the overall aromatisation even if, as the Si/Al ratio 

increased, the quantity of poly aromatics decreased.  

Li-KIL2 seemed to favour production of phenols by far more than other catalysts. As previously 

discussed, the first step in pyrolysis of lignin is depolymerisation and conversion to large alkoxy 

phenols. One reason behind the better performance of Li-KIL2 in production of phenol and overall 

better performance for lignin conversion to aromatics compared to cellulose could be having the 

largest median pore width which could assist the first step of pyrolysing the large molecules of 

lignin. However, once the first step was carried out and smaller components were produced, Li-

KIL2 lower acidity restricted further conversion to other products (mono aromatic and poly 

aromatics) compared to other catalysts. 

When comparing the products of the acidic KIL2 catalyst, Al-KIL2, and the least acidic catalyst Li-

KIL2, a key observation could be made. “2-methylphenol” is an alkyl phenol while cis-Stilbene is a 

more complex polyaromatics which was likely to have been produced by dehydration and further 

oligomerisation of two 2-methylphenol like intermediates. This showed that the acid sites of the 

catalysts can be determinant when production of certain more complex compounds are targeted. 

Interestingly, the acidity of ZSM5 catalysts had direct proportionality in production of Stilbene. In 

more details, all the ZSM5 catalysts had stilbene in their top three products. The amount of Stilbene 

in the products was largest in 20-ZSM5 and was reduced in 60-ZSM5 and reaches a minimum in 

30-ZSM5. This trend was consistent with the acidity relationship of these three catalysts. 

Furthermore, comparing the overall GC-MS curves, the more acidic 20-ZSM5 and Al-KIL2 

demonstrated more prominent peaks at 32 minutes. These peaks also corresponded to stilbene. 

This also demonstrated that acidity played an important role in pyrolysis of lignin, 

Table 5-6: Lignin main components in liquid product 

 Name Structure Area % 

Base Naphthalene, 1,4,5-trimethyl- 

 

3.3 

Anthracene, 9,10-dihydro-2-methyl- 

 

3.2 

Al-KIL2 cis-Stilbene 

 

9.5 
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1,2-Benzenedicarboxylic acid, bis (2-methylpro 

ester 

 

5.81 

Li-KIL2 Phenol, 2-methyl- 

 

8.3 

Benzocyclobuten-1(2H)-one 

 

7.3 

20-ZSM5 cis-Stilbene  

 

10.9 

(E)-Stilbene   

 

6.1 

30-ZSM5 Bibenzyl 

 

7.7 

Benzene ethanol, beta. -ethynyl- 

 

7.1 

60-ZSM5 Benzene, 1,1'-(1-ethenyl-1,3-propanediyl) bis- 

 

10.4 

cis-Stilbene 

 

6.7 
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Figure 5-13: Lignin GC-MS comparison curves 
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5.6.3 Phenylalanine Oil 

During the pyrolysis of phenylalanine, the following mechanism can typically be expected: 

decarboxylation, homolyses, cyclization, deamination. An initial benzylic bond break can be 

followed by formation of intermediates such as phenyl and unstable molecules. The paths taken can 

be competitive [5.15] 

During the homolyses, CO2 is released producing unstable compounds which can be followed by 

removal of H2. These two steps can lead to generation of aromatic nitriles. The deamination path 

followed by homolyses can lead to production of benzene derivatives such as styrene (C8H8). If 

hydrogen radicals are available, other aromatic compounds can be formed through addition, 

reformation, and cyclisation. The additional of carboxyl to phenylalanine can result in production 

of aromatic aldehydes. On the other hand, removal of carboxyl group will produce a compound 

with amine radical which can produce indoles through reformation [5.15]. 

From the phenylalanine monomer and previous works, cyclic and aromatic compounds were 

expected to be dominant from phenylalanine pyrolysis [5.15] [5.16]. Figure 5-14 illustrates the 

product component distribution results for the GC-MS of oil. The dominance of aromatics in oil 

products fell in line with the expectation.  

Figure 5-14: Phenylalanine functional group comparison 
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Comparing the ZSM5 catalysts, there did not seem to be a significant difference between overall 

percentage of aromatics of 60-ZSM5 and 30-ZSM5 (only less than 2% difference). However, 

regarding the acidity of the three catalysts, there was a reverse correlation with regards to the 

overall aromatic production. Furthermore, regarding the nitrogen-free aromatics, there seemed to 

be a direct correlation with increase in Si/Al ratio with the 60-ZSM5 being the most effective in 

removing nitrogen from the aromatics. However, since phenylalanine feed had aromatics in itself, 

quantity of the aromatics produced was not deemed a clear determinant in observing the behaviour 

of the catalysts. 

GC-MS analyses showed many components (peaks) in the oil product, indicating that the reactions 

had not been selective towards one major component. For instance, there were over 80 different 

components in the oil product of phenylalanine pyrolysis with AL-KIL2. Therefore, to observe 

which conversion path had been dominant during the application of each catalysts, top 3 products 

where shortlisted for each run (Table 5-7). Additionally, the curves for the GC-MS analysis (Figure 

5-15) were compared.  

Table 5-7: Most abundant products in phenylalanine oil 

Catalyst Name Structure Area % 

Al-KIL2 [1,2,4] Triazolo[4,3-a] quinoxaline, 1,4-

dimethyl   14.2 

 

17.6 

2,2'-Dimethylbiphenyl 

 

9.0 

2-Phenyl-oxetane 

 

5.7 

Li-KIL2 7-Azabicyclo [4.2.2] deca-2,4,9-trien-

8-one 

 

9.7 
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5-Methyl-2-nitrobenzyl alcohol 

 

4.9 

2-Nitrostyrene 

 

4.4 

20-ZSM5 benzene acetonitrile, alpha. - [3-phenyl-

2-prope 
 

16.6 

Cyclohexanol, 5-methyl-2-(1-

methylethyl)-, be 

 

5.8 

1,2,3,4,4a,9,10,10a-

Octahydrophenanthrene  

 

4.0 

30-ZSM5 Clidinium 

 

6.6 

Pyrazole, 3,4,4,5-tetramethyl- 

 

5.9 

2,4-Dinitro-1,3-dimethyl-benzene 

 

4.3 

60-ZSM5 Benzene acetic acid 

 

17.8 
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2-Oxaspiro [5.5] undecane-3,5-dione, 

1-(3,4-di 

 

7.2 

2-Nitrostyrene 

 

5.0 

Comparing the most abundant compounds for ZSM5 catalysts, acidity of the catalyst seemed to be 

important in deoxygenating phenylalanine. This was based on comparing the amount of oxygen in 

the top three products of 20-ZSM5 with those of the other two ZSM5 catalysts. Furthermore, 

acidity favoured producing fewer number of components with higher intensity. For instance, only 

three components made up over 25% of aromatics in the more acidic 20-ZSM5, while this amount 

for the same quantity of components was 17% for 30-ZSM5. 

Two phenomena were dominant in the runs with AL-KIL2; the first one was the minimisation of 

small compounds such as alkenes while maximisation of complex aromatics occurs. The next one 

was the fact that 3 components (Table 5-7) made up more than 40% of the products which showed 

a better selectivity of Al-KIL2 for certain products. However, Al-KIL2 catalyst, due to the large 

surface area available for contact with model compounds, proved its capability to break down the 

phenylalanine monomer and form more complex components. One explanation for production of 

components such as “[1,2,4] Triazolo[4,3-a] quinoxaline, 1,4-dimethy” could be selectivity of Al-

KIL2 for decarboxylation followed cyclisation and oxidation (removal of H).  

In the run with Li-KIL2, the component with highest quantity was 7-Azabicyclo [4.2.2] deca-2,4,9-

trien-8-one (C9H9NO) This could be due to selectivity of Li-KIL2 for a path in which hydroxyl 

group was removed through a carbocation intermediate followed by a benzene ring cleavage. 

Another finding through observing the most abundant compounds was the existence of oxygen in 

the structure of all of them. This could translate to the low selectivity of Li-KIL2 for removal of 

hydroxyl group and reduction.  

Comparing the two KIL2 catalysts indicated that not only Al-KIL2 promoted production of 

aromatics over other components such as alcohol, but it also performed better for deoxygenating 

the oil product. This was observed through comparing the top products in the oil sample observed 
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from catalytic pyrolysis with each catalyst and the larger quantities of oxygen containing compounds 

such as alcohol and ketone in Li-KIL oil sample. 

Figure 5-15: Phenylalanine GC-MS comparison curves  
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5.7 Discussion & Section Conclusion 

The runs were carried out to establish which catalysts perform better in conversion of the model 

compounds to aromatics and deoxygenate the oil. All the catalysts showed that they can modify the 

properties of the products of model compound’s pyrolysis one way or another. However, the 

ultimate goal of this research was to observe the efficiency of the selected catalysts on wool 

pyrolysis. Therefore, based on the nature of the catalysts, it was decided to take one KIL2 catalyst 

and one ZSM5 catalyst forward for wool pyrolysis to observe the behaviour of each catalysts group. 

5.7.1 KIL2 

The performance of these catalysts for each model compound are summarised in the following 

sections. 

5.7.1.1 Cellulose  

Mass balance result indicated that the Al-KIL2 favoured char production while Li-KIL2 promoted 

volatile (oil and gas) production. However, utilisation of both of them reduced the temperature at 

which pyrolysis started by at least 30℃ through introducing an alternative path to pyrolysis 

compared to non-catalytic run. In the gas products, both catalysts promoted CO while reducing 

CO2 compared to the non-catalytic sample. While Li-KIL2 favoured CO production, Al-KIL2 

favoured CO2, CH4 and water production.  

Al-KIL2 was by far the superior option for aromatisation of the oil product. In more details, the 

aromatic content of the Al-KIL2 oil sample was over 12 times of that of Li-KIL2. Furthermore, 

considering the oxygen containing groups such as alcohols and ketones, Al-KIL2 was again the 

better performing catalyst minimising them.  For instance, the alcohol content of Al-KIL2 was less 

than 2% while Li-KIl2 exceeded 24%.  

Overall, Li-KIL2 seemed a better catalyst if reduction in CO2 in the gas was the aim. However, 

with aromatisation, deoxygenation, and stabilisation of the oil product in mind, Al-KIL2 was by far 

the better option. Furthermore, the difference in CO% in gas was not as significant as aromatics 

percentage in oil.    

5.7.1.2 Lignin 

Similar to cellulose, mass balance results indicated that Al-KIL2 favoured char production while Li-

KIL2 favoured volatiles (oil and gas) production. The results for the DTG indicated that Li-KIL2 

results were more similar to the non-catalytic run and showed one more peak compared to Al-
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KIL2.  This higher decomposition of Li-KIL2 sample compared to Al-KIL2 was in line with mass 

balance results. Catalysts did not show a significant effect on the composition of the gas product.  

Similar to cellulose, Al-KIL2 performed better in aromatising lignin products compared to Li-KIL2. 

This was the case for both mono and poly aromatics, However, Li-KIL2 performed better in phenol 

production.  Due to the nature of the feed, it was concluded that this could be a result of the large 

pore median width of Li-KIL2 compared to other catalyst. This conclusion assumed that more space 

will be available on the pore surface for the large lignin molecule to attach at the first step of 

pyrolysis (depolymerisation).  Furthermore, comparing the top products of these two catalysts, Al-

KIL2 performs better in deoxygenation of oil product.  

5.7.1.3 Phenylalanine 

Despite insignificant difference, similar to cellulose and lignin, Al-KIL2 favoured char production 

while Li-KIL2 favoured volatiles. Both catalysts reduced the pyrolysis initiation temperature by at 

least 100℃ while Al-KIL2 reduced by another 10℃. Contrary to cellulose, Al-KIL2 favoured CO 

production over CO2 while Li-KIL2 followed the reveres of this. 

Overall, the difference between the catalysts for production of aromatics was not as significant as 

the case for cellulose. None the less, Al-KIL2 samples contain more aromatics than Li-KIL2. 

Furthermore, Al-KIL2 produced far less oxygen containing components such as ketones and 

alcohols. 

5.7.2 ZSM5 

The performance of these catalysts for each model compound will be summarised in the following 

sections. 

5.7.2.1 Cellulose  

Mass balance results indicated that there was a direct correlation between Si/Al ratio and volatile 

(oil and gas) production. In other words, the TGA result indicated that by increasing the Si/Al 

ration from 20 to 60, the char production is reduced by more than 40%. The same correlation 

could be observed in reducing the pyrolysis initiation temperature. Regarding gas products, there 

was not a significant difference between the catalysts in production of CO and CO2. However, 

slight increase in CO/CO2 was observed as Si/Al increased.  

In the oil products, 20-ZSM5 was the best performing catalyst for generating aromatics while the 

other catalysts produced carbohydrates predominantly. This demonstrated the lack of capability of 
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less acidic catalysts to aromatise the carbohydrates which are produced at the first step of cellulose 

pyrolysis. Furthermore, over 40% of the 30-ZSM5 and over 55% of 60-ZSM5 oil products were 

made by 2 components: one carbohydrate and one alcohol. This showed lack of capability of these 

catalyst in deoxygenating the oil product.  

5.7.2.2 Lignin 

Acidity of the catalysts had direct proportionality with char production. Therefore, based on TGA 

data, 20-ZSM5 had the highest char production while 30-ZSM5 had the least percentage of char. 

The pyrolysis initiation temperature was increased by 50℃ in less acidic catalysts (i.e., 30 and 60-

ZSM5) compared to 20-ZSM5.  

Oil GC-MS results indicated that the higher the acidity, the more aromatics are produced. Also, 

regarding the deoxygenation capability, acidity seemed to be beneficial. For instance, the top two 

products, which made up over 14% of the oil for all the catalysts, contained no oxygen in case of 

20 and 60-ZSM5 catalysts while this non-existence of oxygen containing compounds in the top 

products did not stand for 30-ZSM5.    

5.7.2.3 Phenylalanine 

All of the catalysts reduced the temperature at which the pyrolysis starts compared to the non-

catalytic case. However, the difference between the catalysts was insignificant and less than 8℃.  

Also, there was not a clear pattern to distinguish the catalysts performance in gas analysis.  

Similar to gas analysis results, the difference between catalysts was minimal in overall conversion 

to aromatics. For instance, the largest difference was observed between 20-ZSM5 and 30-ZSM5, 

which was less than 8%. Based on observing the largest constituent of the oil, the more acidic 

catalysts were more effective in deoxygenating the phenylalanine.  

5.7.2.4 Conclusion  

20-ZSM5 was clearly the best performer among the ZSM5 catalyst for aromatisation of lignin and 

cellulose oil product. However, the difference in effectivity with regards to amortisation of the 

products was not as clear for phenylalanine conversion. However, considering the overall 

performance of the catalysts for pyrolysis of all the model compounds, 20-ZSM5 was selected to be 

taken forward. 

Among KIL2 catalysts, as expected, Al-KIL2 performed better in production of aromatics in 

pyrolysis of all the model compounds. Furthermore, the high acidity and surface area of Al-KIL2 
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made it a potentially efficient catalyst to be used for pyrolysis of wool. Therefore, 20-ZSM5 and 

Al-KIL2 were taken forward to be used for pyrolysis of wool. 
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6 CHAPTER 6 - SMALL SCALE WOOL PYROLYSIS & 

GASIFICATION  
 

In this chapter, the results for pyrolysis of wool, both non-catalytic (Section 6.1) and catalytic 

(Section 6.2) are presented and discussed. Initially, the effect of temperature, carrier gas type, feed 

size and condensation agent on the products are presented.  Afterwards, the effect of catalyst and 

the possible modification they cause compared to the non-catalytic run are observed.  

6.1 Non-catalytic Wool Pyrolysis & Gasification 

In this section, initially, the effect of temperature on the products was analysed through pyrolysis 

with nitrogen as carrier gas with large pieces of wool (see section 3.2.1) at 350, 500 and 800℃, 

while also observing the effect of the coolant (condensation system) on the oil product. Afterwards, 

the effect of carrier gas, carbon dioxide and nitrogen, was analysed at 800℃ with large pieces of 

wool. This would be a comparison between pyrolysis (nitrogen as carrier gas) and gasification 

(carbon dioxide as carrier gas). Next, at 800℃ and with nitrogen as the carrier gas, the effect of 

feed size was evaluated. Finally, the effect of increasing the temperature while reducing the 

difference in temperature difference with use of carbon dioxide as the carrier gas was evaluated. 

The products were evaluated separately. 

6.1.1 Product Distribution 

Three phases of products, namely solids (biochar), liquid (bio-oil) and gaseous (biogas) were 

expected from the pyrolysis process. Biochar is produced as the result of the release volatiles (in 

form of biogas and bio-oil) during pyrolysis. Generally, the higher the temperature of the pyrolysis 

was, the more volatile were expected to be released and therefore a lower yield of char was 

expected at higher temperatures. The differentiation between the liquid and gas product could be 

partially correlated to the efficiency of the condensation method and conditions. In other words, 

higher available surface area for condensation or condensation medium temperature could have 

shifted the percentage of oil and gas while the char percentage and volatile would not be affected 

by this. Therefore, during the analysis of the results, more emphasise was put on the effect of 

variables such as carrier gas and temperature on the amount of char and all the volatiles produced 

rather than oil and gas individually.  

As illustrated in Figure 6-1, as expected, the quantity of volatiles increased as temperature was 

increased from 350℃ to 800℃. Additionally, the increase in volatiles is much more significant in 

the first temperature increase instance (from 350℃ to 500℃) compared to the second increase 
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(from 500℃ to 800℃) despite the smaller size of increase in the former one. This was expected 

since the main decomposition in untreated wool occurs between 200 to 600℃ [6.1]. In more 

details, water starts to be lost from the wool at temperatures up to 150℃ [6.2]. Zhigang Xia et.al 

observed that 3 other dominant peaks were observed on the DTG curves of wool during 

decomposition; namely at 238,316 and 434℃ [6.3].  

The peak at 238℃ could correspond to the overall wool crystal decomposition which could have 

facilitated the further processes occurring afterwards. The breakage of intermolecular chemical 

bonds such as hydrogen bonds, S-S bonds (the disulphide cross link in the wool (Figure 2.6)) and 

salt bonds could have corresponded to the second peak at 316℃. Since the breakage of C-C and C-

H bonds requires 35% more energy to break compared to S-S, the final peak at 434℃ could have 

corresponded to decomposition of the main macromolecule of wool [6.3]. Since most of the 

decomposition takes place at temperatures lower than 600℃, the increase in volatiles by increasing 

the temperature further was expected to be less.  

Considering that the error and variance in the product distribution was ±1.9, the amount of gas 

produced was taken as being identical for the samples obtained at 500 and 800℃. Coupled with 

the increasing trend in oil production with increase in temperature, this indicates that after a certain 

temperature (around 450℃), a further increase in temperature does not change the amount of gas 

produced significantly. Differently, higher bio-oil yields are generated by increasing the 

Figure 6-1: Effect of temperature on product distribution with nitrogen injection 
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temperature further, possibly due to secondary reactions and rearrangement/condensation of 

volatiles radicals. To check if the Tweed Waste followed the decomposition trend expected for the 

wool sample from litreture, it was pyrolysed in the TGA. The date from literature closely matched 

the DTG of the tweed waste (Figure 6.2) regarding the major weight loss being at temperatures 

lower than 600 ℃. 

 

Feed size did not seem to have a clear effect on the product distribution. To observe the effect of 

switching the carrier gas from N2 to CO2 and to observe the effect of another stepwise increase of 

temperature, pyrolysis was carried out at 700, 800 and 900℃ with CO2  (Figure 6-3). This way, 

the tests at 800℃ was used to compare the effect of type of gas utilised while the 900℃ test could 

be used to observe if any changes occurred at this higher temperature. It should be noted that only 

char and volatiles percentage are reported at this temperature rather than gas and oil separately. 

Using CO2, gas froze in the liquid nitrogen trap due to the freezing point of CO2 being higher than 

liquid nitrogen and this phenomenon made the mass balance calculation for these runs inaccurate.   

The change of gas (at 800℃) to CO2 did not change the quantity of char or volatiles significantly. 

More accurately, the amount of char decreased by less than 2% in CO2 case and volatiles increased 

by less than 2%. This decrease in char production was expected and could have been due to the 

mechanism proposed by C. Guizani et.al. Based on this mechanism, during the pyrolysis in CO2 

environment, after production of the char during the initial pyrolysis, the char goes through 

Figure 6-2: TGA-DTG date for the tweed waste  
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gasification to decompose more [6.4]. The increase of temperature from 800 to 900℃ still seems 

to be effective in decomposing the wool further but as expected, the increase is half of the that 

shown from 700 to 900℃. This followed the same trend observed with nitrogen as carrier gas. 

6.1.2 Char Analysis 

The char obtained from pyrolysis of wool could be categorised as brittle and flaky (Figure 6-4). The 

visual examination of the solid residues also suggests a “graphitic structure”. Elemental analysis, 

FTIR analysis and BET tests were carried out on the char samples. 

Figure 6-3: Effect of temperature change on product distribution with carbon dioxide injection 

Figure 6-4: Wool before pyrolysis (top), After pyrolysis in the ceramic boat (bottom) 
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6.1.2.1 BET 

In the BET (Brunauer–Emmett–Teller) analysis, the available surface area of a solid material is 

determined based on the assumption that the absorption occurs on multiple layers rather than on a 

monolayer. Therefore, this analysis plays an important role in assessing the suitability of the biochar 

for adsorption applications. For instance, for biochar to be used as activated carbon it should have 

a BET area of at least 400 m2/g and ideally around 900 m2/g. With the use of the current 

arrangement, i.e., pyrolysis with no catalyst or activated carbon activation, the maximum surface 

area achieved was 208 m2/g. 

Despite the fact that the BET of the char obtained did not reach the threshold for the char to be 

classified as activated carbon, it still exceeded the BET of several other biomass generated char such 

as coconut shells, palm oil and orange peel [6.5].  These biomasses have been reported to be efficient 

as fertilisers due to their good water retention properties [6.6] [6.5] despite the fact that they have 

lower BET surface area than the wool BET. This observation made the wool char promising as a 

useful by-product.  

The effect of carrier gas, feed size and increase in temperature on the BET of the char were 

observed. Char from pyrolysis at 800℃ with large pieces of wool was selected to observe the effect 

of variation in injected gas on BET of the char. BET values of 113 m2/g with an error margin of 

±24 and 192 m2/g with error margin of ±16 were obtained for CO2 and N2 char samples, 

respectively. By changing the gas, the BET surface area could increase by 40% despite the fact that 

product distribution was not affected by the change in gas. The lower available surface area in the 

char obtained from the pyrolysis with CO2 as the carrier gas could be that some of the CO2 was 

absorbed on the pores of the char and therefore reduced the BET. However, this trend was opposed 

to the findings reported by C. Guizani [6.4]. Another explanation could have been that nitrogen, 

an inert gas, only had the effect of removing the volatiles from the reaction zone while carbon 

dioxide facilitated further reactions (for example with the water moisture of the wool) on the 

surface of the char [6.7]. This could have then resulted in partial filling of the pores of the char 

which in turn could have caused the reduction in the surface area of the char [6.5]. 

Another comparison was carried out between the char samples collected with different feed sizes 

at 800 ℃ in presence of CO2. As expected, the shredded wool sample produced a char with higher 

surface area. The large piece wool samples produced a char with BET of 40 m2/g, while the 

shredded wool sample char had a BET of 113 m2/g. This increase was most likely explainable by 

that small, shredded pieces of wool provided more space for the evolved gases to be evaporated 

while avoiding condensation.  
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Temperature increase had a direct correlation with increase in the char surface area. For instance, 

the char at 700 ℃ had a BET of 59 m2/g while 900 ℃ char sample had a BET of 190 m2/g (both 

samples obtained from pyrolysis with CO2). This increase was in line with the literature [6.8].  

6.1.2.2 Elemental Analysis 

By evaluating the percentage of C, H, N and O in the residues, the EA can help determined if the 

chars can be classified formally as biochar and also gives an indication on their likelihood to be used 

as soil amendment. For instance, if the carbon content of the solid product is less than 50%, it 

cannot be categorised as biochar. However, this is not the case for the char obtained from the 

processed wool waste, whose C content is higher than 70 wt% when the temperature of the process 

is higher than 700°C. The raw wool itself has a carbon content of 50%.  Due to the high protein 

content of the raw processed wool waste (15.9%), the existence of nitrogen in the product was 

expected. This high nitrogen content could be an asset if the biochar is going to be used as a mean 

of soil amendment. The oxygen and hydrogen content of the raw wool was 26.6 and 7.3 % 

respectively.  

Figure 6-5 compares the effect of temperature on the on elemental content of char. The increase 

of temperature has direct correlation with increase of carbon content of the char, while having a 

reverse effect of nitrogen and hydrogen content of the char. This trend fell within the expectation 

from literature [6.9]. The oxygen content could not be used as a definite value similar to carbon 

and nitrogen since it was calculated by difference and raw wool (and consequently char) were likely 

to contain sulphur as well as oxygen.  

Figure 6.6 demonstrates the effect of change in carrier gas on char elemental analysis. Nitrogen 

seemed to perform better in stabilisation of char through more deoxygenation of char. Similar to 

the results of the BET, the higher oxygen content of the char obtained under CO2 injection could 

be the filling of some the char pores with products. 

Figure 6-7 demonstrates the comparison of char elemental analysis between the shredded and whole 

pieces of wool. Given that the pyrolysis tests could have had some errors during product collection 

and the elemental analysis itself could have been subject to slight errors, the difference between 

these two cases seemed to be negligible. Therefore, it was concluded that the wool sample size did 

not contribute to any difference in wool char carbon richness. 
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The importance of H/C ratio is in the determination of the stability of the solid product. In other 

words, the higher the value of H/C is, the better the chemical functionalities in the solid are. As a 

result, the product is less stable. The threshold H/C ratio in considering the biochar as stable is 0.7 

[6.10] [6.14].  Also, the value of H/C can be used as an index of aromaticity. The estimated 

aromaticity given by the relationship between H/C ratio and production temperature can be linked 

to the potential adsorption capacity of the biochar.  All the char samples had lower than 0.7 H/C 

values with the highest value being 0.15 which belonged to the pyrolysis at 350℃. The char samples 

obtained at 800 and 900°C had very low H/C ratio (0.01). This suggested that the chars produced 

at 800 and 900 °C could have a very good activity for the removal of pollutants such as naphthalene 

and phenanthrene, since good adsorbents are characterised by low H/C ratios. 

Similar to the H/C ratio, the O/C ratio is used to differentiate the biochar from other possible by-

products. The O/C ratios of all the samples fell between the range of 0.04 to 0.32, which were 

lower than the threshold value of 0.4 [6.10]. It should be noted that O/C values of less than 0.2 

could make the char to have a half-life of thousand years [6.15]. These results indicated that the char 

obtained from wool pyrolysis could be categorised and marketed as biochar. 

  

 

Figure 6-5: Effect of temperature on elemental analysis of char with carbon dioxide injection 
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Figure 6-6: Effect of injected gas on elemental analysis of char 

Figure 6-7: Effect of feed size on elemental analysis of char 
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6.1.2.3 FTIR Analysis 

FTIR analysis was carried out to observe the functional groups which were likely to be present in 

the char. Three main peaks were observed (Figure 6-8) that potentially corresponded to stretching 

O=C=O, stretching N=N=N and stretching C=O.  Coupling the FTIR results to the elemental 

analysis, a clearer image could be observed.  For instance, the elemental analysis indicated that 

nitrogen content of the char decreased through increasing the pyrolysis temperature. Similarly, the 

N=N=N bonds transmittance decreased as the temperature increased. Another general observation 

was that as the temperature increased, less predominant and strong peaks were observed in the char 

FTIR analysis. This fell in line with the fact that as temperature increased, less char and consequently 

less unstable compounds were remained in the char. 

 

6.1.3 Gas Analysis 

The composition of the gases produced in the experiments at 700, 800 and 900 °C with CO2 are 

shown in Figure 6-9. CO2 was the main product at 700°C, while CO becomes the main gas product 

when the temperature increased to 800 and 900°C. More precisely, at 900°C, CO made up over 

65% of the gas while CO2 content was only 21%. This phenomenon demonstrated that the reverse 

of the Boudouard reaction (C + CO2 ⇌ 2CO) is favoured as the temperature is increased. In other 

words, as expected, the decarboxylation of wool amino acid groups produced CO2. This CO2 is 

further reacted with the carbon radicals to form CO.  

Another reason behind the direct relation between increasing the temperature and CO production 

could be further decomposition of intermediates such as cinnamic acid at higher temperatures which 

can promote production of CO over CO2. Observing the higher quantity of water and CO at higher 

Figure 6-8: FTIR results on comparison of temperature variation effect on char products (700, 800 and 900 ℃) 



161 
 
 

 

temperature could also introduce another reason behind lower CO2 content at higher temperatures. 

I other words, in water gas shift reaction (CO + H2O ⇌ CO2 + H2), since the reaction is 

exothermic, sensitive to temperature and based on Le Chatelier's principle, favours the reactants as 

the temperature increases. This process seemed to have taken place based on higher quantities of 

water and CO at higher temperatures. 

Besides CO and CO2, relatively small quantities of C1-C4 hydrocarbons were present at all the 

temperatures, with their abundancy decreased when the temperature increased due to enhanced 

cracking activity at higher temperatures and gasification with CO2.  

Since the wool waste is mainly a protein-based material containing nitrogen and sulphur content 

were expected due to the dye structure, pyrolysis was expected to lead to production of N-

compounds and sulphur containing compound. Figure 6-10 compares the three-gas analysis at 

different temperatures. Ammonia (NH3) was the main compound among the identified N-

compounds. Hydrogen cyanide (HCN) and dimethylamine (C2H7N) were also identified in 

quantifiable amounts.  HCN and NH3 had direct proportionality with increasing the temperature. 

This was in line with the elemental analysis of the char under the same conditions (Figure 6-4). 

Since less nitrogen was observed in the char at higher temperatures, the released nitrogen was 

expected to be observed in the volatiles.  

Figure 6-9: Effect of temperature variation on main products of wool gasification (with CO2) 
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Hydrogen cyanide (HCN) is extremely poisonous and a flammable liquid that boils slightly above 

room temperature at 25.6 °C.  HCN is produced on an industrial scale and is a highly valuable 

precursor to many chemical compounds ranging from polymers to pharmaceuticals. 

Dimethylamine is a secondary amine flammable gas with an ammonia-like odour. Dimethylamine 

is commonly encountered commercially as a solution in water at concentrations up to around 40%. 

Acetamide, another product observed in the gas analysis in small quantities, is the simplest amide 

derived from acetic acid. It finds some use as a plasticizer and as an industrial solvent (Solubility in 

water: 2000g/L; BP: 221.2°C). All these compounds are flammable and could be combusted 

together to other syngas flammables. However, their combustion will be leading to Nitrogen oxides 

and therefore should be avoided. Therefore, since all the above substances are soluble in water, 

water (or other solvents) scrubbing of the produced gas prior to releasing it to the atmosphere could 

be a solution in view of recovering valuable chemicals.  

6.1.4 Oil Analysis 

GC-MS method was used to identify the chemical component of the oils. As mentioned previously, 

two different oils were collected at each temperature, one salted ice water and one liquid nitrogen. 

Furthermore, two types of gas and two different type of feed (shredded and large pieces of wool) 

were pyrolysed. In this section, the effect of changing these variables were discussed.  

Generally, the most abundant products found in the oil samples were phenolics and indoles. This 

was expected due to the structure of the reactive and acid dyes used in dying process of the wool.  

All of the dyes which were applied to the wool contained benzene rings which was either attached 

Figure 6-10: Effect of temperature variation on nitrogen and sulphur containing products of wool gasification (with CO2) 
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to a carbon or nitrogen (Chapter 3). Furthermore, both acid blue 25 and acid green 25 contain 

several oxygens which are attached to carbon through double bonds which can facilitate generation 

of phenols.  

Another group of compounds which were observed in the products were simple ketones such as 4-

hydroxy-4-methyl- 2-Pentanone. These compounds could have been as a result of the breakage of 

the wool hydrogen bonds and isopeptide cross-links. In general, due to the nature of the wool feed 

used (existence of amino acids such as histidine and proline in the wool), high quantities of nitrogen 

containing compounds were expected in the oil. These were observed in forms of pyrazines, 

amines, amides, nitriles and aziridines. However, opposed to the phenols where large quantities of 

one or few compounds was produced, smaller quantities of several nitrogen containing compounds 

in smaller quantities were produced.    

Overall, as the temperature increased, the number of components produced increased. For 

instance, in the sample obtained at 350℃, only 25 unique compounds were found while this 

number increased to over 130 at 800℃ with all the other variables staying constant. However, in 

all the samples, regardless of the temperature, the top 20 compounds with regards to their 

abundance in the GC-MS results made up over 55% of the products. Therefore, to facilitate the 

comparison of the samples, only these components with the largest quantity were compared.  

6.1.4.1 Effect of Condensation System and Injected Gas 

Figure 6-11 illustrates the two appearance of the two samples obtained from pyrolysis at 800℃ in 

presence of nitrogen with the difference being the condensation stage. The samples condensed in 

liquid nitrogen bath had a darker appearance and higher viscosity, resembling that of heavy oil. This 

could have indicated that heavier (higher molecular weight) compounds were condensed in liquid 

nitrogen. Alternatively, it could have indicated that simply put, liquid nitrogen was more efficient 

at condensing the volatiles and therefore contained higher concentration of compounds.  

Figure 6-11: Comparison between the appearance of the oil products obtained from pyrolysis at 800 Celcius 



164 
 
 

 

Figure 6-12 presents the GC-MS curves for pyrolysis at 800℃ with different gases and 

condensation mediums. Comparing the effect of change in condensation medium in the case of 

nitrogen injection, the peaks seem to be occurring at the same retention times for both cases, 

meaning that same compounds were formed in both cases. However, the heights of the peaks are 

different between the samples. For instance, at retention time of 20, p-cresol (4-methyl phenol), 

one of the main components observed in most of samples, is detected in both samples. However, 

the height of the peak in the liquid nitrogen is twice of that in the ice case while. Despite this 

difference, since the boiling point of cresol is at 202℃, it seemed that the main reason behind this 

difference is the residence time that the pyrolysis gases had for condensation. In other words, if 

only one of the condensation methods were used but gases spent more time in the bath through 

extending the contact area, more heat transfer would have occurred.  

Figure 6-12: Effect of injected gas and condensation system on pyrolysis oil 
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Another comparison which could have been made from Figure 6-12 was the effect of carrier gas on 

oil samples composition. Both of the samples had a substituted phenol, namely cresol, as their main 

component, the main difference was the type of cresol and the percentage of the overall area. To 

elaborate, m-cresol constituted to 18% of the oil in the CO2 sample, while p-cresol made up 13% 

of the N2 sample. 

Another difference was the number of unique compounds which were produced. For instance, 166 

unique compounds were found in the GC-MS result of the nitrogen case, while over 240 were 

found for the carbon dioxide case.  

Since it was expected that use of CO2 would promote generation of mono phenols while reducing 

the methoxy containing compounds [6.11, 6.12], this larger variation in compounds for the CO2 

case was justifiable. Comparing the overall percentage of the phenols, indoles and methoxy 

containing groups, the above statement stood through. As presented in Figure 6-13, the quantity 

of phenols increased by 2% by changing the gas to carbon dioxide while methoxy containing 

compounds decreased by 1%. 

Figure 6-13: Effect of injected gas on the oil composition 
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6.1.4.2 Effect of feed Size 

Figure 6-14 compares the GC-MS data obtained for the pyrolysis oil samples for two different feed 

size while all the other variables are the same. As it can be seen, almost all the peaks are identical 

and only the intensity of the peaks in the shredded case is higher for some of the peaks. For instance, 

both samples have peaks which corresponded to cresol (component with the largest difference in 

the two samples) and other phenols while only the intensity being slightly different. Due to 

similarity of the components observed in the samples and slight difference in the quantities, it was 

concluded that the sample size did not affect the products significantly but can affect the products 

abundancy. 

6.1.4.3 Effect of Temperature 

Figure 6-15 presents the GC-MS curves for the oil samples obtained from pyrolysis at 700, 800 and 

900 and can be used to observe the effect of temperature change on the oil compounds. All of the 

samples seemed to have similar peaks from the curves and the intensity of the heights were varied. 

Since the curves presented in Figure 6-15 were only representing the results for salted ice trap and 

not the liquid nitrogen trap, it was decided to compare the results more comprehensively through 

combining the results of both condensation traps.  

Figure 6-14: Effect of feed size on oil product 
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Doing so, the first phenomenon observed was the significant increase in the number of unique 

compounds produced when the temperature was increased from 700℃ (141 compounds) to 800℃ 

(over 240 compounds). This behaviour was not observed by the temperature increase from 800℃ 

to 900℃. This observation could have been due to the promotion of gasification at 900. Since the 

main products of gasification are volatiles, the increase in temperature could have affected the gas 

product rather than the oil. Furthermore, as illustrated in Figure 6-16, the increase in the quantity 

of phenols produced by increasing the temperature was much more predominant passing from 700 

to 800℃ (10% increase), compared to the increase from 800 to 900℃ (2%).  

On the contrary, the increase in indole production is much more significant in the second 

temperature increase. To evaluate what could be the reasons behind these behaviours, it was 

decided to compare the actual compounds produced in each run rather than comparing the curves 

Figure 6-15: Effect of temperature (carbon dioxide injection) on oil product 



168 
 
 

 

and groups of chemicals. It was decided to narrow than the comparison to the top products to make 

the comparison clearer. This decision and method were feasible since the top 20 components made 

up at least over 55% of the products, while the top 10 products made up at least over 45% of the 

products.  

Table 6-1 presents the 10 most abundant products obtained in the oil from the pyrolysis at 700, 

800 and 900 ℃. One observation was that despite the larger number of products produced by 

increasing the temperature (such as intermediates), the number of products available in large 

quantities decreased. One potential explanation behind this behaviour could be that as temperature 

increases, the efficiency in breaking bonds such as the ionic ones is increased. This resulted in large 

number of intermediates as the temperature increases. Consequently, these intermediates interact 

to form more favourable products such as phenols.   

 The product with largest area in the GC-MS analysis, regardless of the temperature, belonged to 

the phenolic groups. Furthermore, all of them were different arrangements of cresols; namely o-

cresol (2-methyl phenol), m-cresol (3-methyl phenol) and p-cresol (4-methyl phenol). The 

increases in the quantity of the compounds with methyl groups attached to the phenol could 

potentially be correlated to the dyes used and the gas analysis. To elaborate, one of the main dyes 

utilised in the wool samples was acid green 25. This dye contains a benzene ring attached to a methyl 

group and SO3Na. In the gas analysis, as the temperature increased, the quantity of SO2 in the gas 

Figure 6-16: Effect of Temperature on phenols and indoles in oil 
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were increased. This could mean that as the temperature were increased, more SO2 were 

decomposed, resulting in more cresol being produced from the green dye.  

Another product which was produced in significant quantities was 2,4-Imidazolidinedione, 5,5-

dimethyl- (second most abundant product at 700 and 900℃). Similarly, indole is the second most 

abundant component in the 800℃ sample. The structure of these components indicates that they 

potentially decomposed from the Indigoid chromophore of the wool samples through 

deoxygenation. 

 Existence of “4-Piperidinone, 2,2,6,6-tetramethyl” could have been due to the deoxygenation of 

the “3,6-Dioxo-1,4-cyclohexadiene-1,2,4,5-tetraide” group, which was part of the structure of the 

acid blue 25 followed by addition of N-H. The fact that nitrogen content of the char decreased as 

the temperature increased could be justified by the trend of increase in nitrogen containing 

compound in the oil as the temperature is increased.  

Table 6-1: The top 10 products in the bio-oil samples to observe the effect of pyrolysis temperature variation 

700℃ 800℃ 900℃ 

Compound Area 
% 

Compound Area 
% 

Compound Area 
% 

Phenol, 2-methyl- 9.1 Phenol,3-methyl- 18.2 p-Cresol 18.4 

2,4-
Imidazolidinedion
e, 5,5-dimethyl- 

7.2 Indole 4.7 2,4-
Imidazolidinedione, 
5,5-dimethyl- 

10.4 

4-Piperidinone, 
2,2,6,6-
tetramethyl- 

4.8 Phenol 4.2 Indole 7.3 

Pyrrolo[1,2-a] 
pyrazine-1,4-
dione, hexahydro-
3-(2-
methylpropyl)- 

3.4 4-Piperidinone, 
2,2,6,6-
tetramethyl- 

3.9 4-Piperidinone, 
2,2,6,6-tetramethyl- 

5.5 

. beta. -D-
Glucopyranose, 
1,6-anhydro- 

3.4 2-Propen-1-amine, 
N, N-bis(1-
methylethyl)- 

3.0 Phenol  3.7 

Phenol 3.3 4-Aminoresorcinol 2.4 4-Aminoresorcinol 2.4 

5,10-Diethoxy-
2,3,7,8-tetrahydro-
1H,6H-
dipyrrolo[1,2-
a:1',2'-d] pyrazine 

3.2 5,10-Diethoxy-
2,3,7,8-tetrahydro-
1H,6H-
dipyrrolo[1,2-
a:1',2'-d] pyrazine 

2.4 4-Piperidinone, 4-
Piperidinone, 2,2,6,6-
tetramethyl- 

2.1 
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2,4-
Imidazolidinedion
e, 5-(2-
methylpropyl)-, 
(S)- 

2.8 Pyrrolo[1,2-a] 
pyrazine-1,4-dione, 
hexahydro- 

2.3 Phenol, 4-ethyl- 1.6 

Indole 2.8 Cyclopropylamine, 
N-isobutylidene- 

2.1 Aziridine, 1,2-
diisopropyl-3-methyl-, 
trans- 

1.5 

Pyrrolo[1,2-a] 
pyrazine-1,4-
dione, hexahydro- 

2.2 Hexahydropyrrolizi
n-3-one 

2.0 2-Pentanone, 4-
hydroxy-4-methyl- 

1.5 

p-Cresol 1.9 Aziridine, 1,2-
diisopropyl-3-
methyl-, 

1.9 Benzofuran, 2,3-
dihydro- 

1.3 

Overall 44.0 Overall 47.0 Overall 55.7 

Interestingly, the run at 700℃ contained “. beta. -D-Glucopyranose, 1,6-anhydro- “, a 

carbohydrate, which was not as clear to justify. However, this compound could have been a by-

product of cotton (cellulose) pyrolysis. Since the textile waste feed used did not have a uniform 

colour/structure and included some cotton stitching (labels), the existence of this compound could 

have in fact been as a result of the cotton impurities pyrolysis.  

6.2 Catalytic Wool Pyrolysis 

In this section, the effect of catalysts on modifying the pyrolysis products were evaluated. The wool 

samples were pyrolysed with 20-ZSM5 and Al-KIL2 in addition to a non-catalytic run at 500℃. As 

discussed in chapter 5, 20-ZSM5, the most acidic ZSM5, performed better than other ZSM5 

catalysts in deoxygenating protein model compounds (phenylalanine). Among KIL2 catalysts, Al-

KIL2 demonstrated more potential compared to Li-KIL2 in conversion of model compounds which 

was mainly associated with its high surface area and acidity. 

6.2.1 Product distribution 

As illustrated in Figure 6-17, catalyst affected the distribution of all the 3 phases. However, if only 

the char and volatiles were to be compared rather than char with oil and gas, the effect of catalysts 

were not significant. The biggest differentiation between the catalysts that could be observed was 

the distribution between oil and gas. Al-KIL2 maximised the oil product while 20-ZSM5 favoured 

gas production compared to Al-KIL2. However, both of the catalysts increased the amount of oil 

produced.  
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In the non-catalytic pyrolysis (Figure 6-1), it was observed that the higher the temperature, the 

higher the quantity of the oil obtained. Use of the catalysts double the quantity of oil produced 

compared to the non-catalytic run at the same temperature while the change in char content was 

insignificant. Since the initial decomposition would result in release of lighter and less complex 

compounds, the reduction in gas in catalytic runs while the oil is increased many folds indicate that 

catalysts were successful in introducing a path to reduce the activation energy required for the 

secondary reactions which produce heavier condensable products. High acidity and high surface 

area of Al-KIL2 facilitated the decomposition and secondary reactions better than more acidic and 

less porous 20-ZSM5. 

6.2.2 Char Analysis  

As stated in section 6.1.2.2., several factors such as carbon percentage, H/C ratio and O/C ratio 

can be used to identify the char type. As illustrated in Figure 6-18, the trends observed in the 

elemental analysis were not as clear as the ones in the non-catalytic ones. However, with the goal 

in mind to reduce the quantity of oxygen in char and therefore reduce the O/C ratio, both of the 

catalysts performed satisfactorily. For instance, the O/C ratios of the run with catalysts were 

decreased by at least 25% compared to the non-catalytic one. Since this low O/C was potentially 

the result of dehydration reactions, which in turn decreased the hydrophilicity of the surface of the 

biochar, long-term stability behaviour could be expected from this char which would make it a good 

Figure 6-17: Product distribution comparison of catalytic and non-catalytic samples in fixed bed  
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soil amendment. Furthermore, the high nitrogen content of the catalytic runs (specially Al-KIL2 

run) made it a good fertiliser.   

The high H/C ratio could be due to high aromaticity of char caused by high quantities of volatiles 

during pyrolysis. This high aromaticity makes the char more stable. The Al-KIl2 increased the char 

H/C ratio by over 25%.    

6.2.3 Oil Analysis  

Similar to the non-catalytic runs, there seemed to be a correlation between the overall number of 

the compounds produced in addition to the quantity of the overall products which are made of the 

most abundant ones with the variation in pyrolysis conditions. As illustrated in Figure 6-19, the 

number of unique compounds produced reduced significantly with use of catalysts. This can indicate 

by introduction of catalysts, the smaller compounds which are initially decomposed at 500℃, were 

reacted further to form other compounds and therefore the number of smaller intermediates were 

reduced. Comparing the two catalysts, the larger available surface area of the Al-KIL2 seemed to 

facilitate this behaviour more efficiently.  

Another observation which could solidify or compliment the above theory could be the increase in 

the share of the ten most abundant compounds in the oil product. This meant that by being able to 

extract over 70% of the products through 10 different compounds, the separation and identification 

of the products was simplified. This behaviour also demonstrated that catalysts were selective 

Figure 6-18: Elemental analysis comparison of catalytic and non-catalytic char samples 



173 
 
 

 

towards production of certain products, while the non-catalytic pyrolysis included several 

competing paths.  

Figure 6-19: Effect of catalysts on the number of compounds produced and the percentage of top 10 main compounds 

Figure 6-20: Effect of catalysts on phenols and indoles  
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As illustrated in Figure 6-20, catalysts were effective in increasing the aromatics, specifically indoles 

and phenols (oxygenated aromatics). Production of the phenols could have been to the cracking of 

the tyrosine amino acid or addition of hydroxyl to the various benzene intermediates available 

during the pyrolysis of wool.  

The trend observed in the indoles was different to the one regarding the phenols. The increase of 

indoles could indicate the ability of the catalysts, in particular 20-ZSM, in breaking down the carbon 

bond in the indigoid chromophore. Another explanation for the higher amount of the indoles in 20-

ZSM5 sample compared to Al-KIL2 could be the capability of Al-KIL2 to break the indoles further 

down into its constituents such as pyrroles or further break down and conversion to other nitrogen 

containing compounds such as imidazole due to the availability of higher surface area. Upon further 

investigation, it was observed that this was not the case. As illustrated in Figure 6-21, the increase 

in pyrroles in the case of 20-ZSM5 was the most significant effect. Coupling the data presented in 

Figure 6-21 with Table 6-2, could give a better image of the effect of catalysts. A pyrrole that 

existed in all the three samples was “Pyrrolo[1,2-a] pyrazine-1,4-dione, hexahydro-3-(2-

methylpropyl)”. This compound is the most abundant compound in the non-catalytic and 20-ZSM5 

sample. The quantity is more than tripled with use of 20-ZSM5, while reduced by around 25% with 

use of Al-KIL2. This compound could be produced through the removal of hydroxyl group from 

several proline amino acid of the wool structure. 

Figure 6-21: Effect of catalysts on oil product distribution  
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Catalysts behaviour regarding production of amides was not significantly different while esters are 

predominant in the Al-KIl2 samples. Esters and carboxylic acids could have been generated from 

cracking of several amino acids and dye molecules such as phenylalanine.  

Table 6-2: The ten most abundant products in the oil samples  

No Catalyst 20-ZSM5 Al-KIL2 

Compound Area 
% 

Compound Area % Compound Area 
% 

Pyrrolo[1,2-a] 
pyrazine-1,4-
dione, hexahydro-
3-(2-
methylpropyl)- 

8.1 Pyrrolo[1,2-a] 
pyrazine-1,4-
dione, hexahydro-
3-(2-
methylpropyl)- 

28.9 2,5-Piperazinedione, 
3,6-bis(phenylmethyl)- 

14.7 

p-Cresol 7.5 p-Cresol 8.7 p-Cresol 10.9 
Phenol 4.3 3-Methyl-1,4-

diazabicyclo 
[4.3.0] nonan-2,5-
dione, N-acetyl- 

6.5 Hexanedioic acid, 
bis(2-ethylhexyl) ester 

9.6 

5,10-Diethoxy-
2,3,7,8-tetrahydro-
1H,6H-
dipyrrolo[1,2-
a:1',2'-d] pyrazine 

3.7 5,10-Diethoxy-
2,3,7,8-
tetrahydro-
1H,6H-
dipyrrolo[1,2-
a:1',2'-d] pyrazine 

6.4 13-Docosenamide, (Z)- 7.3 

Pyrazine, 
trimethyl- 

3.1 Indole 4.7 Pyrrolo[1,2-a] 
pyrazine-1,4-dione, 
hexahydro-3-(2-
methylpropyl)- 

6.0 

3-Methyl-1,4-
diazabicyclo [4.3.0] 
nonan-2,5-dione, 
N-acetyl- 

3.0 13-Docosenamide, 
(Z)- 

3.7 3-Methyl-1,4-
diazabicyclo [4.3.0] 
nonan-2,5-dione, N-
acetyl- 

5.7 

Indole 3.0 Cyclobutylamine 3.7 Indole 5.5 
Furaldehyde 
phenylhydrazone 

2.1 2,5-
Piperazinedione, 
3,6-
bis(phenylmethyl)- 

3.2 Glutarimide 4.4 

Hexanamide 1.9 Cyclopentane 
carboxylic acid, 3-
methylbutyl ester 

2.7 Propanoic acid, 2-
hydroxy-, ethyl ester 

3.9 

2,5-
Piperazinedione, 
3,6-
bis(phenylmethyl)- 

1.9 Hexanamide 2.5 5,10-Diethoxy-2,3,7,8-
tetrahydro-1H,6H-
dipyrrolo[1,2-a:1',2'-d] 
pyrazine 

3.6 

2-Isopropylidene-
2,5,6,7,8,9-
hexahydro-
imidazo[1,2-a] 
azepin-3- one 

1.8 Phenol 2.5 2-Propyn-1-ol, acetate 3.5 
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Figure 6-22 illustrates the difference between the FTIR of the oil samples. Existence or lack of a 

peak can demonstrate if a functional group exists or no longer exists. For instance, the peak between 

2050 and 2075 cm-1 indicates that a cyanate existed in oil sample for the non-catalytic run. 

However, this is removed when catalysts are used in pyrolysis. Another peak, appearing between 

1650 and 1700 cm-1   indicates the existence of an oxime, which does not show in the Al-KIL2 

sample. This matches with the GC-MS analysis results. Production of imines generally occurs 

through reaction of primary amines with ketones or aldehydes in presence of acidic catalyst to 

increase the rate of reaction. The fact that the peak is more significant in the case of 20-ZSM5 

compared with non-catalytic run, shows that the acidity of catalysts came into effect. Additionally, 

the large quantities of ester in the Al-KIL2 catalyst can indicate that this reactions path was not 

favoured by this catalyst. 

 

Another observable effect that catalysts had was variation in the quantity of C-H groups at different 

wavelengths. These groups increased in the oil samples with use 20-ZSM5 compared to the non-

catalytic tests while Al-KIL2 seemed to reduce this value. This result could be coupled with the 

char elemental analysis where the quantity of carbon and hydrogen were higher in the Al-KIL2 char 

sample compared to the other two samples.   

Another major peak occurring between 1350 and 1400 cm-1 could belong to O-H group. Given the 

trend observed at this peak (Al-KIL2>20-ZSM5> non-catalytic), this peak was indicative of 

presence of phenols in the oil.  

Overall, data suggested that use of 20-ZSM5 resulted in increase of nitrogen containing compounds 

in oil. This was observed in GC-MS results where “Pyrrolo[1,2-a] pyrazine-1,4-dione, hexahydro-

3-2-methylpropyl” quantity was more than quintuple of Al-KIL2 and triple of non-catalytic run 

Figure 6-22: FTIR of catalytic and non-catalytic oil products [6.13] 
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while pyrroles and indoles were the dominant groups. Furthermore, FTIR peaks illustrated that 

imines/oximes and amines were presented in the oil. On the other hand, GC-MS and FTIR data 

suggested that Al-KIL2 promoted generation of esters and compounds with oxygen contains 

functional groups.  

6.3 Summary and Conclusion 

A summary of this chapter and what the next chapter presents are discussed in this section. 

6.3.1 Non-Catalytic Pyrolysis 

Increase of temperature reduced char by-product in favour of volatile production. This increase in 

volatile was predominantly due to increase in oil production rather than gas. Feed size did not seem 

to affect the product distribution while changing the gas to carbon dioxide reduced produced char. 

BET analysis of char showed that a maximum BET of 208 m2/g could be achieved at high 

temperatures. The char had higher BET when nitrogen was utilised instead of carbon dioxide. Char 

produced from shredded wool had BET value three times larger than the one with large piece of 

wool and therefore should be preferred for char applications. As expected, increasing pyrolysis 

from 700 to 900℃ increased the BET by more than 300%. 

Elemental analysis indicated that wool carbon content of 50% could be increased to more than 70% 

through pyrolysis at temperatures higher than 700℃. Furthermore, biochar obtained from wool 

has high nitrogen content (over 12%), low H/C and low O/C, which made the biochar nutrient-

rich and stable and consequently usable as fertiliser or as soil amendment. Wool feed size did not 

seem to affect the char properties, while use of nitrogen generated char with higher carbon content 

compared to carbon dioxide case.  

Gas analysis indicated that increase in temperature favoured production of CO over CO2. This 

observation indicated that by increasing the temperature, the gas (after scrubbing away of toxic 

component) can be integrated as part of a CHP (Combined Heat and Power) system. Furthermore, 

as nitrogen content of char was reduced through increasing temperature, nitrogen containing 

compounds such as HCN and NH3 were increased in gas with increasing the temperature. 

Therefore, if high temperature is selected to improve the gas potential for use as fuel source, gas 

clean-up procedure should be mediated.  

The main compounds found in the oil were phenolics and indoles with their quantities increasing 

proportionally with temperature increase. Generally, increasing the temperature increased the 

number of unique compounds found in the oil. The condensation trap type did not seem to affect 
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the oil properties significantly and the more important factor was the degree to which heat transfer 

occurred. This was thought to be a function of surface area and contact period rather than the 

temperature of the trap.  

CO2 as carrier gas, compared to nitrogen, seemed to favour phenols and indoles generation while 

methoxy groups were favoured through use of nitrogen. Feed size did not seem to affect the 

produced oil properties significantly. The effect of temperature increase on indoles and phenols 

production became less significant as the temperature increased. 

Overall, running reactions at higher temperatures are favourable since the BET of the char 

increased, char became more stable, CO content of gas increased, and valuable phenol and indole 

by-products increased as the temperature increased. While increasing the temperature was 

beneficial to improve qualities such as high CO content of gas and a more stable char, there were 

some downsides such as increased NH3 in the gas, reduction in the nitrogen content of the char and 

increase cost of heating. Therefore, an operational temperature of around 800 ℃ could balance the 

costs and benefits of increase in temperature increase. Finally, pyrolysis of wool with the aim of 

converting it to valuable by-products (i.e., stable char, CO in gas syngas and saleable oil by-products 

such as indole and phenol) was deemed feasible to be taken forward for scale-up.  

6.3.2 Catalytic Pyrolysis 

Use of catalysts increased volatiles production significantly while decreasing char production 

slightly. However, the main observed behaviour of the catalysts was in distribution of oil and gas. 

Both catalysts increased oil yield significantly compared to the non-catalytic runs, while the oil 

produced through Al-KIL2 was just under 10% more than the 20-ZSM5 sample.  

The char oxygen content reduced significantly through use of catalysts and therefore more stable. 

Use of 20-ZSM5 resulted in char with high nitrogen content which further improved the potential 

of the char as saleable by-product for fertilisation. 

Use of catalysts reduced the number of unique compounds found in the oil while increasing the 

concentration of most abundant compounds. Also, use of catalysts increased both indoles and 

phenols. However, opposed to the trend observed during increasing the temperature in non-

catalytic tests where the phenols and indoles were the increasing products, pyrroles were the main 

products in case of 20-ZSM5 while esters were the second most abundant compounds instead of 

indoles in case of Al-KIL2.  

Overall. catalysts improved the pyrolysis products. Both catalysts made the char more stable 

through reducing the oxygen content while improving the oil quality through reducing the number 
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of unique compounds in it. This would make the separation procedure more feasible. However, 

the high nitrogen content of the char obtained from pyrolysis with 20-ZSM5 made it a better choice 

if market demand for char as fertiliser was high. On the other hand, the oil sample with fewer 

number of unique compounds would make the oil sample obtained from pyrolysis with Al-KIL2 a 

better choice if oil had a higher demand.  

6.3.3 Next Chapter 

In the next chapter, results for wool pyrolysis using scaled-up reactor are presented. Also, the 

possible utilisation of some of the main products is listed.  

6.4     References 

[6.1]  W. Falix, M. McDowall, H. Eyring, “The differential thermal analysis of natural and 

modified wool and mohair,” Textile Research Journal, 1963.  

[6.2]  G. Menefee, E. Yee, “Thermally-induced structural changes in wool,” Textile Research 

Journal, 1965.  

[6.3]  Z. Xia, C. Yao, J. Zhou, W. Ye and W. Xu, “Comparative study of cotton, ramie and 

wool fiber bundles’ thermal and dynamic mechanical thermal properties,” Textile Research 

Journal, 2015.  

[6.4]  C. Guizani, F.J. Escudero Sanz, S. Salvador, “Effects of CO2 on biomass fast pyrolysis: 

Reaction rate, gas yields and char reactive properties,” Fuel, 2014.  

[6.5]  E. Batista, J. Shultz, T. Matos, M.R. Fornari, T.M. Ferreira, B. Szpoganicz, R. Freitas & 

A.S. Mangrich, “Efect of surface and porosity of biochar on water holding capacity aiming 

indirectly at preservation of the Amazon biome,” Scientific Reports, 2018.  

[6.6]  F. Zhao, G. Zou, Y. Shan, Z. Ding, M. Dai & Z. He, “Coconut shell derived biochar to 

enhance water spinach (Ipomoea aquatica Forsk) growth and decrease nitrogen loss under 

tropical conditions,” Scientific Reports, 2019.  

[6.7]  Q. Yan, H. Toghiani, F. Yu, Z. Cai, J. Zhang, “Effects of Pyrolysis Conditions on Yield of 

Biochars from Pine Chips,” Forest Products Journal, 2011.  



180 
 
 

 

[6.8]  R. Chatterjee, B. Sajjadi, W. Chen, D. L. Mattern, N. Hammer, V. Raman and A. Dorris, 

“Effect of Pyrolysis Temperature on PhysicoChemical Properties and Acoustic-Based 

Amination of Biochar for Efficient CO2 Adsorption,” Energy Research, 2020.  

[6.9]  C. Guizani, M. Jeguirim, S. Valin , L. Limousy and S. Salvador, “Biomass Chars: The 

Effects of Pyrolysis Conditions on Their Morphology, Structure, Chemical Properties and 

Reactivity,” Energies, 2017.  

[6.10]  B. G. S. Schimmelpfennig, “One step forward towards characterization: some important 

material properties to distinguish biochars,” Chemosphere, 2012.  

[6.11]  A. Pattiya, “Fast pyrolysis,” in Direct Thermochemical Liquefaction for Energy 

Applications, Mahasarakham University, Kamriang, 2018, pp. 3-28. 

[6.12]  H. Zhang, R.X. Deng, H. Wang, G. He, S. Shao, J. Zhang, Z. Zhong, “Biomass fast 

pyrolysis in a fluidized bed reactor under N2,CO2, CO, CH4and H2 atmospheres,” 

Bioresource Technology, 2011.  

[6.13]  Sigma-Aldrich , “IR Spectrum Table & Chart,” [Online]. Available: 

sigmaaldrich.com/technical-documents/articles/biology/ir-spectrum-table.html. 

[Accessed 2020]. 

[6.14] 

 

International Biochar Initiative, “Standardized Product Definition and Product Testing   

Guidelines for Biochar That Is Used in Soil”, 2014 

[6.15]  

 

K.A. Spokas, “Review of the stability of biochar in soils: predictability of O:C molar 

ratios”, Food and Agriculture Organisation of United States, 2010 

 

 

  



181 
 
 

 

7 CHAPTER 7 - SCALE-UP WOOL PYROLYSIS AND 

GASIFICATION EXPERIMENTS USING A CUSTOMISED 

AUGER REACTOR 

In this chapter, the results for the pyrolysis of wool using the customised auger reactor discussed in 

chapter 4 are presented. The aim of this chapter is to verify the feasibility of wool waste pyrolysis 

at a maximised feeding rate. The reactor was designed to hold over 1 kg of feed in the designated 

hopper and with the second auger speed mentioned in section 4.6, the reactor had the potential to 

process over 10 kg/h wool waste. There were no dedicated reactors available in literature which 

was capable to handle this volume of wool waste. Furthermore, this chapter compares the scale-up 

results with those obtained using the small, fixed bed scale reactor.  

To do the above tasks, pyrolysis was carried at 350, 500 and 800 and 900°C with carbon dioxide 

and at 800°C with nitrogen, to observe the effect of increase in temperature and change of gas in 

large scale. The main focus was put on the char and bio-oil products due to the more accuracy 

during the collection of them and attempts were made to analyse the gas characteristics by 

deduction.  

7.1 Process Considerations 

The comparison between the two processes (auger Vs. fixed bed reactors) was carried out with the 

realisation in mind that the nature of the two processes were different. Since the scale up was carried 

out as a mean to test the viability of the designed reactor to be used practically in an industrial scale, 

it needed to be designed in a continuous arrangement rather than a batch one. Therefore, the basic 

nature of the reactors was different. 

One main difference was the residence time of the pyrolysis vapours in the heated zone, with the 

gas retention time in the small-scale and large-scale reactors being respectively 28 and 205 seconds. 

Another difference was represented by the time the wool spent in the reactor. In the fixed bed 

experiment, wool was introduced into the heated bed when the reactor reached the desired 

temperature (heating rate of at least 11 ℃/s). Furthermore, the feed was pyrolysed until pyrolysis 

was completed (overall 15 minutes spent at elevated temperatures) and the reactor was cooled for 

disassembly. In the auger reactor, same approach was taken, and wool was introduced when the 

desired temperature was reached in the furnace. Wool theoretically should have taken 35 seconds 

(heating rate of at least 10 ℃/s) to be moved to the end of the reactor and discharged (as char/ash) 

in the char receiver. However, in reality, the time spent by some wool pieces could be affected by 



182 
 
 

 

the formation of wool agglomerates that would be carried over by the auger blades (up to 1 minute 

in the auger).  

Other difference was the efficiency of the condensation train. In the fixed bed experiment, due to 

the small size of the feed (1g), it was possible to use a very efficient tar-trap sink (such as ice and 

liquid nitrogen) to maximise condensation with minimal heat transfer area. In contrary, using liquid 

nitrogen or ice bath was deemed impractical and for commercialisation purposes, costly. Therefore, 

a system with two Quickfit jacketed coil water condensation system was selected for maximisation 

of surface area and accessibility of the condensation medium (tap-water). This change could have 

changed the composition of the bio-oil compared to using the fixed bed.  

Another change introduced in the auger reactor was scrubbing of gas prior to release into 

atmosphere by water to reduce the toxic content of the gas. Therefore, the properties of the 

scrubbing water were used to determine the toxic content of gas and to establish if water scrubbing 

was effective. 

Determining the product distribution using the auger reactor was not as straightforward as using 

the small-scale fixed bed and it proved to be significantly erroneous with the current system. The 

reason behind this was the inability to weigh all the process equipment in an error free manner prior 

to pyrolysis due to their large size and heavy weight. This was coupled with the fact that char by-

product was found to some stick to the auger itself. Furthermore, due to the fact that oil condensed 

at temperatures as high as 300 °C, some oil was found to condense in connection tubes upstream 

of the gas outlet despite the use of heating tapes and insulation material.  

Therefore, all the above considerations have to be accounted for the set-up’s comparison. 

7.2 Mass Balance 

As stated in the previous section, error free measurement of the equipment/products and 

consequently obtaining an exact mass balance was not practical. However, to obtain an approximate 

range for the quantity of char and volatiles produced, tests at 500 and 800 ℃ were carried out 3 

times. Afterwards, attempts were made to collect as much of the char produced as possible (from 

the solid collection container and auger blades).  The mass of char obtained was subtracted from 

the quantity of tweed wasted fed into the system to obtain the conversion percentage to char and 

volatiles. The mean value of the minimum and maximum values was taken with the deviation from 

this value being taken as the error margin. The char quantity was calculated to be 24% ±6 and 

21%±7 for the tests at 500 and 800℃ respectively. Despite the fact that these values deviated from 

the runs in the fixed bed, the values were not deemed unreasonable and showed that auger reactor 
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was capable of converting the tweed to the products similar to the fixed bed with minor adjustments 

if needed. 

7.3 Char analysis 

Similar to fixed bed, char appearance characteristics were brittle and flaky. However, the sample 

obtained at 350 ℃ was except from this observation. At this temperature, the product seemed to 

be only partially pyrolysed and at the core of char particles, wool structure was still present Figure 

7-1. The difference between these two (350℃ runs in small and large reactor) could be due to 

higher residence time of the char in the small scale which provides more time for the wool to be 

pyrolysed. This phenomenon is not observed at higher temperatures.  

7.3.1 Elemental Analysis of Char 

Figure 7-2 presents the results for the elemental analysis of the char obtained at different 

temperatures. Furthermore, at 800℃, the results for both the auger and the fixed bed reactors are 

presented to facilitate their comparison. Similar to the fixed bed, the increase in temperature 

increased the carbon content of the char. Similarly, nitrogen and hydrogen decreased with the 

increase in temperature as per the fixed bed char. There are two anomalies to the trends descried 

above and with regards to the fixed bed results. 

Figure 7-1: Char appearance in the auger feeder  
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The first difference is the trend of oxygen content in relation to temperature increase. In auger 

feeder, the quantity of oxygen content in the char was reverse correlation with increasing the 

temperature. This trend was expected since as temperature increased, more oxygen containing 

volatiles were expected to be decomposed and therefore the char would have become more stable. 

The same trend was observed for the fixed bed, apart for the run at 700℃, possibly due to an error 

in the elemental analysis.  

Sample obtained at 350℃ did not fell into the trend observed in analysis of the samples observed 

at other temperatures. Carbon quantity is higher than the sample obtained at 500℃ which was 

opposite to the trend observed. Lack of occurrence of the final step of decomposition corresponding 

to release of main macro molecules of wool (occurring at 434℃ (Chapter 6)), could explain this 

difference. High carbon concentration of these, which remained in the wool (char) structure at this 

temperature resulted in this observed difference. Furthermore, the physical appearance of the char 

demonstrated that the original structure of wool was still intact at the core of the char sample at 

350℃; something which was not observed at higher temperatures. Therefore, complete pyrolysis 

was not successful at 350℃. 

Direct comparison of the char obtained from the fixed bed and the auger reactor was carried out 

on samples obtained at 800℃. Fixed bed sample contained 2% more carbon and 1% less hydrogen. 

Since the fixed bed sample spent more time in the heated zone, a higher decomposition degree 

Figure 7-2: Elemental analysis of auger feeder char samples at different temperatures and fixed bed at 800℃ 
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could have taken place for this sample, resulting in higher carbon content, or this minor difference 

could have been due to errors in measurements. Overall, the results indicate a very similar 

behaviour in the two set-ups. 

7.3.2 FTIR of Char 

Figure 7-3 presents the results for FTIR analysis of the char samples obtained at 500 and 800℃ 

for both fixed bed and auger reactors.  

Comparing the results indicates that peaks were almost identical for the samples obtained at 800 

℃, while the differences were minimal at 500℃. One difference that could be observed was the 

transmittance percentage. At 800℃, the char from the auger reactor absorbed more light 

compared to that from the fixed bed, while this was reversed at 500℃. This could indicate that at 

500℃, heat transfer efficiencies were close for fixed bed and the auger reactor as a result of primary 

decomposition. However, as temperature was increased, more secondary reactions occurred in the 

fixed bed arrangement, due to the higher residence time.  

Comparing char samples at 500℃, a peak at around 3000 cm-1 could be seen in the auger reactor 

sample, which was missing in the fixed bed sample. This could have belonged to an alkene stretch 

vibration, confirming that complete decomposition did not take place at this temperature using the 

auger reactor. 

 

7.4 Scrubbing Water & Gas  

Since char elemental and FTIR analysis indicated the similarity of the products, it was expected that 

volatiles composition as a whole would be similar to that of fixed bed. The difference, therefore, 

was expected to be mainly due to the effectivity of the condensation system. Since the gas produced 

were expected to have toxic nitrogenates and sulphur containing compounds, gas needed to be 

Figure 7-3: Comparison of FTIR results or fixed bed and auger feeder  
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cleaned prior to exit to atmosphere. Water was selected as the medium to scrub the gas as indicated 

in literature [7.1, 2, 3]. GC-MS analysis of scrubbing water was used to identify the trapped species. 

Using the auger feeder, the appearance of the smoke produced from wool could be observed. As 

illustrated in Figure 7-4, condensation colour got lighter as the gas started to move down the 

condensation train. For instance, at the top of the spiral in the first condenser, condensed gas had 

dark black colour and it got lighter downstream. This could be due to the condensation of heavier 

and denser compounds during the initial stages of condensation, while lighter compounds condense 

further downstream as temperature is further increased through contact with cooling water. 

The appearance of the condensable gas from lower temperature and higher ones were also 

distinctively different. As shown in Figure 7-5, the gas from the run at 350 ℃ had a light yellowish 

fog appearance, while the gas from the run at 900 ℃ had a dark black smoke like appearance. This 

could have indicated that as temperature is increased, heavier compounds are formed through direct 

decomposition (till around 500℃) or secondary reactions. This phenomenon could be used for a 

stepwise process in which products are collected in separate condensation trains or multiple auger 

feeders, facilitating easier separation of useful by-products.   

Figure 7-6 presents the appearance of the scrubbing water. It was observed that small particles of 

wool were swept with the gas and were either captured on the surface of the water or precipitated 

to the bottom of the water container, suggesting that a cyclone should be used in an improved 

system. The water colour changed from transparent to different shades of yellow based on the 

temperature at which pyrolysis took place. Large accumulation of gas formed on the top of water 

during the process. This coupled with the fact that pale yellow condensed steam appeared in the 

tubing out of the water scrubber meant that if condensation train improved through either 

increasing the contact surface area or reduction in temperature, more bio-oil could have been 

condensed. 
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Figure 7-4: Appearance of gas as it enters the condensation train and gas scrubbing 
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Figure 7-5: Effect of pyrolysis temperature on appearance of the gas (350℃ on left, 900 on right℃) 

 

Figure 7-1: Appearance of the scrubbing water during process ( left) and after collection (right)Figure 7-2 Effect of pyrolysis temperature on 

appearance of the gas  ( 350℃ on left, 900 on right℃) 

Figure 7-6: Appearance of the scrubbing water during process (left) and after collection (right) 

 

Figure 7-3: GC-MS curve for the scrubbing water at 800℃Figure 7-4: Appearance of the scrubbing water during process ( left) and after 

collection (right) 
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Figure 7-7 presents the GC-MS curve of the scrubbing water obtained from the run at 800℃. The 

first observation was that the number of unique compounds (peaks) in the sample were much larger 

than oil samples. Namely, over 550 unique compounds were present in the sample. However, the 

more abundant peak including the predominant one at 30.5 minutes were in lower number 

compared to the ones in the bio-oil.  

The peak at 30.5 minutes belonged to “3,3'-thiobis Propanenitrile” (C6H8N2S), which is a poisonous 

compound. Existence of this chemical, which if heated will produce NOx, CN and SOx, alongside 

other nitrogen containing components such as “Pyrrole[1,2-a] pyrazine-1,4-dione” and “hexahydro-

3-(2-methylpropyl)” in the scrubbing water indicated that this arrangement was successful in 

removing toxic nitrogen and sulphur containing compounds from gas to a degree. Also, 3,3'-thiobis 

Propanenitrile, constituted over 25% of the chemicals in the scrubbing water while only constituted 

to less than 1% of some of the oil samples. It should be noted that “3,3'-thiobis Propanenitrile” is 

colourless, but could have a light-yellow colour. Therefore, the colour of the scrubbing water was 

the function of existence of this compound.  

In addition to unique compounds such as “3,3'-thiobis Propanenitrile”, other compounds that were 

predominant in the condensed bio-oils were also present in the scrubbing water but in much lower 

concentration. Some of these were, acetic acid (second prominent compound occurring at after 

minutes in GC-MS curve), p-cresol, butanedinitrile, propanoic acid and Undecane. This clearly 

confirm the fact that the condensation set-up should be enhanced to maximise the retention of 

compounds in bio-oil. These compounds could also be separated from the wastewater and sold 

separately as useful commodities but would require energy intensive post-processing.   

7.5 Bio-oil Analysis 

Bio-oil samples colour were similar to that of fixed bed samples. As illustrated in Figure 7-8, the 

quantity of bio-oil obtained at the first stage of condensation (right bottle) was more than the second 

Figure 7-7: GC-MS curve for the scrubbing water at 800℃ 

 

Figure 7-5: Difference in the oil obtained at 350℃ ( two layers )and 800 ℃Figure 7-6: GC-MS curve for the scrubbing water at 800℃ 
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stage. Furthermore, condensation took place in the tubes upstream of the oil collection bottle 

between the two condensation steps. However, the quantity of oil condensed was minimal in the 

outlet of the water scrubber compared to the connections upstream of the scrubbing water, which 

translated to the effectivity of the condensation system to capture volatiles to an acceptable degree. 

As illustrated in Figure 7-9, the appearance of oil changed significantly as temperature increased. 

More precisely, the increase of temperature from 350℃ to 500℃ changed the colour and texture 

Figure 7-8: Appearance of oil obtained at different stages of condensation  

 

 

Figure 7-9: Difference in the oil obtained at 350℃ (two layers) and 800 ℃ 
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of the oil obtained significantly. Oil at high temperatures (500℃ and above) had a dark brown 

colour without any form of separation. At 350℃, however, oil had a phase separation, an organic 

rich phase on top and a bottom organic-water-phase. Elemental analysis, GC-MS and FTIR were 

carried out on oil samples to evaluate these differences. 

7.5.1 Elemental Analysis of Oil 

Figure 7-10 presents the elemental analysis data for bio-oils obtained at different conditions using 

the auger reactor in addition to the sample obtained at 500℃ in the fixed bed for comparison. 

Comparing the top and bottom samples of the oil obtained at 350℃, the differences were not 

significant. Carbon content of the top dark layer (organic rich) was slightly higher than the cream-

coloured bottom layer (organic-water phase) while the trend observed in the oxygen content were 

reversed. The lower carbon and higher carbon content of the bottom layer coupled with the 

appearance of it, could have indicated more fatty acids were present in this part of the sample. This 

was further supported by the fact that at this lower temperature, the decomposition of wool could 

not be completed, while secondary reactions could not be completed to the same degree as higher 

temperatures.  

Observing the effect of temperature, same effect observed in char analysis was observed. This meant 

that with increase of temperature, oxygen content was reduced, while carbon content was increased 

Figure 7-10: Elemental analysis of oil samples obtained from wool pyrolysis (all the tests besides the “FB” were carried out in the Auger reactor) 
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with the exception of the sample produced at 350℃. The higher carbon content at 350℃, 

compared to the 500℃ sample, could be compensated by higher nitrogen content of the 500℃ 

sample. In other words, the macro structure of wool, which contains large quantities of nitrogen 

were not broken at 350℃. This meant that higher concentrations of nitrogen (and sulphur) were 

presented in samples obtained at higher temperature, where nitrogen were released. This meant 

that concentration of carbon decreased at higher temperatures due to the increase in nitrogen 

concentration.  

7.5.2 GC-MS of bio-oils 

First comparison was carried out to observe the difference between the two layers of the sample 

obtained at 350℃ (Figure 7-11). Some peaks were identical between the two samples. Examples 

of these were peaks at 20.2 minutes (p-cresol), 21.2 minutes (4-Piperidinone, 2,2,6,6-tetramethyl) 

and 26.8 minutes (indole). These products existed on samples obtained at higher temperatures and 

at samples obtained from fixed bed tests too. Furthermore, their quantities are more prominent in 

the top layer of oil sample. Therefore, they could not be the reason behind the difference 

appearance of the bottom layer.  

Peaks occurring just before 15 minutes till 16 minutes are unique to the bottom layer sample. The 

peak occurring at 14.8 and 15.3 belonged to “5-(3,7-Dimethylocta-2,6-dienyl)-4-methyl-2,3-

dihydrothiophene 1,1-dioxide” and “5-(2-Bromoethyl)-bicyclo [2.2.1] hept-2-ene” respectively. 

More importantly, “5-(2-Bromoethyl)-bicyclo [2.2.1] hept-2-ene” constituted to over 70% of the 

sample. Bromine was observed in almost all of the samples in small quantities, typically constituting 

Figure 7-11:  Comparison of GC-MS results obtained for top and bottom layers of pyrolysis oil sample at 350℃ 
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to less than 2% of overall area in GC-MS curves. The existence was expected due to structure of 

some of the red or orange acidic dyes (such as C.I. Acid Red 87 - C20H6Br4Na2O5, EOSIN Y - 

C20H8Br4O5 and Acid Red 92 - C20H2Br4Cl4Na2O5) used in the processed wool. This dominance of 

this bromine containing compounds and its polarity could have been the reason behind the 

separation of the oil sample into two different layers (oily non-polar phase on the top and layer with 

polar compounds on the bottom). 

As illustrated in Figure 7-12, none of these compounds are aromatics and they contain double 

carbon bonds. As discussed previously, at this temperature, wool was not decomposed completely. 

Therefore, breakage of intermolecular bonds such as hydrogen bonds were predominant. Shape of 

these compounds justifies these assumptions It appears that at higher temperatures, these small 

linear compounds break down further and form more complex compounds and therefore behave 

as intermediates. Therefore, despite low temperature pyrolysis (350°C) is not efficient in 

decomposing the whole wool waste, a staged pyrolysis with an initial low temperature stage could 

be used to recover these specific bromine compounds.  

Figure 7-13 presents the results obtained from analysis of auger feeder and fixed bed oil samples. 

However, it should be re-instated that pyrolysis residence time and condensation train were 

different. Despite this, most of peaks occurred at retention times. For instance, peak at 21.3 

minutes (4-Piperidinone, 2,2,6,6-tetramethyl-) was significant in both samples. One other 

behaviour observable from the curves was the number of unique compounds. Over 250 compounds 

were present in fixed bed oil sample and this number was reduced to 100 using the scale-up set-up. 

This behaviour of reduction in number of compounds was observed in fixed bed oil result by 

reducing temperature (Chapter 6). This could have been another sign that the decrease in wool 

residence time in the auger rector process reduced the degree of pyrolysis and secondary reactions.  

Figure 7-12: Structure of 5-(3,7-Dimethylocta-2,6-dienyl)-4-methyl-2,3-dihydrothiophene 1,1-dioxide (left) and 2-(2-Bromoethyl) bicyclo 

[2.2.1] hept-2-ene (right) 
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To clarify the difference between fixed bed and auger reactor, products were categorised into main 

functional groups (Figure 7-14). The only compounds in which minimum amount of change 

occurred during scale-up were indoles. The most significant change was the shift from phenols 

dominance in products to quinoline and nitriles. With regards to the structure of these compounds, 

it could be concluded that pyrolysis in fixed bed allowed more steps of reaction due to the longer 

residence time and therefore better heat transfer.  For instance, black reactive dye and indigoid 

chromophore were expected to be used during dying process. For phenols to be produced, the 

structure of these dyes needed to be broken down through several processes such as desulfurization, 

deamination, deoxygenation, and reformation. However, through fewer steps were required for 

nitriles to form.   

To observe the effect of increasing the temperature on oil sample in auger reactor and compare it 

with fixed bed, top ten most abundant compounds in each sample at 800℃ and 900℃ for both 

arrangements were compared (Table 7-1). The first observation was the shift from phenol to 

ketones as the most abundant functionality using the auger reactor. For instance, at 900℃, most 

abundant product was “benzocyclobuten-1(2H)-one” in the sample, which could have been 

generated from deoxygenation of indigoid followed by detachment of benzene ring. On the other 

Figure 7-13: Comparison of GC-MS results of fixed bed and auger feeder at 800 ℃ 
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hand, in fixed bed, most abundant compound was p-cresol, which could have been formed by 

further reforming of benzocyclobuten-1(2H)-one through carbonyl reduction followed by addition 

of hydroxyl group. However, existence of p-cresol in the auger derived bio-oil but with much less 

concentration showed the effect of increased residence time in fixed bed. Products from the auger 

reactor at 800 and 900℃ were compared to observe the effect of temperature. The complexity of 

products seemed to reduce as temperature increased, while the concentration of top product 

increased. For instance, the top 10 most abundant compounds constituted over 65% of bio-oil at 

900°C, while this number reduced to less than 48% at 800℃.  

 

Figure 7-14: Comparison of auger feeder and fixed bed oil samples via main functional groups 
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Table 7-1: Effect of increasing temperature on oil composition in auger feeder compared with fixed bed 

800℃ (FB) 800℃ (Auger) 900℃ (FB) 900℃ (Auger) 

Compound Area 
% 

Compound Area % Compound Area 
% 

Compound Area % 

Phenol,3-methyl- 18.2 Benzocyclobuten-1(2H)-
one  

10.9 p-Cresol 18.4 4-Isobutyl-2-pyrrolidinone 32.48 

Indole 4.7 1-Naphthalenecarbonitrile 6.9 2,4-
Imidazolidinedione, 
5,5-dimethyl- 

10.4 Cycloprop[a]indene, 
1,1a,6,6a-tetrahydro- 

6.45 

Phenol 4.2 4-Piperidinone, 2,2,6,6-
tetramethyl- 

6.1 Indole 7.3 Bis-(2,2,6,6-tetramethyl-
piperidin-4-yl)-amine 

4.58 

4-Piperidinone, 2,2,6,6-
tetramethyl- 

3.9 Phenylpropynal 5.5 4-Piperidinone, 
2,2,6,6-tetramethyl- 

5.5 1-Naphthalenecarbonitrile 3.68 

2-Propen-1-amine, N, N-bis(1-
methylethyl)- 

3.0 1H-Pyrrole-2-carbonitrile 3.2 Phenol 3.7 1,2,4,5-Tetrazin-3-amine, 
6-methyl- 

3.40 

4-Aminoresorcinol 2.4 Azulene 3.0 4-Aminoresorcinol 2.4 Isoquinoline 2.64 

5,10-Diethoxy-2,3,7,8-
tetrahydro-1H,6H-
dipyrrolo[1,2-a:1',2'-d] pyrazine 

2.4 Isoquinoline 2.8 4-Piperidinone, 4-
Piperidinone, 2,2,6,6-
tetramethyl- 

2.1 Hexahydro-1,3,5-
trinitroso-1,3,5-triazine 

2.63 

Pyrrolo[1,2-a] pyrazine-1,4-
dione, hexahydro- 

2.3 Biphenylene 2.4 Phenol, 4-ethyl- 1.6 p-Cresol 2.28 

Cyclopropylamine, N-
isobutylidene- 

2.1 Phenanthridine 2.3 Aziridine, 1,2-
diisopropyl-3-methyl-, 
trans- 

1.5 2-Ethynyl pyridine 2.21 

Hexahydropyrrolizin-3-one 2.0 Anthracene 2.2 2-Pentanone, 4-
hydroxy-4-methyl- 

1.5 Pyrene 2.15 
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Aziridine, 1,2-diisopropyl-3-
methyl-, 

1.9 Benzo[h]quinoline 2.0 Benzofuran, 2,3-
dihydro- 

1.3 Phenanthrene 2.04 
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7.5.3 FTIR of Oil 

Figure 7-15 compares the FTIR analysis result of the auger reactor bio-oil. The wide peaks observed 

between 3200 to 3600 cm-1 which were much more significant at 350℃, represent NH and OH 

intermolecular bonds [7.4]. Due to the broadness of the peak however, the probability of OH 

intermolecular bonds were higher. These could have represented long unbroken chains, which 

were broken down as temperature increased.  

One peak that did not occur at 350℃ and got more significant as temperature increased was at 

2200 cm-1. This could have belonged to nitriles or alkynes. Coupled with elemental analysis of oil, 

this peak most likely belonged to alkynes since temperature increased, carbon content of char 

increased, while hydrogen decreased.  

 

7.6  Potential Application for Products and Separation Methods  

In this section, the applications of some of the by-products and potential methods to separate them 

from the other by-products are discussed. To do so, products which were obtained with significant 

quantities which were deemed to have possible commercial utilisation are listed in  

Table 7-2: Wool pyrolysis products with potential commercial applications 

Product Application Density 
(kg/m3) 

Boiling 
Point 

(℃) 
P-Cresol  

› Precursor for organic synthesis 
1034 202.5 

Figure 7-15: FTIR result comparison for oil products of screw feeder pyrolysis  
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› Raw feedstock for antioxidant production 

› Raw material for dye and pesticide 

manufacturing [7.5] 

Other Phenols  › Plastic manufacturing 

› Production of Bakelite 

› As drugs (e.g., Antiseptic) 

› Food additive and packaging [7.14] 

- - 

4-Piperidinone, 
2,2,6,6-

tetramethyl- 
 

It can be used as starting feedstock for 

Hindered Amine Stabilisers production [7.6] 

882 205 

Azulene Azulene based optoelectronics materials could 

be used as fuel cells and transistors [7.7]. 

Also, it has been used as skincare and cosmetic 

product 

1000 242 

2-(2-
butoxyethoxy) 
ethanol 

› Hydraulic and heating transfer fluid 

› Cosmetics and perfume 

manufacturing 

› Plant protection and wastewater 

treatment processes 

› Cleaning and washing products [7.8] 

954 209 

4-Isobutyl-2-
pyrrolidinone 

Use in pharmaceutical manufacturing 

(intermediate for pregabalin production) [7.9] 

- 269 

Benzocyclobute
n-1(2H)-one 

Alkene derivative has several applications such 

fabrication agent, dielectric material, and 

adhesive bonding material [7.10] 

1214 70 

Depending on the components of the bio-oil, either distillation (through difference in boiling point) 

or liquid/liquid extraction (through difference in density) can be used to separate the more valuable 

by-products from the rest. For instance, separation of “Benzocyclobuten-1(2H)-one” could be 

carried out with either of the methods due to the large difference in both density and boiling 

compared with other compounds. However, compounds such as 4-Piperidinone, 2,2,6,6-tetramethyl- 

and 2-(2-butoxyethoxy) ethanol cannot be separated though distillation and liquid/liquid 
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extraction would be the method to do so. On the other hand, Cresol and Azulene would require 

application of distillation rather than liquid/liquid extraction due to the close proximity of their 

boiling point. Therefore, due to the large number of compounds presented in the bio-oil, a multiple 

stage separation method consisting of both of these methods would be required to obtain high 

quality and pure products. 

The char product can have several applications. For instance, Lehmann indicated that char produced 

at high temperatures would have high potential to adsorb metal ions from aqueous media due to its 

high surface area, pH, and capacity for cation exchange [7.15]. Also, the char products obtained 

had a high nitrogen content which made them a good candidate for fertilisation Furthermore, the 

high pH char can be applied to acidic soils and increase their fertility through neutralisation [7.16]. 

7.7 Chapter Summary 

Char analysis revealed that similar to fixed bed, increasing temperature increased carbon content 

while nitrogen content decreased. Overall, there was not a significant difference between char 

samples obtained from fixed bed and auger reactor 

Analysing scrubbing water showed that this system has good potential to remove toxic NOx and 

SOx from gas and potentially recover 3,3'-thiobis Propanenitrile. It also showed that through 

improving the condensation train by either increasing the surface area available for heat transfer or 

decreasing the trap temperature, more oil could have been condensed. 

Oil analysis showed the most observable difference between the two configurations. Oil sample 

from fixed bed contained predominantly phenols and indoles, while ketones, nitriles and quinolines 

were main products in auger reactor. It was concluded that longer feed residence time in the fixed 

bed allowed more conversion of intermediates. 

Overall, scale-up procedure (from fixed bed to auger) proved to be promising and feasible. This 

conclusion was based on the fact that wool was converted to by-products and wool flew through 

the auger system with acceptable flowrate after removing some of the issues such as gas back flow 

and stagnation of wool in the reactor tube (Chapter 4).  
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8 CHAPTER 8 - CONCLUSION  
 

Due to decrease in garment production costs and evolvement of fast fashion, textile waste 

generation has increased significantly. A large proportion of these wastes are currently being sent 

to landfills which can cause several environmental issues such as soil contamination and release of 

greenhouse gases. Parallelly, use of non-renewable energies sources such as fossil fuels have been 

one of the major causes of environmental issues. This research focused on proposing a method to 

reduce the negative environmental effects of textile waste through conversion of them to fuels and 

useful commodities. Following this path, proposal of an integrated solution for addressing the 

environmental issues arose from both use of fossil fuels, petroleum-based products and textile waste 

generation was set as the objective of the research.  

To achieve the mentioned objectives, three major tasks should have been carried out. The first task 

was to figure out a process which was capable of converting wool waste to useful commodities and 

to arrange a set up to test the potentials of such a method in laboratory scale. The second and main 

task was to propose a method to carry out wool waste management in a scaled-up process 

(compared to the laboratory scale). This would be done to observe the potential of commercialising 

the proposed wool waste management method.  

To carry out the first and seconds tasks, a review of the available technologies to process wool waste 

was performed. A wide range of categories of methods such as biochemical, thermochemical, 

recycling and reusing were considered. After consideration and evaluation of the methods, pyrolysis 

and gasification, thermochemical methods, were selected as the suitable technologies. Pyrolysis and 

gasification of wool produce by-products in forms of oil, gas, and char. 

Due to the properties of protein biomass such as wool, i.e., high nitrogen and oxygen content, it 

was envisaged that the products would need be modified to become more valuable. For instance, 

the high oxygen would have resulted in unstable oil product while the high nitrogen content could 

have ended up in the gaseous product and eventually caused acidic rains. Therefore, the third task 

was to attempt and find methods or conditions which improved/modified the qualities of the by-

products through paths such as deoxygenation. To do so, it was decided to modify the operating 

conditions and evaluate the effect of heterogeneous catalysts on wool waste pyrolysis.  
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After consideration of the available pyrolysing technologies such as rotary kiln, fluidised bed, and 

rotating cone, it was decided to carry pyrolysis in a laboratory sized fixed bed due to the proven 

records and simplicity of it. This was done to check the feasibility of pyrolysis of wool at different 

operating conditions (temperature and with or without catalysts). Due to the complexity of the 

wool structure, model compounds were used to observe the effect of catalysts on the reaction path 

taken during pyrolysis. The catalysts used in model compounds pyrolysis were 20-ZSM5, 30-

ZSM5, 60-ZSM5, Al-KIL2 and Li-KIL2. The results of the model compounds indicated that 20-

ZSM5 and Al-KIL2 were the more promising catalysts for improving the quality of the wool 

pyrolysis products due to their high acidity and surface area.  

Wool was pyrolysed in the fixed bed at different conditions (feed size, type of gas, temperature, 

and condensation medium) with and without catalysts. The results of the non-catalytic tests 

indicated that temperature was the most influential variable. Furthermore, increase of temperature 

increased the quantity of phenols and indoles (main products in the oil samples) in the oil, increased 

the BET of the char and increased the CO content of the gas. These all indicated that running the 

pyrolyser as higher temperatures was beneficial. However, undesirable compounds such as NH3 

increased in the gas while char nitrogen content reduced (high nitrogen content increases the 

favourability of char as soil amendment). Therefore, it could be concluded that a balance between 

these properties could be obtained at the pyrolysis at 800 ℃. 

In the catalytic runs, it was observed that both catalysts increased the char stability through reducing 

the oxygen content. Furthermore, the number of compounds found in the oil was reduced through 

use of both catalysts which made the oil easier to process and extract useful by-products from it. 

This effect of reduction in number of unique compounds was more predominant in case of the Al-

KIL2. Therefore, this behaviour, followed by the fact that Al-KIL2 increased the oil fraction by 

over than 100% compared to non-catalytic one, made use of this catalyst as a recommendation 

where demand for oil product is preferable. Alternatively, due to the high nitrogen content, 

pyrolysis with 20-ZSM5 can be mor beneficial if char product is in higher demand. 

To scale the pyrolysis up, an auger reactor which used a hopper as the mean to introduce the feed 

was designed, built, and modified. Overall, this system reached uninterrupted flowrate of 2 kg/h. 

The char obtained from the auger reactor demonstrated similar properties to the fixed bed while 

the oil samples properties were significantly different. While phenols and indoles were obtained in 

the fixed bed, the products shifted towards nitriles, ketones and quinoline. The higher solid 
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residence time of the fixed could have been the reason behind this observed difference. The gas was 

scrubbed using water prior to release to the atmosphere. The high content of 3,3'-thiobis 

Propanenitrile in the scrubbing water demonstrated that the system had the potential to remove the 

toxic content from the gas. 

Overall, the auger reactor proved to be capable of processing wool waste on its own and without it 

being mixed with other material, as the design intended. Product collection was successfully carried out 

and gas was scrubbed to show potential for integration of a dedicated gas scrubbing facility to the system. 

Furthermore, useful marketable by-products were collected as char and bio-oil while gas by-product 

showed promise to be used as fuel.    

8.1 Recommendations and Future Work 

The auger reactor system can be further modified to improve its efficiency and increase its capacity. For 

instance, a CHP unit can be incorporated to make the reactor partially self-sufficient. Also, the cooling 

medium of the condensers can be recirculated and used as a heating medium if the system is installed in 

a textile processing facility/mill. Furthermore, increasing the capacity of the current system would be 

a less cost intensive step compared to the current system due to the availability of the current design 

data. 

As another modification of the auger arrangement, gas collection point can be added in series at 

difference points on the reactor tube for better control over product quality and thermal control of the 

system. This gas can pass through a series of condensation trains which use cooling mediums with 

different temperatures. This would result in initial separation of useful components. Alternatively, these 

gas collection points can be joined together and flow into a bed loaded with catalysts to alter the 

properties of the products. Furthermore, future study on optimising the methods to extract oil 

components such as phenols with marketable qualities would be valuable.  Also, a dedicated study on 

an optimised method to purify the gas which is obtained from the wool pyrolysis and/or study on an 

optimised method for removal of the toxic material from the scrubbing water would be beneficial.  

 

Due to the closeness of the blades of the auger to the tube wall, high carrier gas flowrates were required 

to facilitate the flow of evolved gas in the system. To reduce this high required gas rate and consequently 

make the process less cost intensive, small holes can be made on the middle of auger blades which would 

reduce the resistance to gas flow in the system.  
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The wool which was pyrolysed in this study had a complex structure due to the fact that the tweed 

pieces each included several dyes in their structure. This made the assignment of the reaction path taken 

during pyrolysis (both catalytic and non-catalytic) challenging. Therefore, to understand the reaction 

mechanisms involved during the pyrolysis of wool, dyes could be bleached out of the wool in the future 

studies and then the same experiments can be carried out on the wool.  Furthermore, since the fixed 

bed pyrolysis produced oil products with higher phenolics, the residence time of the feed in the auger 

reactor can be increased in the future work to observe if the products quality would shift towards the 

fixed bed or not. To do this while aiming for the same high flowrates, the reactor would need to be re-

designed. 
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9 APPENDICES  
 

9.1 Appendix A: Catalyst’s Isotherms  

9.1.1 Al-KIL2 

 

9.1.2 Li-KIL2  
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9.1.3 20-ZSM5 

 

9.1.4 30-ZSM5  
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9.1.5 60-ZSM5 

 

 

 

 

 

 

 

 

 

 

 



210 
 
 

 

9.2 Appendix B: DTG Vs. Temperature  

9.2.1 Cellulose 

9.2.1.1 No Catalyst  

 

9.2.1.2 20-ZSM5 
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9.2.1.3 30-ZSM5 

 

9.2.1.4 60-ZSM5 

 

 



212 
 
 

 

9.2.1.5 Al-KIL2  

 

9.2.1.6 Li-KIL2 
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9.2.2 Lignin  

9.2.2.1 No Catalyst  

 

9.2.2.2 20-ZSM5 
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9.2.2.3 30-ZSM5 

 

9.2.2.4 60-ZSM5 
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9.2.2.5 Al-KIL2 

 

9.2.2.6 Li-KIL2 
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9.2.3 Phenylalanine  

9.2.3.1 No Catalyst  

 

9.2.3.2 20-ZSM5 

 



217 
 
 

 

9.2.3.3 30-ZSM5 

 

9.2.3.4 60-ZSM5 
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9.2.3.5 Al-KIL2 

 

9.2.3.6 Li-KIL2 

 


