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Abstract 

The aim of the work reported in this thesis was to determine the 

extent to which orthogonal two-dimensional morphanalytic (univer- 

sally relatable) craniofacial imaging methods can be extended into 

the realm of computer-based three-dimensional imaging. 

New methods are presented for capturing universally relatable 

laser-video surface data, for inter-relating facial surface scans and 

for constructing probabilistic facial averages. Universally relatable 

surface scans are captured using the fixed relations principle com- 

bined with a new laser-video scanner calibration method. Inter- 

subject comparison of facial surface scans is achieved using inter- 

active feature labelling and warping methods. These methods have 

been extended to groups of subjects to allow the construction of 

three-dimensional probabilistic facial averages. 

The potential of universally relatable facial surface data for ap- 

plications such as growth studies and patient assessment is demon- 

strated. In addition, new methods for scattered data interpolation, 

for controlling overlap in image warping and a fast, high-resolution 

method for simulating craniofacial surgery are described. 

The results demonstrate that it is not only possible to extend 

universally relatable imaging into three dimensions, but that the 

extension also enhances the established methods, providing a wide 

range of new applications. 
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Introduction 



Chapter 1 

Introduction 

1.1 Introduction 

The work reported in this thesis was carried out as part of the Interface Project, 

and builds on the methods that have been developed over the Project's 35 year 

history. The Interface Project is concerned with morphanalytic imaging of the 

human head and face, to assist in the research, treatment planning and diagnosis 

of craniofacial abnormalities. Morphanalytic imaging uses standardised images 

of patients aligned to a Cartesian reference frarne. The use of this independent 

reference convention allows the universal comparison of patients, irrespective of 

their age, sex or facial shape. 

The previous work of the Interface Project involved the development of 

methods for capturing orthogonal two-dimensional morphanalytic (universally 

relatable) images, the extraction and comparison of outline tracings from these 
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CHAPTER 1. INTRODUCTION 

images and the construction of average and standard deviation outline tracings. 

The aim of the work reported in this thesis was to extend these established 

methods into three-dimensional imaging using laser-scanned facial surface data. 

New methods axe presented for capturing universally relatable laser-video sur- 

face data, for inter-relating different facial surface scans and for constructing 

three-dimensional probabilistic facial averages. The potential for applications 

such as growth studies and patient assessment is demonstrated. In addition, 

new methods for scattered data interpolation, for controlling overlap in image 

warping and a fast, high-resolution method for simulating craniofacial surgery 

are described. 

1.2 Motivation 

Craniofacial anomalies sufficient to justify surgery affect at least 1 in every 100 

people at some time in their lives. The reason can be a genetic disorder, an in- 

jury or a disease but in many cases the root cause is not known. The condition 

may result in abnormal development or growth of all or part of the craniofacial 

complex. Most people affected axe otherwise perfectly normal. The psycholog- 

ical impact of growing up with a craniofacial abnormality is well documented 

(1). Any improvement in the quality of treatment can have a major influence 

on the quality of patients' lives. 

Surgery is an important treatment for many craniofaciaJ abnormalities, but it 

is performed in conjunction with many other treatments such as orthodontics, 
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CHAPTER 1. INTRODUCTION 

dental correction, speech therapy and counselling for the patients and their 

families. Treatment for congenital abnormalities is usually staxted early in the 

patient's life. Some conditions demand urgent treatment, for example if the 

patient cannot breathe or eat sufficiently well. For other less serious conditions, 

the surgeon is free to choose the most appropriate time for surgery. 

Surgical treatment for undergrowth or overgrowth of all or part of the cran- 

iofa, cial skeleton involves the dissection, repositioning and fixing of hard tissue 

fragments. Craniofacial surgery has advanced to the stage where almost any 

part of the skull can be dissected and repositioned. With care and ingenuity 

this can often be performed with minimal disruption to other facial anatomy 

(muscles, nerves etc) and without externally visible scarring (e. g. by accessing 

the hard tissues via the mouth, the orbits or from above the hairline). 

In order to maximise the benefits of treatment and to minimise the need 

for further surgery, a clinician needs to plan major craniofacial treatment care- 

fully. This planning will usually involve the qualitative assessment of the patient 

directly and indirectly via medical images. Quantitative measurements can en- 

hance the diagnosis and lead to improved treatment planning. 

Early attempts to quantify facial shape derived from the anthropological 

study of dry skulls. Known as cephalometrics, this method involved the mea- 

surement of lines, triangles and other Euclidean constructions drawn between 

landmark points on Patient X-rays. While such measurements give some useful 

information about the structure of the craniofacial complex, the limited infor- 

mation contained in landmark data and a lack of standardisation and rigorous 
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CHAPTER I. INTRODUCTION 

mathematical theory leaves a great deal to be desired. Any improvement in the 

quality of quantitative tools for craniofacial assessment leads to an improvement 

in the quality of reseaxch, diagnosis and treatment planning and hence to an 
improvement in the treatment of craniofacial patients. 

1.3 Background 

Dr Graham Rabey started the Craniofacial Morphanalysis Project (later re- 

named the Interface Project) in 1963, partly because of a general dissatisfaction 

with traditional cephalometrics. Dr Rabey's solution to the traditional prob- 

lems essentially involves three main parts, which are referred to collectively 

as morphanalysis (2) (3) (4) (5). Morphanalysis is the application of analytic 

(Cartesian) geometry to the study of form. In contrast, morphosynthesis (of 

which most traditional cephalometrics is a subset) is the application of syn- 

thetic (Euclidean) geometry to the study of form. 

The first stage in morphanalysis is to register all the forms under study (in 

this case human heads) to a three-dimensional Caxtesian reference frame. This 

required the development of a rigid-body registration system that could define 

a unique orientation for each form, while allowing for the enormous variations 

in size and shape that exist in biology. The solution became known as the fixed 

relations principle, because it does not depend upon allegedly 'fixed' positions, 

angles or distances that do not exist in organic forms, but only on exploiting 

certain fixed relations that do exist in all biological forms. This registration 
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CHAPTER 1. INTRODUCTION 

system allows the referral of three-dimensional features to an external reference 

system directly, rather than to other biological landmarks. In the linguistic con- 

ventions of traditional mathematics this represents a general shift of approach 

from the 2300 year old 'synthetic' mathematics of Euclid to the 350 year old 

analytic' mathematics of Descaxtes. 

The second stage was to standardise the images of the forms registered to the 

Cartesian reference frame. The result was the Analytic Morphograph, a machine 

that could capture mutually orthogonal radiographic and photographic two- 

dimensional images. The morphograph contains a pressure sensitive cephalostat 

and marked axes for implementing the fixed relations principle. The imaging 

equipment has been designed with caxefully standardised projections for accu- 

rate interrelation of patient images. 

The third stage was the development of methods for the study of the stan- 

dardised images. Three-dimensional points and lines captured from mutually 

orthogonal projections could be compared between patients. By tracing out- 

lines of patient images and comparing the tracings, measurement of much of 

the craniofacial complex was made possible. Average outlines of large samples 

were constructed and used to formulate new diagnoses and to improve treatment 

planning. 

The analytic morphograph has been used to capture standardised orthogonal 

photographic and radiographic images. These images have been used to com- 

pare and contrast individual patients and to construct average facial outlines (4). 

The average outlines have subsequently been used to assess individual patients, 
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CHAPTER 1. INTRODUCTION 

providing a clinical assessment service and allowing previously unknown facial 

anomalies to be diagnosed and treated (7). Methods were developed for com- 

paring different average outlines and for applying techniques such as Student's 

t-test to assess the significance of the difference between averages. Later stud- 

ies used computer graphic techniques to construct the average outlines, allowing 

larger samples to be used (8). The current study is concerned with extending the 

previous orthogonal two-dimensional methods into the new three-dimensional 

modality of surface range data. 

1.4 Objectives 

In the spirit of the Interface Project, the Project's collaborators were not satis- 

fled with studying only orthogonal two-dimensional images, and wished to ex- 

tend their studies of the human head in a truly three-dimensional fashion. The 

installation of a laser-stripe surface scanner designed by Neil Duffy of Heriot- 

Watt University within the analytic morphograph at Stoke Mandeville Hospital 

and the development of early scanner controlling software by Jamie Lokier sig- 

nalled the first moves in this direction. 

This thesis reports the continuing development of new methods for capturing 

and using morphanalytic laser-range data. The goals of this work axe 

a) to demonstrate that morphanalytic methods can be applied to three- 

dimensional data (in the form of laser-video range data), 

b) to validate the individual methods used for registration, image cap- 
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CHAPTER 1. INTRODUCTION 

ture and inter-subject comparison in the light of recent advances in 

medical image processing, 

C) to develop new methods where necessaxy and 

d) to demonstrate the possibilities for practical clinical application. 

1.5 Thesis Overview 

In recent years the advances in three-dimensional medical imaging equipment 

and rapid increases in computer power have led to a great deal of research 

activity in several areas related to this project. New techniques have been 

developed for three-dimensional image registration, three-dimensional imaging, 

and inter-subject matching. 

The development of many new three-dimensional registration methods since 

the development of the fixed relations principle justifies a review, given in chap- 

ter 2. The new methods are compared with the fixed relations principle to 

ensure its continuing validity. 

In order to use scanned surface data for patient research or treatment plan- 

ning it is vital to ensure that the captured data truly reflect the shape of the sub- 

ject's anatomy. It is also important that the coordinate system of the captured 

data is properly registered to the morphograph's coordinate system. Chapter 

3 reviews the available surface capture methods and explains the choice of the 

laser-video scanning system chosen. Chapter 4 describes the Interfarce laser- 

scanner and a new method for its calibration. 
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CHAPTER 1. INTRODUCTION 

Many methods for matching anatomical points between subjects have also 
been developed in recent years and they are reviewed in chapter 5. Three of 

these methods are adapted for the modality of laser-range data and evaluated 

in chapter 7. Because the three tested methods all require a collection of similar 

mathematical and image processing techniques, these are described separately 

in diapter 6. 

The construction of average three-dimensional facial data would equip clin- 

icians and researchers with new tools to aid diagnosis, research and treatment 

planning. Two methods for constructing mean and distribution facial data are 

described and evaluated in chapter 8. 

In chapter 9, several of the potential applications are tested. Probabilistic 

assessment of individual patients and significance testing of two averages is per- 

formed using colour-coded texture mapping. These can aid in the diagnosis of 

individual patients and in the identification of the differences between statis- 

tical facial groups. The analysis of surgical simulations using the probabilistic 

assessment method can help to quantify the results of the proposed surgical 

treatment. The transformation of individual faces between different statistical 

groups has applications in growth studies and pre-surgical predictions. 
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Universally Relatable 

Surface Data 

10 



Chapter 2 

Universally Relatable 

Images 

2.1 Introduction 

Chapter 1 drew attention to the need for the quantitative assessment of facial 

shape and presented an overview of morphanalysis. Previous morphanalytic 

methods have involved three fundamental stages: registration, standardised im- 

age capture and inter-subject matching. In this chapter, various modern meth- 

ods for rigid-body registration are reviewed and compaxed with the original 

morphanalytic registration method, the fixed relations principle. 
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CHAPTER 2. UNIVERSALLY RELATABLE MiAGES 

2.2 Universal Relatability 

The potential value of comprehensive standardisation in medical imaging may 

be illustrated by a typical clinical and research 'wish list'. Ideally, clinicians 

and researchers would like to have confidence in relating (in some clinically and 

mathematically valid way) every single image of every single patient with every 

other image, 

a) of the same and different patients, 

b) of the same and different views (e. g. frontal, lateral, basal), 

C) of the same and different modalities (e. g. photographs, radiographs, 

laser-range data, CT and MRI data) and 

d) made at the same and different times (e. g. before and after treat- 

ment or at 2 years and 20 years). 

To underline the general impetus of the wish-list, it may be said that in time 

it is hoped and expected that clinicians and researchers will be able to make 

medically meaningful and mathematically valid compaxisons between all medical 

images. For example, standardised comparisons between the 2D craniofacial 

photographs of a day-old Canadian baby born with a cleft palate and the 3D 

craniofacial CT scans of an adult Welsh sufferer from mandibulofacial, dysostosis 

could help in investigations of the nature of the many links between these two 

conditions. Currently such comparisons are not possible. 

12 
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Thus fax, the two main approaches to relatability in medical imaging mirror 

their counterparts in traditional mathematics. 

Medical morphosynthetic methods apply the techniques of synthetic (Eu- 

clidean) geometry to human forms and their images and thus entail no require- 

ment to relate the organic points, lines, surfaces and volumes being compaxed 

to any independent reference frame. There is thus no provision for universal 

relatability and therefore no possibility of fulfilling the above wish-list. 

Medical morphanalysis applies the techniques of analytic (Cartesian) geome- 

try to human forms and their images and this entails a requirement to relate the 

organic points, lines, surfaces and volumes to an independent reference frame. 

In short, there is a provision for universal relatability and the potential for 

fulfilling the above wish-list. 

Analytic geometry reduces a shape into infinitesimal or (in the approximate 

world of digital imaging) finite points for independent study. The problem is 

that a single point does not possess any property that can be measured. It 

has no length, area or volume and there are no angles or ratios that can be 

measured. Measurement of a single point requires a reference frame, to give it 

a single vector value denoting its position. 

The choice of reference frame is difficult because biological forms do not 

possess intrinsic coordinate systems. Further, a convention must be defined that 

facilitates inter-subject comparison. Such a convention should possess certain 

properties. The position defined by the registration system should be unique, i. e. 

identical shapes should always be registered in the same way. The registration 

13 



CHAPTER 2. UNIVERSALLY RELATABLE IMAGES 

system should leave shape and size unchanged, a condition that is equivalent 

to restricting the allowed registration operations to rotations and translations. 

Purthermore, the registration must be applicable to every human head and its 

images. 

Universally relatable images have the potential to facilitate increased com- 

munication between clinicians and researchers. Research projects, patients or 

specific conditions could be compaxed, universally, in an analytically valid way, 

irrespective of the narrower aims of a particular project. Universal relatability 

has already been achieved for radiographic and photographic images in the con- 

text of orthogonal morphanalysis. The aim of this work is to extend the scope 

of universally relatable images to laser-scanned surface data. 

2.3 Cartesian Reference Prames 

In three dimensions a Cartesian reference frame is composed of three mutu- 

ally perpendicular direction vectors and a single point defined as the origin. 

An important question when performing registration is 'what is the minimum 

information required to define a Cartesian reference frameT Any two vectors 

will have a unique orthogonal vector defined by their cross product. Hence the 

problem can be reduced to defining any two mutually orthogonal vectors and 

the origin. Furthermore, any two vectors (not necessaxily perpendicular) define 

a plane containing those two vectors. A vector in the two dimensional plane 

will have a single unique orthogonal vector in the plane. Hence the problem can 

14 
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a) 

$7 

A 
c) 

Figure 2.1: Deducing the minimum information required to define a 3D Carte- 
sian reference frame. The three orthogonal directions (a) can be reduced to 
two orthogonal directions (b) and then to two non-orthogonal directions (c). 
Together with the origin this leaves three vectors. 

be further reduced to finding any two vectors and defining the origin. Thus the 

minimum information required to define a reference frame is three vectors, one 

to define the origin and two non-parallel direction vectors (Figure 2.1). 

2.4 Literature Review 

2.4.1 Craniofacial Invariant Registration 

Many authors have attempted to register patient images using anatomical point 

landmarks that are considered invariant in an individual scanned at different 

times (e. g. during different periods of growth) or in different modalities (e. g. CT 

and MR). Because regions of the human craniofacial complex grow in different 

ways and at different rates, there are no points that can be considered invariant 

from the cradle to the grave. Furthermore, no landmark points exist in the 

human craniofacial complex that can be considered invariant for registration 

purposes throughout the population, between people of different age, sex, race 

and medical condition. In human anatomy, no such 'fixed' points exist. 

In general image processing, two-dimensional images can be registered by 
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a) \b) 

m 

c) d) 

Figure 2.2: A two-dimensional registration problem. The two forms (a) and 
(b) cannot be registered using only translations and rotations (c) but can be 
registered with the additional operation of scaling (d). 

fixing two points if scaling is allowed in addition to rotation and translation 

(Figure 2.2). In medical imaging the same principle applies (for example in 

clinical radiographs and photographs) but the introduction of scaling prevents 

the use of the images for the study of size. As explained earlier, the registration 

of three-dimensional images requires at least three points, and these can only 

be made coincident (in general) if additional non-rigid operations such as non- 

uniform scaling or shearing axe allowed (Figure 2.3). The introduction of a 

non-rigid operation such as shearing changes the shape of the study object and 

so removes the medical meaning from the images. 

2.4.2 Best fit registration of matched points 

With the advent of affordable computer technology and digital three-dimensional 

imaging systems such as CT and MRI, several techniques for registering three- 

16 



CHAPTER 2. UNIVERSALLY RELATABLE IMAGES 

Ab( 

d 

Figure 2-3: A three-dimensional registration problem. The three points in the 
two objects (a) and (b) cannot be registered using only translations, rotations 
and uniform scaling (c) but require additional non-rigid operations such as shear- 
ing (d). 

dimensional data have been developed. The applications include pose estimation 

in robot vision and registration of medical images from different modalities. A 

number of techniques have been devised for the case where corresponding points 

can be found and labelled in each of the study forms. The problem can be stated 

as finding the 3 components of the rotation, expressed as a 3x3 rotation matrix 

R, and the 3 components of the translation vector T that minimise the sum of 

the squared errors X2 for the point sets pi and p'i i. e. 

N 
x2=E (pi - (Rp'i + T)) 

i=O 

It has been shown (9) that the least-squares solution to the above problem, 
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CHAPTER 2. UNIVERSALLY RELATABLE IMAGES 

(Rpli + T), will have the same centroid as pi. Hence the problem can be reduced 

to finding the three components of the rotation. Three approaches to the so- 

lution of this minimisation problem have been proposed in the literature. The 

first method involved the use of quaternions, 4xl vectors used to describe and 

manipulate rotations efficiently (10) (11). The second approach is to use an 

iterative scheme such as Newton's method for finding the roots (9) (12) (13). 

The third method uses singular valued decomposition to find the rotation ma- 

trix (14) (15) (16). Procrustes analysis (17) (18) is a least-squares method that 

first applies uniform scaling to normalise the squared sum of displacements from 

the centroid to 1, and then uses singulax valued decomposition to find the rota- 

tion. Several authors have applied these methods to medical data, usually for 

combining two or more 3D scans of the same patient from different modalities 

(19) (20) (21). Bookstein has used Procrustes registration for normalising ori- 

entation, and scale when constructing synthetic averages (22) and McCance et al 

(23) have used the method of Fright and Linney (12) for registering laser-range 

scans for comparison and average construction. 

2.4.3 Best fit registration of unmatched points 

One drawback to the algorithms described above is the need to label correspond- 

ing points prior to registration. For many problems there is no pre-defined cor- 

respondence between points in each data set, e. g. a point cloud captured from 

a surface scanner or the most highly curved points extracted from a CT data 

set. The problem is to define a measure of the registration error between the 
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two data sets. One measure is the distance from each point in one data set to 

its closest point in the other data set, which gives rise to the iterative closest 

point (ICP) algorithm (24) (25). During each iteration, points are matched with 

their closest counterparts in the other data set and then the least-squares regis- 

tration is computed and applied to improve the registration. The algorithm is 

terminated when the change in the mean-squared error between iterations falls 

below a pre-defined threshold. The ICP algorithm can also be used to register 

higher order structures such as contours and surfaces provided a parametric de- 

scription of the structure exists. Subsol et al have used the ICP algorithm for 

registration of CT skull data (26) and MRI brain data (27) using automatically 

extracted crest lines to aid in the construction of averages. 

2.4.4 Best fit registration of surfaces 

Other methods present the problem explicitly as one of matching correspond- 

ing (28) (29) or adjacent (30) surfaces. These improve the robustness of the 

registration using knowledge of the anatomical correspondence or adjacency of 

the matched surfaces. This requires extraction and labelling of the desired sur- 

faces. Although some of the surfaces in craniofacial images are easy to segment 

automatically, many require considerable user interaction for delineation and 

labelling. 
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2.4.5 Best fit registration of volumes 

In order to overcome the problems associated with manual and interactive la- 

belling of features, registration methods based on the intensity correlation be- 

tween entire volumes have been developed. These algorithms require two com- 

ponents: one to measure the voxel similaxity and the other to optimise this 

similarity using rotations and translations. Measures of voxel similarity include 

soft-tissue correlation (31), correlation of intensity variance (32) (33), joint en- 

tropy of the combined images (34) (35) and mutual information (36) (37) (38). 

The optimisation routines used include the gradient descent method (32) (39), 

Powell's method (36), multi-resolution exhaustive searches (31), a genetic algo- 

rithm (33) and stochastic optimisation (37). Studholme et al (39) compaxed the 

different voxel similarity measures and found that all gave reliable results for 

data sets with a large axial field of view but were less robust for data sets with 

a short axial extent. 

2.4.6 Traditional Cephalostatic Registration 

In the 19th century, anthropologists developed cephalostatic registration sys- 

tems for the study of dry human and animal skulls. Their methods were later 

adapted for clinical use using radiographic imaging equipment. A cephalostat 

is a head holding device that uses rods placed in the patient's ears to provide a 

standardised Position for capturing radiographic images. The patient's head is 

free to rotate about the horizontal axis, and so it is rotated so that the Rankfort 

plane (through the porions and the left orbitale) lies horizontally. It is a long- 
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standing registration method (40) and is still popular with craniofacial surgeons 

and orthodontists in spite of detailed criticism of the methods employed (2) (5) 

(41). 

Cephalostatic: registration does not aim to provide a coordinate system, and 

so no origin or orthogonal axes are defined explicitly. Cephalostatic registration 

only implies a coordinate system with one axis through the porions and a plane 

through the porions and the left orbitale. The major drawback in attempting 

to define a coordinate system using traditional cephalostatic registration is in- 

accuracy. Inaccuracies can result from errors in locating the desired landmarks, 

especially those used in registration such as the orbitale and from variations in 

the imaging equipment used. The cephalostat's axis passes through the cen- 

tre of the ear rods and not through the porions, so the coordinate system is 

incorrectly defined. 

2.4.7 Fixed Relations Principle 

An alternative to traditional cephalostatic methods is to use the fixed relations 

principle (2) (3) (4) (5). The fixed relations principle defines a coordinate system 

based on the relative positions of three points, without requiring those points 

to have a specific 3D location (Figure 2.4). First the y-axis is defined as passing 

through two of the points, and their mid-point defines the origin. A third non- 

collinear point defines the xy-plane. The x-axis lies in this plane and extends 

from the origin perpendicular to the y-axis. The z-axis is orthogonal to both of 

these axes, extending out of the plane from the origin. Any two points define 
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Figure 2.4: The fixed relations principle can be applied to any form with three 
identifiable points. For the human head it is implemented using a cephalostat 
and an orbitale marker. 

an axis and any three non-collinear points define a plane, and so no constraints 

have been placed on the nature or relative positions of the registration points. 

Any three labelled, non-collinear points in a three-dimensional object can be 

used to define a Cartesian coordinate system using the fixed relations principle. 

For craniofacial studies, the fixed relations principle is implemented in a 

recording machine called the analytic morphograph (Figure 2.5). The analytic 

morphograph contains a pressure sensitive cephalostat, with the axis through 

the centre of its ear rods defining the y-axis. These rods are placed in the sub- 

ject's ears until the pressures are equalised to standard values. At the pointed 

tip of each of the cephalostat's ear rods is a piece of lead-shot, and the midpoint 

between these two points defines the origin. This eliminates the inaccuracies in 

traditional cephalostatic systems due to the rotation of the porions about the 

cephalosta, t's y-axis and the variability and deformity of the external acoustic 

meatus. The third registration point is a lead-shot marker placed on the skin 

over the subject's left orbitale, located by a clinician by palpation. This reduces 
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Figure 2.5: A simplified diagram of the analytic morphograph 

the error incurred in trying to accurately locate the orbitale on images. The 

subject is placed in the cephalostat and then asked to rotate their head until the 

orbitale marker lies in the xy-plane. This plane is visible as a horizontal line in 

the morphograph's window superimposed on its reflection in a mirror opposite. 

Although the fixed relations principle is implemented using a cephalostat, 

the registration differs from traditional cephalostatic registration in two prin- 

cipal ways: validity and accuracy. The redefinition of the coordinate system 

to pass through the centre of the cephalostat's ear rods rather than the pori- 

ons ensures the registration remains valid when the head is rotated to other 

recording positions. Accuracy is improved in several ways. Pressure sensitive 

ear rods, the marker on the left orbitale and the marked coordinate lines and 

mirrors improve the registration accuracy. Imaging equipment with precisely 

defined positions and projection chaxacteristics ensures standardisation of the 

radiographic and photographic data. 
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2.5 Discussion 

The solution of the registration problem can be seen from a mathematical per- 

spective as solving a set of simultaneous equations for the unknown registration 

parameters in terms of known image properties. The solution of simultaneous 

equations can produce three types of result. If insufficient data are available, the 

equations axe under-defined and an infinite number of possible solutions exist. 

If too much information is given then several conflicting solutions may exist and 

so the problem is over-defined. If the input data are sufficient to give a single 

unique solution then the problem is well-defined. 

The inappropriate and inaccurate registration inherent in traditional cephalo- 

metrics was part of the motivation for the development of morphanalysis, and 

has already been discussed. Because these inherent inaccuracies open the solu- 

tion. to ambiguity, traditional cephalometrics is an under-defined solution to the 

registration problem. 

This leaves a choice of registration techniques between the fixed relations 

principle and various least-square error methods. The best-fit schemes over- 

define the registration problem and attempt to find the 'best' solution in the 

least squaxe error sense. They axe accurate and robust within their limited 

contexts, but they do not satisfy all of the requirements for universally relata- 

bility. Firstly, it is not possible to analytically inter-relate two-dimensional 

(e. g. radiographic and photographic), two-and-a-half dimensional (e. g. laser- 

range) and three-dimensional (e. g. CT and MRJ) data. As researchers in a field 

rapidly advancing into 3D imaging, we should not lose sight of the fact that 
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approximately 90% of all clinical images are still two-dimensional. Although 

least-squares fitting methods axe frequently applied to individual CT or MRI 

slices, little attention is usually given to how the particulax slices are chosen. 

The situation is similax with photographic and radiographic data. Although 

some form of 2D registration can be applied, it is meaningless as a standard 

because of the loss in information associated with capturing a projection of a 

3D object. 

A second problem with using best-fit methods to define a standard is that the 

same data (points, surfaces or volumes) are not available in all modalities and 

all scans. For example, a least-squares surface fit of a facial scan will give very 

different results from a least-squares fit of the whole head surface. The same is 

true of volumetric least-squares registration of a few CT slices as compared to a 

complete head scan. With landmark point based registration the problems are 

similar e. g. bony landmaxks are usually not available in MR images and lateral 

radiographic landmarks might not be visible on a frontal photograph. 

Finally, the best-fit methods do not provide a simple way of defining a stan- 

dard registration target and the improvements in communication that accom- 

pany it. For a single study, the usual method is to register the subjects to a 

single subject's image or to the average landmark configuration. This means 

that every study will define its own coordinate system. Constructing a universal 

convention would require either 

a) selection of a particular individual image as the universal registration 

target, 
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which might bias the registration in an unpredictable way, or 

b) continually updating and backdating the coordinate convention, 

which is impractical. 

The fixed relations principle uses only three Points to define a coordinate 

system and hence the registration of the form containing those points. The 

registration so defined is unique and can therefore be thought of as a well-defined 

solution to the registration problem. Because the registration is applied before 

the images are captured it is not limited to only three-dimensional images, but 

is equally valid for all imaging modalities. Finally, the fixed relations principle 

does not require a registration target, other than the reference frame itself, and 

so avoids the problems discussed above. 

2.6 Conclusions 

In summary, the choice of registration system is between three principal con- 

tenders: traditional cephalometrics, the fixed relations principle and a range 

of best-fit methods. Traditional cephalometric methods are inaccurate and ill- 

defined. Theoretically, best-fit methods have the potential to define a universal 

reference convention, but not practically. Because these methods can only be 

applied after imaging, they are only appropriate to full three-dimensional data 

in which the same anatomical information (points, surfaces or regions) required 

is always present. Additionally, the definition of a universal target shape for the 

registration is difficult and may have an impact on the results. 
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In contrast, the fixed relations principle is accurate, robust and universally 

applicable. The drawback to the fixed relations principle is the need for accu- 

rately constructed (and therefore relatively expensive) registration and imaging 

apparatus. For this project, the necessaxy equipment was already available in 

the form of the analytic morphograph and so expense did not present a problem. 

This chapter can therefore end with the bold statement that the fixed relations 

principle remains the only method currently available for the registration of 

patients in an analytically valid and universally relatable way in pursuit of the 

clinical and research wish-list mentioned at the beginning of the chapter. 
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Chapter 3 

Surface Data Capture 

Methods 

3.1 Introduction 

Various methods exist for the measurement of 3D facial surfaces (42) (43) (44), 

from simple approaches using calipers to highly complex ones involving com- 

putationally intensive reconstruction. Most modern methods are based on tri- 

angulation (Figure 3.1), time-of-flight (Figure 3.2), or a variety of single image 

methods. Single image methods such as depth-from-shading, depth-from-focus 

and depth-from-texture can only produce approximate surface data and have 

not been used for medical examination. In this chapter the other modern, non- 

contact, 3D surface acquisition systems axe reviewed and the reasons for our 
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Figure 3.1: The principle of triangulation is the basis of most surface scanning 
systems. The surface c is intersected by two rays of light that also pass through 
positions a and b. Using the angle of sepaxation of the rays and the location of 
a and b the position of the point on c can be calculated. 

Figure 3.2: Time-of-flight surface measurement systems calculate the distance 
to an object (c) using the time (tl+t2) between transmission of a signal from 
(a) and the reception of the reflected signal at (b). 

choice of a laser-video scanning system are explained. 

3.2 Triangulation-based methods 

3.2.1 Stereophotogrammetry 

Human vision uses the combination of two images to provide three-dimensional 

information about the environment and so is a natural place to start when look- 
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ing at 3D measurement systems. Given two images of an object taken simulta- 

neously from slightly different angles, the 3D location of any point identifiable 

in both scenes can be calculated using triangulation, provided the position and 

optical details of the cameras involved are known. This approach has been used 

extensively in aerial surveying and for measuring the human body. 

The first to realise the potential of stereophotogrammetry for facial mea- 

surement was Mansbach (45) in 1922, but it was not until 1939 that Zeller (46) 

demonstrated the principle in practice. Zeller encouraged Thalmaan-Degan (47) 

to apply his method clinically. She studied the changes in facial morphology due 

to orthodontic treatment, using contour plots derived from stereophotogramme- 

try to illustrate her findings. Since then many studies have been carried out e. g. 

Bjorn et al 1954 (48), Haga et al 1964 (49), Burke and Beard 1967 (50), Dixon 

and Newton, 1972 (51) and Berkawitz and Cuzzi 1977 (52), Ras et al 1995 (53) 

and 1996 (54) and Stevens 1997 (55). 

In order to identify points on the surface some kind of grid or pattern is 

generally projected onto the face. Manual identification of points is a time con- 

surning process, and prone to inaccuracies. This limits the methods cited above 

to landmarks or, when a simple pattern is projected, very low resolution data. 

Many approaches to automating the matching have been reseaxched, laxgely 

in the fields of robot vision and aerial surveying (56). Recently, the Turing 

Institute at Glasgow University has produced a commercial system capable of 

capturing 3D data using stereophotogrammetry and reconstructing the 3D sur- 

face in a few minutes (57). This system projects a fractal pattern onto the face 
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and then uses a fast, multiscale matching algorithm to reproduce the 3D data. 

Unfortunately, due to the commercial nature of the work, published results are 

not available, although another group at the University of Central Lancashire 

is beginning to publish results of a similar method (58). 

3.2.2 Moire Fringe Scanners 

When a light source is projected through a grid onto a surface it produces a set 

of shadows. If these are viewed through a second grid, a set of contours or fringe 

patterns is seen. These are called Moire fringes, and were first used to study 

the shape of surfaces by Takasaki in 1970 (59) 
. Many studies have been carried 

out using Moir6 topography to map the shape of parts of the human body, 

particularly the back (60) (61) (62) (63) and face (59) (60) (64). More recently 

a system capable of capturing 360,000 3D coordinates in under 2 seconds and 

automatically processing facial data has been built (65). 

In spite of the fast capture time and recent advances in automation of the 

reconstruction process, Moire fringe topography suffers from several drawbacks. 

The contours are highly sensitive to positioning and orientation of both the 

patient and the projectors (66) (67) (68). Hence for accuracy Moire systems 

require special measures to combat expansion of the haxdware due to changes 

in temperature, leading to a significant increase in cost. Ambiguity in the fringe 

order and sign and corruption of the image due to noise and non-uniformity of 

the sampling mean that a large amount of computer processing is required to 

segment the 3D data from the fringe pattern (69) (70). The poor reflectivity of 
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the facial surface produces blurring of the contours, thus makeup often has to 

be used before the scan takes place. 

In order to overcome some of these difficulties a reconstruction method has 

been devised using the Fourier transform (71). Analysing the Moire fringes in 

the frequency domain avoids the need for determining the order of the fringes or 

interpolating between them, and is sensitive to variations in depth within fringes. 

However, problems remain in terms of the computer processing required and the 

difficulties in extracting data from steep contours(69). 

3.2.3 Phase Measurement 

Phase measuring profilometry (69) (72) (73) is a simple method for capturing 

three-dimensional data using a projected intensity pattern and a single camera. 

Three or more images of a scene illuminated by a sinusoidally varying inten- 

sity pattern are captured. The intensity of the incident light along a profile 

is constant, but the reflectivity and orientation of the surface affect the inten- 

sity of the reflected light. To segment profiles from the images, the pattern is 

shifted by a fraction of a phase between each frame. This allows the reflective 

properties of the surface to be eliminated and so the intensity of the incident 

light in any single image can be calculated in terms of the phase. The variation 

in the incident signal's intensity produces constant intensity profiles across the 

face. The images are captured at an angle to the incident light source, so three- 

dimensional information can be extracted from the profiles using triangulation. 

Because only a few frames need to be captured this method has a fast acquisi- 
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tion time (under I second), high precision (RMS error of 0.65mm on the back) 

and low cost. Aliasing of the phase due to repeated cycling of the intensity 

distribution requires extra processing and could lead to occasional large errors. 

3.2.4 Laser light scanners 

Structured light scanners using laser light where first described by Will and 

Pennington (74) in 1971 and are now commonly used for machine vision appli- 

cations. The simplest such scanner uses a laser to project a single spot onto 

the surface. This is viewed with a video camera, aligned to view the spot at an 

angle to the direction of the laser. The 3D location of the spot can be calculated 

using triangulation. In order to capture an entire surface with this method it 

is necessary to scan the spot across the whole surface. To improve speed, the 

laser can be passed through a cylindrical lens that fans the beam out into a 

stripe. Viewing this profile at a small angle to the laser plane with a video 

camera produces a distorted profile on a video monitor. The 2D coordinates in 

the video image of the laser-stripe are stacked up into a 3D surface (depth map) 

by advancing the laser-stripe and camera using a translation stage, driven by a 

stepper motor. 

Capturing a complete image frame for each position of the laser stripe re- 

quires large amounts of storage and a fast video capture board. To overcome 

these problems, purpose-built hardware can be used to automatically segment 

the stripe during the course of one video frarne (75) (76) (77). This calculates 

the time between the start of each video line (signalled by the line-sync pulse) 
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Figure 3.3: The video processing hardware measures the time between the line 
sync pulse and the centre of the laser stripe pulse in real time, eliminating the 
need for a frame store. 

and the peak due to the laser stripe (Figure 3.3). This allows one stripe to be 

captured per video frame (1/50s). 

Several laser-stripe systems have been developed for measuring the faciaJ 

surface for medical applications (78) (79) and animation (80) (77). These sys- 

tems use either a radial movement for capturing the 3600 head surface data or a 

linear movement to concentrate on the facial area. Although some have raised 

questions regarding the safety of lasers for scanning, there is no evidence to sup- 

port this. Our own safety audit (81) concluded that in the worst case scenario, 

with mechanical breakdown at eye level and dislodgement of the fanning lenses, 

the subject would have complete eye protection provided by their natural blink 

reflex. 
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3.3 Time-of-Flight based methods 

3.3.1 Sonic scanners 

A change in acoustic impedance between two tissues will reflect a large propor- 

tion of an incident ultrasound wave. The reflected wave can be detected and 

used to calculate the structure of the reflective surface. The use of this technique 

for measuring internal body structures has long been established, and is now in 

routine clinical use. The first to suggest its use for measuring the body surface 

was Short et al in 1974 (82). Their work was enhanced by Lindstrom et al (83) 

who reported an accuracy of between 1.0 and O. 1mm. Later work by Gallup et 

al (84) had difficulty in reproducing this level of accuracy, with a measurement 

error close to 3mm. Another drawback is the slow acquisition speed (between 6 

and 10 minutes) which is too long to expect a patient to maintain position and 

facial expression. 

3.3.2 Holography 

When a scene is illuminated by a coherent light source (i. e. a laser) the phase 

of the light reflected on to a photographic film will depend on the length of the 

path travelled from the source. The phase therefore contains 3D information 

about the scene, which it imparts to the film to produce a hologram. Ansley 

(85) was the first to describe the use of holography to image the face in 1970, 

achieving an accuracy of 2mm in a test with a dummy head (86). The technique 

has a fast capture rate of approximately 30 nanoseconds, but the high burst of 
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energy (1-3 Joules) raised concerns about possible tissue damage, and so the 

method was not applied to live subjects. 

3.4 Choice of Method 

The choice of facial scanning system must take into account the cost, accuracy, 

speed and safety of the equipment, the availability of necessary expertise and the 

proven clinical effectiveness of the proposed system. The Moire fringe method 

has high cost and processing requirements. Stereophotogrammetry requires so- 

phisticated processing for dense surface reconstruction and the accuracy of these 

algorithms for facial surface reconstruction remains clinically untested. Phase- 

measuring profilometry is a simpler system that has been tested clinically but 

ambiguity in the phase order due to aliasing requires additional processing and 

could lead to errors. 

Laser-stripe scanners have been widely used for medical facial scanning 

applications (79) (78). Unlike other systems there is no ambiguity in the pro- 

file segmentation and little additional processing is required. Such systems are 

reasonably low cost and are safe for patients. The speed of a single scan is 

limited to one stripe per video refresh (i. e. 50 per second). This means that a 

stripe moving at 50mm/s can scan an area the size of the face in approximately 

5 seconds at 1mm. resolution. This is slower than some of the other systems, 

but is still quite a reasonable length of time to expect a subject to remain sta- 

tionary. In addition, one of the Interface Project collaborators, Neil Duffy, has 
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expertise in the design and construction of laser scanning systems. This impor- 

tant human factor, when combined with the foregoing technical factors made 

laser-stripe triangulation our choice for a facial scanning system. 
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Chapter 4 

Calibration of the Interface 

Laser Scanner 

4.1 Introduction 

This chapter describes the Interface laser scanner and a new calibration method 

(87) designed for it. The video scanner hardware outputs the time between the 

video line sync pulse and the laser stripe, at each point along the stripe at each 

translation stage position. Calibration is required to convert these unprocessed 

time measurements into 3D coordinates relative to the analytic morphograph's 

Caxtesian reference frwne. 
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4.2 System Description 

The Interface scanner is installed within the analytic morphograph as shown 

in Figure 2.5. The scanner is a dual-laser plus video scanning system that 

uses haxdwaxe-based measurement of the illuminated line position (Figure 3.3). 

The scanner uses a vertical, linear motion of the horizontal laser plane so that 

the captured range-image shares the same coordinate system as the previous 

2D records (Figure 4.1). Hardware-based stripe segmentation (75) (76) (77) 

eliminates the storage and processing overheads imposed by capturing an image 

of each scan line using a large frame store. This was particularly important 

in previous versions of the scanner which were capable of capturing changing 

surface profiles in real time over extended periods (88). The disadvantage of not 

having a frame store is that standaxd model-based camera calibration methods 

that involve the capture of a single image frame cannot be used. This has 

provided the motivation for a new calibration method. 

4.3 Calibration Methods 

4.3.1 Camera Calibration Based Methods 

Calibration methods for laser-video scanners that use a frame store axe most 

frequently based on a camera model with pinhole perspective (89) (78) with the 

possible inclusion of radial, tangential or other non-linear distortion terms (90) 

These methods can achieve very accurate camera calibration but they do 

not calibrate the laser stripe or the translation stage movement, which are fre- 
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Figure 4.1: The Interface Laser Video Scanner Architecture. 

40 



CHAPTER 4. CALIBRATION OF THE INTERFACE LASER SCANNER 

quently left to alignment by sight. Theodoracatos and Calkins (92) include laser 

stripe and camera calibration in a single model, but do not include translation 

stage alignment. This is because they only require calibration to the camera's 

internal reference frame and not to an externally defined reference frame. 

4.3.2 Geometry Based Methods 

Calibration methods that do not require a frame-store are more varied and have 

been less widely adopted by the imaging community. The simplest such method 

is to measure all of the extrinsic paxameters of the system and to rely on the 

manufacturer's data for the intrinsic parameters. This is inaccurate and time 

consuming and thus unsatisfactory. 

A more promising approach is to scan a suitable 3D target and derive the nec- 

essary information from the known geometry and the imaged geometry. Man- 

they, Knapp and Lee (94) attempted to fit values to a model by scanning two 

geometrical objects -a sphere and a plane. They used a simple linear model 

that does not include camera perspective distortion or radial distortion. Týucco 

and Fisher (95) used a look-up table of the translations between the known and 

expected locations of points in a scanned calibration jig. This ensured that all 

systematic errors were accounted for but required an expensive and accurately 

machined calibration jig and interpolation of the table's values. 
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4.4 New Model Based Method 

4.4.1 Overview 

The new method presented here is based on Tsai's camera model (90) (91), 

extended to include the full laser scanning system and modified for implemen- 

tation on a system without a frame store. Parameters are fitted to one of two 

scanner models by scanning a target of points. The first model includes cam- 

era perspective, translation stage movement and laser-plane alignment. The 

resulting equations are solved using a linear method. The second model addi- 

tionally includes a radial distortion term in the camera model, and the resulting 

non-linear equations are solved using an iterative scheme. 

4.4.2 The System Model 

The Moving Camera Model 

The extrinsic camera parameters represent the position and orientation of the 

camera in space. The initial position and orientation of the camera can be ex- 

pressed as a3 component rotation and a3 component translation. The location 

of the camera at frame k is given by including an additional translation depen- 

dent on the translation step v. Hence the transformation from coordinates in 

the external reference frame x to those in the camera reference frame x, is given 

by 

x. =R. x+ T+vk 

42 



CHAPTER 4. CALIBRATION OF THE INTERFACE LASER SCANNER 

where R is the 3x3 rotation matrix and T is the 3 component translation 

vector. The rotation matrix R is the result of rotating around each of the three 

axes (x, y, z) by the three angles (0,0,? P) respectively. The result is the matrix 

R_, - Ry - R, 

Cos 0 Cos 0 

ri r2 r3 

r4 r5 r6 

r7 r8 rg 

cos 0 sin V) 

I- sin V) cos 0+ cos V) sin 0 sin 0 cos V) cos 0+ sin V) sin 0 sin 0 

sin V) sin 0+ cos 0 sin 0 sin 0- coso sin 0+ sin 0 sin 0 cos 0 

- sin 

cos sin 0 

Cos Cos 0 
(4.2) 

The intrinsic camera parameters represent the effective focal length, internal 

scaling and radial distortion coefficient of the camera. The pinhole perspective 

model will transform the 3D camera coordinate points x, = (x,, y, z, ) into 

undistorted sensor coordinates (X., Y. )by 

xu f xe (4.3) 
zc 

YU f Yc (4.4) 
zc 

where f is the effective focal length of the camera. Radial distortion terms axe 

usually included only up to first order distortion, given by 
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Xd 
xu 

2 (4.5) 
+ nird 

y 
(4.6) Yd u2 

+ Kjr d 

where rd is the distorted radius from the image centre given by 

2 
=X2 

2 rd d+ 
Yý (4.7) 

The measured pixel values (i, j) are then found by translation of the origin 

to the image centre (Ci, Cj) and by scaling the i axis to compensate for any 

differential scaling along each axis, i. e. 

i : --: XdSi + Ci (4.8) 

i Yd + ci (4.9) 

where si is the sensor's i scale uncertainty. The scaling in the j direction is 

calibrated by the effective focal length. The sensor element size does not affect 

the calibration as it is masked by the effective focal length f and the i scale 

uncertainty si. These variables will also include any scaling due to the hardware 

acquisition and internal processing on the PC. 
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Moving Laser Plane Model 

The laser plane is modelled as an infinite plane of light with surface normal 

(sin a, cos a sin 0, Cos a cosO) (4.10) 

which travels a distance v between frarnes, the same as that of the camera. 

This is equivaJent to a stationaxy camera and laser plane, with the scanned 

object moving on a translation platform a distance -v between frames. This is 

represented by 

n. x+ no= (n. v)k 

where no is a constant, dependent on the position of the plane at frame k=0. 

Complete System Model 

The moving camera model and the moving laser plane model described above 

represent a complete description of the laser scanner system. They are combined 

by noting that all the measured points imaged by the camera lie in the laser 

plane (Figure 4.2). The model involves the 17 individual parameters shown in 

Table 4.1. 
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Variable Description 
f Effective focal length 
Si Sensor i scale uncertainty 
K1 Radial distortion coefficient 
V 3 component translation stage velocity vector 

(a, 0) 2 laser plane angles 
no laser plane constant 
T 3 component camera init2l translation vector 

(01 01 P) 3 camera rotation angles 
(Ci, Cj) 2 component image centre (centre of radial distortion) 

Table 4.1: The 17 parameters included in the scanner model. 

Laser pla ne 

XC Ex te rna I 
reference 
frame 

Camera 

Figure 4.2: A diagram of the Interface laser-video scanner model. 
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4.4.3 Calibration Methods 

Linear Calibration Method 

If the radial distortion term is ignored, the equations representing the laser 

scanning system are given by 

Sif 
rix + r2Y + r3Z + Tx + v., k 

+ Ci (4.12) 
r7x + r8y + r9z + Tz + v,, k 

f NX + r5y + r(sz + Ty + vyk 
+ cj (4.13) 

r7X + r8Y + r9Z + Tz + vzk 

nxx + nyy + nzz + no (4.14) 
n, v, + n, vy + n,, v, 

By absorbing the image centre (Ci, Cj) into the division expressions, and group- 

ing variables, these can be written in matrix form as, 

Mll M12 M13 M14 x 

M21 M22 M23 M24 y 

x 

7n3l M32 M33 M34 z 

L M41 M42 M43 1J 
L1 

and 

(4.15) 
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jilil (4.16) 

k' 

Because the depth map's vertical component k is not affected by perspective the 

system is non-linear with respect to the coordinate variables. The model is linear 

with respect to the model parameters mij and so linear methods can be used. 

The coefficients of the matrix M can be found using at least five non-coplanar 

points and solving the resulting set of 15 linear equations. Over-defining the 

equations using 110 calibration points and solving them using singular value 

decomposition (13) gives a least-squares solution. 

To find the reference frame coordinate, (x, y, z) from a measured point 

(i, j, k) the inverse transform is applied. This is given by, 

x 
n43k) (niii + nl2j + n14) 

+ nl3k (n4li + n42i + n44) 

n43k) (n2li+ n22j+ n24) 
ý n23k (4.18) 

(n4li+ n42j+ n44) 

Z n43k) (n3l i+ n32j+ n34) 
+ n33k 

(n4l i+ n42j+ n44) 

where N= [nij] = M-1. Here the system non-lineaxity is even more cleaxly 

demonstrated. 

48 



CHAPTER 4. CALIBRATION OF THE INTERFACE LASER SCANNER 

Non-linear Calibration Method 

Including radial distortion in the model equations produces a set of non-linear 

simultaneous equations. These can be solved iteratively using a standard tech- 

nique such as the Levenberg-Marquardt algorithm (13). This tries to minimise 

an error function, X2 by searching the solution space with a combination of the 

inverse Hessian and the steepest descent methods. Algorithm 1 finds the three 

component error X7 given an uncalibrated point and its expected reference frame 

coordinate. 

The variables r,,, and rd are the undistorted and distorted radii from the 

image centre (Ci 
, CA , 

(X,., Y,, ) and (Xd, Yd) are the undistorted and distorted 

image coordinates, (I, J, K) is the calculated depth map coordinate and (i, j, k) 

is the corresponding measured coordinate. The cubic polynomial is solved using 

Cardan's method, selecting the smallest positive real root. 

The Levenberg-Marquardt method will only converge to a local minimum 

and so a reasonable initial guess is required. In order to make such a guess 

certain assumptions about the scanner can be made as follows. 

The radial distortion term is small and so can be ignored in a first guess. 

2. The image centre is close to the centre of radial distortion. 

The linear model parameters along with the approximate image centre are used 

to establish a first guess. 

As with the linear method, the inverse transform can be defined using a 

matrix transform, provided the radial distortion term is removed first, using 
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Algorithm 1 Calibration Error Function 
INPUTS 

Model parameters: n, v, si, f, r. 1, R, T, Ci, Cj 
Uncalibrated coordinate: (i, j, k) 
Reference frame coordinate: x =(x, y, z) 

VARIABLES 

Scalar I, J, K, X, Y, rd, r,. Xd, Yd 

Vector x,, X 

BEGIN 

Calculate the frame number 
K= (n. x)/(n. v) +no 
Calculate the camera coordinates 
xc =R. x+T+Kv 
Calculate the undistorted sensor coordinates 
(xU, YU) = -L (xc, YO zC 
Calculate the undistorted radius 

U+Y2 ru = ýFX-2 U UU 
Solve the cubic equation 

(1 + Klr2) ru = rd d 
for the distorted radius rd 
Calculate the distorted sensor coordinates 
(Xd 

7 
Yd) 

---:: 
I-d (Xu 

i 
Yu) 

r. 
Calculate the image coordinates 
(1-i J) : -- (XdSi + Ci) Yd + ci) 

Calculate the error vector 

X= (I, JK) - (ij, k) 

OUTPUT 

Error vector 
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2) Xu ':: -- Xd (i + r., rd 

2 Y. = Yd (1 + r., rd) 

where r' = XI + Yl dddi Xd = (i - Ci)lsi and Yd j- Cj. 

The forward transform matrix is then, 

ri + v., n'. 

I r4 + vynx 

I n. 

L r7+ v,, n'. 

r2+ v,, n' r3+ v., n' 7: yz, +v., no 

r5 + vn' r(; +vnI Ty + vyn' yyYz0 

n' n' n' yz0 

r8+ vzn' rg + vzn' Tz + vzn' yz0 

(4.20) 

(4.21) 

(4.22) 

where n' = n/(n - v). The linear inverse transform is then applied to the 

coordinates (X,,, If, Y,, If, k) using the matrix N= M-'. 

4.4.4 Calibration Data Collection 

To fit parameters to the models described above, points extracted from two scans 

of a calibration target (Figure 4.3) are used. The target consists of 55 circular 

white dots on a black background constructed by writing a raw postscript file 

and printing on a phototypesetter to an RMS accuracy of 0.09mm. By adjusting 

the threshold on the video signal intensity used to segment the laser stripe, only 

the white dots of the taxget are detected. The calibration range maps therefore 

have the appearance of a number of approximately circular discs floating in 
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Figure 4.3: The calibration target as captured by the laser scanner. The de- 
tected centroids are marked with crosses. 

space. For robust calibration, the calibration points range across as much of 

the scanned volume as possible. The first target is placed in the morphograph's 

cephalostat, with all points lying in the plane x= 5mm, and the second is placed 

on the back of the morphograph's diffuser in the plane x= 169mm. The use 

of 110 calibration points reduces the effects of random errors in the detected 

centroids (i. e. due to system vibration and quantisation errors) reducing the 

need for highly accurate detection of any single point. The dots are detected 

automatically, by thresholding followed by a nearest neighbour connect routine. 

The centroids are found by averaging the 3D values over each segmented dot. 

4.4.5 Results 

The following results demonstrate that reasonable accuracy can be achieved 

with a one step calibration technique. Results are given for the inverse transform 

(transforming measured depth-map coordinates into real world points) in Table 
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4.2 and for the forward transform (transforming the expected real world location 

of a point into the measured coordinate system) in Table 4.3. The distance of the 

point from the camera (approximately 1m) and the relatively coarse quantisation 

(approx. 1MM3 per voxel) affect the errors in the inverse transform. These 

results could be improved by using sub-pixel laser stripe segmentation, a higher 

resolution CCD camera or smaller translation stage steps. The dimensions of 

the scanner and the voxel size do not affect the errors in the forward transform 

and so give an indication of the true accuracy. This method predicts the depth- 

map coordinate to within ±1 voxel for the vast majority of points and so may 

be regarded as close to the theoretical limit. 

To measure the error away from the calibration points a multi-plane calibra- 

tion test jig (Figure 4.4), machined on a milling machine accurate to 0.01mm 

is used. The perpendicular distance of each calibrated point p= (x, y, z) from 

the plane x= ay + bz +c was calculated for almost every point in each of the 

6 planes. The planes span approximately 60% of the depthmap area, about 

50,000 points. The distribution of errors for the planes (Figure 4.5) obeys a 

Gaussian model, indicating that the quantisation errors and vibrations are the 

cause of the large maximum error on some of the planes. The results for the 

non-linear calibration method are shown in Tables 4.4 and 4.5, giving the results 

for the inverse and forward transforms respectively. 
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Linear Method T Non-linear Metho-d--ý 
RMS error (x, y, z)m (0.549,0.245,0.0897) 

. 306,0.0595,0-0( 
Max. error (mm) 

71 
1.38489 0.98138 

Table 4.2: The measured error for the inverse transform using the calibration 
points. 

11 1 Linear Method Non-linear Met 
RMS error (i, j, k)voxels (1.382,0.377,0.0909 1.318,0.374,0.0908) 

Max. error (voxels) 3.4289 2.4275 

Table 4-3: The measured error for the forwaxd transform using the calibration 
points. 

K 

125-z 

125-y 

127+z 

(v4z)/2 

=1 25+, y 

y 

Figure 4A A diagram of the multi-plane calibration test object. 

U 

Figure 4-5: A histogram showing the distribution of errors (in mm with 0.01 

mm bins) over the six planes of Figure 4.4. 
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Plane Mean Error- FIMS Error I Max. Error 
x=0 -0-05 0.388 1.417 

x= 125 -z -0-005 0.291 0.972 
x= 125 -y -0.117 0.241 0.850 

x= (y + z)/2 0.007 0.447 1.268 
x=z+ 125 0.081 0.265 0.897 
x=y+ 125 0.011 0.319 1.082 

Table 4.4: Errors on planar surfaces for non-linear inverse transform in mm. 

Plane Mean Error I RAIS Error I Max. Error 

x=0 0.091 0.621 2.501 
x= 125 -z 0.014 0.465 1.512 
x= 125 -y 0.237 0.489 1.700 

x -- (y + z)/2 0.044 0.791 2.337 
x=z+ 125 0.127 0.426 1.402 
x=y+ 125 0.015 0.535 1.780 

Table 4.5: Errors on planar surfaces for non-linear forward transform in voxels. 

4.5 Conclusions 

This chapter has demonstrated a new one-stage technique for calibrating the 

Interface laser-video surface scanner. Although the technique is applicable to 

scanners with a frame store, it has been designed to solve the calibration problem 

for a scanner without one. The position and orientation of the camera and the 

laser stripe, the translation stage movement and the internal camera paxameters 

axe all included in a single model. The results show that the method gives 

an accuracy approaching the resolution of the scanner. For greater accuracy 

the method could be extended to include more non-linear distortions such as 

tangential or baxrel distortion. 
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Chapter 5 

Inter-Patient Comparison 

Methods 

5.1 Introduction 

The standardised registration and capture of universally relatable surface data 

via the fixed-relations principle and the new laser-video scanner calibration 

method assigns a three-dimensional spatial coordinate to each point on the facial 

surface. The problem discussed in this chapter is how to decide which points 

are related, anatomically, between different registered images. Some form of 

labelling is required in order to identify related points between different scans. 

Landmarks are point features that axe easy to identify and label on a subject 

or in an image. For example, the intersection of two anatomical contours or the 
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points of maximum curvature in a contour represent useful landmarks (96) (97). 

The study of landmarks is relatively trivial once all images axe standardised to 

a Cartesian reference frame. The vector displacement between two landmarks 

is found by subtraction, and the mean of N three-dimensional points is found 

by summing over each of the coordinate variables separately and dividing the 

result by N. The ellipsoidal distribution can also be found and is expressed 

as a three-by-three covariance matrix (98). The problem is that such measures 

are not well defined for higher dimensional structures. For example given two 

contours, what do we mean by the distance between them? Should we measure 

the distance between the ends, and if so, which end to which end? What can 

we do if the contour is a closed loop? 

It can be seen that the comparison problem for contours is really one of find- 

ing point to point correspondence between the lines i. e. labelling the contours 

parametrically. This is true also for surfaces and volumes, where the problem 

becomes more complex. The solutions presented in the literature range from 

fully automatic to highly user intensive and axe closely linked to the problem of 

feature extraction (features need to be identified before they can be compared). 

At this stage, it is worth noting the relationship between point correspon- 

dence and image warping. Warping is defined as a non-rigid deformation of an 

image, and is usuallY used to change a shape in one image into a corresponding 

but different shape in another image. Given two images with corresponding 

points labelled, the translations between labelled points can be interpolated, 

and used to warp one image into the shape of the other. The reverse is also 
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true; given the warping transformation between two images one can extract 

point to point correspondences. In either case, the labelling might not make 

sense biologically, depending on how it is achieved. 

5.2 Literature Review 

5.2.1 The original morphanalytic solution. 

The first to attempt to find a solution to this problem in the context of cran- 

iofacial morphology was made by Rabey (4) (6). He reduced the problem of 

contour matching to a one-dimensional one using the Cartesian grid-lines of the 

standardised morphanaly-tic reference frwne. ManuaJly extracted contours were 

compared along each grid-line of the reference frame. If a contour crossed the 

selected grid-line at an angle greater than 450 it was considered acceptable for 

comparison along the grid line (Figure 5.1). The distance between two contours 

along the selected grid-line could then be measured. The distribution of many 

contours along the grid line could be found by counting the number of contours 

crossing between consecutive pairs of orthogonal grid-lines, along the length of 

the line (Figure 5.2). The average and standard deviation of points on different 

grid lines could then be built up into average and standard deviation outlines 

(Figure 5.3). 

The method described above was originally developed before the advent of 

readily available computing power. For small studies, the method could be 

performed manually by tracing the contours onto acetate sheets, and overlaying 
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I'II IIIIIII 

IIIIII 

: ff 
----- -- --- 

Figure 5.1: Comparison of contours is performed along horizontal or vertical 
grid lines, depending on the angle at which each contour crosses the line. 

------- ---- ----- ------------------------------------- 

---- --- --------------- 

Figure 5.2: The average point of intersection of a set of contours with a grid 
line is found by summing the number of contours crossing the line between 

consecutive orthogonal gridlines. This builds up into a histogram, the peak of 

which is the average. 
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Figure 5.3: The average (bold) first standaxd deviation (solid) and second stan- 
dard deviation (dashed) outlines of a contour can be built up by connecting the 
relevant points at different horizontal and vertical grid lines. 

them on the standard reference grid. Later studies (e. g. Rabey et al 1982 

(8)) used a digitising table for transferring the contours into a computer for 

compaxison. In the development of computer algorithms for matching contours, 

several problems were found when matching contours of different topology. For 

example, consider the two contours shown in Figure 5.4. The bold contour 

crosses the maxked grid-line three times, whereas the solid contour only crosses 

it twice. Which points should be matched? 

The solution to the matching problem was to break the lines into segments 

labelled according to the direction of travel of the line. This relied on specifying 

a start and end of the line, which for a closed contour would be at an arbitrary 

grid-line crossed by both curves. Any additional line segments were discarded 

by matching the direction and order of the contours. Although this solved the 
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------------ ------------- 

------- ---- 

----- ----- 

------- ----- 

L -- -------- --- ---------- 

Figure 5.4: Problems with matching lines that cross the same grid line multiple 
times. The bold contour crosses the bold grid line three times, and the solid 
contour only crosses it twice. Matching of relevant points is obvious to a human, 
but a computer needs more information. 

problem for the vast majority of contours, it was still possible to get mismatched 

line segments using this method. Extending this method to surfaces is certainly 

possible, but is likely to increase rapidly in complexity, especially for surfaces 

of complex topology. 

5.2.2 Depth Averaging 

A very simple method for relating two facial scans is to compare depth measure- 

ments at each pixel, (x, y). Unfortunately this method is only able to compare 

three-dimensional objects in a one-dimensional way. McCance et al (99) (23) 

(100) (101) use this method for comparison of the facial surface using optically 

scanned depth data and for the construction of facial average and standard de- 
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A 

fc Fj-: 2ý 

Figure 5.5: Depth-only averaging does not produce the 'common sense' shape 
average in many simple examples. Above the average of two cylinders A and B 
of equal radius but different height should be C but the cylindrical depth-only 
average produces D. 

viation surfaces. While the average facial images produced look plausible, it 

is very easy to find examples where averaging radial measurements produces 

results that are contraxy to the common sense solution. 

For example, in Figure 5.5 the aim is to find the average of two cylinders with 

the same radius, R, but different heights H, and H2. The common sense aver- 

age of these two is clearly a cylinder radius R, and height (Hi + H2)/2. Taking 

a cylindrical laser scan of the registered cylinders and averaging the radial mea- 

surements produces a cylinder with a step. The method falls down because the 

average is only calculated in one dimension. Averaging radial measurements in 

spherical or polar coordinates may produce more plausible facial averages than 

averaging along the depth axis of a lineax depthmap (because of the somewhat 

spherical shape of the head) but are equally invalid mathematically. 

5.2.3 Feature based warping 

In recent yeaxs, there has been increasing interest in the area of image warping, 

the geometrical deformation of images. It is usually combined with cross dissolv- 
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ing for morphing between two images (102) (103) (104) producing visual effects 

for applications in motion pictures, advertising and music videos. Morphing 

between two images involves finding a set of intermediate images that change 

fluidly from one to another in terms of shape and colour. Hence each interme- 

diate image is in a sense a weighted-average of the two source images. These 

in-between images are found in four stages. First, an animator labels a set of 

feature primitives, such as points and line segments. Next, the (weighted) aver- 

age location of these primitives is found. Both images are then warped into this 

intermediate shape by interpolating the translations from the original positions 

to the new feature points. Finally the two warped images are cross-dissolved by 

averaging the colour values at each pixel. 

The construction of averages from more than two images has been developed 

in the field of psychology for the study of facial perception (105) (106) (107). 

A template of approximately 200 points, at landmarks and around contours, 

was manuaJly marked on each subject's RGB facial photograph in a database 

of digital images. The average of these templates was found by calculating the 

average position of each point in the template. This defines the average two- 

dimensional shape. To find the average colour at each pixel, each subject's image 

was warped to this average shape using linear interpolation of the translations 

between the subject's template and the average template. The average colour 

at each pixel was then calculated to produce an average facial image. 

The first to use image warping in the medical field was Bookstein (108) (96) 

whose goal was to put the biological warping suggested in D'Arcy Thompson's 
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classic work (109) on a more exact, mathematical footing. Biological landmarks 

are manually labelled on each medical image under study. The difference be- 

tween two sets of labelled points is expressed using a warping function known as 

the Thin-Plate Spline (TPS). This warping method models the two warping sur- 

faces (for the x and y translations) as two thin steel plates, fixed in position at 

the sample points. The bending energy of the idealised thin plates is minimised 

to produce the surface that interpolates the translations of the control points 

across the image. It is essentially the 2D extension of cubic-spline interpolation 

and so produces smooth, natural deformations. 

To minimise the thin-plate bending energy an analytical approach based 

on constructing a linear combination of radially symmetric logarithmic basis 

functions was used (110) (111). Measurement of properties of the spline, such 

as the bending energy and the principal waxps, was used as a measure of the 

difference between the forms. In this way it serves as an extension of the earlier 

synthetic methods that compared triangles and other Euclidean constructions 

synthesised between points on biological forms. The method has been extended 

to three-dimensional images (112) and to points free to slide along piecewise- 

linear contours(22). 

5.2.4 Template Fitting Methods 

The feature based warping methods described above are limited to point and 

simple contour features. For the study of three-dimensional anatomy it is nec- 

essary to match not only points but also anatomically identifiable edges and 
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surfaces. 

Polygon meshes have long been of interest to the computer graphics com- 

munity for representing surfaces in a compact form. The fitting of a single, 

'standaxd' mesh to a set of surfaces, labels the surfaces with the nodes of the 

mesh. This allows the compaxison of points in the surface, so that displace- 

ments, means and standard deviations can be calculated between individual 

surfaces and across groups. In the medical field, the application of mesh based 

anatomical modelling has been advanced by Thompson and Toga et al (113) 

(114) for the study of the cortical (brain) surface. The cortical surface is ex- 

tracted in parametric form, using an automatic active surface algorithm (115). 

This uses internal forces in the mesh that preserve smoothness, along with image 

forces that push the surface towards edges in the volume. A connected system 

of high-resolution meshes represents the external cortical surface and the sulci 

(deep folds in the cortical surface), with a separate set of meshes represent- 

ing the ventricular system. The mean position and covariance matrix of each 

node in the meshes can be found, and used to compare normal and abnormal 

anatomy. The method has been extended, using the extracted surfaces to drive 

a volumetric warp, giving average information throughout the entire volume 

(116). 

Another method for fitting a predefined template to CT images of the human 

skull has been proposed by Cutting et al (112) (117) and has been extended to 

MR images of the brain by Dean et al (118). The template is constructed manu- 

ally using information supplied by an anatomist. To construct an average using 
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the template and a set of surfaces automatically extracted from patient images 

requires two steps. The first step labels an individual surface using landmarks, 

ridge and geodesic curves and surface patches identified on the template. (Ridge 

curves are the most highly curved points on a surface and geodesic curves are the 

shortest path across a surface between two points. ) The second step constructs 

an average template from the set of adapted templates. 

The template is adapted to a single study surface in two stages. First, 

manually identified landmark points on both the template and the study surface 

are used to construct a thin-plate spline warp from the template onto the study 

(Figure 5.6). This brings the template into partial registration with the study, 

but does not in general register points along the ridge and geodesic contours 

or surface patches. The ridge curves of the template are fitted locally to the 

study surface by stepping along the template's ridge curve (Figure 5.7) and 

finding the intersection of the contour's normal plane at each point. This plane 

intersects the study surface along a line, which is approximated by a polygon. 

The equivalent polygon shape on the template is fitted to the study polygon 

using a least-squares Procrustes method. In the initial stages, no labelling of 

the surface patches away from ridge curves is performed, so this completes the 

fitting of the template to a single subject. 

In the next stage, an average is created from a set of labelled surfaces. 

The algorithm proceeds from landmarks, to ridge curves, and finally to sur- 

face patches. First each subject's template is warped to the average landmark 

configuration. Next, to each set of corresponding ridge and geodesic curves a 
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Study s=fice 

Figure 5.6: Template Matching: Stepl. Landmark driven warping of the tem- 
plate onto the study. 

Study Surface 

Normal P12ne 

TempktePýdge 
Curve 

Figure 5.7: Template Matching: Step 2. 'Iýanslation of the template ridge points 
onto the study surface by intersection with the normal plane of the template 

ridge curve. 
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Figure 5.8: Template Matching: Step3. Creation of average ridge lines. 

tentative average is created by parameterising the curves by fractions of their 

arc length. At each point along the tentative average a normal plane exists, 

and the intersection of this with the set of ridge curves is used to produce a 

second average (Figure 5.8). Finally, the surface patches are averaged. This 

requires a parametric description of each surface patch, achieved by construct- 

ing a standard Coon's patch (119) over the averaged ridge curves bounding the 

patch. The average displacement along the direction of each normal vector is 

then found producing the surface average (Figure 5.9). 

The use of template fitting for study of the soft-tissue facial surface has re- 

ceived less attention than for the internal structures of the head. In the medical 

field, abstracts have appeared very recently that suggest a similar approach to 

that described above for the facial soft tissue (120). In the field of facial an- 

imation, Lee et al (121) adapted a standaxd face mesh to a radial range-map 
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a) Construct Coods patch on b) C onstmict average patch by 

iverage ridge curves. intersecting surfaces with 
normal vectors. 

Figure 5.9: Template Matching: Step 4. Construct average surface using Coon's 
patch on average ridge curves. 

and registered RGB image. They used a multi-step method that identified fa- 

cial features automatically, for example the nose was identified as the highest 

point in the range-image. For a clean data set, the process could be completed 

automatically, but for most, some interactive positioning of nodes was required. 

5.2.5 Automatic Ridge Line Matching 

The methods described above require a pre-defined template, manual or inter- 

active extraction and labelling of landmarks and contours in order to facilitate 

compaxison. Subsol et al (26) (27) have devised a technique for fully automat- 

ically matching similax structures in different patients, based on the automatic 

extraction and non-linear registration of 'crest lines'. At each point on a surface 

there is a direction in which the surface is curving most and a second direction, 

orthogonal to the first, in which the surface is curving least. These principal 

curvatures and the associated principal directions vectors (which are defined 

mathematically using differential geometry) represent a complete description of 

a surface's shape. Crest lines axe the collection of points that have the greatest 
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Figure 5.10: Point P is on a crest line if the maximum principal curvature, kmax, 
is a maximum in the principal direction tm,,., . 

principal curvature in absolute value in the associated principal direction (Fig- 

ure 5.10). These correspond closely to what are intuitively considered the most 

salient lines on a surface. An algorithm called the 'marching lines' algorithm 

(122) (123), closely related to the marching cubes algorithm for surface extrac- 

tion, was used to automatically find all the crest-lines in a grey-scale volume. 

Once the crest-lines had been extracted, the second stage was registration 

(the method supposes only approximate rigid-body alignment). This was per- 

formed automatically using an 'iterative closest point' algorithm (24) (25) (Fig- 

ure 5.11). In registering a study set of crest-lines to a template set, first the 

nearest point in the template to each point in the study (or vice versa) was 

found. The direction and connectivity of paired points and lines is used to re- 

move certain points from the matching. Using this subset, a least squaxes rigid 

body (translation and rotation) transformation was found and applied to the 

data. The process was then repeated until a stable position was found. The 

algorithm was extended to include non-rigid matching. Affine transformations 

71 



CHAPTER 5. INTER-PATIENT COMPARISON METHODS 

M 

a) Crest Lines from two subjects b) Find closes points. 

N 

t 

cl) use ng ci orn on-ngi ci tt ans to tm 
to imptave tegistration c) &tzact m atche d point subset. 

Figure 5.11: The 'iterative closest point' algorithm. 

(that include scaling and shearing) were followed by least-squares quadratic 

splines for more natural deformations. A 3-D spline transform was also derived 

by smoothing the position dependent translation using second order Tikhonov 

regularisation (124) (smoothing that minimises a particular derivative or deriva- 

tives). 

After registration, the common features from all the registered sets were 

extracted. To do this, a topological graph was used, where each node represents 

a line and each oriented link represents the relation 'is registered with' (Figure 

5.12). Nodes linked in both directions, and containing at least one line from 

each set were extracted, as they were thought to represent the subset of features 

common to all the subjects in the sample. 

In order to find average lines from the selected data, modal analysis was used. 

Given two lines consisting of N matched points each, the difference between them 

72 



CHAPTER 5. lNTER-FATlENT COMPARISON METHODS 

........... 

mm&ble 

Set 11 ine 123 
Set 2 Line 62 

mmdible 

Set 3 Line 42 

Set 3 Line 7E 

Set 1 Line 99 

Set 2 Line 2 

...... .................. 
Subset 1 ................... 

Subset 2 

Set I Line 29 

Set 2 Line 90 

Figure 5.12: Topographical graphs axe used for common feature subset extrac- 
tion 

--l-z- 
2ýs 

\I"j /I'- "-I' 
nv/ 

Figure 5.13: Deformations of a straight line created by the first (left), second 
(middle) and third (right) modes. 

can be expressed as a sum of N cosine terms increasing in frequency as shown in 

Figure 5.13. As with the Fourier series, the sum can be truncated at a number 

of terms less than N to give a compact description of the deformation. This also 

tends to smooth the deformation and reduce the effects of noise. 

To construct an average, the (truncated) modal transform from the template 

contour onto each study contour was found and then averaged on a term by term 

basis. The template was then transformed using the average transformation to 

give the average contour. The process was repeated with the average replacing 
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the original template to find the standard deviation of the transform. 

Once the average anatomical atlas had been found, normal and abnormal 

anatomy could be compared with it. First the study was registered with the 

average, and the modal transform between the two found. Comparing the co- 

efficient of each mode to its standard deviation provided an assessment of how 

abnormal the contour was. An example was given of assessing a Crouzon's 

disease patient. The deformation of the jaw line was expressed using only five 

terms, two of which gave notably unusual values. These could be thought of as 

identifying a typical Crouzon's disease patient. 

5.2.6 Intensity Based Matching 

Intensity based matching is another automatic method for non-linear image 

registration. Unlike Subsol's method, it does not involve the extraction of any 

individual features from the image. Instead, local properties of the grey scale 

data are used to drive the template into registration with a study image, treat- 

ing it as an elastic material (125) (126) a viscous fluid (127) or a diffusing gas 

(128). Although the original algorithms required a massively paxallel worksta- 

tion, recent work has improved the algorithm, achieving similar results on a 

single processor workstation (129) (130). The main application of this type of 

automatic waxping has been the waxping of anatomical atlases into the shape 

of an individual's anatomy for segmentation, although it has also been used to 

construct averages. 

In order to push the template into the study, the gradient vector of the 
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template is multiplied by grey scale difference between the two images. This 

produces a force at each point in the template. These forces axe largest at sharp 

edges in the template where the two images differ most in intensity. At each 

time step the template is deformed, obeying the diffusive, elastic or viscous fluid 

model. The algorithm is halted when a convergence criterion such as the largest 

image force falling below a threshold is met. Solving the partial differential 

equations for elasticity or fluid deformation requires many small time steps and 

there are a large number of equations to solve per time step. This accounts for 

the slow convergence of this method. 

A similar method has been put forward by Collins et al (131) but they do 

not use a physics based model of the material. Instead, the deformation field is 

built up by stepping through the target volume in a 3D grid pattern. At each 

node in the volume the translation is found that achieves local registration. The 

process is applied iteratively in a multi-scale hierarchy, with image blurring and 

grid size reduced between iterations, thus refining the fit. 

To ensure accurate registration when using one of these automatic methods, 

the two images must have the same topology and a similar orientation. Usually, 

the prior use of rigid body registration and the similar topology between different 

human subjects leads to very plausible results. In order to constrain the warp 

further, secondary characteristics such as the surface curvature have been used 

(132) with limited success. 

75 



CHAPTER 5. INTER-PATIENT COMPARISON METHODS 

5.3 Discussion 

The original morphanalytic solution was designed for constructing average out- 

lines and contours in two dimensions. As a result it does not guarantee to match 

identified landmarks and would be difficult to extend to three dimensions. Com- 

paring radial depth measurements does not relate anatomical landmarks and can 

lead to average three-dimensional shapes that are counter-intuitive as described 

earlier. 

The warping methods all attempt to perform essentially the same task: to 

label a set of anatomical contours, surfaces or volumes, allowing the comparison 

of individual points in the images and hence the construction of meaningful 

averages. The methods represent different compromises between automation 

and interaction. Automation carries the risk of incorrectly matched features 

and frequently large computational requirements. High levels of user interaction 

can be laborious and time consuming and can lead to badly chosen or badly 

extracted features. 

Assessing the validity of the different labelling procedures is not a simple 

task. The problem is in defining what is meant by a 'good fit' without bias- 

ing towaxds any paxticulax method. For example, if the error measurement is 

between corresponding landmarks, then a landmark driven spline will give a 

zero error measurement. Alternatively, if the error is measured in terms of the 

displacement between ridge-lines, then the ridge line matching method used to 

measure the error will give the best results. 

Thirion, Subsol and Dean (133) have presented a method for cross validating 
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different inter-patient matching methods. These authors represent three of the 

methods described in the previous sections, intensity matching, automatic crest 

line matching and template ridge curve matching respectively. They define 

a distance metric between matching methods by interpolating the translation 

between two images across the image using a B-spline, then subtracting the 

translations on a pixel by pixel basis and averaging. The averaging is restricted 

to a subset of the total image, using only crest lines, crest lines with high 

curvatures or points in a template defined by an anatomist. 

They also assess the error in creating averages using the three different tech- 

niques. The averages are constructed by transforming one image into each of the 

others using one of the techniques. The average transformation is then found, 

and applied to the initial image to produce the average. To assess the error 

in constructing the average, the average transformations are compared between 

matching methods using the same distance measure as for the single image pair. 

The results suggest that no particular method gives inconsistent results with 

respect to the other two. Some of the differences are relatively large, approach- 

ing an average of 1cm on the crest lines. The study was performed on a set of 

anatomically normal skull CT scans. The question remains as to whether simi- 

lar accuracy can be achieved when comparing normal with abnormal anatomy. 

Further problems may arise when comparing soft rather than hard tissues. For 

example, compaxing someone with a double chin to someone with a slimmer 

face may produce incorrectly matched ridge curves around the jaw line. 
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5.4 Conclusions 

The warping methods presented in the literature for inter-patient matching 

provide a choice between fully automatic and highly interactive schemes. The 

close relationship between geometrically defined properties of an image and 

anatomical features indicate that a high degree of automation should be possible. 

Conversely, the possibility of incorrectly matched features, particularly when 

considering abnormal anatomy suggests that a degree of interaction is desirable. 

This could be in the form of suggestions supplied by a user or the opportunity 

for post registration correction of mismatched features. From the literature 

there appears to be no clear advantage to any one of these methods. Therefore, 

for the study of the facial surface further experimentation is required to select 

the most suitable method, as described in subsequent chapters. 
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Chapter 6 

Image Processing Methods 

6.1 Introduction 

In this chapter the mathematical and image processing techniques required for 

the experimentation embodied in the following chapters are introduced. These 

include differential geometry, contour extraction, interpolation and warping. For 

the problems of interpolation and image warping, new methods are presented 

and compaxed with the established methods. 

6.2 Basic Image Processing 

6.2.1 Introduction 

A digital image is a two-dimensional array of dots called picture elements or 

pixels. Each pixel will have one or more value(s) associated with it that repre- 
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sents the information contained in that pixel. For a greyscale image the pixel 

will have only one value corresponding to the brightness of the pixel. In a colour 

image there will be three values corresponding to the brightness of the three pri- 

mary colours, red, green and blue (RGB). For the calibrated laser depth data, 

the pixel values represent the height, x, of the point (y, z) from the yz-plane. 

6.2.2 Convolution and Image Filtering 

Convolution is the rolling together of two functions. It is defined for two con- 

tinuous, one-dimensional functions f and g as the function 

00 
(x) = 

f00 
f (u - x) g (u) du 

In two dimensions this becomes 

00 00 

g (X, Y) = 
f0o f 

co 
f (u - x, v- y) g (u, v) dudv (6.2) 

For discrete functions the integral becomes a summation i. e. for one-dimensional 

functions 

b 

g (n) = 1: (n - i) g (6.3) 
i=-a 

and for two dimensional functions such as digital images 

db 

*g(n, m)= EEf (n-i, m-j)g(i, i) (6.4) 
j=-c i=-a 
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When a digital image f (x, y) is filtered, it is usually performed by convolution 

with a separable function g(x, y) that has finite support. This means that the 

function is only non-zero for a small range of pixels, so a, b, c, and d axe finite 

in equation 6.4. 

Different filters have different effects on an image. For example, convolution 

with a filter with an integraJ of 1 such as 10.1,0.25 0.3,0.25,0.1} will perform 

some kind of smoothing operation, blurring an image. Alternatively a filter with 

an integral of zero, such as 11, -4,6, -4,11 will perform a derivative operation, 

in this case a fourth derivative finite difference approximation. 

6.2.3 Regularisation 

Many common computational problems are ill-posed or under-defined in some 

sense. For discrete functions such as digital images, calculation of derivatives is 

an ill-posed problem. If a digital signal is converted directly into a continuous 

function, the derivative will be zero inside each pixel and infinite between pixels. 

This is cleaxly not a very useful solution. The usual solution is to convolve the 

original signal with the sampled derivative of a smooth filter (134). In this 

way the derivatives of any integrable function axe operationally defined and 

well-posed. 

In computational vision the choice of smoothing filter is usually based on 

Gaussian scale space, regularisation or edge detection. Gaussian scale space 

(135) (136) (137) is the space of functions each of which is a copy of the original 

function blurred to a different scale. The blurring filters axe all dilations of 

81 



CHAPTER 6. IMAGE PROCESSING METHODS 

a Gaussian filter, which ensures that variations in the coarse scale images are 

caused by vaxiations at finer scales. Because the Gaussian function is infinitely 

differentiable, all derivatives of the function are well defined. 

Regularisation theory (124) (138) looks for a differentiable function, which 

is close to the original function but with one or more derivatives minimised. 

These two conflicting requirements lead to a functional minimisation approach. 

For example, to find an approximation to the first derivative of a function f (x) 

the derivative of the function g(x) that minimises 

2 1 
(g (X) _f (X»2 +\( 

dx 
) 

dx (6.5) 

is found. The parameter A controls the relative influence of the original function 

and the derivative term. This is minimised by taking the variational derivative 

(i. e. differentiating and treating operators as constants) of this with respect to 

g and setting the result to zero, i. e. 

g (x) +X 
d 2g 

=f (X) (6.6) 
dX2 

For discrete functions the derivative term is replaced with a finite difference 

62 i 
filter i. e. =,, stsf-1,2) -1}. This allows equat on 6.6 to be written in matrix 

form as 

(I + AK) g=f (6.7) 

where I is the identity matrix and K is the tridiagonal regularisation matrix 
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given by 

-A 2A -A 

K= 
-A 2A -A 

-X 2A -A 

(6.8) 

The function g can be found by backwards/forwards Gaussian elimination of the 

stiffness matrix, which for this regular matrix is equivalent to backwards/forwards 

recursive filtering. Hence regularisation can be implemented using recursive fil- 

ters (139), which are chosen to optimise a particular derivative or derivatives. 

Edge detection requires the choice of filter to guarantee a good signal to 

noise ratio, localisation, and uniqueness of the detected edge. Frequently the 

smoothing filter is derived from a piecewise-smooth polynomial spline curve 

with a finite number of derivatives, such as a cubic spline. This gives good edge 

localisation and can be implemented with finite support filters for efficiency. 

6.3 Differential Geometry 

6.3.1 Introduction 

'V- I or laser-range data, important image features do not necessaxily lie at edges 

(i. e. sudden changes in depth) but at the points of maximum positive and 

negative curvature, which correspond to the ridges and valleys of the surface 
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Figure 6.1: The positive curvature (red) and negative curvature (green) of a 
facial depthmap. 

respectively (Figure 6.1). Surface curvature has the desirable property of being 

view independent, unlike image gradients. Curvature has been widely used to 

study the shape of craniofacial surfaces in range data (171) (172) (173) (174) 

and 3D volumetric data (26) (27). In this section a brief review of the basic 

concepts as embodied in standard texts such as (175) is presented. 

6.3.2 Methods 

Considering a surface in parametric form, given by r= r(u, v), the first deriva- 

tives are denoted by r,, and r, , and the second derivatives are denoted by 

r.,, and r,,,. Using these derivatives, intrinsic properties of the surface that are 

independent of the parameterisation can be derived. The unit surface normal 

is defined as 
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(6.9) jr,, x r, I 

The infinitesimal distance, Js, between two points (u, v) and (u + Ju, v+ bv) is 

given by, 

612 
= E6u 2+ 2FJu6v + GjV2 (6.10) 

where E=r,, - r.,,, F=r.,, - r, and G=r, - r,. This equation is known as the 

first fundamental form of the surface. Integrating bs along a path (u (t), v (t)) 

between two points gives the distance along that path on the surface. 

The infinitesimal distance bs between neighbouring points is measured in 

the tangent plane at the point (u, v). The perpendicular distance, 6h, from the 

tangent plane to the point (u + Ju, v+ 6v) is given by the second fundamental 

form of the surface, 

bh 2= LjU2 + 2M6uJv + NjV2 

where L=n-r,,., M=n-r,,, and N=n-r,,. In terms of the first and second 

fundamental form of the surface the curvature k in the direction (u, v) is given 

by 

A2 LU2 + 2Muv + Nv 2 
(6-12) -682 EU2+ 2Fuv + GV2 

and the radius of curvature is l1k. The sign convention ensures that a con- 
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vex surface has positive curvature and a concave surface negative curvature. 

The direction (u, v) in which the curvature obtains extreme values occurs when 

dk/du =0 and dkldv =0 Le. when, 

(L + kE) u+ (M + kF) v=0 (6.13) 

and 

(M + kF) u+ (N + kG) v=0 (6-14) 

Solving for k leads to the quadratic equation 

k2 -2Hk+K=O (6.15) 

where K is the Gaussian curvature and H is the mean curvature of the surface 

defined by 

K= 
LN _ 

M2 
(6-16) 

EG - 
F2 

and 

H= 
2FM - (EN + GL) 

2 (EG - 
F2) 

In 1760 Euler discovered that there is always a direction on a surface in which 

the surface curves least and another direction, orthogonal to the first, in which 

it curves most. These are given by the equations 
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k,,, 
ax= H+ VH2-K 

and 

kmin =H- vfH2- K 

(6.18) 

(6.19) 

For the particulax case of laser range data the paxametric surface is most simply 

described by, 

r (u, v) =r (x, y) :: = (x, y, f (x, y» (6.20) 

The derivatives are then 

(1,0, f, ) r, = (0,1, fy) 
(6.21) 

= (0,0, f�.,; ) r�, = (0,0, f�, 
y) r� = (0, Oe fyy) 

The first and second fundamental forms of the surface are given in terms of the 

vaxiables, 

E1+f., ' F f., fy G=l+ f. 
Y2 (6.22) 

Mf fVY L Lfmo "', N 1+ V 

Substituting these into the equations for H and K gives 

+ fY2) f. 
- 2f. 

LI (X, y) 
++f. 2�) fyy fy f, 

y (6.23) 

+ 2)3/2 2 (1 + f«, 2 fy 
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xxf y_ 
f2y 

(X, y) :: = 
fyx 

(6.24) 
+ f2 + f2) 

xy 

Two approaches have been suggested for calculating these values. Besl and Jain 

(176) used convolution with finite support filters to approximate the derivatives, 

but a poor choice of derivative filters caused incorrect classification of surface 

curvature, particularly near sharply varying regions of the range data. Yokoya 

and Levine (177) fitted local biquadratic surface patches to the range data using 

a least-squares method that was later enhanced by Coombes (173) to include 

variable patch size. In this work the curvature derivatives are approximated 

using regularisation with recursive filters (139), which is more efficient than 

patch fitting and provides a more accurate estimation of the derivatives than 

the filters of Besl and Jain. 

The principal curvatures kmax and kmin can be calculated directly along with 

the associated principal directions (u, v) denoted by tmax and t,, i,, respectively. 

The points in which the principal curvature obtains a maximum value in the 

direction of the associated principal direction are the curvature extrema. These 

can be extracted directly in the form of a binary edge image in the same way as 

the gradient magnitude. Alternatively they can be segmented as contours using 

the principal curvature image in place of the gradient magnitude image in one 

of the contour extraction routines described in the next section. 
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6.4 Edge detection and contour extraction 

6.4.1 Introduction 

Edges in an image are features where the gradient obtains a maximum value 

in the direction of the gradient vector. The gradient of an image f (x, y) is the 

vector valued function given by 

'7 (x, y) =( 
ý-f, Lf ) 

(6.25) ax OY 

The gradient can be found by convolution with a smoothing filter followed by a 

finite difference filter. The gradient maxima can then be found locally by testing 

each pixel's gradient magnitude against its neighbours in the direction of the 

gradient vector (163). This kind of simple edge detection creates a binary edge 

image from the image gradient vectors. The problem with edge detectors of this 

sort is that the edges found do not necessarily correspond to the boundaries of 

objects. Because the edge detection operators are applied to only a small area 

around each pixel, the detected edges cannot incorporate larger scale informa- 

tion regarding the desired contour and are easily corrupted by noise. Using a 

lowpass smoothing operator and placing a lower limit on the magnitude of the 

detected edges can help to suppress noise and the detection of small edges. 

Image edges are generally localised along contours at object boundaries. 

Extraction of a particular contour rather than a set of unrelated edge points 

requires some higher level knowledge of the desired contour. This could be 

given in terms of an initial guess, or the start and end points of the contour. 
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Several methods have been proposed for contour extraction, they generally start 

by highlighting the image edges using filtering operations. For example the 

gradient magnitude is often used in contour extraction. Once the desired image 

features have been highlighted they need to be extracted. 

6.4.2 Active Contours Methods 

Several methods have been proposed for extracting edges based on modeRing 

the contour as a chain of connected nodes (164) (165). The most popular of 

these are active contours or 'snakes' (166). Snakes are energy minimizing splines 

that are attracted towards strong image features while their bending energy and 

tension are minimised. The contour is modeRed as a set of nodes connected by 

stiff springs. An initial approximation of the contour is supplied by the user 

and iterated under external and internal forces until a minimum is found. The 

external image produced forces are given by the gradient of the edge potential 

function (the gradient magnitude or maximum or minimum curvature) P(x, 

fi = pvp (x, y) + fi (6.26) 

Here p is a user defined value that controls the strength of the image forces and 

fy axe optional user forces that allow the user to interact with the contour. The 
I 

internal contour forces axe determined by the tension and the stiffness. The 

extension ej at node i depends on the separation of the nodes, i. e. 

ei = Ixi+l - xil - li (6.27) 
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where Ii is the spring's natural length. This extension produces a tension force 

ai, 

ajej (6.28) 

The relative influence of the tension force is controlled by the variables ai. The 

stiffness or bending energy along the contour can be approximated by a five 

point finite difference method, 

Oi = bi+l (Xi+2 
- 2xi+l + xi)-2bi (xi+l - 2xi + xi-, )+bi-l (xi - 2xi-i + Xi-2) 

(6.29) 

where bi is the rigidity variable. The entire system is governed by the first order 

dynamic system 

dxi 
+ai+Oi =fi (6.30) 

dt 

where -y is a velocity proportional damping coefficient. This can be integrated 

through time using a numerical method such as the semi-implicit Euler method 

or a finite element approach. Using a forward finite difference approximation 

for the derivative, 

-At t t4 dxi Xi X, 
- ; Zý % (6-31) 
dt At 
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and evaluating the linear terms in xi at time t+ At and the nonlinear terms at 

time t leads to a pentadiagonal system of equations, 

7 
Xt+At + Oit+At - 

"Y 
xý - ait +1 (6.32) At I At I fil 

for the new node positions xjt+`ý" in terms of the old node positions xit. The 12 

left hand side of this equation can be represented by a matrix that is time 

independent. Therefore this matrix can be inverted once at the start and used 

to efficiently multiply the new right hand side at each time step. This makes 

snakes a fast and flexible method for contour extraction. 

6.4.3 Bayesian Methods 

Another approach to the problem of contour extraction is to use probabilistic 

methods (167). A class of contours is defined, usually using a compact line 

description such as a Fourier or superquadric model. Each possible contour 

template t is assigned a probability Pr(t), either by training using a set of 

contours or by estimating the probabilities from a single initial template. The 

probability of a particular image i given a particular contour template t, Pr(ilt), 

is calculated by assuming that the image is a noise corrupted version of the 

template. Using these two pieces of information, the probability of the template 

given an image, Pr(tji), is calculated using Bayes rule, 

Pr (tli) = 
Pr (i I t) Pr (t) 

(6-33) 
Pr (i) 
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where the probability of the image, Pr (i), is taken as a constant. This prob- 

-11 ability (after some mathematical manipulation) is maximised over t using a 

standard nonlinear optimisation routine such as continuous gradient ascent or 

a nonlinear conjugate gradient algorithm (13). 

6.4.4 Graph Searching Methods 

Another class of edge extraction methods views the problem as one of searching 

for the most optimal route through a graph represented by the image. The 

ccost' of traveling from one pixel to the next through the image is minimised at 

each point by adjusting the position of the contour points. The cost between 

two image points is calculated from edge detection filtering so that traveling 

along sharp edges (motorways) will be cheapest and traveling across flat image 

areas (cross country) is most expensive. Early methods performed this opti- 

mization along the contour given an initial estimate of the curve (168) (169). 

More recently a method has been devised (170) that does not require an initial 

estimate of the curve but only an initial seed point. From a user-selected point 

a cost wavefront expands. At each iteration the cheapest point to reach from 

the seed is expanded to its neighbouring pixels outside the wavefront to create a 

new wavefront. Within the wavefront the cost from the seed point is analogous 

to a ditch, with the lowest point at the seed. Selecting a destination point is 

like placing a ball at a point on the walls of this ditch and allowing it to roll 

down the slope to the bottom. This allows fast interactive selection of the con- 

tour, without requiring an initial guess. The destination point can be moved at 
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interactive rates until the desired edge is selected. 

6.4.5 Choice of Method 

In the current study snakes have been employed to assist in the edge extraction. 

Snakes allow a single template to be interactively adapted to many different 

facial images, whereas graph searching methods are more suited to segmenting 

a single image in a unique way. Snakes are fast and easy to implement, being 

considerably less complex than probabilistic approaches. 

6.5 Two-dimensional Interpolation 

6.5.1 Introduction 

Interpolation of scattered data involves finding a function that passes through 

a given, finite set of discrete points (140) (141) (142). Clearly, there exists an 

infinite number of functions that could satisfy this condition and so the problem 

is ill-defined. Further information is required, usually in the form of a model of 

the expected solution. 

6.5.2 Energy minimisation methods 

Regularisation is one of the best known interpolation theories (143) (144) (145) 

(146) (147) (148) which leads to an energy minimisation problem. For one- 

dimensional interpolation, the interpolated curve is expected to follow the shape 

that a thin rigid beam would adopt if fixed at the control points. Minimising 
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the bending energy of a theoretical thin beam leads to the classical cubic spline 

interpolation. For the two-dimensional interpolation problem the surface is 

expected to take the shape of a thin steel plate fixed in position at the control 

points. The resulting function f (x, y) will minimise the integral square bending 

energy of the surface given by 

f fsRE2 ( 

la 
a2f 

+2(5-) 
xay 

a2f 2 

dxdy ay2 

) 
(6.34) 

while satisfying the border constraints. Taking the variational derivative of this 

function gives the biharmonic equation 

A2f 
02 a2 2 

gy2 
)f 

oc 6 (x, y) (6.35) ß. �2 
+ äj 

where 6(x, y) is the Dirac delta function, which takes the value I at (0,0) and 

is zero elsewhere. This equation has a solution in terms of the functions (110) 

(111) 

-r 
2 log r2 (6.36) 

where r2= X2 + y2 is the distance of the point from the origin. The interpolant 

is a linear combination of these radiaJ logarithmic basis functions U (I ri - (x, y) 1) 

and linear (affine) terms that satisfies the border constraints. 

The analytical solution to thin-plate spline interpolation has proved popular 

for image warping in the medical imaging literature (108) because it produces 

apparently 'natural' deformations with only a few control points. The method is 
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fast for a small number of constraints but very slow for large numbers of points 

and for interpolation across large images. The reasons for this are that 

a) finding the coefficient of each logarithmic and linear term involves 

the inversion of an (N + 3)' matrix and 

b) building the interpolant involves summing over N logarithmic terms 

at each pixel. 

An alternative to the analytical solution given above is to use numerical meth- 

ods. The interpolated function needs to be found at each point on a two- . 18 

dimensional digital function, i. e. a digital image. The derivatives in the bi- 

harmonic equation are formed into discrete filters e. g. IL -f-1,2) - 1} and OX2 "" 

4 ;: zý 11, -4,6, -4,1}. Convolution with the derivative filters is equivalent 5T 

to multiplication by an NxN matrix K and combining this with the border 

constraints leads to the system of linear equations, 

(AK + S)u- d=0 (6-37) 

The Nx1 vector u is the desired solution and d is the Nx1 vector whose non- 

zero entries contain the measured border constraints. S is an NxN diagonal 

sampling matrix with 1's at the border constraints and O's at all other points. 

The scalar parameter A controls the relative influence of the border constraints 

and the regularising stiffness constraint. 

Theoretically the above equation can be solved directly by inverting the 

matrix (AK + S) and multiplying d by the result. In practical problems however, 
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this matrix is huge, e. g. for a 256 x 256 pixel image the matrix has 65536 2 '="4.3 

x 10' values, and so direct inversion is not possible. Instead iterative methods7 

such as the conjugate gradient method or the full multi-grid method are used. 

These only reference the sparse matrix (AK + S)and not its inverse. Even so, 

the process can be slow, with the algorithms taking hundreds or even thousands 

of iterations to converge. 'Iýansforming the matrix into a wavelet basis (13) 

(149) can improve the rate of convergence but the fastest algorithm (150) is not 

appropriate for exact interpolation i. e. for very small A. 

6.5.3 Triangulation based methods 

Many other interpolation schemes exist in the literature that do not depend 

on energy minimisation, but take a more direct route to the interpolated func- 

tion. The simplest such method is linear interpolation over triangles. This is 

the two dimensional extension of simple linear interpolation in one dimension. 

The points in the data set axe formed into triangles using a triangle optimisa- 

tion routine (151). For example, Delaunay triangulation maximises the size of 

the smallest angle in each triangle. The three points of each triangle specify 

a unique plane that is constructed over the triangle. This is a simple method 

for interpolation, but the resulting function is only continuous and not smooth. 

Higher order smoothness can be achieved by fitting quadratic, cubic or higher 

order polynomials over the points or using finite element methods (151) (152) 

(153), but this increases the complexity of the algorithm and reduces the speed. 

The major drawback to triangulation based approaches is that the result de- 

97 



CHAPTER 6. IMAGE PROCESSING METHODS 

pends critically on the nature of the triangulation, and long thin triangles cannot 

always be avoided. 

6.5.4 Weighted average approaches 

Other methods construct a surface by using a weighted-average approach. Each 

point in the interpolated function is set to a weighted-average of the control 

points, with the influence of each control point falling off as a function of dis- 

tance. Shepard's method (154) (155) uses the inverse of the distance from 

the control point raised to the power, n, specified by the user. This produces 

smooth surfaces but suffers from flattening of the interpolated function at the 

control points i. e. the partial derivatives of the surface are zero at the control 

points. Improvements have been made to overcome this problem(142) (116), 

but they require knowledge of the partial derivatives at the control points or 

some method to approximate them. It can also be a relatively slow method for 

very large numbers of control points, as each control point influences the entire 

function. 

6.5.5 Grid based methods 

Approximate interpolating functions can be constructed over a rectangular grid 

for some simple models, such as the least-squares fitting of quadratic or cubic 

polynomial functions. These can be applied locally and then a smooth global 

function found by blending the functions together using smooth blending func- 

tions. The most populax example of this kind of interpolation is known as free- 
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form deformation (FFD) (156) (157), which has proved popular for modelling 

surface shape in three dimensions. In two dimensions this is a cubic B-spline 

surface constructed over a lattice of control points defined by 

i+3 j+3 

(x, y) =EE Bk (x) B, (y) 0, t, (6.38) 
k=i I=j 

where i= Lxlgrid8ize], j= Wgrid8ize], Oki is the value of the control lattice 

at point (k, 1) and Bk (x) and B, (y) are the kth and Ith B-spline basis functions 

evaluated at x and y respectively. 

Each lattice control point will influence the resulting function in a square 

area 4 times the grid size surrounding the control point. If the surface given 

above is required to satisfy a single border constraint zi within this square, an 

infinite number of possible choices for the control lattice values, Oki, exist. The 

choice, 

Oki (Zi) = 
WklZi 

(6.39) 
Ei+ý I: j+3 W2 a=z b=j ab 

where Wab = B,, (x)Bb (Y) 7will minimise the control lattice displacements in the 

least squaxes sense 

In general there will be more than one border constraint within each area of 

four-by-four grid-squaxes. It may not be possible to satisfy all of the constraints 

exactly, but the error can be minimised in the least squaxes sense using lattice 

values Oki given by (158) 
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Oki 
- 

Ei WkjiOkl (Zi) 
(6.40) Ei W2 kli 

where Wkli = Bl, (xi)BI(yi). 

6.5.6 Multilevel B-splines 

For a small grid size the standard B-spline interpolation given above will satisfy 

the border constraints accurately, but will show shaxp local variations. Alterna- 

tively a large grid size will have smoother local variations but may not accurately 

satisfy the border conditions. In order to overcome this drawback, multilevel 

B-spline interpolation has been proposed (158) (159). The function is first in- 

terpolated using a large grid, then the grid is reduced (usually by a factor of 

two) and any remaining error in the control points is interpolated and added to 

the result. The process is repeated until the lattice is of size 1 and the border 

conditions are exactly satisfied. The whole algorithm is implemented efficiently 

using B-spline refinement to construct the control point displacements at finer 

scales, without reconstructing the entire function. 

6.6 A New Multiscale Method 

6.6.1 Introduction 

The analytical thin-plate spline method described above is efficient for very 

sparse data (i. e. tens of points) and the multi-level B-spline method is efficient 

for sparse data (i. e. thousands of points) but neither is suitable for relatively 
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dense data with only a few holes (i. e. tens of thousands of points). This kind of 

problem occurs for example due to occlusion of the laser stripe when scanning 

subject's faces. Numerical thin-plate spline methods can be used but require 

thousands of iterations to converge. This section presents a new method that 

is completely independent of the number of border constraints and does not 

require iteration. 

6.6.2 Method 

The method proposed here is similax in some respects to both the multi-level 

B-spline method and the weighted-average approach. The smoothness of a dig- 

ital image will dePend on its resolution. A function that is smooth at a fine 

scale can show sharp variations at a coarser scale. A set of scattered measure- 

ments can be digitised onto a set of images at different resolutions, placing each 

measurement at the nearest pixel at the chosen resolution. If more than one 

border constraint falls within a single pixel, a sensible compromise is to take 

the average of the border constraints. As the resolution decreases the accuracy 

of the digitised measurement will also reduce. At a coaxse enough scale all the 

pixels will be allocated one or more measured values. Hence beyond a certain 

image resolution no interpolation is necessary. By expanding this image to a 

finer scale, this information can be used to fill in the missing data at the finer 

resolution. Provided the interpolated function is smooth up to the scale of the 

next resolution image, the resulting function will remain smooth. Continuing 

this process up to the finest scale will then produce a smoothly interpolated 
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surface satisfying the border constraints. 

Two functions are initialised with the measured border constraints. The first 

fo (x, y) contains the border conditions themselves, and the second so (x, y) will 

contain a1 at sample points and 0 elsewhere, i. e. 

fo (X, Y) = 
Zi 

if 
(X 

I Y) = (xi, yi) 
(6.41) 

0 otherwi8e 

so (X, Y) =1 
if (X, Y) = (xi, yi) 

(6.42) 

otherwise 

The reduced images are then found by filtering, sub-sampling at every other 

pixel and dividing the resulting functions, 

fi (X, Y) - 
En, 

m 
h (n) h (m) fj-, (2x - n, 2y - m) (6.43) 

En, 
m 

h (n) h (m). sj-, (2x - n, 2y - m) 

and 

sj (x, y) - 
En, 

m 
h (n) h (m) sj-, (2x - n, 2y - m) (6.44) 

En, 
m 

h (n) h (m) sj-, (2x - n, 2y - m) 

and setting 0/0 = 0. To reconstruct the smooth function at a finer resolution, 

the images are up-sampled by pixel doubling and filtered with a smooth spatial 

filter, 
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gj (X) Y) 
En, 

m 
h (n) h (m) gj+l Wx - n) /2] 

, 
L(Y - m) /2]) if sj (x, y) =0 

fj (X, Y) if Sj (X, Y) =1 
(6.45) 

The filter h(n) is chosen so that repeated applications of this filter at all scales 

along a dyadic sequence converges to a cubic spline filter, i. e. in the Fourier 

domain, 

cx: ) 

Il H (6.46) 
j=o 

The choice of coefficients h= 10.1,0.25,0.3,0.25,0.11 have been used in this 

work, which gives rise to the piecewise cubic spline curve shown in figure 6.2. 

The borders are treated using 2N periodic wrap-around border constraints. 

After expansion the sample border constraints may not be exactly satisfied. 

Therefore the function is adjusted by replacing the interpolated function with 

the stored border constraint where necessary. 

6.6.3 Results 

The interpolation method described above has been tested on a range of real 

and artificial data. The results are shown in figures 6.3,6.4 and 6.5. These 

demonstrate that the multi-scale filter method produces smooth interpolated 

functions and by definition the border constraints are always satisfied exactly. 

The reconstructed functions suffer from the flattening problem at the sample 
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Figure 6.2: The piecewise smooth cubic spline curve generated using the filters 
described in the text. 

points in the same manner as Shepard's method, but unlike Shepard's method 

the function is continuous and smooth at the sample points. The interpolation 

speed is independent of the number of border constraints and is 0 (N log N) for 

an N-pixel image. The time required for a 256 by 256 interpolation problem is 

difficult to assess on a multi-tasking operating system, but is typically less than 

I second. 

6.6.4 Conclusions 

For interpolation problems that are critically dependent on satisfying a partic- 

ular model, such as the thin-plate bending model, the numerical or analytical 

solution of the resulting regularisation problem is recommended. For many 

problems however it is more desirable to have an efficiently calculated solution 

that 'looks right' in some sense. The multi-level B-spline method produces scale- 

invariant, C2 -continuous interpolating functions very rapidly, with only a small 
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Figure 6.3: A typical sparse interpolation problem (left) and the solution con- 
structed using the multiscale method (right). 

Figure 6.4: 10% sampling of a 'wedding cake' function (Left). Reconstruction 
by interpolation with the multiscale method (Right). 
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Figure 6.5: The same problem (left) and solution (right) as shown in Figure 6.4 
displayed as images. 

time penalty for a large number of border conditions or large image size. The 

new multi-scale approach also produces a C'-continuous interpolating function 

very efficiently, but the flattening of the function at the control points makes 

this a less desirable solution. 

6.7 Feature based two-dimensional image 

0 
warping 

6.7.1 Introduction 

As described in chapter 5, the majority of methods for inter-subject comparison 

have used image warping to extend the comparison of a small set of points 

across the entire image. The warping methods used have generally involved 

interpolating the translations in the direction of each coordinate axis separately. 

In some cases this can lead to the image not only stretching, but also folding, 

106 



CHAPTER 6. IMAGE PROCESSING METHODS 

even when the individual interpolating functions are smooth and continuous. 

In this section a new general solution to the problem of preventing folding in 

image warping is presented. 

6.7.2 The one-to-one property 

The problem of image warping given a set of matching point sets is essentially 

the problem of interpolating two functions simultaneously. One function is for 

the translation in the direction of the x-axis and the other for the translation 

in the direction of the y-axis. An additional problem is maintaining the one- 

to-one property of the warping transformation. Each point in the transformed 

image should correspond to only one point in the original image and vice-versa. 

If the one-to-one property is not satisfied the warped function wifl have the 

appearance of being folded, rather than only stretched. 

In Figure 6.6 the three points axe mapped according to, 

y) -+ (f (x, y) ,g 
(x, y» (6.47) 

+ y) -+ (f (x + öx, y), g (x + bx, A (6.48) 

Y+äy) -> (f (X, Y+by), g (X, Y+äy» (6.49) 

In the limit as bx -+ 0 and 6y -+ 0 the direction of the vectors a and b are 

given by 
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(xy+8y) 

I (. y) 

Origiý co-ordimte 
systmn 

ýAapping 

y+ (1y), g (Xy + cly)) 

New co -ordinate 
systern a C, 

( ir; c+ ýC. V). z(x+ ýC. v)) 

Figure 6.6: A mapping function will be one-to-one provided the angle a is 
between 0 and 7r. This is only true if the cross product of the vectors a and b 
points out of the page. Taking the limit as 6x -+ 0 and Jy -+ 0 this becomes 
equivalent to the Jacobian of the transform remaining positive. 
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a oc 
("f 

, 
'og ) (6-50) 

CIX ax 

oc 
Lf 

I 
Lg) 

(6-51) 
( 

Oy ey 

The mapping will not flip when the angle 0<a< 7r, or equivalently when 

sin (a) > 0. The cross-product of a and b will be a vector perpendicular to the 

page, given by 

axb= lal JbI sin an- (6.52) 

hence the Jacobian, J, of the transformation, given by 

i-0 
(f, g) 

- 
af ag d9f ag 

(6-53) 
D (X, y) axDy Dyax 

will have the same sign as sin a. Therefore if the Jacobian becomes negative the 

mapping will fold-over (160). 

10 6.7.3 Previous solutions 

Previously derived methods for preventing fold-over have been specifically de- 

signed for a small subset of interpolation methods. For the numerical solution 

of the thin-plate stiffness equations, an additional constraint (in addition to the 

thin-plate stiffness and the border constraints) can be placed on the solution, 

forcing the Jacobian to remain positive (161) (162). For the case of multilevel 
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B-splines a clipping of the border constraints whose magnitude is above 0.48 

can ensure the one-to-one property (159). 

6.7.4 Anew general solution 

The one-to-one property of the change of variables can be preserved using two 

simple facts. Firstly, the concatenation of two one-to-one maps must be one-to- 

one, i. e. given two one-to-one mappings 

(X 
ý y) -+ (f, 9) (6.54) 

with Jacobian J, >0 and 

(f, g) -+ (u, V) (6-55) 

with Jacobian J2> 0, then the combined mapping 

(U, v) (6.56) 

will (by the chain rule of differentiation) have Jacobian 

J3 
---: 

Jl J2 >0 (6-57) 

and so be one-to-one. 

The second point to note is that an overlapping function of the form 
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Y) -> (x+ fly + g) (6-58) 

can be made one-to-one by scaling the functions f and g by an appropriate 

constant a satisfying 0<a<0 so that the mapping 

(x + af, Y+ ag) (6-59) 

is one-to-one. The constant 3<1 is the limit on the paxameter a, chosen so 

that the smallest value of the Jacobian becomes zero, i. e. 

(Ofz + 1) (ogy + 1) _ 02fygz =0 (6.60) 

where the subscripts denote partial derivatives. This quadratic equation can 

be solved for 3 at the point where the Jacobian is smallest. This point can be 

found using finite difference approximations for the partial derivatives across 

the image. 

Using these two facts, a simple method for eliminating overlap is to con- 

struct a set of one-to-one waxps by interpolation and scaling, which are then 

concatenated into a single one-to-one warp. Interpolation is first carried out 

using the raw interpolation method, and then the warping function is scaled 

by a fraction a calculated using equation 6.60. This will translate the border 

constraints a fraction a of the desired amount. The remaining translation is 

then interpolated, scaled if necessary and concatenated with the original. This 
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is repeated until 0>1 and the border constraints are satisfied or 0<0 and 

the border constraints are forcing an overlap. In the latter case, a choice must 

be made between satisfying the border constraints and overlapping, or having 

a one-to-one warp and not satisfying the border conditions. 

6.7.5 Results 

This method is independent of the type of interpolation being performed, so 

it can be applied to any feature based warping method. An example image 

and specified translations (Figure 6.7) are used to demonstrate the effect of 

warping with and without overlap control. Figure 6.8 shows the results of 

interpolating using the new multiresolution method. The effects of overlap can 

be seen, particularly on the central white square, which has been split at the 

four corners. Figure 6.9 demonstrates constraining this warp to be one-to-one. 

The central white square now stretches smoothly out to the corners. Figures 

6.10 and 6.11 demonstrate an analytically interpolated thin-plate spline warp 

without and with overlap control respectively. Again the folding of the image is 

particularly notable around the central white square, with the image completely 

inverted at the borders when overlap control is not used. 

6.7.6 Conclusion 

For interpolation Problems with only a small number of border constraints, 

combining the analytical solution to the thin-plate energy minimisation with the 

overlap prevention method presented above gives a robust and efficient method. 
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-C * 
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Figure 6.7: The example translations (left) and image (right) used in the warp- 
ing examples. 

Figure 6.8: The warping function interpolated using the multiscale method 

without overlap control (left) and the resulting transformed image (right). 

For larger problems, where the choice of interpolating function is less critical, the 

MFFD method with control point clipping provides the most efficient solution. 
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Figure 6.9: The same problem as figure 6.8 solved with the multiscale interpo- 
lation method with overlap control. 

Figure 6.10: The same warping problem interpolated using analytical thin-plate 
splines without overlap control. 

Figure 6.11: The same problem solved using analytical thin-plate splines with 
overlap control. 
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Chapter 7 

Inter-Surface Comparison 

Study 

7.1 Introduction 

Analysis of the differences between facial images can aid diagnosis, treatment 

planning and research. Registration to a Cartesian reference frwne using the 

fixed relations principle assigns a spatial coordinate to each point on the facial 

surface. Comparison of three-dimensional facial landmark points between sub- 

jects can then be made via this independent reference convention. Landmark 

points only represent a tiny fraction of the available data and so methods are 

required for extending the matching to featureless areas of the face away from 

landmark points, such as the cheeks or forehead. 
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In chapter 5 the various available methods for inter-patient matching were re- 

viewed. Rom the current literature it is unclear which of the available methods 

produces the most useful results and which is the most suited to laser-range data. 

Therefore, in this chapter, three new methods for the inter-patient comparison 

of laser-scanned facial surfaces and a registered photograph are described and 

tested. 

The first method uses depth variation and the surface normal vectors to 

match facial points automatically, in a manner similar to the automatic elastic 

matching of volume data. Because this method does not make use of the pho- 

tographic data or secondary surface features it can lead to incorrect matching 

of anatomical features such as the nose, the eyes etc. This is demonstrated by 

warping the registered facial photograph using the matching information from 

this method. 

To overcome these problems the other two methods use matching of ex- 

tracted features, principally points and contours. The first of these methods 

uses a fully automatic algorithm based on the automatic extraction and match- 

ing of edge and curvature maxima points. The edge extraction is performed 

with standard edge and curvature extraction routines, and the matching by an 

iterative closest point algorithm. Feature-based waxping driven by the matched 

points is used to match points away from the extracted edges. While this method 

produces an accurate matching in most cases, individual scans may be matched 

incorrectly. Also, it has only been tested on our database of normal, white, 

adults and it is possible that faces with differently coloured skin or a particu- 
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larly unusual shape (i. e. patients) may be incorrectly matched. 

To overcome the problems of incorrect matching in the automated meth- 

ods, the final method uses interactive segmentation of curvature and surface 

features followed by interpolation-based warping. 'Snakes' axe used to assist in 

the segmentation of contours in a manually defined template. A new snake im- 

plementation, for contours connected at landmarks, ensures that the template 

landmarks are properly placed as well as the contours. Other landmarks not 

associated with contours are placed manually. Because the template is adapted 

interactively, the user can easily deal with unusually shaped or coloured faces. 

This leads to very accurate matching of subjects with an acceptable level of user 

interaction. 

7.2 Data Capture 

To provide data for the experiments contained in this and subsequent chapters 

facial images were captured of volunteer subjects. Thirty male and thirty female 

adult Caucasian volunteers from the staff at Stoke Mandeville Hospital, Ayles- 

bury, had a frontal photograph and laser-video scan of their face captured in the 

analytic morphograph. The subjects were first registered to the morphograph's 

reference frame in the manner described in chapter 2. For 'belt-and-braces' 

safety eye patches were placed over the subject's closed eyes prior to capturing 

the laser surface scans. Holes in the scans due to occlusion, low bearn intensity 

and scatter were later interpolated using the multiscale method described in 
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section 6.6. 

The eye patches were removed after scanning and then a photograph of each 

subject was captured with their eyes open . The photographic images were 

captured on Polaxoid instant (chemical) film in the usual manner for morphan- 

alytic photographs. These images were then digitised at a resolution of 100 dpi. 

This rather coarse image resolution was considered sufficient for testing the new 

methods, whilst conserving limited storage space. The images can become ro- 

tated slightly in the digitisation process and so they were aligned by manually 

locating two markers on the cephalostat's ear rods. The left point (xi, yj) and 

the right point (x,, y, ) should be at equal distances from the morphanalytic 

origin (xO, yo) given by, 

(xo, yo) = 
(XI 

i YO + (Xr 
i Yr) (7.1) 

2 

The images were then scaled and rotated to conform to a standaxd size and 

resolution. The rotation angle, 0, is given by 

arctan 
Yr - Yl (7.2) 

(xr 

- xt 

) 

The scale of the original image points in the morphanalytic yz-plane is the com- 

bination of a 10% enlargement coupled with a one third reduction. Combining 

this with the 100dpi (! 
-- 0.253mm/pixel) scanning resolution gives the scale of 
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the scanned points as, 

resolution = 0.253 x131 mm/pixel = 0.69mm/pixel (7-3) 

The photographic images are also distorted by perspective and so a final stage 

is used to remove the perspective from the images. This is achieved by using the 

depth data from the laser scans and knowledge of the camera paxameters. Be- 

cause the 10% enlargement has already been removed the perspective equations 

are given by 

(169 - x)Y (7.4) 169 

(169 - x) Z 
(7-5) 

169 

for image pixel (Y, Z) (scaled and centred to the morphanalytic coordinate 

frame) and morphanalytic coordinate (x, y, z), derived from the laser scan. 

7.3 Method 1: Automatic surface matching 

7.3.1 Method Overview 

In this section a simple warping method for automatically matching two laser- 

range scans is described. The method is based on matching two surfaces using 

only the relative depths and the surface normals. The algorithm is derived from 

similar algorithms for 3D scalar data based on matching intensities using the 
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gradient vector and a smooth elastic model. The algorithm traces the surface 

normal from each point in the taxget scan until it intersects the study scan. 

These vectors represent the displacements between the two registered scans, 

which can be used to warp the study image into the shape of the target image. 

It is important to realise that tracing any vector from the target to the study 

will create a warp that will correctly transform the study into the template, but 

it may make no biological sense. In order to improve the registration the warping 

functions need to be defined more precisely. To this end a further criterion is 

imposed, namely that the waxping function must be smooth. Regularising the 

warping function using recursive filters imposes a thin-plate-like smoothness 

constraint. 

Regularising the warp can lead to a warp that does not exactly satisfy the 

border constraints i. e. does not warp the study range-map exactly into the 

shape of the target. To improve the registration a new target range map is 

created, by inverting the warping function and applying it to the original target 

image. This new target will be more similar to the study range-map than the 

original. Repeating this process and concatenating the resulting functions at 

each iteration produces a smooth warp from the original target to the study. 

Once the change in the largest translation in the warp between iterations falls 

below a threshold the algorithm is halted. Algorithm 2 describes the entire 

process in pseudo-code. 
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Algorithm 2 Automatic depth warping 
Inputs: Target scan T, Study scan S 
Begin 
TotalWarp =0 
Iteration =0 
repeat 

Warp = trace surface normals from T to S 
Regularise (Warp) 
TotalWarp = TotalWarp + Warp 
Inver8eWarp =Invert(Warp) 
T= Warp T with Inver8eWarp 
Max = Magnitude of Largest vector in Warp 
Iteration = Iteration +1 

until Max < Thre8hold OR Iteration > MaxIteration 
Output: TotalWarp 
End 

7.3.2 Implementation 

Surface Normal Calculation 

The first stage in constructing the warping function using this method is to 

calculate the surface normal vectors in the range image. In this implementation 

the surface normals are calculated as the normal to the least-squaxes fit plane 

over each 3 by 3 surface patch. The equation of this plane is given by 

x= ay+bz+c (7.6) 

and the surface normal is given by 

(l. o, -a, -b) (7-7) 

The least squares surface patch will find the paxameters, a, b and c that 
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mmimise te sum of square errors 

X2 =E (ayi + bzj +C_X (yi, zj ))2 (7.8) 
ij 

This is minimised by setting its partial derivatives with respect to these param- 

eters to zero, i. e. 

c9x 2 

2yi (ayi + bzj +c-x (yi, zj)) =0 c9 a 
(7.9) 

ax 2=E 

2zi (ayi + bzj +c-x (yi, zj)) =0 (7.10) 
ab 

ij 

OX 2 

ac -= 
E2(ayi +bzj +c-x(yi, zj)) =0 (7.11) 
ij 

This results in a set of linear simultaneous equations for the surface normals, 

written in matrix form as 

y? yizj yi a E yix (yi, ZA 
yjzj E zjl E zj b E zjx (yi, zj) (7.12) 

E yi E zj E1 c Ex (yi, ZA 

The surface normal is not affected by a change of coordinate system to centre 

the surface patch on the origin i. e. x= -1 to I and y= -1 to 1. Inserting 
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these values into equation 7.12 gives 

600a yix (yi, ZA 
060b zjx (Yi, zj) (7.13) 

009cEx (yi, ZA 

and hence 

a= 6(z(l, -l)+z(1,0)+z(lil)-z(-l, -l)-z(-1,0)-z(-1,1)) (7.14) 

and 

b= (z (-1,1) +z (0,1) +z (1,1) -z (-1, -1) -z (0, -1) -z (1, -1» (7.15) 6 

and the unit surface normal is then given by 

(1.0, -a, -b) n- Vl- + a2 + b2 

Ray-Tracing Surface Normals 

(7-16) 

Ray-tra, cing is used to calculate the intersection of the first surface's normal 

vectors with the second surface. The equation of the ray, r, is given in terms of 

the staxting point ro and the unit normal vector n- by 
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r= ro + An (7.17) 

for scalar parameter A. For efficiency, nearest-pixel ray tracing is performed 

using the Bresenharn line algorithm. A further speed improvement can be im- 

plemented by tracing the ray in two dimensions rather than three. The ray 

is traced across the (y, z) dimensions of the depth map and the current x co- 

ordinate found at each pixel. The direction of the ray is chosen to be in the 

positive normal direction if the surface point is inside the second surface and in 

the negative normal direction if the surface point is outside the second surface. 

The ray is terminated when it crosses the second surface or exits a bounding 

box surrounding the depth map. 

'n - ilegularisation 

Even when the least-squares surface normal is used, the surface normal vectors 

can vary a great deal from point to point. In order to construct a smooth warping 

function the surface normal vectors are smoothed both before and after the ray- 

tracing stage. This is performed using second-order Tikhonov regularisation, 

implemented using backwards-forwards recursive filters (139). 

Calculating the Inverse Warping Function 

The forward warping function defines a translation vector at every pixel in the 

destination image. These are used to 'collect' image values (colour or depth) 

from the source image, ensuring that the destination image is properly defined 
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at every pixel. If the same warping function were used to 'place' the destination 

pixel values at the nearest pixel in the source image, this would (in general) not 

define the transformed function at every pixel. Interpolation is used to ensure 

that the inverse warping does not leave gaps in the transformed image. 

7.3.3 Results 

To test the automatic surface warping method several of the images of subjects 

in our database were used. For example figure 7.1 shows two scans from the 

database and figure 7.2 shows the results of waxping the source scan into the 

shape of the target scan and the result of applying the inverse of this transfor- 

mation to the target scan. These subjects have quite similarly shaped faces and 

the result of warping the registered photographic image produces reasonable 

results (figure 7.3). For less similarly shaped faces (e. g. figure 7.4) warping of 

the range images can produce incorrect matching (figure 7.5) which is clearly 

demonstrated by warping the registered RGB image with the warp found with 

this method (figure 7-6). 

7.4 Method 2: Automatic edge based 

warping 

7.4.1 Method Overview 

This method aims to overcome the potential problem of incorrectly matching 

facial features by using an edge-based approach. Three kinds of image edges 
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Figure 7.1: The rendered target (left) and source (right) range images used for 
testing method 1. 

Figure 7.2: The rendered source (left) and target (right) range images after 
warping with method 1. 

Figure 7.3: The target image (right), source image (left) and warped source 
image (centre) using method 1. 
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Figure 7.4: The rendered source (left) and target (right) range images before 
matching. 

Figure 7.5: The rendered source (right) and target (left) range images after 
warping with method 1. Incorrect matching of the mouth is notable. 

Figure 7.6: The target RGB image (left), source image (left) and warped source 
image (centre) after warping with method 1. 
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axe extracted, the gradient maxima of the facial photograph and the positive 

and negative curvature maxima of the laser range scan. These points are then 

automatically matched using a version of the iterative closest point (ICP) al- 

gorithm. The original ICP algorithm was designed for rigid-body registration 

using rotations and translations (24) (25). It was extended to non-rigid defor- 

mations by using a variety of approximating interpolants including quadratic 

spline and B-spline based approximations (178) (179). Rigid-body registration 

has already been achieved in the morphograph via the fixed relations principle, 

and so no further rigid-body constraints are imposed on the data. Instead a hi- 

erarchy of B-spline surfaces are defined on progressively finer grids to construct 

the warping transform. 

Initially the extracted points are matched by finding the mutually closest 

points. Two points, a in set A and b in set B, are matched if a is the closest 

point in A to b and b is the closest point in B to a. Additionally points must 

be of the same type i. e. image gradient maxima, positive curvature maxima or 

negative curvature maxima. To prevent incorrect matching of gradient edges 

an additional constraint is imposed so that only edge points with a similax 

magnitude and direction are matched. To improve the speed of matching the 

search for the closest point is performed only in a small neighbourhood of each 

point. 

Using the list of matched points a free-form deformation (FFD) is derived 

and used to warp one point set towards the other. Initially this is applied on a 

coarse grid to produce a smooth interpolating function that does not accurately 
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satisfy the border constraints. To ensure the one-to-one property of the trans- 

formation the warping grid control-points are clipped so that they are less than 

0.48 in magnitude. The process is applied iteratively, with the grid size reduced 

by a factor of two every time the change in maximum distance between closest 

points falls below a threshold. The closest-point seaxch-axea, is also reduced by 

a factor of two along with the grid size to increase the speed of the algorithm 

and reduce the chances of sharp variations in the final matching. The method 

is presented more concisely in algorithm 3. 

Algorithm 3 ICP with FFD 

Inputs: Point sets P= lpil and Q= fqi} 
Begin 
Set initial scale s= smax 
R=0 
repeat 

Find closest point subsets S in P and T in Q 
Find maximum distance between matched points D 
Find W the FFD ftom S to T at scale s 
Warp points in P using W 
if NOT(clipped) AND (R - D) < threshold then 

s= s12 
end if 
R=D 

until s<1 
Outputs: Point sets S and T 
End 

This algorithm produces a set of matched points between the study and the 

subject. These can be interpolated using a multi-level free-from-deformation 

(MFFD) to warp the study range and colour images into the shape of target 

range and colour image. 
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7.4.2 Implementation 

Edge and Curvature Maxima Detection 

The edge points used from the photographic image are found from the (greyscale) 

gradient as the points that obtain a maximum value in the direction of the 

gradient vector. The paxtial derivatives along the x and y axes are found by 

convolution with smoothed finite-difference filters 0., and Oy respectively. This 

is known as Canny edge detection (163) and is described in algorithm 4. 

For the laser-range data important image features do not only lie at the 

gradient maxima but also at the points of highest curvature. An algorithm 

similar to Canny edge detection is used to calculate the points at which the 

curvature obtains maximum values in the associated principal direction as shown 

in algorithm 5. The curvature is calculated using finite difference filters for the 

derivatives as explained in section 6.3. 

Algorithm 4 Canny edge detection 

INPUT: Image f (x, y) 
Begin 
Calculate gradient Vf (X, Y) ký (a. *f (X, Y), f (X, y)) 
(u (x, y), v (x, y)) G(x, y) 
Point list P=f 
for y=0 to height do do 

for x=o to width do do 
if IG(x, y)l > IG(x+u(x, y), y+v(x, y))l AND IG(x, y)l 
IG (x -u (x, y), y-v (x, Y)) I then 

Append (x, y) to P 
end if 

end for 
end for 
End 
OUTPUT: Point list P, Gradient images (u (x, y) ,v 

(x, y)) 
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Algorithm 5 Curvature edge detection 
INPUT: Range image f (x, y) 
Begin 
Calculate curvature k (x, y) and principal direction (u (x, y) ,v (x, y)) 
Point list P= 11 
for y=0 to height do do 

for x=0 to width do do 
if ik(x, y)l > lk(x+u(x, y), y+v(x, y))l AND lk(x, y)l > 
jk(x - u(x, y), y - v(x, y))l then 

Append (x, y) to P 
end if 

end for 
end for 
End 
OUTPUT: Point list P, Curvature image k(x, y) , principal direction images 
(U (X, Y) ,V (X, y)) 

Closest Point Matching 

The edge and curvature maximum points are matched to points (within a speci- 

fied distance) of the same type and with a similar magnitude. For edge points an 

additional restriction is imposed so that the gradients have a similax direction, 

in order to prevent matching of light-to-dark edges with dark-to-light edges. 

Algorithm 6 describes this method more precisely. 

7.4.3 Results 

Figure 7.7 shows a typical example of the iterative closest point matching (cor- 

responding to figure 7.9). Figures 7.8,7.9 and 7.10 show the results of waxping 

individuals to a taxget image using this method. In most cases the matching 

produced is excellent, but occasional errors (for example around the eyes in Fig- 

ure 7.10) suggest that the method may have difficulty in matching differently 

coloured faces or those with a markedly different shape. 
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Algorithm 6 Match closest points 
INPUT: Point lists P and Q, magnitude images Mp (x, y), Mq (x, y) and angle 
images Ap (x, y), Aq (x, y) 
Begin 
S= 11, T 
for all i do 

min = oo, J= -1 
for all i do 

if 1pi - qjj < min AND IMp(pi) - Mq(qj)l < magthresh AND 
I Ap (pi) - Aq (qj) I< angthres h then 

min 1pi - qjj 

end if 
end for 
if min < distthresh AND J> -1 then 

min = oo, I= -1 
for all j do 

if Ipj - qjl < min AND IMp(pj) - Mq(qj)l < magthresh AND 
I Ap (pj) - Aq (qj) I< angthresh then 

min = Ipj - qjl 
I=i 

end if 
end for 
if I= i then 

Append pi to S 
Append qj to T 

end if 
end if 

end for 
End 
OUTPUT: Matched point lists S and T 
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Figure 7.7: Edge points are shown as green in the target image and red in the 
source image. The edges extracted from both images are shown on the left. At 
the start of the process 4605 points are matched (centre) and by the end 6590 
points are matched (right). 

Figure 7.8: Automatic matching of the source image (left) to the target image 
(centre) gives the warped source (right). 
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Figure 7.9: Another automatic maxima matching example. 

Figure 7.10: Another automatic maxima matching example. 
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7.5 Method 3: Feature based warping with 

interactive labelling 

7.5.1 Method overview 

This method uses interactively labelled features to compare individuals. Two 

types of facial features are used: point landmarks and facial contours. The fa- 

cial image contours used axe further divided into three kinds: those with a large 

gradient magnitude, a large positive curvature or a large negative curvature. 

The edge extraction is performed with snakes attracted to one of these feature 

types, which is specified by the user. Points at the end of a contour or at the 

junction of two or more contours represent important anatomical features or 

landmarks. The template used is constructed from a set of contours connected 

at landmarks. Hence the optimisation of the boundaries to the desired image 

features will also tend to constrain the landmarks to the correct locations. Using 

a connected set of contours also helps to prevent accidentally crossing contours 

which could cause the image to twist or fold-over. Other landmarks not asso- 

ciated with image cOntours, such as the centres of the pupils and the orbitale 

marker are placed manually. The template used in the current study is shown 

in figure 7.11. This is not intended as a de facto standard, but has proved useful 

in testing the new methods. 
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Figure 7.11: The feature template used in method 3. 

7.5.2 Implementation 

Template fitting 

A template is defined manually by an operator using landmark points, open 

contours and closed contours. The contours are constructed using cubic spline 

curves, with the operator adding control points along the contour. If the oper- 

ator clicks on a landmark point while constructing a contour, that contour will 

be attached to that landmark. Several contours may be attached to a single 

landmark. 

The first stage in fitting the template to a subject is to manually move the 

landmarks and the contour control points so that the template approximately 

fits the individual's facial data. Moving a landmark also adjusts all the contours 

connected to it. The second stage improves this fitting automatically using 

snakes. 
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The basic snake method has been adapted for use in this work in several 

ways. Firstly, because the contours are connected at the landmarks all the 

contours must be iterated simultaneously. To do this efficiently the contours' 

stiffness equations are all inverted during the initialisation stage, then during 

each iteration the contours are adjusted one at a time. The different contours 

connected at a landmark will all attempt to pull the landmark in different 

directions. The displacement of the landmaxk is calculated as the average of 

these displacements. 

The second alteration attempts to increase the influence of the initial sug- 

gestion supplied by the user. Traditional snakes try to minimise the bending 

energy of the spline even in its initial position, i. e. an initially curved con- 

tour on a featureless image will eventually become straight. To prevent this 

behaviour, rather than regularising the positions of the contour points, the dis- 

placements along the contour axe regularised. This means that the contour will 

have minimum bending energy in its initial shape, however twisted. 

Snakes can occasionally become 'distracted' from a small local edge by a 

larger edge neaxby. Such a snake will gradually move completely away from the 

local edge. An additional parameter is included in the snake model so that the 

displacements from the original position are also minimised. This means that, 

ignoring image forces, the contour will have its energy minimised in its original 

position. 

The final modification to the original snake model exploits the fact that 

the initialising cubic polynomial curve is always sampled at regular intervals 
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along its length. Hence the terms involving the calculation of the current spring 

lengths can be eliminated. By regulaxising the displacement along the contour, 

rather than the position, all the nonlineax elastic terms can be eliminated. This 

allows the use of regularising filters along the contour length, rather than more 

computationally expensive matrix inversion and so allows the contours to be 

initialised and iterated very quickly. 

Contour comparison 

To relate points along different contours, the contours are parameterised using 

the fraction of length along the contour from one end to the other. If a contour 

is closed it can be split into open contour segments provided it contains one or 

more clear landmarks along its length. If it does not contain a landmark, an end 

point can be chosen so as to minimise the total displacement from points in a 

corresponding contour. In order to perform comparisons and statistics between 

a set of contours, the line's length in the parametric coordinate system is nor- 

malised to 1 by dividing by the total length. This ensures that a point fraction 

t from one end of a line is related to the corresponding point fraction t from the 

same end of every other line. Hence the problem of relating contours is reduced 

to the problem of relating a set of labelled points, for which measurements and 

statistics are well defined. 
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Surface comparison 

In order to compaxe points across the range-map surface, corresponding points 

need to be labelled. The labels should correspond on the points that have 

already been labelled as landmarks or along the parametric contours and should 

vary smoothly between them. Therefore a smooth parametric description of the 

surface is required, with border constraints at the landmark and contour points. 

This requires interpolation of the specified border constraints. The large number 

of points generated along the parametric contours means that analytica. 1 thin- 

plate spline methods are too slow for solving this interpolation problem. Instead 

multi-level free-form deformations are used, which guarantees C' continuity and 

the one-to-one property of the mapping without compromising efficiency. 

7.5.3 Results 

The snake based method can adapt a feature template to an individual, given 

a reasonable initial guess, as shown in figure 7.12. Given two such templates 

this method reliably warps the corresponding individual's images. Examples 

are shown in figures 7.13 and 7.14. 

7.6 Conclusions and Choice of Method 

All three of the matching algorithms are capable of credibly matching individ- 

ual facial images in the majority of cases. This is consistent with the results 

presented in the literature for the equivalent methods for three-dimensional vol- 
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Figure 7.12: Adaptation of the template to an individual. The original template 
(left) is adapted manually to approximate the shape of the individual face shape 
(centre) and then snakes are used to refine the fit (right). 

-0 

Figure 7.13: An example of matching a source image (left) to a target (centre) 

to give the warped source image (right) using feature based warping. 
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Figure 7.14: An example of matching a long-faced subject (left) to a target 
image (centre) to give the warped source image (right) using the feature based 
warping method. 

umetric data. Method I did have difficulty correctly matching in one case (the 

long-faced subject). It is impossible to test the matching of every possible face 

to every other, but failure in this case suggests that the algorithm is not robust 

and so will fail in many other cases. The surface shapes of many facial features 

are too subtle for this algorithm to identify, and hence match them correctly. 

Methods 2 and 3 both involve the identification and matching of edge and 

curvature points. This means that they are more likely to correctly match facial 

features. Method 2 automatically extracts edges and curvature maxima points 

and matches them automatically using an iterative closest point method. In the 

tests with our database of (mainly) normal, white adults the algorithm proved 

robust. Further testing is required on patients with abnormal or differently 

coloured faces, to ensure that the matching remains robust. 

Method 3 matches contours defined by the user in a template and interac- 

tively adapted to each subject using snakes. This ensures that unusual faces, 
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or those from diverse ethnic groups can easily be accommodated. The use of 

snakes to assist in segmenting the selected facial contours reduces the burden on 

the user and improves accuracy. This level of interaction should give clinicians 

confidence in the method, whereas fully automatic methods may give the im- 

pression of being a 'black-box' with unpredictable output. The only drawback is 

that a user must define the initial template, a procedure which could be subject 

to subconscious bias as to the most important facial features. 

The mixture of user interaction with a degree of automation makes method 

3a more robust and more flexible method than the fully automatic methods 

(methods 1 and 2). As a result, method 3 was chosen as the inter-subject 

comparlson method for the remainder of this thesis. 
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Chapter 8 

Surface Statistics 

8.1 Introduction 

In Part III the various available methods for inter-subject matching of corre- 

sponding anatomical features were reviewed. Three methods were then adapted 

for texture-mapped laser-range facial surface data and tested. This section 

extends the application of surface comparisons from individuals to statistical 

groups. To do this, methods for constructing facial mean and distribution data 

need to be devised. Because of the close relationship between one-to-one and 

statistical comparisons the essentials of these ideas have already been reviewed 

in chapter 5. 

In this chapter two new methods for constructing faciaJ averages are de- 

scribed and tested. These represent different compromises between complexity 

and the quality of the results. 
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The first method calculates the probability that each 3D point in the mor- 

phanalytic: reference frame has of lying inside the human head. Points near the 

morphanalytic origin axe certain to lie inside the head and points at a large 

distance (e. g. lm) from the origin axe certain not to. Between these two ex- 

tremes there is a gradual decrease in probability that depends upon the shapes 

of the heads in the sample. This method requires little processing and no user 

interaction, but does not allow the construction of averages from small samples. 

The second method uses feature-based warping to construct an average con- 

sisting of the mean surface depth and colour and the distribution. The inter- 

subject comparison methods described in chapter 7 label related points in differ- 

ent scans. Finding the mean 3D position and colour of each related point allows 

the construction of the mean surface. The normal distribution about this mean 

can also be found in terms of the covariance matrix, calculated at each point. 

8.2 Method 1: Probability histomorphogram 

8.2.1 Method description 

The first technique is a very simple and quick method for constructing mean and 

distribution facial data. This method treats the laser-range data as a simple 

surface, ignoring secondary surface characteristics such as curvature extrema 

contours, intensity change maxima contours or landmarks. The goal is to pro- 

duce a 3D probability histogram in which the value in each 3D bin represents 

the probability of that point lying inside the head. The algorithm starts with an 
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empty 3D volume (i. e. all voxels set to zero) and a single height map is added 

using the pseudo-code algorithm 7. 

Algorithm 7 Add to histomorphogram 
INPUT: 
Volume V (x, y, z), Height Image h(x, y), Sample Size S 
BEGIN 
S=S+1 
for all (x, y) in h do 

for z=0 to h(x, y) do 
V(x, Y, Z) = V(x, Y, Z) +1 

end for 
end for 
End 

The variable S keeps a record of the number of facial scans that have been 

added to the volume. This can then be used to convert the frequency values to 

probabilities via division when required. 

The mean facial surface is given by the volume's isosurface where the prob- 

ability is equal to 0.5. Le the surface given by the implicit equation, 

V (x, y, z) = 0.5* S (8.1) 

for volume data set V (x, y, z) and sample size S. Other isosurfaces correspond 

to the various univariate standard deviations (u. s. d. ). For example 68.5 % of a 

sample lies within ±1 univariate standard deviation of the mean. This corre- 

sponds to a probability of 0.5±0.342. Hence one standard deviation smaller than 

the mean is given by the isosurface with probability 0.842 and one standard de- 

viation larger than the mean by the isosurface with probability 0.158. Similarly 

the second univariate standard deviation isosurfaces are given by 0.5±0.477 = 
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0.977 or 0.023 and the third by 0.5±0.4985 = 0.9985 or 0.0015. These surfaces 

can be visualised by volume rendering the histomorphogram with the intensity 

threshold set to the appropriate fraction of the sample size. 

In order to assess an individual surface visually, the probability is calcu- 

lated. for each point in the laser-range surface dependent on its position in the 

histomorphogram. These probabilities are converted to colours using a look-up- 

table, which are used to produce a texture map that is pasted onto the rendered 

surface. 

8.2.2 Results 

Figure 8.1 shows the mean and standard deviation surfaces from the sample of 

male subjects and figure 8.2 shows the mean and standard deviation surfaces 

from the swnple of female subjects. These look like plausible faces of individuals 

even though the sample size is quite small. This implies that the sample of faces 

are in some sense normally distributed about the mean. Figure 8.3 shows the 

results of comparing an adult cleft palate subject, a long-faced subject and a nor- 

mal subject to the male histomorphogram using the texture mapping method. 

Figure 8.4 shows the results of comparing three female subjects to the female 

histomorphogram. 
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Figure 8.1: The mean (centre), minus one standard deviation (right) and 
plus one standard deviation (left) isosurfaces of the male probability histomor- 
phogram. 

Figure 8.2: The mean (centre), minus one standard deviation (right) and plus 
one standard deviation (left) isosurfaces of the female probability histomor- 
phogram. 

Figure 8.3: Comparison of a long faced subject (right), a normal subject (centre) 

and an adult cleft palate subject (right) to the male histomorphogram. 
Key: Probability 0.0 0.2 0.4 0.6 0.8 1.0 

U. S. D +101 
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Figure 8.4: Comparison of three of the female volunteers to the female histo- 
morphogram. 
Key: Probability 0.0 0.2 0.4 0.6 0.8 1.0 

U. S. D +101 

8.3 Method 2: Warping based averaging 

8.3.1 Method overview 

Due to the fixed relations registration system, each point in the laser-range data 

has a 3D coordinate with respect to the external reference frame. The problem 

is to compare the position of three-dimensional points between individuals and 

statistically across population samples. In order to make credible comparisons, 

related points on the surfaces need to be labelled in some way. The warping 

based matching method described in section 7.5 allows facial image points from 

different subject's images that possess the same parametric coordinate to be 

related. Hence point-based measurements and statistics can be used to cre- 

ate facial image averages. Section 8.3.2 describes the tools necessary for the 

measurement and statistical analysis of three-dimensional points (98). 

The construction of the average facial surfaces consists of four steps. The first 

step labels the facial images using a template of connected contours. The second 
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step calculates the mean template by parameterising the contours by fraction 

of arc length. The third step warps each subject's images into the mean (2D) 

shape by interpolating the translations between the subject's template and the 

mean template. Finally the images are averaged on a pixel by pixel basis to 

create the mean 3D surface and 2D photographic image. Using the mean, the 

distribution can be calculated in terms of the covaxiance matrix at each point. 

To create an average facial surface, distribution and colour image, algorithm 8 

is used. 

Individual range scans can be compared with the average by calculating the 

spatial probability relative to the corresponding point and distribution in the 

average. These probabilities are converted into colours using a look-up table 

and then pasted onto the surface using a texture mapping approach. 

Algorithm 8 Create average with template 
Inputs: Photographic images Ii, Depth maps Hi, Feature template T 
Begin 
for aR subject's i do 

Ti - Adapt the template T to images Hi and Ii using snakes 
end for 
T= Average templates Ti by parameterising the contours 
Zero average images H, 7 and 
for all subject's i do 

Wi Find warp from T to Ti 
H+ (Warp Hi using Wi) 
+ (Warp Ii using Wi) 

D+ (Convert Wi and Hi to distribution sums) 
end for 
H= H/n 
7= 1/n 
V= Convert V to covariance matrices 
End 
Outputs: Average depth map H, Average image 7, Distribution 
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8.3.2 Multivariate Statistical Methods 

Displacement 

Measuring the displacement between two 3D points is trivial i. e. 

dij = ri - rj (8.2) 

where dij is the vector displacement of the point whose position vector is ri 

relative to the point whose position vector is rj. 

Mean 

The mean of a set of N 3D points is defined as 

1 N-1 

F= NE ri (8.3) 
i=O 

for points ri = (xi, yi, zi) and mean i;. 

Distribution 

The normal distribution of 3D points can be expressed in terms of the covariance 

matrix 

Czx czy cxz 

cyx cyy Cvz 

Czx Czy Czz 

(8.4) 
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where 

cij = ýý 
1: (in (in 

-J (8.5) 
n=O 

for a point r= (x, y, z). The probability of lying at a point r is given by 

p(r) =1 exp 
1 

(r - F)t C-' (r - (8.6) 
(27r)2 22 1 IC11' 

The probability of lying at any single point in a 3D distribution is very small, 

even at the average position itself. A more useful measure is the probability 

of lying within a certain volume around the average. The normal probability 

distribution in three dimensions has nested ellipsoidal isosurfaces centred on the 

average. The probability of lying within a particular ellipsoid, E is given by the 

integral 

P (R) =ff 
fE 

p (r) dr (8.7) 

Where the integral is performed over the ellipsoidal domain E given by 

F)t C-1 (r - F) =R2 (8.8) 

for some Mahalanobis distance R. By a change of variables 

i C-2 (r 

The integral can be performed over a spherical domain, given by, 

(8-9) 
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p(R) =1 exp -1 
IX12 dx (8.10) 

(27r)2 2 1 
If fR 

A further change of variables into spherical polar coordinates gives, 

I 27r 

dO 
7r 

sin OdO 
Rr2 

e-7' 

2 
(R) 

(27r)12 - 
fo fo fo 

T dr 

The first two integrals are trivial leaving 

n 

2 fR 
2e- r2 

p(R) r dr (8.12) V2 7r 0 

This integral cannot be expressed in terms of elementary functions and so nu- 

merical solutions or standard tables must be used. Although technically the 

probability of lying within Mahalanobis distance R=1 is analogous to the 

probability of a one-dimensional distribution lying within one standaxd devi- 

ation of the mean, it is not equivalent numerically. In order to correlate re- 

sults more easily with the previous work, values of R axe chosen to correlate 

to a one dimensional 'four sigma rule' i. e. p(l. 878) = 0.683, p(2.833) = 0.954, 

p(3.762) = 0.997 and p(4.696) = 0.999936 corresponding to the probability of 

lying within 1,2,3 and 4 univariate standard deviations respectively. 

Significance Tests 

Statistical significance tests are used to calculate the probability that two sam- 

ples are drawn from the same population. The standard multivariate test is 

Hotelling's T2 test, which is the multivariate equivalent of Student's t-test for 
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univaxiate data. Given two samples of nj and n2 points, with means fland 

r2 and covariance matrices C1 andC2, the pooled estimate for the covariance 

m rix is 

(n, - 1) Cl + (n2 - 1) C2 

(8.13) 
ni +n2-2 

and Hotelling's T2 statistic is defined as, 

2= nin2_ 
F2)t C-1 (fl 

- f2) (8.14) 
ni +n2 

A significantly large value of T' indicates that the mean vectors are different 

for the two populations. The significance or lack of significance of T2 is deter- 

mined by using the fact that in the null hypothesis case of equal population 

means, the transformed statistic 

F-- ni +n2 -4 T2 (8.15) 
3 (n, + n2 - 2) 

follows an F distribution with 3 and n, + n2- 4 degrees of freedom. 

8.3.3 Implementation 

The fitting of the feature template to each subject has already been described 

in section 7.5.2. The mean template is found given a set of adapted templates 

simply by averaging each related point in the templates. The number of sam- 

ples along a contour is defined when the template is created, so the template 

points already have a one-to-one relationship between each other and no further 
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swnpling is required. 

The warping transformation from each subject's template to the mean tem- 

plate is constructed using MFFD's as the warping interpolation function. To 

find the average RGB image, each subject's RGB image is warped to this mean 

template shape and the average colour at each pixel is found by summing and 

division. The average depth image is found in the same way, replacing the RGB 

images with the laser-range images and averaging the depth at each warped 

pixel. 

The distribution is calculated in terms of the covaxiance matrices at each 

point. This matrix can be found at each point in the average given the 3D 

displacement from the average point to the corresponding point in each subject 

using equations 8.4 and 8.5. For small samples or for points only free to slide 

along an axis or in a plane the covariance matrix can be singular. To prevent 

this the matrix is inverted as though it was only 2D or 1D when one or two 

rows are zero. 

8.3.4 Results 

The male surface mean is shown without texture mapping in figure 8.5 and 

with the corresponding average RGB image texture mapped in figure 8.6. The 

corresponding female mean is displayed without and with texture mapping in 

figures 8.7 and 8.8 respectively. 

Statistical comparison with the average is performed by calculating the spa- 

tial probability of each point on the surface of the subject's scan relative to the 
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Figure 8.5: The male average rendered without texture mapping. 

Figure 8.6: The male average rendered with texture mapping. 

corresponding point in the average. These probabilities are converted to colours 

in a texture map (via a look up table) that is pasted on to the rendered surface. 

Two examples are shown, one comparing a normal male to the male average 

(figure 8.9) and one comparing a normal female to the female average (figure 

8.10). 

8.4 Conclusion and Choice of Method 

The advantage of the probability histomorphogram method is its simplicity and 

speed, as it requires little processing and no user interaction. It can also be 

easily extended to segmented 3D scalar data, where the probability represents 
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Figure 8.7: The female average rendered without texture mapping. 

Figure 8-8: The female average rendered with texture mapping. 

Figure 8.9: Comparison of a normal male subject with the male average. 
Key: Mahalanobis distance 
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Figure 8.10: Comparison of a normal female subject with the female average. 
Key: Mahalanobis distance 

0.0 1.0 2.0 3.0 4.0 5.0 

0.0 0.683 0.9540-997 
Probability 

the likelihood of lying inside the segmented 3D structure. The disadvantages 

are, 

a) A large sample is required to produce a smoothly varying histomor- 

phogram. 

b) It cannot be used to measure displacements from the average or 

between individuals. 

C) It does not use anatomical knowledge and thus may lead to problems 

e. g. a flattened nose on the side of the face might appear normal! 

In conclusion, this method is efficient and simple but the amount of useful 

information that can be extracted is limited. 

In contrast the feature-based warping method does not require a large sam- 

ple to produce a lifelike facial average. The displacement between each point on 
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the average surface and an individual in the sample is defined by the warping 

function used to construct the average. The displacements between the average 

and other individuals can be found using the feature based warping method de- 

scribed in the previous chapter. Because facial features are matched, anatomical 

abnormalities as discussed in (c) above are dealt with easily. The feature-based 

warping method also produces an RGB average image, which provides addi- 

tional visual information about the average face. Hence the feature-warping 

method is the method of choice for facial average construction. 
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Chapter 9 

Results and Applications 

9.1 Introduction 

In the previous chapter two methods for constructing average three-dimensional 

facial surfaces and distributions were described. The method chosen is based 

on interactively adapting a template of contours and landmarks to each subject 

using snakes, then using the average template to set up a parametric coordinate 

system for each face based on image waxping (method 2). This chapter demon- 

strates and discusses some of the possible future applications of this method, 

using examples drawn from the small test database. Further testing on real 

clinical subjects is required before these methods can be adopted clinically, but 

their feasibility is clearly demonstrated. 

The probabilistic assessment of individual facial scans has already been 

demonstrated and further examples are given. The comparison of two averages 
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using significance testing is demonstrated using the male and female averages. 
The potential application of probabilistic assessment for pre-surgical plan- 

ning is enhanced by combining it with surgical simulation. To demonstrate this, 

a new, fast, high resolution surgical simulator has been developed that is op- 

timised for laser-range surface data. This allows prediction of changes in the 

faciaJ surface given the corresponding movements of connected CT hard tissue 

data. 

Finally, f4ce-space transformations, which can transform individual's be- 

tween statistical groups are demonstrated for three-dimensional laser-range data. 

These have application in studying growth and transformation of patients be- 

tween their patient group and the corresponding normal group. This could 

provide surgeons with a more individual surgical goal. 

9.2 Patient Assessment 

The use of standardised images will allow a clinician to compare patients an- 

alytically with other patients, or with an average facial surface. In the or- 

thogonal two-dimensional morphanalytic work, these kinds of comparisons have 

already led to improvements in diagnosis and the identification of new craniofa- 

cial anomalies. In the previous chapter, examples have been shown of comparing 

normal faces from the smaJI test database to the corresponding averages. Fur- 

ther examples of comparing a subject with a long face and an adult cleft-palate 

subject are shown in figures 9.1 and 9.2 respectively. Visualisation of the spatial 
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ýýt -I-, I, 

Figure 9.1: Comparison of a long-faced subject with the male-average. 
Key: Mahalanobis distance 
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probability of each surface point is achieved by converting it into a colour value 

and displaying the results as a texture map. 

9.3 Assessing averages 

In the previous chapter, methods were presented for the analytic comparison 

of averages in terms of vector displacement, spatial probability and statistical 

significance. The potential clinical and research applications for these kinds of 

quantitative assessments of statistical groups are numerous. For example, sup- 

pose two sets of patients undergo different treatments for the same craniofacial 

condition. A clinician planning future treatment might ask questions such as, 

a) Which treatment's average is closer to the normal average for this 

group? 
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71"K, - 

Figure 9.2: Comparison of an adult cleft-palate subject with the male average. Key: Mahalanobis distance 
0.0 1.0 2.0 3.0 4.0 5.0 

0.0 0.683 0.9540-997 
Probability 

Do these treatments produce significantly different results? 

C) Was there any statistically significant difference between these groups 

before treatment? 

Comparison of averages can be performed using the same spatial probability 

mapping as for an individual facial surface. Alternatively, the significance of the 

difference between each mean facial point can be calculated using Hotelling's 

T'-test and the results displayed as a texture map. An example showing the 

comparison of the male and female averages using this method is shown in figure 

9.3. Not surprisingly, the result shows that the two averages are significantly 

different. The null-hypothesis of equal distribution means is rejected at the 1% 

level for most of the facial surface, and at the 5% level on the cheeks. 
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Figure 9.3: The significance of the difference between the male and female 
averages displayed as a texture map. Red areas are rejected at the 1% level, 
green at the 5% level, blue at the 10% level and white are rejected at less than 
the 10% level. 

9.4 Assessing surgical models 

9.4.1 Background 

When planning craniofacial surgery it is often instructive to have a clear idea of 

the possible outcome. Several groups have proposed the use of soft tissue models 

that deform naturally under the action of user supplied forces or the movement 

of the underlying hard tissue. These allow a surgeon to experiment with different 

treatments before surgery begins. The simulation generally proceeds in two 

steps. The first sets up the model and the second solves the tissue model 

equations given an external mechanical force or tissue movement. The two 

most popular approaches for solving the model equations in the literature are 

finite element methods and mass spring models integrated numerically. 
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9.4.2 Mass Spring Models 

Mass spring models were first used for facial animation (180) (181) (121) and 

have been adapted to simulate craniofacial surgery (182). To set up the model, 

first the facial depthmap is converted into a triangular mesh. From each ver- 

tex in the mesh, the surface normal is projected inwards until it intersects a 

registered CT volume at a point labelled as hard tissue. The three vertices of 

each triangle in the mesh intersect the CT volume at three points, forming a 

new triangle at the opposite end of an irregular triangular prism. This forms 

the basic volume element. The edges of this volume axe treated as springs that 

attempt to maintain their original length. The force f, in a spring of stiffness k 

and natural length 1 due to an extension e is 

fa -- 
ke 
1 

(9.1) 

Each spring will produce an equal and opposite force at each end, pushing 

together or pulling apart the two vertices. The total spring force, F, at each 

node is the sum of the forces due to all the springs connected to it. Human skin 

has a non-linear stress-strain relationship, with the stiffness increasing with 

extension. This can be modelled using a biphasic: linear function, a quadratic 

function or a higher order polynomial function to approximate the behaviour. 

The volume elements also attempt to maintain their original volume. This is 

achieved by producing additional forces at each surface node due to the differ- 

ence between the original and current volume. This force is transmitted in the 
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direction from the centre of mass of the prism to the surface Point. The magni- 

tude of the force f, for an element of natural volume V and current volume V, 

is given by, 

fv = A(V - Vc) 
v (9.2) 

where A is the coefficient of the volume dependent term. This force is shared 

equally between each of the surface triangle's vertices. The forces due to all of 

the volume elements connected to a vertex are added to produce a force F,. 

The volume of the irregular triangular prisms can be calculated as the sum of 

three triple vector products. The entire system is then governed by the dynamic 

system 

d2x dx 
Mdt2 +qyýt +Fv +F8 =0 (9.3) 

where m is the mass of the node and y is the coefficient of the velocity pro- 

portional damping term. This system is integrated numerically to find the new 

position of each node when external forces are applied at each time step. By 

moving the underlying hard tissues, the surface nodes deform to take on new 

positions x that minimise the forces at each vertex due to the connected springs 

and volume elements. 

Mass spring models are reasonably fast for relatively low-resolution meshes. 

Keeve et al (182) report that for a 3080 triangle mesh, the surface resulting 

from the movement of internal hard tissues takes approximately 1 minute to 
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calculate on an SGI High Impact workstation. The algorithm is O(N 2) for N- 

nodes, so for the laser scans used in this paper to be integrated at full resolution 
(approximately 60000 facial triangles) would require 400 minutes on a similar 

workstation. 

9.4.3 Finite element models 

Finite element models were originally designed for modelling the stresses and 

strains of rigid structures in engineering design (183) (184). They have been 

applied to modelling human tissue for surgical simulation (185) (186) (187) (188) 

(189) (190) including craniofacial surgical simulation (191) (182). The idea is 

to minimise the internal and surface bending energy and stretching caused by 

external forces. The deformation energy of structure 11 can be written as 

Ede f : --- 
fo (astretching + Obending) dQ (9.4) 

where a and, 3 are the tensors representing the stretching and bending properties 

of the material respectively. If external forces f (u, v) axe applied to the surface 

w (u, v) the surface energy can be written as 

2 W2 

E, urf 
allwu + al2WuWv+ a22 v_ 

2fwdfl (9-5) 
W2 22 

1 uu 
+ 02Wvv + 03Wuv 

where the subscripts denote partial derivatives. The stretching and bending 

tensors are given by 
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all a12 

a= 
a12 a22 

L 

and 

32 

03 

(9-6) 

(9.7) 

By dividing the surface into small patches, the so called finite elements, the 

energy function given above collapses into a matrix equation of the form, 

Ku=F (9.8) 

where K is the global system stiffness matrix, u is the vector of unknown surface 

displa, cement coefficients and F is the external force vector. The vector u is used 

to multiply a set of basis functions at each node in order to define the solution 

throughout the volume, and not just at the nodes. In this way the finite element 

method is different to finite difference methods, were the solution is only defined 

at the nodes. The continuity of the basis functions denotes the continuity of 

the finite elements, for example CO finite elements are continuous, C' finite 

elements have a continuous first derivative and so on. 

The matrix K is usually large and sparse and sophisticated libraries have 

been developed for solving this kind of inverse problem. Keeve et al (182) used 

a public domain finite element package (DIFFPACK (192)) to perform the finite 
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element calculations. This took approximately 10 minutes to solve the equations 

for a 3080 triangle mesh using an SGI High Impact workstation, which translates 

to approidmately 4000 minutes for our 60000-triangle face mesh. Speed can be 

improved by exploiting the fact that the result only needs to be Computed on 

the visible surface and not at internal nodes (187) (188) (189) (190). Modem 

implementations of the finite element method allow real-time interaction with 

the deformable models, provided that the model does not contain a large number 

of nodes and a very fast workstation is used. 

9.4.4 A New Method 

In this section a simple elastic facial tissue model is described that is based 

on finite difference methods. The model allows the movement of hard tissues 

extracted from a registered CT scan and uses this to calculate the deformation 

of the connected surface. The predicted surface is generated by minimising the 

surface tension and the internal tension simultaneously using regulaxisation. 

The finite element method views the problem of tissue modelling as an energy 

minimisation approach. Recently the use of backwards and forwards recursive 

filters has been proposed for solving energy minimisation problems in image 

processing (139). These regularisation problems are formulated as a linear in- 

verse problem for the unknown solution vector f in terms of the given function 

g written in matrix form as 

(I+AK)f (9.9) 
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where K is the stiffness matrix, I is the identity matrix and the SCalar parameter 

A controls the relative influence of these two terms. The stiffness matrix contains 

finite-difference approximations to derivative terms. For example, second-order 

derivatives minimise the first derivatives for membrane stiffness and fourth-order 

derivatives axe used to minimise the third derivative for thin-beam stiffiless. 

The matrix K is an n-diagonal matrix, with each row simply a shifted copy 

of the previous row. Inversion of this kind of matrix is possible with Gaussian 

elimination. Due to the extremely regular nature of the matrix, the forward and 

backward Gaussian elimination can be performed directly on the image data, 

avoiding storage of the laxge inverse matrix. This is equivalent to a forward and 

backward recursive filtering of the image with appropriate filters. 

The similarity between image regularisation and finite element models sug- 

gests that solution of the finite difference lineax system should be possible, at 

least approximately, using recursive filtering. Furthermore, because the matrix 

is not stored or inverted directly the method should be considerably faster than 

direct inversion methods. The increase in speed and decrease in storage require- 

ments would allow fax larger (and hence more accurate) models to be simulated, 

which is important in the medical field. 

9.4.5 The model 

The surface model is constructed on a discrete two-dimensional grid. Each node 

in the grid contains a single depth value that will form a node in the final so- 

lution. From each node, the surface normal is projected into the registered CT 

170 



CHAPTER 9. RESULTS AND APPLICATIONS 

data set until it intersects a segmented bone structure. The distance from the 

internal bone node to the external surface node is stored a. 9 L (x, y) - The natu- 

ral lengths of the surface springs between horizontally and vertically separated 

nodes are also calculated and stored as lh(X, y) and 1, (x, y) respectively. At 

equilibrium the tension in the internal springs will be equal to the tension in 

the external springs. Along the horizontal axis (i. e. for constant y) this problem 

can be represented as inverting the linear system 

a (X 
(x) -f (x-') 

-a (x) 
f (x + 1) -f (x) 

(x) g (x) -f (x) 
Ih (X - 1) Ih (X) L (x) 

where g(x) is the known internal node displacement and f (x) is the unknown 

surface node displacement. The stiffness of the external and internal springs are 

given by a (x) and O(x) respectively. This can be seen as an approximation to 

the differential equation 

(x) +, \ef- - dx2 

that also accounts for variability in the spring length and stiffness across the 

surface. The solution to this equation will minimise the stretching energy inte- 

graJ 

1 
(X) _g (X»2 +, \ 

( 
dx 

) 
dx (9.12) 
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This leads to a tridiagonal system of equations that are solved using forward 

and backward elimination of the matrix system directly on the image vector 

along each row. A similar tridiagonal system is established and solved along 

each column. The surface found after filtering along both rows and columns 

will minimise the integral 

(of )2 
+, 

)2d 

Xdy (f _ g)2 
(of)2 

+ \2 
(_ý 2f 1 

C9 x ay axc9y 

and so minimises several of the terms in equation 9.5. Solution of this energy 

minimisation can be implemented separately along rows and columns, which is 

not true of equation 9.5. Inverting the linear system along rows and columns 

separately allows much lower storage requirements and more efficient solution. 

The bending energy of the surface can be added as 4th ordered linear terms 

without compromising the efficiency of the algorithm. This leads to a solution 

that minimises an integral of the form 

, 
\f 2+ 

. 
Xf2 + \2 f 2y + 

(f - g)2 +xyx dxdy (9.14) 

7f 2x + yfy2y + y2 fX2 
yy xx 

Again, using a modification of the exact energy minimisation to allow separable 

solution along rows and columns opens the potential for much faster solution. 

Vaxying the tension \ and the stiffness -f across the image allows different tissue 

strengths to be simulated. For example, the springs connecting across the mouth 
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opening could be made very weak, or the internal springs in the nose could be 

strengthened to simulate cartilage. 

9.4.6 Results 

To test the algorithm given above, a CT scan of a dry skull was captured and 

aligned manually, using translations, rotations and non-uniform scaling, to ap- 

proximate the hard tissues of one of the subjects in our database. The CT data 

were segmented using the thresholding and cutting tools in the ANALYZEt' 

biomedical-visualisation software package(193). The surface scan was then con- 

nected to the segmented data by ray tracing the surface normal vectors. The 

surface displacements were initialised with the displacement of the connected 

internal structures. The adaptive filtering converts these to the surface displace- 

ments that are used to modify the surface node positions. 

Figure 9.4 shows the original segmented CT skull data on the left, the original 

facial surface in the centre and the probabilistic assessment of the facial surface 

on the right. In figure 9.5 the left-hand image shows the CT data after the 

mandible has been translated forwaxd 10mm, and the resulting change in the 

facial surface is displayed in the central image. The result is a smooth, plausible 

deformation of the soft tissue that takes only a few seconds to set up and 

calculate on an ordinary PC. A second example showing the effects of a maxillary 

advancement is shown in figure 9.6 along with the new soft tissue profile. The 

nose is less severely effected than the surrounding tissue, probably because the 

internal springs from the nose are very long. This increases the regularisation 
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Figure 9.4: The segmented CT data (left) aligned to the surface scan (centre) 
with the probabilistic assessment (right). 
Key: Mahalanobis distance 
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of these surface points, resulting in smaller translations. Stiffening the internal 

springs by decreasing A in this area could avoid this problem. 

9.4.7 Validation of Surgical Models 

In the past, the accuracy of the predictions provided by surgical models has 

been based on visual assessment. The three-dimensional morphanalytic methods 

described in this thesis allow the quantitative comparison of the predicted model 

with the surgical outcome. This could help in validating the quality of the 

simulation, although it may not always be possible to carry out a surgical plan 

precisely in the operating theatre. 

Another problem lies in the assessment of the quality of the predicted sur- 

gical results generated by the simulation i. e. which surgical plan produces the 

most satisfactory results. In previous work, this assessment has been performed 
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Figure 9.5: Movement of the mandible of the CT data (left) produces the pre- 
dicted movement of the facial soft tissues (centre) and the resulting change in 
surface probability (right). 
Key: Mahalanobis distance 
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Figure 9.6: Movement of the maxillae of the CT data (left) produces the pre- 
dicted movement of the facial soft tissues (centre) and results in a change in the 

surface probabilities (right). 
Key: Mahalanobis distance 
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subjectively by the clinician using the simulator. The morphanalytic methods 

described in this thesis allow the quantitative assessment of predicted models by 

their comparison with the normal average for the subject's population group. 

The right-hand images of figures 9.4,9.5 and 9.6 show the surgical simula- 

tion described in the previous section compared with the male average for the 

database. By varying the surface colour to reflect the spatial probabilities, a 

direct assessment of the relative benefit of the procedure can be made. The 

surface probability in figure 9.4 is within normal limits across the entire facial 

surface, so any change in the surface is expected to decrease the spatial proba- 

bilities. Reassessment of the surface probability after simulation of mandibular 

advancement in figure 9.5 shows that surface points axe more abnormally situ- 

ated than in the undeformed original. The simulation of maxillary advancement 

in figure 9.6 produces an even more significant decrease in the spatial probabil- 

ity of points in the affected axea. Although the maxillae axe advanced by only 

the same size translation as the mandible, the resulting face has far more ab- 

normally situated points. Many points around the nose are approaching 4 u., g. d, 

although the nose itself is relatively normal. This could be because the nose's 

internal springs have only been assigned the same stiffness as the surrounding 

tissue, but are in fact far longer. 
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9.5 Face Space Transformat ions 

9.5.1 Growth Studies 

In addition to modelling the effects of surgery, craniofacial research would also 

benefit from an increased understanding of the effects of growth. The growth of 

some craniofacial structures has been shown to alter following surgery. Accurate 

prediction of the long-term effects of surgery, particularly in young patients, is 

desirable to avoid repeated surgery later in life. The best treatment may be 

the one that allows correct growth rather than the one that looks the best 

immediately following surgery. Prediction of growth could allow a surgeon to 

identify abnormal growth patterns eaxlier, allowing more time to be devoted to 

treatment planning. To facilitate such advanced treatment planning, new tools 

are required. 

9.5.2 Background 

Rowland and Perrett (194) have demonstrated a method for transforming facial 

photographs of individuals between different statistical groups, whilst maintain- 

ing individuality and even expression. The original application was in psycholog- 

ical studies, experimenting with facial beauty and ageing using two-dimensional 

photographs (107). Essentially the method involves finding the difference be- 

tween two statistical groups in terms of 2D shape and colour. This can then be 

added to an individual in one of these groups, transforming them into the other 

group. 
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To construct the averages, first a large set of points labelling features (such 

as contours around the face, eyes, mouth etc. ) was manually placed on each 

facial image. The average 2D shape was found by averaging the location of each 

labelled point. Each subject's photograph was then warped into this average 

shape by interpolating the point translations. The average colour was found at 

each pixel in the warped shape to produce an average colour image. 

The shape difference between two averages of different statistical groups 

(separated by age, sex or any other statistical device), was found by subtracting 

corresponding points in the two templates. Waxping the two average images 

into the mean 2D shape and subtracting produced the colour difference at each 

pixel. To apply this difference to an individual, first the translation vectors were 

added to each point in the individual template to define the new 2D shape. The 

individual's facial image and the colour difference image were then warped into 

this new shape and added to produce the new facial image. Experiments were 

performed, transforming between gender and age, with extremely believable 

results. Additional experiments scaled the difference data so that partial or 

exaggerated transformations could also be performed. 

9.5.3 A New Method 

The method for laser range data can be implemented as a direct extension 

of the two-dimensional method, by simply treating the laser range data as an 

additional colour channel to the red, green and blue components of the regis- 

tered photograph. First, the translations between each point in the two average 
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templates are found by subtraction. Next the two images are waxped into the 

same shape (one of the two is chosen and the other warped to that shape) and 

subtracted to find the colour and depth differences. 

Once the 3D shape and colour differences have been found they can be 

applied to an individual. Adding the group's template translations to each 

point in the individual's template creates a new template. The individual's 

RGB and range images are then warped into this new shape. This first change 

only accounts for the two-dimensional geometry change and not the change 

in surface depth or colour. The colour and depth difference images are then 

also warped into the shape of the new template and added to complete the 

transformation. 

9.5.4 Results 

This section demonstrates the application of three-dimensional face-space trans- 

formations by transforming an individual between the male and female groups 

already created. Figure 9.7 shows the construction of the difference between the 

male and female averages in terms of depth and colour. An example of applying 

this transformation to an individual female subject is shown in figure 9.8. The 

resulting surface and colour changes produce a very plausible male equivalent 

to the subject. A second example finds the shape and colour difference between 

an individual male subject and the male average (Figure 9.9). Adding this 

difference to the subject produces a caricature of the individual, exaggerating 

anything 'unusual' about their face. Subtracting the difference from the male 
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average produces the 'opposite' of the subject. 

In future, the hope is to test this method for the prediction of growth in 

normal subjects, cleft palate patients and patients with other common facial 

deformities. By constructing accurate averages of different age groups, the face- 

space transformation of an individual into an older age group could allow the 

growth pattern to be predicted. Alternatively, extrapolation of the differences 

between an individual's facial scans at different ages could help to predict growth 

in a more individual way. Face-space transformations could also be used to 

transform individuals from deformed facial groups into their normal equivalent 

as an alternative to physically-based surgical models. 
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Subtract 

Figure 9.7: A diagram showing the steps used to find the face space transforma- 
tion between the male and female averages. First the male average depth and 
RGB images are warped to the same 2D shape as the female. Then the female 
depth and colour is subtracted to give the depth and colour differences. 
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'Warp 

Figure 9.8: This diagram shows the application of a female-to-male face-space 
transformation. A new template is defined by adding the translation vector 
differences to the individual's template. The individual's colour and depth im- 
ages are warped into the new shape along with the colour and depth difference 
images. These two are added to produce the altered subject. 
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b) 

Figure 9.9: The shape and colour difference between an individual subject (a) 
and their group average (b) can be used to produce a caricature (c) or their 
opposite facial counterpart (d). 
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Chapter 10 

Conclusions and Future 

Directions 

10.1 Summary 

The overall objective of the work reported in this thesis has been to determine 

the extent to which the established principles of two-dimensional orthogonal 

morphanalytic (universally relatable) craniofacial imaging might be extended 

into the realm of computer-based three-dimensional imaging. 

The overall conclusion is gratifyingly positive. It is clear that it is not 

only possible to extend the principles in this way, but that the extension has 

also enhanced the established principles and led to advances in the field. The 

development of the extended principles and the emergence of the advances may 
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be summaxised as follows. 

Chapter 1 explained the need expressed by clinicians and researchers for 

quantitative analytical methods for the study of facial shape in three dimensions. 

To achieve this a three stage plan was devised involving rigid-body registration, 

standardised data capture and inter-subject comparisons. 

The first stage required the alignment of subjects to a Cartesian reference 

frwne using a rigid-body registration method. This registration assigns a 3D 

spatial coordinate to every point on the surface scan of each subject. Chapter 2 

reviewed the available rigid-body registration methods and explained the choice 

of the fixed relations principle to achieve the rigid alignment. 

The second stage required the capture of standardised images of the fa- 

cial surface. Chapter 4 describes a new laser-video-scanner calibration method, 

which facilitated the capture of universally relatable laser-range data of the face. 

The finaJ stage required the comparison of different standardised images. 

Surface points in patient images are inter-related by a feature-based parametric 

labelling. Chapter 5 reviewed the available methods for parametric anatomical 

labelling and demonstrated the diversity of methods available for inter-subject 

comparisons. As no method showed a cleax advantage in the literature, it was 

decided that more than one method should be tested. Chapter 6 reviewed the 

mathematical methods required for inter-patient matching. Along the way a 

new multi-scale interpolation method and a new overlap control method were 

devised. Chapter 7 tested three methods for inter-relating facial laser-scans and 

photographic data and concluded that feature based interpolation provides the 
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most reliable results, with an acceptable level of user interaction. 

The three stage morphanalysis of the facial surface allows the comparison of 

individual faces and the construction of probabilistic facial averages. Chapter 8 

described two methods for the construction of probabilistic facial averages and 

selected the method based on feature based waxping as the preferred method. 

The average facial surfaces constructed consist of the mean depth, colour and 

the covariance matrix at each point in the mean. 

Three-dimensional morphanaJytic records have many potential applications 

beyond the construction of average facial surfaces. Chapter 9 described the po- 

tential applications of probabilistic facial averages and gave several exwnples. 

These included the comparison of individuals to the average to give a probabilis- 

tic assessment of the different areas of the face and the comparison of different 

averages in the form of significance tests. These significance tests present the 

opportunity to validate different treatments and identify new conditions. 

In recent years there has been considerable interest in modelling surgery 

using computer graphic techniques. The standardisation inherent in morphan- 

alytic records provides a unique opportunity for the validation of surgical sim- 

ulations. Chapter 9 included the description of a new soft tissue simulation 

system. This method is designed for speed using an approximation to the sur- 

face stiffness and bending energy. The results showed that this method can 

produce realistic surgical changes to the facial surface for high resolution range 

images at a fraction of the speed of other methods. Examples with a normal 

subject showed how the probabilistic assessment of the simulations can provide 
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additional information to assist the selection of the most appropriate treatment. 

An alternative method for modifying the facial surface was also given in 

chapter 9. Three-dimensional face-space transformations allow application of 

facial differences between groups or individuals to be applied to individuals. 

This could allow quantitative assessment of facial changes in order to improve 

understanding of both normal and abnormal growth and the effects of surgery. 

Face space transformations also open the possibility of transforming abnormal 

individuals into their normal equivalent, which would present both surgeons and 

patients with realistic surgical goals. 

10.2 New Advances 

The major innovations that have emerged from the research reported in this 

thesis are as follows. 

1) A new calibration method for morphanalytic laser-video scanned 

surface data. 

2) A new interpolation method for scattered 2D measurements. 

3) A new overlap control method for ensuring the one-to-one property 

of mapping functions (for image warping). 

4) Three new methods for inter-subject matching of laser-video surface 

data that offer compromises between speed, robustness and user 

interaction. 
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Two new methods for constructing average and distribution facial 

data. 

6) A new method for the probabilistic assessment of individual faces 

compared with average and distribution facial data. 

7) A new method for the significance testing of two average and distri- 

bution facial images. 

8) A new, fast, high-resolution method for soft-tissue modelling of 

laser-scanned surface data in craniofacial surgery simulation. 

9) The extension of face-space transformations to texture-mapped laser 

surface data. 

10.3 Future Work 

10-3.1 Introduction 

The work reported in this thesis has been a self-contained project within the 

larger collaborative enterprise called the Interface Project, and has inevitably 

revealed many opportunities for future enhancements. Further testing and eval- 

uation of the software will be required, with real patients in a clinical setting. 

The methods have been tested on a database of normal subjects and some sub- 

jects with more unusual faces. By using an established registration method (the 

fixed relations principle) and an interactive inter-subject matching method, the 
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risk of errors due to a subject having a very different face from those in our 

small sample is minimised. 

10.3.2 Clinical M-ials 

For several years now, the Interface Project has been involved in the develop- 

ment of new computer graphic craniofacial imaging techniques and their appli- 

cations as described in this thesis. The next stage of this research is to test and 

apply these methods clinically. This will involve several threads including the 

following. 

a) The construction of probabilistic average and distribution facial data 

for a range of statistical groups, arranged according to sex, race, age 

and facial deformity. 

b) The assessment of individual patients via probabilistic comparison 

with the average and distribution data. 

C) The compaxison of means from different facial groups and different 

treatment histories via surface significance testing. 

Further evaluation of the surgical simulation approach using real 

subjects, probabilistic comparison with the mean and comparison 

with the actual outcome. 

e) Evaluation of the three-dimensional face-space transformations for 

growth prediction and for setting pre-surgical goals. 
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10.3.3 Computer Graphic and Imaging Enhancements 

The thrust of the Interface Project must continue to be towards clinical as- 

sessment and research, to prevent it becoming detached from clinical reality. 

Because of the rapid advances in medical imaging it is also important that par- 

allel progress continues to be made on the computational front. As with the 

clinical research, many avenues exist for improving and enhancing the current 

methods. These include the following. 

a) Extension of universally relatable imaging to include Computed To- 

mography (CT) and Magnetic Resonance Imaging (MRI). Progress 

towards this has already been made with the construction of a pro- 

totype head jig. As explained in chapter 2, rigid alignment of three- 

dimensional images of a single patient using least-squares methods 

is robust and valid. Therefore it may be possible to avoid the use 

of a head jig, instead registering the 3D scalax data-set to the mor- 

phanalytically aJigned laser surface scan. 

b) Improvements in imaging time. The laser scanner used in this paper 

takes approximately 5 seconds to capture a surface scan. Modifica- 

tions made to a similar scanner have allowed the capture of real 

time surfaces (88). Other methods using white light projection and 

fast image capture also offer the opportunity to capture moving 3D 

facial images. Moving three-dimensional facial data could be used 

to study the dynamics of the facial structure, improving the study 
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of functionahty in addition to static shape. 

C) The laser range scanner, like most other range scanning systems, 

captures only from a particular viewpoint. The combination of scans 

from several views would provide a more realistic face model. Several 

methods have been put forward in the literature, and these will need 

to be reviewed and adapted for morphanalytic laser-video data. 

Again, many more potential improvements axe likely to be suggested when the 

software is used in clinical situations. 

10.4 Concluding Remarks 

As with all clinically motivated research, the goal of this Project is to help 

improve the quality of people's lives. The psychological burden of growing 

up with a major craniofacial deformity, particularly on young people, is well 

documented. A severe facial deformity can affect personality, sexual success 

and even employment prospects. It is my sincere hope that the work contained 

in this thesis will contribute in some small way to improving the treatment, and 

hence the lives, of these patients. 
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